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Preface 


This publication provides information about using the IBM Print Services Facility 
feature of OS/400 (PSF/400) and is written for the general AFP user as well as for 
system and application programmers. 


This publication helps you learn Advanced Function Presentation (AFP) and 
develop AFP applications. It parallels the AS/400 Advanced Function Presentation 
course and builds skills chapter by chapter. The first chapters set the stage for print 
and presentation on AS/400, covering the value of AFP applications, the AS/400 
print flow, AS/400 AFP architecture and flow, and related applications. These 
chapters cover the two major aspects of AFP, the document architecture and the 
printing architecture. 


i presents 
a sample invoicing application used throughout the publication. Subsequent 
chapters cover the building blocks of electronic publications: fonts, image and 
graphics, bar codes, and electronic forms. A series of “Using” chapters describes 
how to use different AS/400 application enablers to create the Super Sun Seeds 
invoicing application. 


view 7 electronic applications, in addition to (or in place of srintine them. 


eee demonstrates how several AS/400 applications integrate with, and 
complement, the example AFP application. In addition, the publication includes 
chapters on network and cross-system considerations, and the appendices provide 
both additional examples and reference information. 


Note: For more information about AFP for PSF/400, consult the IBM Printing 
Systems home page: 
http://www. printers. ibm.com 
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Chapter 1. How AFP and PSF/400 Can Help You Present 
Information 


Advanced Function Presentation (AFP) is a printing and presentation system that 

enables you to take full advantage of printing technology on your AS/400 system. 

AFP helps you combine the capabilities of high-function Intelligent Print Data 

Stream (IPDS) printers and print software to: 

* Create state-of-the-art documents 

* Exploit print formatting capabilities without changing application programs 

* Replace traditional, labor-intensive print operations with a system-managed 
process 

¢ Print with complete system management and full error recovery, whether the 
printer is system-attached via twinax or network-attached via TCP/IP. 


PSF/400 is the AFP system software for AS/400 printers using the IPDS printer data 
stream. PSF/400 enables AS/400 users and applications to take full advantage of 
IPDS printer capabilities. 


AFP provides a number of capabilities that can improve your current printing 
process. With AFP, you can: 


Create your own forms in-house. 
This allows you to improve the 
flexibility and quality of your forms, 
avoid the expense of having 
someone create them for you, and 
avoid the inventory problems 
associated with preprinted forms 
(form obsolescence, storage, 
handling). 


a?) 
—=O 
——_ 
— 0) 
Create your own bar codes. This =—0 
allows you to automate your =O 
business processes, improve data | == 
entry accuracy and speed, and = Cr) 
meet industry requirements for bar = 
codes. 012345678905 - 


© Copyright IBM Corp. 1996, 1999 1 


OK SOUD CORPORATION BALANCE SHEET 


Print line-mode data on page 
printers but also incorporate 
complex images and graphics 
such as graphs, charts, logos, and 
bar codes. This protects your 
investment in line-mode data and 

improves the quality and I i. 
readability of your print output. es 


ROCK SOLID CORPORATION 
Cuvier Repo RS 


“Stockholders Equity 


company Name “EE 
woe 


Save time, paper, and 
unnecessary printing expenses by 
viewing your formatted output, with 
graphics and text merged, ona 
computer display before printing it 
or instead of printing it. 


Save paper and storage space by 
printing your system output with 
smaller fonts and by automatically 
printing more than one page of 
data on a single sheet. 
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Include scanned images of 
transaction items such as 
cancelled checks, delivery 
receipts, credit slips, and work 
orders in the statements you send 
to your customers. This can 
reduce billing inquiries and shorten 
your billing cycle by providing your 
customers with verification of their 
transactions. It can also save you 
time, expense, and postage by 
providing information electronically 
instead of manually. 


Print your office documents, 
letters, reports, and presentations 
but add different fonts, letterheads, 
logos, signatures, and graphics. 
This will improve the quality and 
appearance of your office 
documents. 


Save time and money by creating 
your own in-house procedural 
guides, handbooks, and training 
manuals instead of hiring outside 
vendors to do them for you. 
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February 26, 1989 

Ms. Jane A. Boe 

28 Park Avenue 

White Rock, NY 10607 

Dear Ms. Dos 

Thank you for your Interest In TropiCal 


Community College. The admission 
application you requested le enclosed. 


Sincerely, 


John &. Smith 
Director of Admtssions 


JRs/els 
Enelosure 


Type 
Transformer 


Convert any Adobe Type 1 fonts 
into fonts that can be used on AFP 
printers. You can select any fonts 
you need from over 10 000 styles 
available in Adobe Type 1 format 
and use them with your AFP 
printers. 


+s 


NO POSTAGE 
NECESSARY 
IF MAILED 


IN THE 
UNITED STATES 


Print postal permits and bar codes 
on your documents to convert 
them into mailers. This can save 


BUSINESS REPLY MAIL 


FIRST CLASS PERMIT NO.40 ARMONK, NY 


you the time and expense of filling POSTAGE WILL BE PAID BY ADDRESSEE 

envelopes and affixing stamps and Deparinentses ns oPeraton 
‘ c P.O. Box 1900 

perhaps can qualify your mail for Boulder, Colorado 80301-9191 


cheaper postage rates. 


a ee 


Change the format of printed 
output from your application 
programs without changing the 
application program itself. This will 
improve your programmers’ 
productivity and use a single 
source of information for different 
purposes. 


EXTERNAL 
FFORMATTIN: 


e Name Number Address 
° 


Address 


Name 
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Create pages containing images 
and graphics as well as text. This 
provides you with more flexibility in 
creating formats for your printed 
output. 


Create electronic documents that 
can be subsequently viewed, 
saved, faxed, reprinted, indexed, 
archived, and retrieved. 


Distribute documents and reports 
directly to Intranet or Internet 
customers. 


Chapter 1. How AFP and PSF/400 Can Help You Present Information 


5 


Print to network printers (i.e., 
TCP/IP-attached) with the same 
level of document function and 
print control that you have with 
system-attached, twinax printers. 


Scale up applications from 
desktop print volumes to 
production print volumes without 
changes to applications. 


What Are the Benefits of AFP? 


Advanced Function Presentation (AFP) is an architected system for printing on 
AS/400 that integrates print management, application enablers, and high-function 
printers to generate high quality, effective documents that contain electronic forms, 
bar codes, images, graphics, and more. 


AFP enhances the value of your output applications in the following ways. 


Integration 


The integration of application, development, and operational functions on AS/400 
provides ease of use, productivity, and performance. AFP application development, 
among many enabling choices, uses high-level languages and Data Description 
Specifications (DDS), the same interface used in AS/400 application development. 


Managing AFP output uses printer files and output queues, and is an extension of 
AS/400 print management. AFP is integrated into key AS/400 applications such as 
Imageplus/400, Officevision/400, Facsimile Support for AS/400, OnDemand for 
AS/400, and Backup Recovery and Media Services (BRMS) for AS/400. 


6 AS/400 Guide to AFP and PSF 


Efficiency 


The AFP data stream is a highly structured, architected data stream that yields 
efficient, high-performance results. Many elements of the electronic document, such 
as overlays, bar codes, fonts, and image, are managed as separate objects. This 
means that the actual data stream from the output application is usually small. 


Print Management 


AFP is integrated into AS/400 print management and provides robust functionality. 
This functionality allows flexibility in managing and printing output files. And, more 
importantly, print management tracks the printing process to ensure that print jobs 
are printed accurately and completely. PSF/400, because of the two-way 
communication between the system and the printer, can manage down to the page 
level. AFP provides complete error recovery, guaranteeing the successful delivery of 
print to the printer. 


Network Printing 


Placing printers on the network enables a variety of systems and applications to 
use them. However, the standard print model for network printers is TCP/IP, and 
native TCP/IP support for print is very limited. AS/400 uses IPDS to manage 
network printers attached with TCP/IP, achieving the same level of print function 
and print management as twinax-attached printers. 


Object Management 


AS/400 is an object-oriented system, as is AFP. This allows applications to be 
broken up into objects (such as programs, database files, printer files, display files) 
and developed or managed separately. AFP extends this structure to electronic 
document elements such as overlays, fonts, and images. Such a structure facilitates 
a high-performance print process. It also enables the AS/400 system to easily 
control access to print applications, thus providing a security function. 


Printer Integration 


The integration of high-function printers with AFP output means that the printing 
process can be optimized to efficiently handle the support objects for an electronic 
document. For example, images are compressed to minimize storage and download 
time while IPDS printers are optimized to process this image, resolving and printing 
it at high rated speeds. Printing resources, such as fonts, overlays, and images are 
managed across job boundaries in printer memory, thus improving overall job 
throughput. 


Scalable Applications 


Documents and applications are scalable from low to very high print volumes. AFP 
is a page- and object-oriented architecture that enables performance tuning of print 
applications as the volumes increase. The actual printing architecture, based on 
IPDS, enables the AS/400 and the printer to cooperatively manage the printing 
process. In addition, IBM AS/400 printers scale up from desktop impact printers at 
375 characters per second to production laser printing systems at over 1000 pages 
per minute. 
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System Performance 


The AFP print data stream, its integration into AS/400 spooling subsystems, and 
external print resources provide the tools to manage and optimize printing 
performance. 


Print Flexibility 


AFP applications are part of a broader set of printing requirements for an AS/400 
environment, where different print streams and different types of printers are 
commonplace. A number of tools facilitate the “any to any” printing of application 
output. AFP print can be routed to network or client-attached printers. Network 
printing can be routed to AFP printers. 


Host Print Transform provides AFP-to-PCL data stream transform services to print 
AFP output on PCL printers. An AFP-to-TIFF transform enables the use of 3489 
graphical displays. Network print servers such as Print Services Facility for OS/2 
(PSF/2) provide for the sharing and interchange of printers and print data streams. 


Integrated Application Output 


Data Description Specifications (DDS) provides powerful, effective electronic 
documents, because it is integrated with the application program. This means that 
an individual customer’s document can be precisely tailored based on the data for 
that customer. For example, a customer invoice can be designed dynamically, with 
invoice segments and document elements dynamically placed based on the actual 
content of the customer transaction. This results in more readable, effective 
documents. 


Application-Independent Electronic Documents 


Where application integration of electronic output does not fit, you have many 
choices to format your electronic documents, independent of the application 
program. Advanced Print Utility (APU), page and form definitions, Print Format 
Utility (a module of Advanced Function Printing Utilities for AS/400 or AFP Utilities), 
and many third-party products provide this capability. 


Postscript and Image Processing 


Network applications are generating document data streams, such as Postscript, 
and image formats, such as GIF and TIFF. Data in these formats can be converted 
to AFP and then stored or printed from the AS/400. 


Beyond Printing 


The AS/400 system provides full graphical viewing of print files through the 
integration of the AFP Workbench Viewer in Client Access/400. This view 
technology supports all types of print, fax, and image files. After you view a 
document, you can print, fax, or annotate it from your workstation. 


Document and report output files can be merged with image data using ImagePlus, 


faxed outbound using Facsimile Support for AS/400, or indexed and archived for 
later retrieval using OnDemand for AS/400. 
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As the use of electronic documents and reports continues to gain momentum, fully 
electronic distribution is reversing the traditional document flow of “print then 
distribute” to “distribute then print.” The electronic output can be organized for 
browsing and presented electronically on intranets or the Internet, giving users the 
ability to view the output, and optionally, print it. 
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Chapter 2. Printing on the AS/400 


AS/400 printing was formerly limited to a single print data format and was printed 
only on twinaxial-connected line printers. Print support in the AS/400 operating 
system consisted of a single printing subsystem that supported all print application 
output, spool management, and printer devices. Most AS/400 output was generated 
in the SNA Character String (SCS) print-data format and was printed on SCS line 
printers. 


Breadth of AS/400 Printing Support 


AS/400 now provides a wide range of printing support including AFP printers of 
various technologies, speeds, and capabilities. AS/400 has also extended print 
support to the network, enabling it to serve clients and printers on the network. 


As printing technology rapidly evolved and organizational requirements for printing 
expanded, so did the printing support on AS/400. Initially, this expansion took the 
form of extensions to the SCS data stream (extended text attributes, imbedded 
image, for example) and support for PC-attached printers. Over time, additional 
printing support has addressed every phase of the print process, including: 

¢ AFP and ASCII data stream support 

¢ Broad choices in printer attachment, including network-attached printers 


* Enhancements to print management, such as remote systems printing, print 
performance, and print workload balancing 


¢ Extensions to printing, such as view, fax, and archive 
* Support of network-attached TCP/IP printer using IPDS. 


AS/400 Print Support Print Flow 
The AS/400 print flow is shown in igure 1 on page 13) The following sections 


describe this process. 


An application program creates data to be printed. That output can be formatted in 
the program (program-described) or externally using DDS. Every program creating 
printed output on AS/400 has an associated printer file. The printer file defines 
many of the options of the printing process, from spool routing to page 
characteristics. Most output is spooled, that is, placed in a holding area called the 
output queue prior to printing. Actual printing is managed by the print writer, which 
sends the spooled file to the printer for printing. In fact, the print writer does far 
more. It must, for example: 


* Retrieve the spooled file, and printer device description. 


* Determine the print data stream to be sent, based on the device type in the 
printer file and printer definition in the device description. 


* Convert the spool data stream as required. 


¢ Manage the actual printer process. For AFP output, that means managing a 
two-way dialog with the printer to track each page through each station of the 
printer. 


The components of the print process are described below. 
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Printer files, both system provided and user created, help you specify how you 
want your printed output to appear on paper. A printer file can be created either by 
a user or furnished by the operating system. A printer file can include many 
parameters, such as characters per inch (cpi), lines per inch (lpi), duplex, pages per 
side, overlays to be used, and so on. 


The printer file contains many values for print jobs, such as those that control how 
your output is handled and where it goes. Some of the printer file parameters are 
described below: 


* Spool the data (SPOOL), including: 
— Maximum file wait time 
— Number of record formats 
— Number of devices 
* Device (DEV), including: 
— Printer device type 
— Page size 
— Front and back margins 
— Fidelity 
— Printer quality 
— Source drawer 
— Output bin 
— Font 
— Form type 
— Pages per side 
— Front and back overlays 
* Spooled output queue (OUTQ), including: 
— Maximum spooled output records 
— Spooled output schedule 
— Copies 
— Page range to print 
— Hold spooled file 
— Save spooled file 
— Output priority 
— Record format level check 
— Authority 


9 for a list of printer file 


parameters. 


You may want to override the default print values and can do so either permanently, 
by issuing the CHGPRTF (Change Printer File) CL command, or temporarily, by 
issuing the OVRPRTF (Override Printer File) CL command. Changes made to the 
printer file with the CHGPRTF command are permanently in effect, while those 
made with the OVRPRTF command are in effect only for the current session. 
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Device 
Description 


Figure 1. AS/400 Print Flow 


Data description specifications (DDS) give you the ability to completely format 
your application output external to your application program. You can use DDS, for 
example, to include different electronic overlays on different pages or to select fonts 
or bar codes for different fields of text. 


A spooled file is one that holds output data waiting to be processed. Being able to 
spool a file means that you can choose whether the processed printing job should 

go directly to a printer or be placed in an output queue where it can be stored until 
the printer is ready to print. 


Printer device descriptions contain information that describes a particular device 
attached to the system. Device descriptions have to be created for each printer 
attached to the system. If you use automatic configuration, printer device 
descriptions are created by the system, with the exception of printers attached to an 
ASCII work station controller. 
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Optionally, you can use the Create Device Description (CRTDEVPRT) command to 
define each printer. You also can use the Create PSF Configuration (CRTPSFCFG) 
command to specify additional parameters for AFP printers that are not supported 
by the CRTDEVPRT command. Refer to CL Reference and AS/400 Printer Device 
Programming for more information. 


The printer writer is a function of the operating system that writes (sends) the 
spooled file from the output queue to the printer. 


When your job is ready to be spooled, you issue a call from your program to spool 
it. Before the call has been issued, though, you can still change or override the 
printer file (using the CHGPRTF and OVRPRTF CL commands). 


After you have called your program, you can still do the following: 


* Change some attributes of the spooled file (CHGSPLFA) 
* Look at records in the spooled file (DSPSPLF) 

* Check the spooled file status (WRKSPLFA) 

* Check the printer status (WRKWTR) 

* Display current overrides (DSPOVR) 

* Look ata list of spooled files in a queue (WRKOUTQ) 


AS/400 Print Data Streams 


Printed output is the result of the interaction between the printer and the software 
that controls it. Different printed output requires different types of printers and 
different software (data streams) to control them. 


A print data stream is a set of commands that tell a printer what to do. Some data 
streams, such as SNA Character String (SCS), include a limited number of 
commands. Others, such as Intelligent Printer Data Stream (IPDS), include a rich 
and complex set of commands. As a result, printers that support the simpler data 
stream are limited to the functions and capabilities of that data stream, whereas 
printers supporting the richer data stream offer more advanced capabilities. 
Therefore, it is important to know about data streams so that you can understand 
specific printer capabilities and limitations, as well as application compatibility and 
non-compatibility for various printers. 


SNA Character String (SCS) 


The SNA character string (SCS) data stream has a relatively simple structure, 
consisting of a one-byte hexadecimal code followed by the data to be printed. SCS, 
which is the standard pre-AFP print data stream, is used to control line printers and 
supports row and column functions. SCS and its superset Final Form Text 
Document Content Architecture (FFT DCA) also support the following printing 
functions: 


¢ Underscores 

* Overstrikes 

¢ Emphasized text 

* Partial line spacing 

¢ Margins 

¢ Superscript (with OfficeVision/400) 
¢ Subscript (with OfficeVision/400) 
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¢ Font changes in a document (with OfficeVision/400) 
¢ Symbols (with OfficeVision/400) 


IBM AFP printers support SCS to provide compatibility with applications that 


enerate SCS. See [Appendix 
age 28d for a list of IBM AFP printers that support SCS. 


Final Form Text Document Content Architecture (FFT DCA) 


FFT DCA is an extension of SCS used in the OfficeVision/400 environment to 
define how data streams that represent a document are to be printed and 
organized. FFT DCA is composed of one-byte and multi-byte (extended) control 
characters. FFT DCA controls the following functions: 


* Top margin location 

¢ Left margin location 

¢ Line spacing 

* Font definition 

¢ Justification (aligning of text) 

¢ Beginning and ending of underscores and overstrikes 


IBM AFP printers support FFT pee to provide compatibility with applications that 


enerate SCS. See [A 
age 28d for a list of IBM AFP printers that support FFT DCA. 


Advanced Function Printing (AFP) Data Stream 


Advanced Function Printing (AFP) Data Stream is the application interface to 
Advanced Function Presentation (AFP). AFP Data Stream includes data and text, 
and device independent (not printer specific) references to AFP resources, such as 
overlays, page segments, font objects, and so on. AFP Data Stream is independent 
of operating systems and page printers, is portable across environments, and is 
constructed of structured fields. AFP Data Stream output is produced by a number 
of application enablers, such as the AFP Toolbox, Advanced Print Utility, DDS, and 
so on. 


AFP Data Stream is a companion data stream to the Intelligent Printer Data Stream 

(IPDS). The same amy of IPDS ante is supported by both AFP Data Stream 

and IPDS. See [Apr 3 ibili 3 
for a list of IBM AFP Saniers? et support AFP Data Stream. 


Intelligent Printer Data Stream (IPDS) 


The Intelligent Printer Data Stream (IPDS) is a host-to-printer data stream for 
Advanced Function Printing subsystems. It provides an interface to 
all-points-addressable (APA) printers that makes possible the presentation of pages 
containing an architecturally unlimited mixture of different data types, such as 
high-quality text, images, graphics, and bar codes. 


IPDS includes data and text, and resolved (printer specific) references to AFP 
resources, such as overlays, page segments, font object, and so on. IPDS supports 
an interactive, two-way dialogue between the print writer and the printer to provide: 


¢ Printer information 
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* Cooperative error recovery 


¢ AFP resource management (for example, managing font, image, and overlay 
resources in printer memory) 


Note: IPDS processing depends on the specific printer data is sent to. Not all IPDS 
commands may be implemented in a specific printer. 


The IPDS architecture is divided into functional areas called command sets or 
towers. This modular design allows printer developers to match selected command 
sets to specific needs. The command sets are: 


* Device control (required) 
° Text 

° IM (raster) image 

* IO (compressed) image 
* Graphics 

* Bar code 

* Page segment 

* Overlay 

¢ Loaded font 


IPDS is a companion data stream to the AFP Data Stream. The same family of 
IPDS printers is supported by both AFP Dats Stream and IPDS. See xocaeical 
i for a list of IBM AFP 


printers that support IPDS. 


In addition to describing the composition of each page, IPDS is a bi-directional print 
management architecture. The device control commands facilitate a two-way dialog 
between the AS/400 writer and the printer. This dialog controls page development, 
job processing, job status, and error recovery. For example, at the start of a new 
print job, the writer will query the printer to determine what font, image, and overlay 
resources are already in printer memory. Any missing resources are sent down to 
the printer. Each operation is managed to completion (i.e., an acknowledgment that 
a resource was received successfully). 


PostScript to AFP Data Stream 


PostScript is a data stream generated by many PC and network station 
applications. The new IBM Network Station, which can be attached to an AS/400 
server, generates the PostScript data stream. If that PostScript data stream is being 
spooled to the AS/400, the data stream must be converted to AFP data stream in 
order to print on an IPDS printer. PSF V4R2 supports the PostScript-to-AFP Data 
Stream conversion for PostScript level 1. 


To facilitate this conversion from PostScript to AFP data stream, the system 
administrator must configure the AS/400 device description with the IMGCFG 
parameter, setting it to the name of the IMGCFG object that describes the output 
device. See "Using an AFP Printer to Print PostScript Output” in Chapter 19 for a 
list of limitations and details regarding the device configuration necessary to enable 
PostScript to AFP data stream conversion. 
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American National Standard Code for Information Interchange (ASCIl) 


Unlike the other printer data streams covered in this section, no formal structure 
governs the use of the ASCII data stream to control printers. Although ASCII forms 
the basis for the control and character codes, not all ASCII printers conform fully to 
this standard. Additional command sets based on hexadecimal codes are often 
used with advanced function printers to exploit the capabilities of these printers. In 
the ASCII environment, therefore, the range and types of printing functions available 
to the_user are governed B _ndividual programs tailored to suit each type of printer. 


list of IBM AFP printers that auppari ASCII. 


ASCII printer applications are printer dependent, and ASCII printers are driven by 
emulator programs that create an ASCII set of controls from an EBCDIC data 
stream. 


While most ASCII printer data streams have been created to support specific 
printers, two standards have emerged for describing pages of ASCII information: 
Postscript and PCL. Postscript is a standard administered by Adobe. PCL is 
administered by Hewlett-Packard. 


In AS/400 printing, ASCII support is provided by translating SCS and AFP print data 
streams to their ASCII equivalents. This translation is normally done by Host Print 
Transform (it can also be done at the client through print emulators). ASCII printers 
can be attached to AS/400 in a variety of ways, and all can use Host Print 
Transform. Host Print Transform is integrated into the following printing functions: 


¢ AS/400 Print Writer 
* Send TCP Spooled File (LPR) 
¢ LAN Print Driver 


Host Print Transform is specified in the printer device description. A large number of 
ASCII printers (each with its own set of ASCII printer control codes) can be 
selected. Host Print Transform can provide two types of data stream 
transformations: 


* SCS to ASCII 
* AFP to PCL or PPDS 


SCS to ASCII 


Host Print Transform translates SCS to ASCII, thereby providing 3812 SCS printer 
emulation. This is similar to the printer emulation in Client Access/400 Workstation 
Function or Rumba/400. 


AFP to PCL or PPDS 


Host Print Transform translates full-page AFP output into HP PCL or Lexmark PPDS 
print data streams. This transform uses one of two different modes: raster or 
mapping, depending on output and printer characteristics. Raster mode converts the 
AFP pages to image. This preserves print fidelity, but at a cost of print file size and 
performance. Mapping mode converts AFP resources (fonts, barcodes, overlays, 
and page segments) into PCL and PPDS equivalents. Refer to [Chapter 18] 

for more information on AFP transforms using Host 


Print Tianeforim, 


Chapter 2. Printing on the AS/400 17 


The AFP to PCL/PPDS transform expands your choices when implementing AFP 
printing applications. It is particularly well-suited for providing the capability of 
reprinting subsets of a larger AFP printing job (reprinting an invoice, for example) or 
supporting smaller print volumes at a remote branch office. Factors such as print 
fidelity, AS/400 system impact, and overall print performance can affect how this 
function is used. 
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Chapter 3. Introduction to Advanced Function Presentation 
(AFP) 


What Is AFP? 


Let’s take a closer look at AFP. 


Advanced Function Presentation can best be understood by describing its 
component parts: 


* Document or page layout architecture 
¢ Printing or presentation architecture 

¢ Print Management System 

¢ Printer architecture 


AFP enables electronic, principally page-mode, printing. As such, it defines how 
document pages are produced. The AFP data stream is a printer-independent data 
stream that composes full pages within a document. SRSCRCReTEEL shows an 


electronic invoice, one page of an invoicing document. 
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Figure 2. Super Sun Seeds Example Electronic Invoice 


Traditional line-mode print applications compose a line at a time down the page 
(usually continuous form pages), whereas AFP composes the entire page prior to 
printing. Page elements, such as text, image, bar code, and overlays, can be 
specified in any order at any position within the page: top to bottom, bottom to top, 
or no real sequence at all. AFP uses an X-Y coordinate system to precisely place 
each element anywhere on the page. 


The AFP data stream is actually composed of structured fields (see igure 3 onl 


. These structured fields provide for a compact, efficient data stream. When 
you develop your applications using a programming language such as RPG or 
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COBOL, you do not have to be concerned with the structured fields because 
OS/400 creates them for you. 


|<—_—____—_———- Structured-field -—__________» 


bERG Flag | Sequence 
— Ea = = mu 


|<———- Introducer —————>| 


Figure 3. Structured Field 


AFP is also a printing or presentation architecture. It is based on the MO:DCA-P 
(Mixed Object: Document Content Architecture-Presentation) standard, which is 
both system and printer independent. As the name implies, the architecture defines 
how mixed objects (image, graphics, fonts, overlays, and bar codes) are to be 
pulled together and presented as a single page or document. The structure of a 
MO:DCA-P document is shown in Figured. 


Document 


Resource Master 
Groups Environment 
Groups 


Figure 4. MO:DCA-P Document Structure 


As Figure 4 illustrates, every AFP document is framed with “Begin Document (BDT)” 
and “End Document (EDT)” structured fields. After the Begin Document, resources 
to be used, such as overlays, page segments, or fonts, are defined. Then, the 
standard or default options, such as fonts, for the entire document are defined. And 
lastly, the actual pages of the electronic output are specified. 


MO:DCA-P provides a precise structure to page and document composition. 
Consider the Super Sun Seeds invoicing application. If the document is defined as 
one thousand Super Sun Seeds invoices, the structure (and resulting performance 
and efficiency) emerges. Page elements (fonts, overlays, and images or page 
segments) are defined up front in the resource group. These elements are defined 
once and then referenced as required throughout the one thousand invoices. The 
master environment group defines characteristics about groups of pages (for 
example, copies of a page) or sub-pages. Again, basic composition structure is 
defined once and used throughout the document. The pages section contains the 
specific structured fields to build each page. 


MO:DCA-P consists of mixed objects, with each of the constituent objects having its 


own structure or architecture. The object types are described in the following 
sections. 
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Bar Code Object Content Architecture (BCOCA) 


Bar Code Object Content Architecture (BCOCA) defines how the various 
industry-standard bar codes are to be composed. A bar code object can contain 
draw rule commands (like graphic commands) or raster data, depending on how 
that specific bar code is to be created. A bar code object containing draw rule 
commands contains instructions for lines of specific width and length, matching that 
of a particular bar code standard. 


Image Object Content Architecture (IOCA) 


Image Object Content Architecture (IOCA) represents image data in 
device-independent format. This allows the image to be scaled to the print 
resolution of different printers, for example. IOCA also supports image compression, 
reducing the storage size of the image data by 70% or more. 


Graphics Object Content Architecture (GOCA) 


Graphics Object Content Architecture (GOCA) describes complex pictures that are 
built by a series of graphic commands. On AS/400, Business Graphic Utility (BGU) 
and Graphic Data Display Manager (GDDM) create GOCA files such as bar charts 
and pie charts. 


Presentation Text Object Content Architecture (PTOCA) 


Presentation Text Object Content Architecture (PTOCA) defines how text is 
presented and positioned in the document. PTOCA must handle text in a wide 
variety of types, positions, and orientations. 


Font Object Content Architecture (FOCA) 


Font Object Content Architecture (FOCA) defines a consistent format and structure 
for font resources. shows the object-oriented nature of AFP. 
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Figure 5. AFP Object-Oriented Architecture 


MO:DCA IOB Support 


With support of MO:DCA IOB, applications can include images, bar codes, page 
segments, and graphics in documents, taking advantage of scaling and rotating 
capabilities. For example, you can include a single copy of a company logo in the 
resource libraries, scaling and rotating the logo as necessary. You no longer need 
to include a copy of the logo in different sizes and rotations. MO:DCA IOB support 
is new with PSF/400 Revision 4 Version 2. 


Note: Images, bar codes and graphics can be included via an IOB only if they are 
inline objects within the data stream. There is no mechanism in AS/400 to 
store these as external objects on the system. 


The AFP Printing Subsystem in OS/400 


With OS/400 V2R1, an implementation of the AFP print subsystem was added to 
OS/400 as an integrated component of the operating system. This implementation 
meant that OS/400 has two separate printing subsystems in the operating system. 


OS/400 print support continues to support line printers and a subset of IPDS 
printers and print functions, while the integrated AFP printing subsystem provides 
full support for all IPDS printers. Which of these two printing subsystems will be 
used to process application output is determined by the device description for the 
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target printer. Only printers defined as AFP(*YES) in the printer device description 
are controlled by the AFP printing subsystem. 


Activating the AFP Printing Subsystem with Print Services Facility for 
AS/400 


With OS/400 Version 3, a separate feature of OS/400 called Print Services Facility 
for AS/400 (PSF/400) was introduced. The OS/400 AFP printing subsystem 
continued to be functionally integrated in the operating system but now is activated 
through PSF/400, which is the AFP system software for AS/400 printers using the 
IPDS printer data stream. PSF/400 enables AS/400 users and applications to take 
full advantage of IPDS printer capabilities. 


Because AFP is integrated with OS/400 print support mechanisms such as printer 
files and data description specifications (DDS), it is an extension of print processes 
already familiar to most AS/400 users. AFP also works well with other IBM AS/400 
applications such as Facsimile Support for AS/400, PC Support/400, Client 
Access/400, and Office Vision/400. 


PSF/400 ensures that applications and their AFP resources print consistently on all 
of the printers it manages. PSF/400 transforms and prints the following data 
streams: 


¢ IBM Mixed Object Content Document Architecture for Presentation (MO:DCA-P), 
also called the Advanced Function Printing data stream (AFPDS), the 
device-independent AFP page data format 


¢ IPDS, the device-dependent page printer data stream 
¢ SNA Character String (SCS), the AS/400 line printer data stream 


¢ Extended binary-coded decimal interchange code (EBCDIC) line printer data 
generated from a System/390 environment 


AFP (PSF/400) Printing Subsystem Print Flow 


The AFP (PSF/400) printing subsystem print flow, shown in igure 6 on page 25) is 
similar to the OS/400 print flow, making AFP on the AS/400 easy to use. 
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Figure 6. AFP (PSF/400) Printing Subsystem Print Flow 
The AFP (PSF/400) printer subsystem print flow is described below. 


Application programs generate output that can be either program-described or 
externally-described. If the output is program-described, then the application 
program (RPG, COBOL, and so on) formats all of the data on the page one line at 
a time. The program can produce AFP directly, or it can use an application enabler 
such as the AFP Toolbox to create the output. 


If the output is externally-described, the application program simply creates records. 
These records are processed by Data Description Specifications (DDS), which is 
separate source and object code from the RPG or COBOL program. 


DDS keywords determine how each field of every record from the application 
program is formatted on the page. Fields can be individually placed on the page in 
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any font or orientation. Some fields can be placed on the page as bar codes. DDS 
keywords allow lines and boxes to be drawn, as well as many sophisticated 
formatting options, such as the selection of AFP overlays. DDS can be used in both 
the OS/400 printer subsystem and the AFP printer subsystem, but many more 
formatting capabilities are available with AFP. See Foran 4 Used 


(i for more information. 


The application program may or may not use DDS, but it always uses a printer file. 
This is the same printer file used in the OS/400 printer subsystem. Values specified 
in the printer file determine general characteristics of the entire print job, such as 
what printer the job will be sent to, whether to print simplex or duplex, whether to 
print multiple pages per side, whether to add an overlay to every page, and so on. 


A spooled file is created on an output queue, just as it is in the OS/400 print flow. 
The difference is that an AFP spooled file can contain references to resources that 
will be needed to print the file. These references result from the printer file 
parameters and DDS keywords that were used when the file was created. The 
resources may be downloadable fonts, AFP overlays, and page segments (Scanned 
images such as logos or signatures). Other resources that may be referenced by a 
spooled file are page definitions and form definitions, even inouah they are less 


In the AFP print flow, the device description of the printer to which the output is 
being sent will specify a device type of IPDS, AFP(*YES). This means that the 
printer is an IPDS device capable of handling all AFP functions, such as 
downloading resources, printing graphical information from DDS, and so on. 


The function of the print writer in the AFP print subsystem is performed by Print 
Services Facility for AS/400 (PSF/400), which is a feature of the operating system. 


The PSF/400 printer writer has three primary functions: 


1. Perform any necessary data stream transforms on the spooled file and take it 
off the output queue. The data stream of the spooled file may be either SCS, 
IPDS, or AFP data stream, as determined by the printer file. The spooled file 
must be transformed into the correct printer-specific IPDS data stream. 


2. Gather any resources referenced by the spooled file. These resources can be 
fonts, page segments, overlays, and so on. 


3. Send the transformed spooled file and its resources to the printer. Because 
IPDS is a bidirectional data stream, the print writer must also participate in a 
two-way dialogue with the printer. Through this dialogue, PSF/400 manages 
error recovery. If printer intervention is required during the printing of a job, for 
example, PSF/400 resumes printing at the next page in the job so that no data 
is lost and the job does not have to be sent to the printer again. 


Printers and PSF/400 


PSF/400 supports the entire family of IBM IPDS printers as well as IPDS printers 
from other vendors. PSF/400 support may be required or optional, depending upon 
the particular printer specified. 
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When PSF/400 Is Required 


PSF/400 is required to provide support for the following IBM IPDS printers: 
IBM 3130 Advanced Function Printer 
IBM 3160 Advanced Function Printer 


IBM 3812 Page Printer 
IBM 3816 Page Printer 
IBM 3820 Page Printer 
IBM 3825 Page Printer 
IBM 3827 Page Printer 


IBM 3828 Advanced Function MICR Printer 

IBM 3829 Advanced Function Printer 

IBM 3835-001 Page Printer 

IBM 3835-002 Advanced Function Printer 

IBM 3900 Advanced Function Printer (all models) 
IBM 3935 Advanced Function Printer 


IBM InfoPrint 60 
IBM InfoPrint 62 
IBM InfoPrint 4000 


PSF/400 is also required when: 
Any printer has the AFP parameter specified as “YES in the printer device 


description 


Print is distributed to IPDS or Hewlett-Packard PCL4 or PCL5 printers attached 


(DPF or Direct) to a Print Services Facility for OS/2 (PSF/2) LAN print server 


Any application printer file uses the AFPDS keyword on the DEVTYPE parameter 


AS/400 is used to print any AFP data stream or S/390 line or mixed mode data 
from an IBM or IBM-compatible mainframe system 


The Advanced Function Printing Utilities for AS/400 licensed program is to be 


used 


The Facsimile Support for AS/400 licensed program offering is to be used 
(except when the modem is a 7852-400, in which case PSF is not required 
because Host Print Transform is used) 


When PSF/400 Is Optional 


PSF/400 is optional when providing support for the following IPDS printers or printer 


models, because these printers can be driven by the OS/400 printing subsystem: 


IBM 3112 and 3116 Laser Printers 
IBM 3912 and 3916 Page Printers 


IBM 3930 Page Printer 
IBM 4028 Laser Printer 


IBM 4224 Printer (IPDS Model) 
IBM 4230 Printer (IPDS Model) 
IBM 4234 Printer (IPDS Model) 
IBM 4247 Printer (IPDS Model) 
IBM 6400-004 Line Matrix Printer 
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¢ IBM 6400-005 Line Matrix Printer 

¢ IBM 6400-005P Line Matrix Printer 

¢ IBM 6400-008 Line Matrix Printer 

¢ IBM 6400-008P Line Matrix Printer 

¢ IBM 6400-009 Line Matrix Printer 

¢ IBM 6400-009P Line Matrix Printer 

¢ IBM 6400-012 Line Matrix Printer 

¢ IBM 6400-014 Line Matrix Printer 

* IBM 6408 Line Matrix Printer (IPDS Model) 
* IBM 6412 Line Matrix Printer (IPDS Model) 
¢ IBM InfoPrint 20 

¢ IBM InfoPrint 32 

¢ IBM Network Printer 12 

¢ IBM Network Printer 17 

¢ IBM Network Printer 24 

* Non-IBM IPDS printers 


Note: If you wish to take advantage of the AFP functions provided by these 
printers, you must use PSF/400. 


Printer File Parameters and DDS Keywords Requiring PSF/400 


Printer files and data description specifications (DDS) are the user and application 
program interfaces for printing in AS/400, and both continue to be part of the 
operating system. lists printer file parameters and DDS keywords that affect 
print formatting and handling. When you use these parameters and keywords, you 
must use PSF/400 when printing to an IPDS printer. 


Table 1. Printer File Parameters and DDS Keywords Requiring PSF/400 


Printer File Parameters DDS Keywords 

User resource library list (USRRSCLIBL) Box (BOX) 

Coded font (CDEFNT) Coded font (CDEFNT) 

Corner staple (CORNERSTPL) 

Device type (DEVTYPE=*AFPDS, *LINE, or | Force (FORCE) 

*AFPDS LINE) 

Edge stitch (EDGESTITCH) End page (ENDPAGE) 

Font character set (FNTCHRSET) Font character set (FNTCHRSET) 
Front margin (FRONTMGN) Graphic data file (GDF) 

Back margin (BACKMGN) Line (LINE) 

Front overlay (FRONTOVL) Overlay (OVERLAY) 

Back overlay (BACKOVL) Page segment (PAGSEG) 

Font resolution for formatting (FNTRSL) Position (POSITION) 

Output bin (OUTBIN) Output bin (OUTBIN) 

Form definition (FORMDEF) Text rotate (TXTRTT) 

Page definition (PAGEDEF) Duplex (DUPLEX) 

IPDS pass through (IPDSPASTHR) Invoke medium map (INVMMAP) 
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Table 1. Printer File Parameters and DDS Keywords Requiring PSF/400 (continued) 


Printer File Parameters DDS Keywords 


IGC coded font (IGCCDEFNT) Invoke data map (INVDTAMAP) 


AFP characters (AFPCHARS) 


Table reference characters (TBLREFCHR) 


Saddle stitch (SADLSTITCH) Z-fold (ZFOLD) 


Understanding Advanced Function Presentation (AFP) Output 


AFP output can contain text data, image data, graphics, bar codes, or a 
combination of these data types on a single page. 


Figure 7 on page 30 shows a sample of AFP output using PSF/400. The sample 
page shows examples of the data described on the following pages. The sample 
page will be used throughout this publication to illustrate the various AFP functions 


that you can use for printing. 
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Figure 7. Sample of AFP Output Using PSF/400 


All Points Addressability: AFP printers can address all picture elements (pels) 
on a page. The pel density helps to determine the printing quality of a particular 
printer. The page printers supported by PSF/400 have a variety of pel densities, 
also referred to as dots per inch (dpi). Pel density is also referred to as the printer 


resolution. Typical resolutions are 


144, 240, and 300 pel. 


Figure 8 on page 31] shows several addressable areas of the page. The data 


associated with these areas is sent to the printer to produce the sample page 


shown in 
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Figure 8. Addressable Areas on the Sample Page 


Text on a Page: AFP output can contain text, which is character data in the form 
of letters, numbers, punctuation marks, special characters, and signatures. 
Character data is printed using fonts. A font is a collection of graphic characters 
sharing the same type family, type style, type weight, and type size. You can use 
several different fonts on a page. Text is printed using two basic font technologies; 
raster and outline, which are described in Chapter 6 Eontd IBM fonts are shipped 
on the AFP Font Collection CD-ROM. 


Figure 9 on page 34 shows different fonts used on the sample page. 
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Figure 9. Sample Page of Text or Character Data Using Different Fonts 


Image on a Page: AFP output can contain image data, which is a series of picture 
elements (pels) arranged in rows and columns. Another name for image is page 
segment. 


Image data is created either by a scanning device or a program and is stored ina 
set of MO:DCA-P structured fields called an image data object. The image data can 
be included in a print job, in an overlay resource, or in a page segment resource. 
PSF/400 accesses and sends image resources to the printer with the print job. See 
i for more information. 


PSF/400 supports image data objects stored in two different formats: 
* IO image 
IM image 


Figure 10 on page 33] shows an image printed on the sample page. 
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Figure 10. Image on the Sample Page 


Graphics on a Page: AFP output can contain graphics data that is stored in 
vector representation. Graphics data, also called vector-graphics data, contains 
commands to draw lines, arcs, and circles and can be used to represent something 
as complex as a three-dimensional engineering drawing. 


Graphics data is created by a program and stored in a set of MO:DCA-P structured 
fields called a graphics data object. A graphics data object can be included in a 
print job, in an overlay resource, or in a page segment resource. PSF/400 accesses 
and sends graphics resources to the printer with the print job. See 

1 for more information. 


Figure 11 on page 34] shows graphics data printed on the sample page. 
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Figure 11. Graphic on the Sample Page 


Some options available with graphics data objects are: 


The graphics data can be placed in any position on the page. 


Graphics data can be scaled by the printer to any size (that is, enlarged or 
reduced). 


Graphics data can be rotated by the printer. 


Graphics data can be clipped by the printer so that only a portion of the graphic 
is printed. 


A graphics data object can include MO:DCA-P text data. 


Bar Codes: Bar codes represent characters by sets of parallel bars of varying 
thickness and separation that can be read optically by transverse scanning. These 
codes can represent, for example, product numbers, part numbers, and zip codes. 


Figure 12 on page 35) shows bar codes printed on the sample page. The zip code at 
the top of the sample page is printed in POSTNET bar code. The customer number 


and invoice amount are printed in Interleaved 2 of 5 bar code at the bottom of the 
page. 
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Figure 12. Bar Codes on the Sample Page 


Many different types of bar code arrangements, or symbologies, have been 
developed for specific applications. Some of the bar code symbologies are: 


* Code 3 of 9 

* Codabar 

¢ Interleaved 2 of 5 
* Code 128 


¢ Universal Product Code (UPC) 

* European Article Numbering (EAN) 
* Postnet (Postal Bar Code) 

* Royal Mail Bar Code 

¢ Japan Postal Bar Code 

¢ Australian Postal Bar Code 


Merging Data with an Electronic Form: The ability to combine data with print 
resources enables you to use an application to merge data with an electronic form, 
or overlay. An overlay contains constant information and may also contain blanks 
that can be filled in by the application. The print job created by the application 
contains the variable data that is printed on the electronic form. PSF/400 can print 
both the variable data and the form on one sheet, eliminating the need for 
preprinted forms when printing the variable data. PSF/400 also can print an overlay 
on a blank page containing no variable data. 
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Figure 13] shows a sample electronic form (overlay). 
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Figure 13. Sample Electronic Form (Overlay) 


AS/400 AFP Formatting Resources 


AFP supports two external resources for formatting pages—form definitions and 
page definitions. These resources contain rules for mapping application output into 
fully composed pages. Page definitions and form definitions are external to the 
application program and thus separate the final document formatting from the 
application. Since these resources represent a subset of the functionality available 
with DDS, you would normally use them where you wanted the formatting to be 
application-independent. 


Form Definitions 


A form definition is the resource that specifies the physical attributes of the printed 
output. The word form refers to a sheet of paper or other print media. 


Support for creating and using form definitions in the AS/400 AFP subsystem was 
added in PSF/400 V3R2. Before that, form definitions could be created only on the 
RISC/6000 and S/390 systems or with PC products such as ISIS or Elixir, and could 
be used on the AS/400 by means of a set of APIs called PrintWanager/400, or by 
routing print jobs from MVS or VM using Network Job Entry (NJE). 


A form definition performs many of the same functions as a printer file on the 
AS/400, but whereas a printer file is required, a form definition is optional. If you do 
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not specify a form definition, media handling characteristics are taken from other 
existing keywords. If you do specify a form definition, its media handling instructions 
override those specified in existing keywords. 


If you choose to use a form definition, you must specify its name in the printer file. 


A form definition contains printing controls that specify the following, within the 
limitations of each printer: 


¢ Page origin (the top-left boundary for printing). Page origin may be different for 
the front and back of the page when duplexing. 


* Sheets that have overlays printed on them. 
¢ Number of copies of each page to be printed. 


¢ Paper source (input bin of the printer) for printers with more than one paper 
source. 


¢ Simplex (printing on just one side of a sheet) or duplex (printing on both sides of 
a sheet on printers that support duplex printing). 


* Page presentation (portrait or landscape). 
¢ Print-quality level (on printers that support different levels of print quality). 
* Horizontal adjustment in pels or dots per inch (dpi). 


¢ N_UP Printing: printing multiple logical pages on a sheet. These pages can be 
either MO:DCA-P pages (fully composed pages containing data and the 
structured fields controlling presentation of the data) or line data. 


more information on form definitions. 


Page Definitions 


A page definition is the resource that specifies how line data is to be formatted into 
pages by PSF/400. PSF/400 does not use a page definition for MO:DCA-P 
(AFPDS) data, because that data is already composed into pages before PSF/400 
receives it. 


A page definition performs many of the same functions that are available on the 
AS/400 by means of DDS. The page definition is an alternative to DDS for 
formatting data on a page independent of the application program. 


Specifying a page definition is optional. If you do not specify a page definition, 
media handling characteristics are taken from existing keywords. If you do specify a 
page definition, its media handling instructions override those specified in existing 
keywords. 


If you choose to use a page definition, you must specify its name in the printer file. 


A page definition contains formatting information that specifies the following: 
* Fonts to be used for printing the data 

¢ Where data from each input record is to be printed 

* Constant data to be printed 

* Data fields that can be suppressed 

¢ Print position for carriage controls or channel codes 

¢ List of page segments 
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List of page overlays 

Conditional processing 

Color selection (for printers that support printing in multiple colors) 
Page size (height and width) 

Print direction for the page of data 

Number of lines per inch 


more information on page definitions. 


AFP Performance Enhancements 


To use the full capabilities of AFP printing, additional system resources are needed, 
and this can adversely affect printer and system performance. 


A number of recent enhancements in AFP support have significantly improved 
system and printer performance. These include: 


Overlays and page segments are retained at the printer across job boundaries. 
Prior to V3R1, overlays and page segments were downloaded for every job, even 
if they were already at the printer. 


IPDS Passthrough sends non-AFP jobs directly to the printer, bypassing the 
IPDS to AFPDS to IPDS conversion process. Use WRKAFP2 or CRTPSFCFG 
and specify IPDS Passthrough *YES. Jobs that require the conversion are 
converted without need of user intervention. 


Since V2R2, AS/400 “Autotune” (system value QPFRADJ, performance 
adjustment) supports modifying the memory allocation for “SPOOL storage pool 
to provide improved AFP print performance. 


Because AFP printing is a cooperative process between the AS/400 and the 
printer, recent advances in printer technology have improved overall printing 
throughput. For example, the high-speed print controller (called the Advanced 
Function Common Control Unit, or AFCCU) of the IBM 3130 and 3160 Advanced 
Function Printers and the InfoPrint printers provides the memory and processing 
power to quickly resolve AFP data streams and resources (fonts, images, 
overlays, bar codes) into completed pages. 


Other improvements to PSF/400 (font capture, cut-sheet emulation, memory 
utilization, disk I/O, and so on) improve operating efficiency. 

Additional choices, such as Print Services Facility/2 (PSF/2), allow you to offload 
AFP print jobs. 
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Chapter 4. Working with AFP 


Because AFP is built into the AS/400, it is natural that there are many AS/400 
applications that work with it. There are enabling applications, tools that help you 
build AFP applications. There are complementary applications, applications that 
work with AFP output or AFP data streams. And, there are applications (line of 
business functions, such as billing, accounts payable, and so on) that simply 
incorporate AFP for electronic output. 


Enabling Applications 


The following list describes the enabling applications and their components. 
¢ AFP PrintSuite 


AFP PrintSuite for AS/400 is a family of different solutions for building AFP 
applications. The following tools (separately orderable) are generally 
application-independent approaches to formatting electronic pages. 


— Advanced Print Utility (APU) 


APU is an interactive, end-user system for transforming existing application 
output to advanced electronic output. Current line-mode output can be 
migrated to electronic business documents utilizing electronic forms, image, 
graphics, fonts, and bar codes. APU will create complex output, including 
multiple page formats and conditional logic, all without changes to the existing 
application. 


— Page Printer Formatting Aid (PPFA) 


PPFA provides the capability to create AFP Page Definitions and Form 
Definitions on OS/400. Page Definitions and Form Definitions are print format 
definitions that control how application output is to be mapped to the printed 
page. They provide document formatting and data mapping capabilities 
(conditional processing, electronic overlays, copies, etc.), supporting the full 
range of print application requirements. These definitions provide an 
application-independent, high-performance method of transforming existing 
print applications to electronic output. 


— Advanced Function Printing Toolbox 


AFP Toolbox enables you to take full control over the power of the AFP data 
stream, but do it with an easy, object programming interface. AFP Toolbox, 
through a set of C objects, functions, and callable APIs, enables you to 
update your print applications to take full advantage of new printer 
technologies such as color, image, and electronic forms. AFP Toolbox should 
be used where you have a requirement for a dynamic program interface to the 
printed page. 

— SAP R/3 AFP Print Feature 


SAP R/3 AFP Print converts SAP’s R/3 data streams into IBM’s AFP data 
stream or line data. This support includes the capability to customize output 
with signatures, logos, and bar codes through inclusion of AFP resources. 
This output can then be printed on AFP printers using PSF/400. 


In addition, extended electronic formatting can be added to the R/3 output 
through the use of page and form definitions. This enables the migration of 
R/3 line-mode output to electronic documents, with overlays, image, and bar 
coding. 

¢ IBM Advanced Function Printing Utilities for AS/400 (AFP Utilities) 
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AFP Utilities are a set of three utilities that support the creation of AFP 
applications. AFP Utilities include: 


— Overlay Utility 
With Overlay Utility, you can create electronic overlays on the AS/400 to be 


used in AFP applications. Overlay Utility works on any AS/400 terminal, and 
provides an integrated platform to design, create, and print overlays. 


— Print Format Utility 


Print Format Utility is an interactive tool for building AFP output directly from 
the AS/400 database, without writing any application programs. With Print 
Format Utility, you can quickly create complex electronic output combining 
variable data, overlays, bar coding, images, and other document elements. 
— Resource Management Utility 

Resource Management Utility is a tool to manage the overlay and page 
segment resources used in AFP applications. With Resource Management 
Utility, you can create, copy, convert, and print these resources. 

¢ AFP Font Collection 


The previous AFP Font Collection (5648-113), which contained fonts for MVS, 
OS/390, VM and VSE operating systems and the AIX, AS/400, and OS/2 
operating systems, has been separated into two products: 


— IBM AFP Font Collection for MVS, OS/390, VM, and VSE (5648-B33) 
provides AFP Expanded Core Fonts for the MVS, OS/390, VM, and VSE 
operating systems. 


— IBM AFP Font Collection for AIX, AS/400, and OS/2 (5648-B45) provides 
AFP Expanded Core fonts for AIX, OS/400, and OS/2 operating systems, as 
well as Compatibility fonts, DBCS outline fonts, and OS/2 font utilities. 


These font collection products include the following enhancements: 


— Euro currency symbol: the euro currency symbol has been added to all 
Latin1 fonts. AFP Font Collection includes new code pages and coded fonts to 
enable you to access the euro character. 


— Thai and Lao languages support: complete core interchange font support 
for the Thai and Lao lanaguages has been added. 


Note: Please refer to the /BM AFP Fonts: Font Summary for AFP Font 
Collection, S544—5633, for more information about the euro currency 
symbol and the language support for Thai and Lao. 


¢ IBM AFP Printer Driver for Windows 


The IBM AFP Printer Driver for Windows creates AFP documents, overlays, and 
page segments from any Windows application. The AFP data stream can be sent 
directly to any PSF/2 attached printer, uploaded for printing on they AS/400, or 
sent to a file for viewing on the Client Access/400 Viewer. You can also use the 
IBM AFP Printer Driver for Windows to create electronic overlays and page 
segments for use in your AS/400 AFP documents. 


* Cooperative Development Environment/400 (CODE/400) 


CODE/400 and VisualAge for RPG provide a fully-graphical development 
platform for AS/400 client and server applications. CODE/400 enables you to 
design application output pages graphically. The CODE/400 design is stored as 
AS/400 printer file DDS. 


* Report Layout Utility (RLU) 
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RLU is an interactive design tool to build DDS output. RLU, a part of Application 
Development Tools, is similar to Screen Design Aid (SDA), but is used with 
printer files. 


Business Graphics Utility (BGU) 


BGU is an interactive utility for developing graphical data such as graphs and pie 
charts. The output of BGU, a graphic data file, can be used within an AFP 
document. 


Graphical Data Display Manager (GDDM) 


GDDM is a set of programming routines that can be used to generate graphical 
data directly from a high-level program. The output of GDDM, a graphic data file, 
can be then be used with AFP output. 


Non-IBM Applications 


There are a wide variety of non-IBM applications that enable AFP. They include 
systems for electronic forms design and output formatting. There are tools for 
each type of AFP print resource: fonts, image, and overlays. There are systems 
that merge existing application output with these resources to create electronic 
output. Examples include: 


— Form, font, image, and application builder from ISIS 

— Form, font, image, and application builder from Elixir Technologies 

— Check and application builder from Digital Designs (Electroform/400) 
— Form and application builder from OPTIO Corporation (Forms Xpress) 
— Form system from Mips Dataline (Transform/400) 


Complementary Applications 


Client Access/400 (CA/400) 


CA/400 is a program that enables you to connect AS/400 systems and personal 
computers. CA/400 offers a set of OS/400 database, file, and print services for 
Windows, DOS, and OS/2. CA/400 also includes many base enablers for client 
server application development. CA/400 integrates the AFP Workbench for OS/2 
and Windows to provide a high-function client interface to AS/400 output. You 
can view any spooled file fully and graphically, including AFP output. Once 
viewed, output can be searched, faxed, and printed. 


OfficeVision/400 (OV/400) 


Office Vision/400 provides a set of office functions that include full document 
entry, management, and document merge with database files. OV/400 can imbed 
image and graphic files within a document. OV/400 can also add electronic 
overlays (for example, electronic letterhead) to a document. 


Facsimile Support for AS/400 


FAX/400 enables you to use facsimile, or fax, directly from an AS/400 system. 
FAX/400 is a generalized facsimile enabler for both inbound and outbound faxes. 
It enables you to integrate your facsimile transmissions directly into your 
applications. 

Incoming faxes can be viewed using Client Access/400 or printed on IPDS 
printers. Any AS/400 spooled file can be faxed outbound. Facsimile Support also 
supports AFP overlays as fax cover sheets. 

ImagePlus/400 

ImagePlus/400 enables you to turn paper documents into electronic images that 
then can be stored, viewed and printed. ImagePlus/400 provides the ability to 
electronically capture, import, index, store, retrieve, display, process, distribute, 
and print image information. 
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* Workfolder Application Facility/400 (WAF/400) 


WAF/400 provides an application for document-driven workflow and folder 
management. WAF/400 also provides a set of APIs for the image enablement of 
business applications. WAF documents, being image-coded data, can be viewed 
with the Client Access/400 Viewer and printed on IPDS printers. 


¢ OnDemand for AS/400 


OnDemand enables you to store and retrieve large volumes of AS/400 data, such 
as spooled files. This data may be stored on disk, optical, and tape storage 
media. OnDemand provides the capabilities to index, store, search, retrieve, 
view, fax, and print output information. 


* Business Partner Applications 


The second category includes applications that work with or transform AFP data. 
These include report archive and retrieval systems that index, store, manage, 
and retrieve output files. These also include various print serving systems that 
route, transform and print AS/400 output. 


* Backup Recovery and Media Services (BRMS) 


Backup Recovery and Media Services (BRMS) for AS/400 provides backup, 
recovery, and archive services for tape devices. AS/400 objects, libraries, folders, 
spooled files, configurations, and integrated file system data can be saved, 
restored, and archived to tape. Output queues can be backed up, including 
external print resources (overlays, page segments) referenced in AFP spooled 
files. 


* Third Party Design Tools 


There are a number of tools that enable you to design and work with AFP 
resources, such as overlays, fonts, page segments, page definitions, and form 
definitions). 


AFP Applications 


The final category represents AS/400 line-of-business solutions that provide AFP 
electronic output. Applications that produce customer documents, such as invoices, 
purchases, and checks, are typical examples. Applications that require image, such 
as check image in bank statements and freight bills in transportation, are more 
specialized examples. As more and more customers move to electronic documents, 
there are more AS/400 applications that provide direct AFP support. 
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Chapter 5. Introduction to the Super Sun Seeds Case Study 


Much of this document is devoted to describing how to move to electronic output, 
using Advanced Function Presentation. Because there are many approaches to 
building AFP applications, a single case study, the Super Sun Seeds invoicing 
application, will be used throughout. 


Super Sun Seeds presently uses preprinted, multipart invoice forms, and produces 
an invoice document as shown in the following figure. 
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Payment is due by: 8/28/95 Amount Due is: $99,630.14 


LOS ARBOLES DEL MUNDO 
32483 ARBOL LAN. 
MESA VERDE 
IL 65478-9390 


ie) 


Figure 14. Super Sun Seeds Preprinted Invoice 
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INVPRE Application Program Example 


The application program producing the Super Sun Seeds invoice is INVPRE, shown 
in the following example. 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:47:39 1 
SOURCE FILE. ...... SAMPLER/QRPGSRC 
MEMBER ...... ee. INVPRE 


SEQNBR techies: dh. aacthnes: cc. wok Pe and certhents Ae catbate D aaet hele: 0. arictaaa 0 -paeeae 6 
100 INVPRE - Super Sun Seeds - Sample of a Preprinted Invoice 
200 
300 
400 
500 
600 
700 
800 
900 
1000 
1100 
1200 
1300 
1400 
1500 
1600 * 

1700 FSEEDDETLIP 
1800 FSEEDITEMIF 
1900 FSEEDCUSTIF 
2000 FINVPRE 0 
2100 * 

2200 E WDS 1 40 24 Text for Offer 
2300 * 

2400 TINVCDETL 01 

2500 I STNAME 32 
2600 I CUST# L1 

2700 ICUSTDATA 02 

2800 TITEMDATA 03 

2900 * 

3000 IBARTOT DS 

3100 I 1 60CUST# 

3200 I 7 152TOTDUE 

3300 * 

3400 IPAYDAA DS 

3500 I 20PAYMO 

3600 I A40OPAYDA 

3700 I 5 60PAYYR 

3800 * 

3900 
4000 
4100 
4200 
4300 * 

4400 * Start of customer order 
4500 * 

4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 


This program reads a transaction file (SEEDDETL), retrieves info 
from item master (SEEDITEM) and customer master (SEEDCUST), then 
prints invoices. 


Invoice detail lines are processed until either end of customer order 
or lines=25, at which time the invoice page is printed. At end of 
order, a check is made to see if there are more than 18 detail lines 
to print. If there are, that would not leave room in the invoice body 
to print the customer offer. In this case, the page is printed, and a 
new final page is built with the offer and the payment coupon. 


The offer is a message based on item sales in the customer master. 


+ FF FF FF FF FF F F HF 


K DISK 

K DISK 

K DISK 
PRINTER 


mmmm 


wr 


*IN90 IFEQ '0' First Pass Only 
SETON 90 
EXSR DATESR 
ENDIF 


*INLI IFEQ '1' Start Customer 

CUST# ADD 31200 INVC# 60 Invent Invoice# 
Z-ADDO TOTDUE 92 Reset Totals/Ctrs 
Z-ADDO ITMCNT 30 
Z-ADDO PAGCNT 30 

CUST# CHAINSEEDCUST 20 

32 MOVEL' SAME 'STNAME 

Z-ADDZIP ZIPPN 90 


WRITEINVTOP 


* 


OA CA it Guim 


ENDIF 
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5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 
8800 
8900 
9000 
9100 
9200 
9300 
9400 
9500 
9600 
9700 
9800 
9900 
10000 
10100 
10200 
10300 
10400 
10500 
10600 
10700 
10800 
10900 
11000 
11100 
11200 
11300 
11400 
11500 
11600 
11700 
11800 
11900 
12000 
12100 
12200 
12300 
12400 


Cx Detail 


Processing 
*INO1 
ITM1 
QTY1 


EXTPRC 


ITMCNT 


ENDDET 


CABNE'1' 
ADD 1 


CHAINSEEDITEM 


MULT SELPRC 
Z-ADDQTY1 
ADD TOTDUE 


WRITEDETLIN 


Check for end of space on page 


IFEQ 25 

ADD 1 
SETON 
WRITEPAGEOF 
WRITEINVTOP 
SETOF 
Z-ADDO 
ENDIF 


TAG 


Cx End of customer order 


C* 


ITMCNT 


IFGT 18 

ADD 1 
SETON 
WRITEPAGEOF 
WRITEINVTOP 
SETOF 

ENDIF 


Cx Payment coupon fields 


Cx Write Offer 


C* 
CL1 
CL1 30 
CL1 
CL1 
C* 


Cx Set up Date 


C* 

CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 


DATESR 


UMONTH 
PAYMO 


UYEAR 


MOVE BARTOT 
Z-ADDTOTDUE 
MOVE NAME 
MOVE STREET 
MOVE CITY 
MOVE STATE 
MOVE ZIP 
ADD 1 


EXSR OFFSR 
WRITEOFFER 
WRITEINVBOT 
SETOF 


BEGSR 
Z-ADDUDAY 
ADD 1 

IFGT 12 
Z-ADD1 

ADD 1 

ELSE 
Z-ADDUYEAR 
ENDIF 

MOVE PAYDAA 
Z-ADDPAYDAT 


ENDDET 
ITMCNT 


EXTPRC 
QTY 
TOTDUE 


PAGCNT 


ITMCNT 


PAGCNT 


BARPRC 
TOTD@2 
NAME@2 
STRE@2 
CITY@2 
STAT@2 
ZIP@2 

PAGCNT 


PAYDA 
PAYMO 


PAYMO 
PAYYR 


PAYYR 


PAYDAT 
PAYDA@ 


72 
40 


60 
60 


Item Processing 


21 
Write Detail Line 
Full 1st Page 
31 
Pg 1 of 2 Msg 
Invoice Heading 
31 
No Room for Offer 
31 
Pg 1 of n 
Invoice Heading 
31 
Load Totals 
Write Offer and 
Invoice Totals 
30 
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12500 
12600 
12700 
12800 
12900 
13000 
13100 
13200 
13300 
13400 
13500 
13600 
13700 
13800 
13900 
14000 
14100 
14200 
14300 
14400 
14500 
14600 
14700 
14800 
14900 
15000 
15100 
15200 
15300 
15400 
15500 
15600 
15700 
15800 
15900 
16000 
16100 
16200 
16300 
16400 
16500 
16600 
16700 
16800 
16900 
17000 
17100 
17200 
17300 
17400 
17500 
17600 
17700 
17800 
17900 
18000 
18100 
18200 
18300 
18400 
18500 
18600 
18700 
18800 
18900 
19000 
19100 


CSR ENDSR 
* 
* Set up Special Offer 
a 
CSR OFFSR BEGSR 
CSR SLSSED IFGE 500 
CSR Z-ADD1 
CSR SETON 
CSR GOTO WRTOFR 
CSR ENDIF 
CSR SLSFRT IFGE 500 
CSR Z-ADD7 
CSR SETON 
CSR GOTO WRTOFR 
CSR ENDIF 
CSR SLSSUP IFGE 500 
CSR Z-ADD13 
CSR SETON 
CSR GOTO WRTOFR 
CSR ENDIF 
CSR SLSCHM IFGE 500 
CSR Z-ADD19 
CSR SETON 
CSR GOTO WRTOFR 
CSR ENDIF 
C* 
CSR GOTO ENDOFR 
C* 
CSR WRTOFR TAG 
CSR MOVE WDS,IX 
CSR ADD 1 
CSR MOVE WDS,IX 
CSR ADD 1 
CSR MOVE WDS,IX 
CSR ADD 1 
CSR MOVE WDS,IX 
CSR ADD 1 
CSR MOVE WDS,IX 
CSR ADD 1 
CSR MOVE WDS,IX 
CSR ENDOFR ENDSR 
Cx* 
* 

** WDS WORDS FOR OFFER 

Thank You ..... 

Because you have ordered 


over $500 of seeds this 
year, on your next seed 
order you will receive 
a 10% discount. 

Thank You 
Because you have ordered 
over $500 of fruit this 
year, on your next fruit 
order you will receive 

a 10% discount. 

Thank You 
Because you have ordered 
over $500 of trees this 
year, on your next tree 
order you will receive 

a 10% discount. 

Thank You 
Because you have ordered 
over $500 of stuff this 

year, on your next stuff 
order you will receive 


eee ee 
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IX 20 
IX 
IX 
IX 
OFFR@1 24 
IX 
OFFR@2 24 
IX 
OFFR@3 24 
IX 
OFFR@4 24 
IX 
OFFR@5 24 
IX 
OFFR@6 24 


30 


30 


30 


30 


Seeds 


Fruit 


Trees 


Stuff 


Build Offer Text 


19200 a 10% discount. 
19300 
**** END OF SOURCE ** * * 


INVPRE Application Program General Processing Flow 


The general processing flow for INVPRE is as follows: 
* Customer order line items (file SEEDDETL) are processed. 


¢ At the beginning of each customer order, customer information is retrieved from 
the customer master (file SEEDCUST). This provides the bill to and ship to 
information for the top half of the invoice page. 

¢ For each line item, item master information is retrieved from the item master (file 
SEEDITEM) 


¢ Line extensions are calculated, and order totals are accumulated 

¢ An invoice detail line is printed. The preprinted invoice accommodates up to 25 
line items per page. 

¢ lf a customer order contains more than 25 line items, the message Continued is 
printed in the totals box, and the invoice is continued on the next form. 


¢ At the end of a customer invoice, an optional sales offer may be printed based 
on that customer’s sales history. 


* Finally, the invoice total is printed at the bottom of the page in the form of a 
payment coupon. 


The actual formatting and positioning of the output is done external to the 
application program, using Data Description Specifications (DDS) in the INVPRE 
printer file. 


DDS Source for INVPRE Example 


The INVPRE DDS is shown in the following example. 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:48:16 
SOURCE. FILE ws. 62 a ws SAMPLER/QDDSSRC 
MEMBER ......... INVPRE 
SEQNBRewettici dl: Sauttiss 2 Geetsce OS aiateecr A ecatane OD aashee: GO icteas 7 saat enic® 
100 Ax INVPRE: Sample of standard invoicing output used with 
200 Ax preprinted forms. 
300 Ax 
400 Ax Printer File Create or Change Parameters: 
500 Ax - Printer Device Type (DEVTYPE) *SCS 
600 Ax - Overflow Line (OVRFLW) 64 
700 Ax - Front Overlay (FRONTOVL) INVALL 
800 Ax 
900 Ax Page 1 Header 
1000 Ax- includes Postnet Zipt+4 
1100 Ax 
1200 A R INVTOP SKIPB(12) 
1300 A NAME 25A 12 
1400 A STNAME 25A 48 
1500 A SPACEA(1) 
1600 A STREET 25A 12 
1700 A STSTRT 25A 48 
1800 A SPACEA(1) 
1900 A CITY 25A 12 
2000 A STCITY 25A 48 
2100 A SPACEA(1) 
2200 A STATE 2A 12 
2300 A ZIP 9S 16 EDTWRD(' - ") 
2400 A STSTE 2A 48 
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2500 
2600 
2700 
2800 
2900 
3000 
3100 
3200 
3300 
3400 
3500 
3600 
3700 
3800 
3900 
4000 
4100 
4200 
4300 
4400 
4500 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 
8800 
8900 
9000 
9100 
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Be Re ee Ree ae ee Ree ae 


rr>L> 
% 


Ax 


rPrrrrrrrrsy 


STZIP 


CUST# 
INVC# 


PAYDAT 
SHPVIA 


TERMS 
SLSMAN 


Detail Lines 


R DETLIN 
QTY 
UOM 
ITEM# 
ITMDES 
SELPRC 
EXTPRC 


Multipage Message 


R PAGEOF 


PAGCNT 


Invoice Totals 


R INVBOT 
TOTDUE 


PAYDA@ 
TOTD@2 


NAME@2 
STRE@2 
CITY@2 
STAT@2 


ZIP@2 
PAGCNT 


Offer Print 


3S 


9S 


6S 
9S 


25A 
25A 
25A 

2A 


9A 
3S 


- Font 92 is Courier Italic 


R OFFER 


OFFR@1 


OFFR@2 


OFFR@3 


OFFR@4 


OFFR@5 


24A 


24A 


24A 


24A 


24A 


nyo 


52 EDTWRD(' 
SPACEA(3) 

14 EDTCDE(Z) 

32 EDTCDE(Z) 

4QDATE EDTCDE(Y) 

66EDTCDE(Y) 
SPACEA(2) 

14 

34DATE EDTCDE(Y) 

47 

64 
SPACEA(4) 


8 EDTCDE(Z) 
13 


58 EDTCDE(J) 
70 EDTCDE(J) 
SPACEA(1) 


SKIPB(51) 
70'Continued' 
73 EDTCDE(Z) 

SKIPB(63) 
65'Page' 


SKIPB(51) 
67 EDTWRD(' , 

SPACEA(4) 
25 EDTCDE(Y) 
67 EDTWRD(' , 

SPACEA(2) 
12 

SPACEA(1) 
12 

SPACEA(1) 
12 

SPACEA(1) 
12 
16 
73 EDTCDE(Z) 

SKIPB(63) 
65'Page' 


12-pitch 


SKIPB(43) 

FONT (92) 
33 

SPACEA(1) 
33 

SPACEA(1) 
33 

SPACEA(1) 
33 

SPACEA(1) 
33 

SPACEA(1) 


> 


> 


9200 A OF FR@6 24A 33 
9300 A SPACEA(1) 
**** END OF SOURCE **%¥* 


Considerations for Electronic Invoice Forms 


Moving the Super Sun Seeds invoice to an electronic invoice involves choosing 
from a number of application enabling tools. That choice will be influenced, in part, 
by at least three factors, (1) the application requirements of the new invoice, (2) the 
characteristics of the current application, and (3) the skills available or required. 


First, the new invoicing application may require: 

* Changes in overall page layout 

¢ Static or dynamic layout 

¢ Single or multiformat pages 

¢ Bar coding, images, and other document elements 
* How copies are handled 

* Certain processing or performance characteristics 


Second, certain characteristics of the existing invoicing application, primarily access 
to source code, will be a factor. 


Finally, skill requirements or preferences are a factor: 

¢ Availability of programming skills 

¢ Scope of electronic printing applications, that is, the number of applications, 
electronic forms, and so on 

The following enabling approaches are discussed in this document: 

¢ Printer file implementation 

* Data Description Specifications (DDS) 

¢ Page and form definitions 

¢ Advanced Print Utility (APU) 

* AFP Toolbox 

¢ Print Format Utility (part of Advanced Function Printing Utilities for AS/400) 

¢ Third party applications 


All of these approaches create an electronic Super Sun Seeds document (Print 
Format Utility would be more suited to a related application, such as shipping 
labels). These new electronic invoice documents contain fonts, images, bar codes, 
and electronic forms. These building blocks of electronic printing applications are 
the subject of subsequent chapters in this document. 


Printer file parameters provide you with an easy, automatic way to change to your 
output. For more information on Printer File parameters, see emepecialeind 
Printer Elles” an page 11d 


Computer output reduction (COR), multi-up reports, and front and back overlays 
are simple to implement. 


DDS (Data Description Specifications) is the standard interface to the output page. 


DDS keywords provide complete and dynamic control of all page elements. DDS is 
integrated with the application program, enabling page content to be customized by 
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application data and program logic. For more information on DDS keywords, see 


Advanced Print Utility (APU) is an interactive tool for transforming existing 
line-oriented application output to electronic pages, independent of the application 
program. A new document design is created interactively, and that design is applied 
to the output file created by the application. For more information on APU, see 


Page and form definitions also provide application-independent document 
formatting. These definitions, created with Page Printer Formatting Aid (PPFA) or 
other document applications, are plugged directly into the printer file. This 
dynamically transforms existing line-mode output to complex electronic documents. 
For more information on page definitions and form Se HnOn) see 


AFP Toolbox provides complete control over the AFP print data stream, using 
high-function objects and APIs. AFP Toolbox provides the programming interface to 
create critical, complex output - output with dynamic elements, image integration, 
hae or output data Stream ifanstormalien. For more information on AFP 


Print Format Utility (PFU) creates electronic output directly from AS/400 database 
files, using an interactive user interface. PFU is well-suited to quick-turnaround 
applications and multi-up documents (such as bar coded labels). For more 
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Chapter 6. Fonts 


To represent text, you need fonts. A font is a complete set of graphic characters 
sharing the same type family, style, weight, and size. A font may include letters, 
numbers, punctuation marks and special characters. To add variety to your 
documents, you can include fonts of various sizes, styles, weights, and orientations. 


This chapter describes AFP font usage on the AS/400 and includes the following: 
* Font terminology 

* Font data formats 

* Location of the fonts 

¢ AS/400 font objects 

¢ AS/400 font products 

¢ AS/400 libraries 

* AS/400 font substitution 

¢ Finding fonts 


Font Terminology 


Although thousands of typefaces exist (Courier, Helvetica, Prestige, and so on), 
there are only three basic types of fonts. These three font types classify fonts with 
similar characteristics based on font size and spacing. These font types are 
explained in the following sections. 


Monospaced Fonts 


Many typewriters and line printers use what are known as monospaced fonts. 
Synonyms for monospaced are fixed-pitch and uniformly spaced. Each character in 
a monospaced font has the same width and occupies the same print space. "Pitch", 
also known as characters per inch (CPI), is an old typewriter term and simply 
means the number of characters that can be printed in one inch of text. 
"Fixed-pitch” means that all the characters in the font have the same width and will 
occupy the same amount of space when printed, thus the name, monospaced. 
Monospaced fonts are typically used for tabular data where column alignment can 
be easily maintained. The larger the pitch value, the smaller the text because more 
characters can be printed in one inch. 


Many printers have printer-resident monospaced fonts. These fonts may be either 
bitmaps or outlines. 


Proportionally Spaced Fonts 


Proportionally spaced fonts, sometimes called PS or PSM fonts, contain characters 
with widths assigned from one of seven width values. Narrow characters such as "i" 
and "I" print with less space than wider characters such as "m” and "A". All 
proportionally spaced fonts contain characters with widths assigned in a consistent 
manner so that an “i” in one font will be the same as an "i" in another. 


Note: The PS font widths for most characters are given in Appendix B of the 


Document Content Architecture: Final Form Text Reference and in Appendix 
E of the Document Content Architecture: Revisable Form Text Reference. 
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The average spacing of a proportionally spaced font is 12 CPI (12 pitch). 
Proportionally spaced fonts may be either bitmaps or outlines. 


Typographic Fonts 


Typographic fonts have variable character widths, but unlike proportionally spaced 
fonts, each character in each font is individually sized for readability. Typographic 
fonts are measured in points (1/72 of an inch), a vertical measurement expressing 
the font’s size by height. Typographic fonts may be either bitmaps or outlines. 


Generally, typographic fonts are considered more legible than monospaced fonts, 
and produce text that is more easily read. They can also be used to improve the 
appearance of a document and allow a greater number of characters to be printed 


on a page. 


The following information can help you define a font. 


Font Family 


Typeface 


Courier, Helvetica, Times Roman, and Sonoran Serif are examples 
of frequently used font families. 


A typeface is similar to a typestyle. It also defines the shape of the 
characters, but it also includes their weight, posture, and size or 
point size. 


¢ Weight: Defines the character weight such as medium or bold. 
* Posture: Defines the character stance, such as normal or italic. 
* Size: Defines the size of a fixed pitch font in characters per inch. 


¢ Point Size: A vertical measurement used to define the relative 
size of a typographic font. One point equals 1/72 of an inch. 


Font Resolution 


Orientation 


Character ID 
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The number of pels (picture elements) printed per inch. Two 
resolutions, 240 dots per inch (DPI) and 300 DPI, are available as 
downloadable font resources. In addition, outline fonts are also 
available for download and as printer-resident fonts. Outline fonts 
can be used to print at any font resolution supported by the printer. 
To determine the resolution for a particular font character set, use 
the Work Font Resource (WRKFNTRSC) command. 


All font character sets support four print orientations, 0, 90, 180, 
and 270 degrees. Other orientations can be printed if the text is 
created as image data or outline. 


Also referred to as the graphic character ID, the character ID is an 
8-byte character data string. Each character or symbol is assigned 
a unique character ID to distinguish the character from other 
characters. For example: 


Character 
Character ID 


LA010000 
LA020000 
LE010000 
LE110000 
LE150000 
LE020000 


o 0 D> Oo 


@> 


E LE120000 
1 ND010000 
2 ND020000 
3 ND030000 


- (Hyphen) 
SA000000 


- (Minus) 
SP100000 


$ SC030000 


Code point A code point is an 8-bit binary number representing one of 256 
potential characters (the maximum number of characters available 
on a single-byte code page). Code points are usually shown as 
hexadecimal representations of their binary values. For example, an 


uppercase A (character ID LAO20000) is represented by code point 
C1 for EBCDIC code page T1V10500 (see Figure 12 an page So. 


Typical examples of Sonoran typographic fonts are shown below: 


Sonoran Serif 
Sonoran Serif Bold 


Sonoran Sans Serif Italic 
Sonoran Sans Serif Italic Bold 


Figure 15. Sanoran 
Roman, see Appe 


Figure 9 on page 34 shows several fonts used on the Super Sun Seeds invoice 


example. These fonts are: 


‘ourier, Helvetica, and Times New 


FONT 1 Times New Roman 10-point (character set CON30000) 

FONT 2 Courier 10-pitch (FGID 11) 

FONT 3 Gothic Roman Semi-Light (character set COD0GC15) 

FONT 4 Courier Italic (FGID 92) 

FONT 5 Times New Roman Italic Bold 10-point (character set CON40000) 


Font Data Format 
Fonts are provided in two data formats—as raster fonts or as outline fonts 


Raster Fonts 


A raster font defines characters by means of bit patterns. Each bit pattern has a 
specific size, weight, style, and resolution. Figure 16 an page 54 illustrates two font 


characters formed by raster patterns. The character on the right contains more pels 


Chapter 6. Fonts 53 


Outline Fonts 


(picture elements), meaning that it as a higher resolution than the character on the 
left. 


Figure 16. Raster Font Characters with Different Resolutions 


A different raster font must be created for each specific resolution and size required. 
For example, for the font family Helvetica, there is a bitmap for the letter A (Roman 
medium) in each point size, as well as bitmaps for the following in each point size: 


A (Roman bold) 
A (italic) 
A (italic bold), 


If we assume that each style and weight is available in point sizes 6 through 12, 14, 
16, 20, 24, 30, and 36, then the capital letter A in the Helvetica font family is stored 
as 52 different bitmaps. The Helvetica font family contains more than 400 different 
characters, each of which is represented by 52 bitmaps. 


An outline font, as the name suggests, defines each character in terms of its 
outline, using mathematical formulas to define each character’s shape. A rasterizer 
interprets the data and fills in the outline with dots creating a bitmap of the 
character for the specified point size and print resolution. 


Many outline fonts are defined in Adobe Type 1 font format, and are available from 
many font vendors. The outline fonts available from IBM for AS/400 are Adobe Type 
1 fonts encapsulated in an AFP wrapper so they can be handled as AFP font 
resources. Type Transformer, an OS/2 program provided as an option of AFP Font 
Collection, can be used to create 240-pel, 300-pel, and AFP outline fonts from 
Adobe Type 1 input. 


Adobe has been producing digital fonts since 1984, licensing fonts from font 
foundries such as Linotype and ITC, as well as designing its own. The Adobe Type 
library is now in excess of 10 000 fonts and is claimed to be the largest collection of 
typefaces in the same format ever assembled. 


The outline fonts from IBM define characters using a 1000 x 1000 matrix (1000 
Adobe units). The outlines are size and resolution independent and can be scaled 
to a particular resolution and point size and transformed to a particular resolution, 
style, rotation, and point size. 


Location of the Fonts 


Fonts are either resident in the printer or downloadable from your AS/400 system. 
This section explains how you can use these two types of fonts. 
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Printer-Resident Fonts 


Many printers contain printer-resident fonts. These fonts may be bitmaps or outlines 
and can vary by printer type and manufacturer. The printer hardware manual should 
be referenced to determine the printer’s resident font support. In order to ensure 
document fidelity across various printer types, it will be necessary to use the same 
fonts on each printer. If a font is selected and not resident on the target printer, a 
font substitution may occur (see ) resulting in 
output differing from printer to printer. 


Fonts found in IBM’s AFCCU printers are the same as those found as host-resident 
fonts provided with AFP Font Collection. This means that printer-resident fonts and 
downloaded bitmap fonts may be interchanged in a print environment where both 
outline font and bitmap printers exist. 


Host-Resident Fonts 


AFP host-resident fonts reside on the host system in font libraries, and they can be 
downloaded to IPDS printers attached to your system. The transfer of the font data 
is performed automatically by Print Services Facility (PSF/400, PSF/MVS, PSF for 
OS/390, PSF/VM, PSF/VSE, PSF/2, or PSF for AIX). 


When you add a new font to the system, any printer that supports downloadable 
fonts and matches the resolution of the font is immediately able to use it if 
requested by the application. 


Captured Fonts 


In the past, PSF/400 saved downloaded fonts across spooled files, but not across 
instances of the writer. It is now possible with PSF/400 V4R2 for the printer (if the 
printer supports this function) to dynamically “capture,” or cache, a 
host-downloaded font. The captured font then appears like a printer-resident font, 
even when the printer has been powered off. Network traffic is reduced by 
eliminating subsequent font downloads to the printer. 


Currently, some IBM printers support font capturing, while others do not. 


Note: Because improper use of font capturing may cause unpredictable results, it 
is strongly advised that only system administrators handle the font capture 
feature. Carefully study /BM AS/400 Printer Device Programming 
(SC41-5713) before proceeding so that you are aware of the proper use of 
font capturing. 


The new parameter FNTCAPTURE has been added to the PSF configuration object 
(CRT/CHG/DSP/PSFCFG) commands to activate font capturing. If you configure 
FNTCAPTURE as *YES, then any fonts eligible to be captured will be captured. 


To mark a font as eligible to be captured, specify the name of a font character set 
or code page, and select FNTCAPTURE (*YES) in the font resource 
(CRT/CHGFNTRSCA) command. 


Captured fonts remain in the printer as long as there is space for them (until the 


space they occupy is needed for something else). To avoid security problems, do 
not mark sensitive fonts, such as signatures and MICR fonts, as eligible to be 
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Character Sets 


captured. You cannot clear a captured font from the printer, so it is possible that an 
unauthorized person could access the captured font. 


AS/400 Font Objects 


The AFP font objects supported on the AS/400 system are described in the 
following sections. 


Code Page, Character Set, and Coded Font Overview 


In IBM font structure, a code page maps each character of text to the characters in 
a character set (see Figure 12. As you enter your text at a workstation, each 
keyboard character is translated into a code point. When the text is printed, each 
code point is matched to a character ID on the code page you specify. The 
character ID is then matched to the image (raster pattern or outline pattern) of the 
character in the character set you specify. The image in the character set is the 
image that is printed in your text. 


Coded Font 


Code Page 


Code Character Character Character 
Point ID ID Graphic 


1 LA020000 LA020000 A 


Figure 17. Translation of a Keyboard Character into a Printed Character 


Fonts may be selected by selecting the character set and code page. A short cut 
method used by some applications is the coded font which contains a predefined 
character set/code page pair. 


A character set is the collection of characters contained in a font. It contains 
character identifiers and corresponding character patterns (raster or outline) for a 
single type family, typeface, and (in the case of rasters), type size. In addition, a 
font character set specifies character properties and printing attributes. 


Character sets include alphabetic, numeric, and special characters. Each national 
language has the alphabetic and numeric characters required by that language and 
by national standards. Each language has its unique requirements and may not use 
the same characters in the same way another language does. 
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A character set is an object located in a font library. The object type for a character 
set is *FNTRSC and the attribute is FNTCHRSET. See section Fasano Foal 
to determine what character sets are available. 


provides samples of the most widely used 
fonts: Helvetica, Times New Roman: and Courier. These samples also reference the 
character set resource name. For example, Helvetica Roman-Bold 20-point is 
character set COH400J0. Most of the AS/400 font character sets use a common 
resource nomenclature, as follows: 


COfsOcpp is the font character set name 


Where the “CO” prefix designates a character set and the rest of the font character 
set name structure is decoded as follows: 


f Font Family: 


¢ Example: N is Times New Roman 
¢ Example: H is Helvetica 
* Fora complete list, refer to /BM AFP Font Summary, G544-3810, or /BM 
AFP Font Summary for AFP Font Collection, S544-5633 
s Font Style: 
* 2: Roman Medium 
¢ 3: Italic Medium 
¢ 4: Roman Bold 
* 5: Italic Bold 


c Language complement: 
* Example: 0 is Latin 1 
* Example: 1 is Symbols 
* Fora complete list, refer to /BM AFP Font Summary, G544-3810, or /BM 
AFP Font Summary for AFP Font Collection, S544-5633 
pp Point Size: 
* 60: 6-point 
¢ 70: 7-point 
* 80: 8-point 
* 90: 9-point 
* 00: 10-point 
¢ AO: 11-point 
¢ BO: 12-point 
* DO: 14-point 
¢ FO: 16-point 
* HO: 18-point 
¢ JO: 20-point 
¢ NO: 24-point 
¢ TO: 30-point 
¢ ZO: 36-point 
For more information on character set naming, refer to /BM AFP Fonts Summary 
(G544-3810), IBM AFP Fonts: Technical Reference for IBM Expanded Core fonts 


(S544-5228), and ABOUT TYPE: IBM's Technical Reference for 240-Pel Digitized 
Type (S544-3516). 
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| Code Pages 


Character information can be represented in computers by one or more bytes of 
binary information called code points. Graphic characters are assigned to code 
points and form the link between code points and character data found in the 
character sets. Characters are generally assigned according to two encoding 
schemes: American Standard Code for Information Interchange (ASCII) and 
Extended Binary Coded Decimal Interchange Code (EBCDIC). 


For languages that are not alphabet-based, double-byte character set (DBCS) 
encoding is used. For example, DBCS is used for Japanese, Chinese, and Korean 
languages because they are ideographic in nature and contain an extremely large 
number of characters. Other languages can be represented by a single-byte 
character set (SBCS). 


For single byte EBCDIC character sets, 192 bit combinations in a byte 
(hexadecimal X'40' through X'FF') are available to represent characters. Code 
points below hexadecimal X'40' are generally reserved for printer commands. 
Character sets usually contain more characters than individual code pages, so 
many different code pages can be used to select characters from a single character 
set. 


For the different code pages supported on the AS/400 system, refer to the National 
Language Support Planning Guide. For code pages provided with the IBM AFP 
Font Collection products, see /BM AFP Font Summary, G544-3810, or IBM AFP 
Font Summary for AFP Font Collection, S544-5633. 


Code pages are objects located in font libraries. The ) ect type is “FNTRSC and 
the attribute is CDEPAG. See section 
determine which code pages are available. 


Figure 18 on page 59) shows an example of a code page. 
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Country Extended: International #5 


T1V10500 
CPGID: 500 
GCSGID: 697 
Undefined code point: SP010000 
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Figure 18. EBCDIC Code Page T1V10500 
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Coded Fonts 


A single-byte coded font associates a specific code page with a specific font 
character set. A single-byte coded font contains a combination of code page and 
font character set. For example, coded font XOBIR1 uses the character set 
COSOBITR with code page T1V10037. 


A double-byte font, such as Kanji, contains more than one code page and character 
set pair. Each pair is called a coded-font section. A double-byte coded font requires 
a 2-byte code in the text for each graphic character: the first byte identifies the 
section, and the second byte identifies the code point. 


Coded fonts are font objects kept in the font libraries. he object type is *FNTRSC 
and the attribute is CDEFNT. See section 
determine which coded fonts are available. 


AS/400 supports both printer-resident and host-resident fonts. These fonts can be 
referenced by Font Global Identifier (FGID), by character set and code page, or by 
coded font name. Printers with resident fonts use FGIDs to access the resident 
fonts. 


Font Global Identifier (FGID) 


FGIDs are whole numbers from 1 to 65534 registered within IBM and used to 
identify font resources. FGIDs are assigned to unique type family/typeface 
combinations, such as Courier Roman Medium (FGID 11). 


Ranges of FGID numbers can be used to identify the font type and size as follows: 


FGID Font Type and Size 

1-65 Monospaced 10 characters per inch 
66-153 Monospaced 12 characters per inch 
154-200 Proportional (averages 12 characters per inch) 
201-210 Monospaced 13.5 characters per inch 
211-239 Monospaced 15 characters per inch 
240-246 Monospaced 5 characters per inch 
247-257 Monospaced 17.1 characters per inch 
258-259 Monospaced 18 characters per inch 
260-273 Monospaced 8.55 characters per inch 
274-279 Monospaced 17.1 characters per inch 
280-284 Monospaced 20 characters per inch 
285-289 Monospaced 25 characters per inch 
290-299 Monospaced 27 characters per inch 
2304-3839 Typographic based on specified point size 
4096-65279 Typographic based on specified point size 
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You can find a complete list of family names, typefaces, attributes, and size of each 
FGID in IBM AS/400 Printer Device Programming. 


AS/400 Font Products 


On the AS/400, two sets of fonts—the AFP Compatibility fonts and the GDDM 
(Graphical Data Display Manager) fonts—are included in the base system. Other 
font products, such as the AFP Font Collection, are available and can be purchased 
separately. These font products provide additional font choices beyond the basic 
fonts. The various AS/400 font products are described in this section. 


AFP Compatibility Fonts 


Since OS/400 Version 2 Release 1, an option called OS/400 - AFP Compatibility 
Fonts has been included free of charge in the AS/400 base operating system. It can 
be installed as an option on any AS/400 system. 


The AFP Compatibility Fonts include both uniformly spaced and mixed-pitch type 
families at 240-pel resolution. The following font families are included: APL, 
Boldface, Courier, Document, Essay, Format, Gothic, Letter Gothic, Orator, Prestige, 
Roman, Script, Serif, Symbols, and Text. The AFP Compatibility fonts are 
downloadable 240-pel raster fonts and are installed in font library QFNTCPL. 


Beginning with OS/400 Version 2 Release 2, additional uniformly spaced and 
typographic families were included. Some of these additional fonts emulate resident 
fonts on the IBM Proprinter, while others allow printing symbols. 


A 300-pel version of the AFP Compatibility fonts is provided in the AFP Font 
Collection product. 


AFP Font Collection 


Three IBM font groups that can be used with Advanced Function printers are 
included in IBM AFP Font Collection for OS/400 (5648-—B45): 


¢ IBM Expanded Core Fonts (240-pel, 300-pel, and AFP outlines) 
¢ AFP Compatibility Fonts (240-pel and 300-pel) 
¢ DBCS Core Fonts 


The AFP Font Collection provides a variety of typefaces that can be installed on all 
IBM operating system platforms. The OS/2 Fonts and Programs CD-ROM contains 
font utilities that allow you to create and modify fonts for any platform, including 
AS/400. The utilities are summarized as follows: 


* SBCS Type Transformer: Creates AFP font character sets and coded fonts 
using Adobe Type 1 outlines as input. You can create 240-pel fonts, 300-pel 
fonts, and AFP outline fonts with this program. As part of the transform process, 
you can be selective in choosing which characters are to be included in the 
output fonts so that font storage requirements can be reduced. 

¢ DBCS Type Transformer: Use this batch program to create AFP 240-pel rasters 
and AFP outlines from the Adobe CID format outlines provided on the OS/2 
CD-ROM. 

¢ FontLab: This is a Type 1 outline font editor that can be used to create or modify 
any Type 1 outline font character. FontLab can also be used to create User 
Defined Characters (UDCs) for DBCS environments. 
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* Code Page Editor: Code page editing consists of code point assignments, 
character identifier assignments, and global code page control information. 


* Coded Font Editor: Coded font editing consists of character set and code page 
assignments. The point size can also be specified for coded fonts used with AFP 
outline character sets. 


IBM Expanded Core Fonts 


IBM provides the Expanded Core fonts to establish a common set of fonts that can 
be printed by any supported AFP printer in any IBM operating system environment. 
The IBM Expanded Core fonts are recommended because they provide: 


* Consistent page layouts between 240-pel, 300-pel, and outline font printers 
* Consistent document interchange between operating system platforms 
¢ Support for many national languages 


The IBM Expanded Core Fonts include the following font families: Boldface, 
BookMaster fonts (including IBM Logo fonts), Courier, Courier APL2, Gothic 
Katakana, Gothic Text, Helvetica,Letter Gothic, OCR-A, OCR-B, Prestige, and 
Times New Roman. 


The Expanded Core fonts provide characters that support the following language 
groups: 


Latin1 This group includes Danish, Dutch, English, Faeroese, Finnish, 
French, German, Icelandic, Irish, Italian, Norwegian, Portuguese, 
Spanish, and Swedish. 


Latin2 This group includes Albanian, Czech, English, German, Hungarian, 
Polish, Romanian, Serbocroation, Slovak and Slovenian. 


Latin3 This group includes Afrikaans, Catalan, Dutch, English, Esperanto, 
French, German, Italian, Maltese, Spanish, and Turkish. 


Latin4 This group includes Danish, English, Estonian, Finnish, French, 
German, Greenlandic, Lapp, Latvian, Lithuanian, and Norwegian. 


Latin5 This group includes Danish, Dutch, English, Finnish, French, Irish, 
Italian, Norwegian, Portuguese, Spanish, Swedish, and Turkish. 


Latin/Cyrillic This group includes Bulgarian, Byelorussian, Macedonian, Russian, 
Serbian, Ukrainian, and English 


Latin/Greek — This group includes characters for the Latin and Greek scripts. 
Latin/Arabic —_ This group includes characters for the Latin and Arabic scripts. 


Latin/Hebrew This group includes characters for the Latin and Hebrew scripts. 


Lao This group contains characters for the Latin and Lao scripts. 

Thai This group contains characters for the Latin and Thai scripts. 

Symbols This set of fonts contains various symbols, including some that are 
letters. 


Note: The AS/400 Core Interchange Font feature was discontinued in May, 1995, 
however you can continue using those fonts on any AS/400 system with 
OS/400 Version 2, 3, or 4. 
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AFP Fonts/400 


GDDM Fonts 


AFP Compatibility Fonts 


The 240-pel AFP Compatibility fonts provided with AFP Font Collection are identical 
to those that come free with the OS/400 base system. 300-pel versions of these 
fonts are also provided. 


DBCS Core Fonts 


The DBCS Core fonts are also provided as part of AFP Font Collection and are 
found in the OS/2 Fonts and Programs CD-ROM. The DBCS Core fonts are found 
on the OS/2 Fonts and Programs CD-ROM provided for the OS/2 environment. 
Facilities exist on the CD-ROM for uploading these fonts from OS/2 to the AS/400. 
See the Type Transformer User's Guide, G544-3796, for more information. Included 
on the OS/2 Fonts and Programs CD-ROM are the following font families: Fang 
Song, Hei, Kai, and Song (Simplified Chinese), Kai and Sung (Traditional Chinese), 
Heisei Kaku Gothic, Heisei Maru Gothic, Heisei Mincho (Japanese), and Gothic and 
Myengjo (Korean). For more information on these DBCS fonts, see the appropriate 
technical reference for the DBCS fonts (for example, AFP Font Collection: Japanese 
Technical Reference.) 


There are two other DBCS font offerings provided for AS/400. One is AFP DBCS 
Fonts/400, which provides 240-pel DBCS font support. Another is a no-cost RPQ, 
IBM CJK Metric-Only Fonts (8A8080), which contains font metric files that can be 
used to access printer-resident outlines in AFCCU printers in which the DBCS 
feature has been installed. 


This is an older package of AS/400 fonts (program number 57xx-FNT) that contains 
240-pel, typographic fonts in sizes ranging from four to 72 points. See 
P for a complete list of the fonts contained in this 


package. 


An option called OS/400 - GDDM is included free of charge in the AS/400 base 
operating system and can be optionally installed on any AS/400 system. If the 
option is installed, you can find a list of graphic symbol sets in the library QGDDM 
(look for object type *GSS). You can use these fonts in printer files, in DDS, and 
with the optional licensed program AS/400 Business Graphic Utility (6763-BG1). 
They work on any IPDS printer that supports GOCA. 


GDDM has two types of graphic fonts: 


Vector symbol sets 
These are identified by an object attribute “VSS. Each character is built with 
a set of straight or curved lines. 


Image symbol sets 
These are identified by an object attribute “ISS. Each character is a pattern 
of dots quite similar to FGID, except that some graphic characteristics 
apply. 


Note: Image symbols are not supported in DDS. 
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GDDM fonts are scalable fonts, and can best be used for printing larger characters. 
For more information about GDDM, or for the font naming conventions, see the 
AS/400 Programming Guide Version 3. 


Other AS/400 Font Offerings 


There are two other font offerings available for AS/400 AFP users. 


Postal Bar Codes, RPQ 8A5043 
This font offering provides fonts for printing ZIP, ZIP + 4 and POSTNET bar 
codes, Facing Identification Marks (FIMs), and the Business Reply Bar. 


AFP MICR Fonts, RPQ 8A8083 
This font offering provides MICR fonts necessary for printing on IBM MICR 
printers. 


AS/400 Font Libraries 


The following list describes the system font libraries. 


QFNTCPL 


QFNT01-QFNT19 


QFNT61-QFNT69 


This library is shipped with the operating system. 
(Look for OS/400 - AFP Compatibility Fonts in 
your licensed program list.) This library contains the 
240-pel compatibility set of fonts. 


QFNT01-QFNT15 are used if you purchase and 
install certain OS/400 single-byte character set font 
licensed program products. These libraries contain 
only 240-pel fonts. 


QFNT61-QFNT65 are used if you purchase and 
install certain OS/400 double-byte character set font 
licensed program products. These libraries contain 
only 240-pel fonts. 


The IBM AFP Font Collection contains libraries that can be restored into system 
font libraries. The AFP Font Collection libraries are: 


QFNTCDEPAG Expanded code pages 

QFNTCPL 240—pel Compatibility fonts 
QFNTCF_ARA Arabic coded fonts 

QFNTCF4ARA 4-character Arabic coded fonts 
QFNT240ARA 240-pel Arabic character sets 
QFNT300ARA 300-pel Arabic character sets 
QFNT300CPL 300-pel Compatibility fonts 
QFNTCF_CYR Cyrillic Greek coded fonts 
QFNTCF4CYR 4-character Cyrillic Greek coded fonts 
QFNT240CYR 240-pel Cyrillic Greek character sets 
QFNT300CYR 300-pel Cyrillic Greek character sets 
QFNTCF_HEB Hebrew coded fonts 

QFNTCF4HEB 4-character Hebrew coded fonts 
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QFNT240HEB 
QFNT300HEB 
QFNTCF_OCR 
QFNTCF40CR 
QFNT2400CR 
QFNT3000CR 
QFNTCF_APL 
QFNTCF4APL 
QFNT240APL 
QFNT300APL 
QFNTCF_KAT 
QFNTCF4KAT 
QFNT240KAT 
QFNT300KAT 
QFNTCF_LA1 
QFNTCF4LA1 
QFNT240LA1 


QFNT300LA1 


QFNTCF_LA2 
QFNTCF4LA2 
QFNT240LA2 
QFNT300LA2 
QFNTCF_SYM 
QFNTCF4SYM 
QFNT240SYM 
QFNT300SYM 
QFNT240LAO 
QFNT300LAO 
QFNTCF_LAO 
QFNTCF4LAO 
QFNTOLNLAO 
QFNTCFOLAO 
QFNTCO4LAO 
QFNTCF_TAI 
QFNTCF4TAI 
QFNT240TAI 


240-pel Hebrew character sets 


300-pel Hebrew character sets 


OCR coded fonts 


4-character OCR coded fonts 
240-pel OCR character sets 
300-pel OCR character sets 


APL coded fonts 


APL 4-character coded fonts 
240-pel APL character sets 
300-pel APL character sets 


Katakana coded fonts 


Katakana 4-character coded fonts 


240-pel Katakana character sets 
300-pel Katakana character sets 
Latin1 coded fonts 

4-character Latin1 coded fonts 


240-pel character sets for typographic fonts (i.e., 
Helvetica, Times New Roman) 


300-pel character sets for typographic fonts (i.e., 
Helvetica, Times New Roman) 


Latin2/3/4/5 coded fonts 


4-character Latin2/3/4/5 coded fonts 
240-pel Latin2/3/4/5 character sets 
300-pel Latin2/3/4/5 character sets 


Symbols coded fonts 
4-character Symbols coded fonts 
240-pel Symbols character sets 
300-pel Symbols character sets 
240-pel Lao character sets 


300-pel Lao character sets 


Lap coded fonts 


4—character Lao coded fonts 


Lao AFP outlines 


Coded fonts for Lao AFP outlines 


4—character coded fonts for Lao outlines 


Thai coded fonts 


4-character Thai coded fonts 


240-pel Thai character sets 


Chapter 6. Fonts 


65 


QFNTSOOTAI 
QFNTOLNTAI 
QFNTCFOTAI 
QFNTCO4TAI 
QFNT240BM 
QFNT300BM 
QFNTOLNAPL 
QFNTCFOAPL 
QFNTCO4APL 
QFNTOLNARA 
QFNTCFOARA 
QFNTCO4ARA 
QFNTOLNBM 
QFNTOLNCYR 
QFNTCFOCYR 
QFNTCO4CYR 


QFNTOLNHEB 
QFNTCFOHEB 
QFNTCO4APL 
QFNTOLNKAT 
QFNTCFOKAT 
QFNTCO4KAT 


QFNTOLNLA1 
QFNTCFOLA1 
QFNTCO4LA1 
QFNTOLNLA2 
QFNTCFOLA2 
QFNTCO4LA2 
QFNTOLNOCR 
QFNTCFOOCR 
QFNTCO40CR 
QFNTOLNSYM 
QFNTCFOSYM 
QFNTCO4SYM 
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300-pel Thai character sets 

Thai AFP outlines 

Coded fonts for Thai AFP outlines 
4—character coded fonts for Thai outlines 
240-pel BookMaster character sets 

300-pel BookMaster character sets 

APL AFP outlines 

Coded fonts for APL AFP outlines 
4-character coded fonts for APL AFP outlines 
Arabic AFP outlines 

Coded fonts for Arabic AFP outlines 
4-character coded fonts for Arabic AFP outlines 
BookMaster AFP outlines 

Cyrillic Greek AFP outlines 

Coded fonts for Cyrillic Greek AFP outlines 


4-character coded fonts for Cyrillic Greek AFP 
outlines 


Hebrew AFP outlines 

Coded fonts for Hebrew AFP outlines 
4-character coded fonts for Hebrew AFP outlines 
Gothic Katakana AFP outlines 

Coded fonts for Gothic Katakana AFP outlines 


4-character coded fonts for Gothic Katakana AFP 
outlines 


Latin1 AFP outlines 

Coded fonts for Latin AFP outlines 

4-character coded fonts for Latini AFP outlines 
Latin2/3/5 AFP outlines 

Coded fonts for Latin2/3/5 AFP outlines 
4-character coded fonts for Latin2/3/5 AFP outlines 
OCR AFP outlines 

Coded fonts for OCR AFP outlines 

4-character coded fonts for OCR AFP outlines 
Symbols AFP outlines 

Coded fonts for Symbols AFP outlines 


4-character coded fonts for Symbols AFP outlines 


240 and 300 pel fonts can be in the same library if they have unique names. If you 
have the same font with the same name at both 240 and 300 pel, they need to be 

in separate libraries because you cannot have two entries with the same name in a 
library. 


AS/400 Font Substitution 


Finding Fonts 


The AS/400 tries to print your file even if it does not have the specific font you have 
requested. Through the process of font substitution, the AS/400 tries to substitute a 
font that will produce similar, if not exact, results. (If you have selected *ABSOLUTE 
for the FIDELITY parameter, the match for font substitution must be exact or 
nothing will print.) 


If the target printer supports printer-resident fonts, and the requested font is resident 
in the printer, no substitution will take place and the print job will continue. If the 
printer supports resident fonts, but does not contain the requested font, a substitute 
font will be used. For example, if Letter Gothic (FGID 87) is requested, but not 
resident, a host font from the font substitution tables will be selected and 
downloaded to the printer. In this example, the Letter Gothic bitmap character set 
COSOLR12 will be selected and downloaded. 


If the requested font is a host font, the font is specified either by font character set 
or coded font. If the printer does not support downloaded fonts (impact printers for 
example), and a matching printer-resident font exists, the matching printer-resident 
font is used. If an exact match printer-resident font does not exist and 
FIDELITY(*ABSOLUTE) is specified, the print job will not print and is placed in hold 
status. However, if the fidelity is *CONTENT, a font that matches the requested font 
as much as possible will be substituted. If the printer does support downloaded 
fonts, and the font cannot be found (by searching font libraries in the library list) or 
is in the wrong resolution, an attempt is made to substitute a printer-resident font. If 
there is not an exact match, the print job will be placed in hold status. Whenever 
the specified font is not used, and another font is substituted, an informational 
message is logged. 


You can find complete font tables and substitution lists in the publication /BM 
AS/400 Printer Device Programming (SC41-5713). 


Prior to OS/400 V4R2, a message was displayed each time a font was successfully 
or unsuccessfully substituted. Now it is possible to suppress messages regarding 
successful font substitutions. To suppress messages regarding successful font 
substitution, select “NO for the parameter FNTSUBMSG in the CHG/CRTPSFCFG 
command. Messages indicating that a font substitution attempt failed will still be 
issued, regardless of the value in FNTSUBMSG. If you want all font substitution 
messages to be issued, select FNTSUBMSG *YES. 


When a font is referenced without a library qualifier, the following sets of libraries 
are searched to locate the font: 


¢ The job (interactive or batch) library list 
¢ System font libraries, as listed below: 
— QFNTCPL 


This library is shipped with the operating system. It contains the 240-pel AFP 
Compatibility Fonts. 
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— QFNT01-QFNT19 
— QFNT61-QFNT69 


Figure 19] shows a list of libraries as seen by the AFP printer writer. 


User Resource Library List 


<—_ System portion of library list What you 
would see 
if an 


Current library (obtained sepia dj 
from user's profile) Be ELIEL 
— <— User portion of library list 
User Specifies USER01- Device Resource 


Yes > 


Device Resource USER30 . Library List 


Library List 


QFNTCPL 


QFNT01- 
QFNT19 


QFNT61- 
QFNT69 


Figure 19. List of Libraries 


To make a resource library (which includes fonts, overlays and page segments) 
available to all users at all times without putting it in a specific library list, rename 
the library QFNTnn, where nn is in the range 01 through 19. When you have 
renamed the library, stop the printer writer and then start it again to rebuild the 
printer writer library list. 


You can override the system library search list and specify a library search list for a 
particular printer with the PSF configuration object. For a particular device, the PSF 
configuration object allows you to specify additional parameters that are not 
supported on the Create Device Description (CRTDEVPRT) command. This 
includes the ability to specify a user library list (USRRSCLIBL parameter) and 
device library list (DEVRSCLIBL parameter). If you create a PSF configuration 
object, the default for the user and device library lists is the same as the library 
search described above. 
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Specifying the 


Specifying the 


It is generally a better idea to use *LIBL for a font library than specify one 
individually, because when you specify an individual library, you limit your fonts to a 
single resolution. 


If your application prints on a 300-pel printer and also sends faxes, both 300-pel 
and 240-pel fonts are required because FAX is supported at 240-pel only. If you 
then specify a library qualifier, this eliminates one version (either the 240-pel or 

300-pel) of the requested fonts. 


V3R2 provides enhanced font library support with the Device Resource Library list. 


User Resource Library List 


The User Resource Library list allows you to specify libraries to be used when 
searching for font and AFP resources. The User Resource Library list is searched 
first and then the Device Resource Library list is searched when attempting to find 
an AFP resource specified within the spooled file. 


In Version 4 Release 4, the *PRTF value has been removed as a valid value for the 
USRRSCLIBL parameter. PSF configuration objects migrated from other releases 
that were created with USRRSCLIBL(*PRTF) are supported the same as in 
previous releases as long as the new USSRSCLIBL parameter on the printer file 
has the value of *DEVD. When a CHGPSFCFG command is executed with 
USSRSCLIBL (*DEVD), a value of “SAME is displayed where the value of *PRTF 
would have been displayed in a previous release. 


Values supported on the User Resource Library list are: 


*JOBLIBL Specifies that the job’s current library list that created the spooled 
file is used in searching for AFP resources. The job’s library list at 
the time the spooled file is created is saved. Each time you create 
a new spooled file, the job library list is saved. This is the default. 


*CURLIB Is the current library for the job that created the spooled file and is 
used in searching for AFP resources. If no library is specified as the 
current library for the job, then library QGPL is used. 


*NONE Specifies that no user resource library list will be used in searching 
for AFP resources. Only the device resource library list will be used. 


Device Resource Library List 


The Device Resource Library list allows you to specify a device resource library list 
to be used in searching for AFP resources. The User Resource Library list is 
searched first and then the Device Resource Library list is searched when 
attempting to find an AFP resource specified within the spooled file. 


Values supported on the Device Resource Library list are: 
*DFT Specifies that the following libraries (if present on the system) will be used 
in searching for AFP resources. 
* QFNTCPL 
* QFNTO1 - QFNT19 
* QFNT61 - QFNT69 
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Device Resource Library Names 
This is a list of up to 30 library names that will be used in searching for AFP 
resources. 


There is a two-fold value in using the User Resource Library and Device Resource 
Library lists. They enhance usability because you now can specify one set of 
libraries for a 240-pel printer and another set of libraries for a 300-pel printer. You 
also can ensure that the libraries that contain the resources needed by the specified 
job or printer are in the library list that PSF will use. Using the library lists also can 
improve performance because you can fill in just the libraries that need to be 
searched and leave out any that do not need to be searched. 


Refer to the AS/400 CL Reference and AS/400 Printer Device Programming for 
more information about PSF configuration objects. 


Using Fonts with AS/400 Applications 


Let’s summarize what we have learned about AS/400 fonts: 


¢ Raster and outlines: 240 dpi and 300 dpi raster format, and 
resolution-independent outlines 


* Monospaced and typographic: Monospaced fonts have equal character 
spacing, typographic fonts vary the character spacing. Typographic fonts are 
more readable and effective. Monospaced fonts are required for columns of data 
that must line up on both the left and right margins. 


¢ Printer-resident and AS/400-resident: Fonts can permanently reside in the 
printer, be in font libraries on the AS/400, or be downloaded as required. 


¢ Font products: OS/400 comes with several standard fonts such as Courier, 
Gothic, and Prestige (in 240 dpi only). AFP Font Collection provides a 
comprehensive set of AFP fonts as well as optional OS/2 font programs to create 
your own fonts. 


* Font structure: Character sets contain character bitmap or outline shape data. 
Code pages relate hexadecimal code points to character data in the character 
sets. Coded fonts identify a code page - character set pair. 


* Font libraries and library lists: Fonts can be stored in any AS/400 library. In 
practice, the fonts are normally stored in QFNTxxxx libraries. Standard library 
lists can be used to locate fonts. In addition, there are device or printer-specific 
library lists. 


* Font selection and substitution: If an AS/400-resident font is not found, a 
printer-resident font will be substituted, and vice versa. 


How are fonts used with various AS/400 printing applications? For printer files, the 
font used applies to the entire print file. Fonts can be selected by font global ID 
(FGID), character set, or coded font. For DDS output formatting, fonts can be 
specified at the job, record, or field level. Again, fonts can be selected by FGID, 
character set, or coded font. Advanced Print Utility has a font database for font 
selection. You are prompted for a font much like PC applications - font family, font 
style, and point size. Based on your selection, APU will select the right character 
set and code page. Overlay Utility and Print Format Utility both set up a font table 
to assist in selecting fonts. Entries in this font table can be FGID, character set, or 
coded font. AFP Toolbox and page definitions define character sets or coded fonts 
to be used in the print formatting logic. OfficeVision supports fonts only by FGID 
(although AS/400-resident fonts can be forced by selecting an FGID that does not 
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exist and font substitution takes over to select the desired AS/400 font). Facsimile 
Support uses only 240 dpi fonts, as the facsimile process emulates an IBM 3812 
printer (a 240 dpi printer). 
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Chapter 7. Image and Graphics 


Image and graphics are key components in creating advanced electronic print and 
presentation applications. In some cases, such as with accent images, the purpose 
of the image or graphic is to improve the look and effectiveness of output. In basic 
documents, images, such as an enterprise logo, are an essential part of the 
document. In other image applications, such as an integrated check image on bank 
statements, the image itself is part of the application. 


Some common examples of putting image and graphics to work in AS/400 


applications include: 
Document logos 
Electronic signatures 


Accent images, such as the variable image used in the Super Sun Seeds sample 
application (see 


Document image, such as check image and freight bill image 
Pictorial graphics, such as pie and bar charts 


Figure 20| shows a Super Sun Seeds invoice case study with an example of an 

image (the Super Sun Seeds logo) and a graphic (the pie chart). In fact, there are 
more graphics on the invoice than just the pie chart. The line and box elements on 
the invoice form are also graphics. 


Graphic 


1000|BX |56413213| POT POT 


wy Super 
Jat Sun 
400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ. 55090 A Growth Company Fax: 555-415-9794 
PT thtatittistagkhdolbbliloabhl T 7 
LOS ARB@LES DEL MUNDO " 
32483“ARBOL LANE SAME 
MESA VERDE 
L 65478-9390 
-- Sold To -- 2] Ee == Ship To --— 21 
cus Fe T 5 Pe c 
umber: 242. Number: 31341 pate: 7/28/95 pate: 8/28/95 
Ship Via: Ship Date: 7/28/95 ‘terms: N10 salesman: MICHELE GOODACRE 


45|BZ |11005015| CHANTENAY SEEDS ‘ 
900/EA |00001200| ARBOLES DEL SUR 45. 


00 40,500.00 

98|PK |84512023| OREGON SPRING TOMATO SEED 97 95.06 

4/BX |11057893| AFRICAN DAISY, SEEDS 2.35 9.40 

951/CT |11005011] LASSO RED SEEDS 892.23 48,510.73 

46|DZ }11005014| SCARLET NANTES SEEDS 5.90 271.40 

100/EA |31321655| SEMILLAS DEL SUS SOMBEROS 24.95 2,495.00 
PL 


4 Because almost half of 
your order was Lasso Red 
Seeds, you will receive 
a 10% discount on your 
next order. 


ieee Thank You... 


Return this tear-off strip with your payment. 
Payment is due by: 8/28/95 


LOS ARBOLES DEL MUNDO 
32483 ARBOL LANE 
MESA VERDE 

IL 65478-9390 


Total Due $99,630.14 


Make Checks Payable to: Super Sun Seeds 
Amount Due is: $99,630.14 


00014 146 


10099630 


Figure 20. Image and Graphic on the Sample Page 


© Copyright IBM Corp. 1996, 1999 
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Image and Graphics in AFP Output 


AFP output can contain both graphics and images. Images are captured. Graphics 
are created. In many instances, these terms are used interchangeably, but for data 
processing applications, they are used very differently. 


The term image is usually applied to a captured replica of an external source 
document. The source document can be a photograph, drawing, signature, or a 
printed or handwritten page. The source document is usually captured by a 
scanner. 


The term graphic is normally applied to pictorial data that is created internally. 
AS/400 applications that create graphical data include: 


¢ Business Graphic Utility/400 
* GDDM/400 
¢ Advanced Function Printing Utilities for AS/400 


Graphics applications enable you to create shapes with lines or generate charts 
based on numerical input. The resulting graphic can be as simple as a box on an 
electronic form, or as complex as an engineering drawing. 


Image and graphics are also distinguished by how the object is stored. Images are 
stored in digital format. Regardless of image file format, the image is represented 
by a string of bits that correspond to the exact layout of the dots on the page 
required to reproduce the image. 


If the image is stored as a complete string of bits, it is called a raster, or bitmapped, 
image. There are data-reduction techniques that can compress the amount of 
storage required to record the image. This is called a compressed image. 


An image is closely tied to the resolution at which it was created. An image that is 
scanned at one resolution and printed at another will change in size, and possibly 
proportion, unless some compensating manipulation is done. 


Graphics are stored in vector representation and are similar to mathematical 
equations. A graphic is made up of commands to draw lines, arcs, and circles. The 
size of the final output can be varied by modifying the vector equations. Thus, 
graphics can easily be scaled or sized. They also take up relatively little storage 
space. In Advanced Function Presentation, graphic elements are in the lines and 
boxes that comprise electronic forms, in the drawing orders for scalable or outline 
fonts, and in the bar and pie charts created with Business Graphic Utility/400 and 
GDDM/400. 


Image and Graphics Terms 


The following are common terms used in working with image and graphics: 


Bilevel Image composed of only black and white pels. A bilevel pel is 
represented by a single bit. Most printers are bilevel image printers. 


Clip To truncate image information that lies outside a given boundary. 


Compression Method of making image data files smaller so that less disk space 
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Crop 


is used to store them and less system and printer resources are 
used to send and print them. Common compression methods are 
CCIT/3 and CCIT/4. 


In multimedia applications, to cut off or trim. 


File Format How image data is physically stored in a file. For example, how the 


image header is structured, and how the actual image data is 
stored. Each image file format has a unique structure that enables 
programs that work with image to identify which format is being 
used. 


Page Segment 


Pel 


Pixel 


Raster 


General term for an AFP image object. A page segment object is an 
IOCA image file with the AS/400 object wrappers. 


Abbreviation for picture element. Smallest addressable element of 
an image. 


Early nickname for picture element. Pel is now the more common 
term. 


In computer graphics, a predetermined pattern of lines that provides 
uniform coverage of a display space. 


Resolution Number of pels per unit length on the image device, whether that 


device is a scanner, display, or printer. Common image resolutions 
are 144 pel (also called dots per inch, or dpi) for impact printers, 
and 300 pel and 600 pel for printers and scanners. 


Scale In computer graphics, to enlarge all or part of a display image. 
Scanner Device to convert a photo for printer image into digital form. 
Wrappers Header and trailer information “wrapped” around an image object 


Image File Formats 


enabling it to conform to a particular document architecture. 


The following are the most widely used file formats for storing bilevel image data: 


BMP 


CGM 


EPS 


IM1 
IMDS 


IOCA 


PCX 


TIFF 


Simple format, generally used for display, clip art, and so on. BMP is 
seldom compressed. Signature is X'4D42' in the first two bytes. 


Computer Graphics Metafile. Industry standard specification for graphics 
creation. 


Encapsulated Postscript. Subset of the Postscript page description 
language from Adobe. EPS supports both raster and graphic formats. 


IPDS format for uncompressed raster image. 


Image Data Stream. Architected image format, more widely known as 
IOCA. 


Image Object Content Architecture. Can be compressed or uncompressed. 
Also known as 101. 


Simple format, generally used for display, clip art, and freehand graphics. 
Signature is X'0A' in the first byte. 


Tag Image File Format. Most common file format in document imaging and 
scanning. Signature is “Il” or “MM” in the first two bytes. Compatible with a 
number of personal computing platforms. 
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Image Compression 


Scanners are capable of handling densities from 100 pels to 1200 pels and beyond. 
Storing an 8-1/2 by 11 inch page at 300 pel density requires over 1 million bytes for 
simple bilevel images. Gray scale and color images take up significantly more 
storage space. In addition, uncompressed images have to be laboriously moved 
around the system to be displayed or printed. 


Image compression techniques identify line by line patterns and can significantly 
reduce the storage size of an image. A compressed image can be more efficiently 
sent to imaging devices, such as printers. IPDS printers are designed to efficiently 
decompress compressed images. 


IPDS printers support four different image compression techniques: 

* CCIT Group 3, the industry standard for facsimile (FAX) machines 

¢ CCIT Group 4, the industry standard for scanners 

¢ MMR, used by IBM scanners 

* ABIC, a compression technique used to handle checks and financial documents 


Compression techniques tend to work most effectively with images that have a lot 
of black and white space. They are less effective with photographs. Referring again 
to an example of an 8-1/2 by 11 inch scanned image, this size image could easily 
be compressed to 1/10 its size (100,000 bytes, or less) if it was a high contrast 
image, that is, one with lots of black and white space. 


Image is generally stored on AS/400 in two formats, IOCA and IM1. All IBM printers 
support IM1, and nearly all current IPDS printers support IOCA image, which has 
become the standard. Image for AFP printing applications is stored as page 
segment objects. Image for OfficeVision/400 is IOCA and is stored in folders. Image 
for ImagePlus/400 and Workfolder Application Facility/400 is also IOCA and stored 
in folders. 


Besides image compression, IOCA images: 

* Can be placed in any position on the page 

* Are resolution independent 

* Can be scaled, enlarged or reduced, by the printer to any size 

* Can be rotated by the printer 

* Can be clipped by the printer so that only a portion of the image is printed 


Building Images 


Creating an image for AS/400 printing applications involves several steps, from 
scanning the source document to creating the page segment object. The steps are: 


1. Scan the source image 

Touch up the scanned image 

Convert the image file to IOCA format 
Upload the IOCA file to the AS/400 
Compile the page segment object 


ore Gd 


Note: There are also services available from IBM to build image objects for 
your AS/400 applications. 
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Scanning Images 


The scanning process converts the source document into digital format. Some 
scanning software writes the digitized image to a file, in an image format such as 
TIFF. Other software can pass the digitized image directly to an editing program. 


The quality of the source document is essential in getting a good scanned image. 
For example, for the Super Sun Seeds logo, we would seek out what is called 
“camera-ready artwork”, that is, high-contrast, black and white reproductions that 
scan cleanly. For signatures, we again want high contrast. Signatures with medium 
black felt tip pens on white paper should scan well. 


Note: Scanning should be done in the same resolution that the image will be 
printed in. 


Touching Up Images 


Images that become repetitive elements of electronic documents normally need 
some touch-up to become clear and sharp. Touching up removes the imperfections 
in the scanning process. 


There are many software choices for image editing. Many Windows and OS/2 
programs process image file formats and support image editing. A number of 
programs, such as Elixirlmage and ISIS Image, are part of dedicated systems used 
to build AFP image and forms. Whatever the tool, the process is one of turning on 
or off black and white pels to create a sharp, clear image. 


Figure 21 on page 78] shows the Super Sun Seeds logo image as scanned into 


ImageEdit, an image management program from ISIS. Most image systems like 
ImageEdit have a series of image touch-up tools with varying levels of granularity 
that enable work down to the individual pel level. 
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Figure 21. Super Sun Seeds Logo Image Scanned into ImageEdit 


Because the Super Sun Seeds logo will be used in 300-pel resolution, each square 
inch will have 90,000 individual dots or pels. Therefore, it is necessary to zoom in 
on this image to work with it effectively. 


Figure 22. Zooming in on the Super Sun Seeds Logo Image 


Eigure 22] above shows how several of the individual cherries in the image appear 
when they are magnified at an 8:1 ratio. Notice that at this level the circular cherries 
look far less circular. Any patterns that are not exactly horizontal or vertical will 
exhibit a “stairstepping” effect at this level of detail. The object is to smooth out 
these patterns as much as possible, and to remove extraneous pels. 
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There are several exceptions to the above “full touch-up” process: 


¢ Signatures, as legal images, should only have extraneous black and white pels 
cleaned up 


* Images that have not been scanned, such as images pulled from clip art, do not 
require touch-up 


¢ Watermarks, gray scale images meant to blend into the background of an 
electronic document, do not require touch-up 


* Documents such as check image are taken as is 
Image Size: 


In some cases, the image is required in several different sizes. For example, a 
company logo may be used in different sizes in several different documents. You 
have several options: 


¢ Work with camera-ready artwork in each size and go through the imaging 
process (scan, touch-up, upload, object creation) for each size. You would end 
up with separate page segment objects to be referenced in each document 
application. 


* Scan and touch up one size, then use the imaging software to create additional 
sizes. Touching up the largest size you will need is the best approach. Most 
images will be degraded as they are enlarged. Resource Management Utility, a 
module of AFP Utilities, resizes image objects on AS/400. Most PC imaging 
products also provide for resizing image objects. Again, you would end up with 
multiple page segments. 


Image Orientation: 


Another image consideration is orientation, or the direction of the image relative to 
the general direction of the page. The four orientations are zero, 90, 180, and 270 
degrees. These orientations are also referred to as across, down, back, and up. For 
most printers, a page in landscape format is oriented 90 degrees to the standard 
direction of the paper. In this case, an image would have to also be oriented 90 
degrees in order to appear correctly. 


As with image size, there is a similar option in producing the image. Resource 
Management Utility creates page segments in any or all of the four orientations. 
Most PC imaging products also have this capability. This would result in up to four 
page segment objects for a given image. 


Converting Images to lIOCA 


At this point, the image is either sitting in the image editor, or is in image file format. 
The IBM AFP Printer Driver for Windows enables you to “print” the image to a file in 
IOCA format. The file can be written directly to a folder on your AS/400. The driver 
also provides the ability to compress and clip the image. 


AFP forms systems, such as ISIS Image and Elixirlmage, also provide functions to 
convert to AFP image format, that is, IOCA. 


In addition, there are image programs, such as Hijaak Pro and Graphic Converter 


for Windows, that work with a wide variety of image formats and provide for 
conversion to IOCA format. 
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If you build the page segment using the Advanced Function Printing Utilities for 
AS/400 Resource Management Utility, the inout must be IOCA. 


Creating an lIOCA Page Segment with the IBM AFP Printer Driver for 
Windows 


The process of using the IBM AFP Printer Driver for Windows to create an image 
(IOCA format) file and then converting it to an IOCA page segment is described 
below. 


First, use the standard procedures to install the IBM AFP Printer Driver for 
Windows. Now you are ready to set up the driver and use it to print your image file. 
The following example uses the Windows Paintbrush program. The process would 
be similar for any Windows image application. 


Setup of the IBM AFP Printer Driver for Windows 
1. Select FILE on the Paintbrush menu bar. 
2. Select PRINT SETUP. 


3. Scroll down the list of printers and highlight AFP 300 on FILE or the AFP device 
installed. 


Select OPTIONS. 

For output type, highlight PAGE SEGMENT 
Select OK on the Options dialog box. 
Select OK on the Printer Setup dialog box. 


NO 


You are now ready to print your image, but instead of printing it, you will write the 
image to a file in AFP page segment format. 


Writing the Page Segment File 

1. Select FILE on the Paintbrush menu bar. 

2. Select PRINT. 

3. Select Partial (this enables you to create a page segment that is cropped to the 
size of the actual image, rather than a full page). 
Select OK. 

5. A view of the Paintbrush window with your image is shown. Use the mouse to 
draw a box around your image, exactly how you want it cropped. 

6. When prompted for the file name, specify a file name for a specific shared 
folder. For example, specifying i:\qdls\resource\sunlogo.psg writes a file called 


sunlogo.psg in the folder resource on the / drive. An alternative method is to 
FTP the file. 


7. Select OK. 


Instead of cropping your image by drawing a box around it during the driver print, 

you can do one of the following: 

* Before designing your image, go to PRINTER SETUP and define a page size 
that matches the dimensions of your image. 

* Use the Clip Limits under Advanced Options within the IBM AFP Printer Driver for 
Windows. For the clip method, select offset plus size. Set the margins to match 
the size of your image. 
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Uploading and Compiling the Image 


Once the image file is created and resides in an AS/400 folder, it must be first 
transferred to a temporary physical file and then created as an AS/400 page 
segment object. There are three methods to use: 

¢ Enter the individual commands 


* Create ang use the SEGMENT command. See 


for more information on the SE CMENT 


command. 


¢ Use Resource Management Utility (Advanced Function Printing Utilities for 
AS/400) 


The first method involves the use of individual commands as follows: 
1. Create a resource database 


Go to an AS/400 command line and use the following command to create a file 
to receive the PC resource: 


CRTPF FILE(MYLIB/PAGESEG) RCDLEN(8201) LVLCHK(#*NO) 


The suggested record length is 8201 (82766 is the maximum) and the level 
check parameter must be *NO. 

2. Transfer the PC resource to the AS/400 database 
Use the CPYFRMPCD command to transfer the PC resource to the AS/400 
database. Figure 23 shows the display that appears when you use the 
CPYFRMPCD command. 


Copy From PC Document (CPYFRMPCD) >) 
Type choices, press Enter. 
From folder: 8 ho. sai ter eects > resource 
Lah eee ener siromce cen > pageseg___—Ss- Name 
[EVDO jerre. cree eM ew edit ten ene cens mylib Name, *LIBL, *CURLIB 
Fromidocument: << sx = «1 = « > sunlogo.img Name 
Mowmember< Gorse esl sem ence *FIRST Name, *FIRST, *FROMDOC 
Replace or add records. .... *REPLACE *REPLACE, *ADD 
Translate table: 4:4. <4 «4% > *NONE Name, *DFT, *NONE 
Library lores emia tm custerceealc Name, *LIBL, *CURLIB 
Format: of (PG. data. 2.4: ws > *NOTEXT _ *TEXT, *NOTEXT 
Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 
ef 
Figure 23. Copy From PC Document (CPYFRMPCD) Display 
From folder 
Enter the name of the AS/400 system where you copied the PC image 
file 


To file Enter the name of the resource file you created 
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From document 
Enter the name of the document from which you will make the copy 


Translate table 
Specify “NONE; the resource should not be translated 


Format of PC data 
Specify *NOTEXT; the resource is not text 


3. Create the Page Segment 
Use the CRTPAGSEG command to create an AS/400 page segment (object 
type *~*PAGSEG). Figure 24] shows the display that appears when you use the 
CRTIPAGSEG command. 


(~ Create Page Segment (CRTPAGSEG) 
Type choices, press Enter. 
PageSEGMments... a) es. 6: 4. ts ar Yen ce > SUNLOGO Name 
EWDrary <a ae Wine Gm oe se >  MYLIB Name, *CURLIB 
PGC eecta ey cercer <poremccniced eS eraaruien be > PAGESEG___ Name 
ib Rava eercettcrs-gecgecue ares >  MYLIB Name, *LIBL, *CURLIB 
Memb Gio os ea ecore se unecce eotanes er eoee are *PAGSEG___ Name, *PAGSEG 
Text. “description” os. s2. 6 as > Super Sun Seeds Logo 
Bottom 
F3=Exit F4=Prompt F5=Refresh F10=Additional parameters  F12=Cancel 
F13=How to use this display F24=More keys 
X 


Figure 24. Create Page Segment (CRTPAGSEG) Display 


You have now created an AS/400 page segment. You can use it in any overlay or 
directly in your DDS printer file. 


You can automate the above process by using the SEGMENT command. The 
SEGMENT command prompt is shown below. 
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Create/Print Page Segment (SEGMENT) 
Type choices, press Enter. 
ROU CGI St fem cre wireita, ec cee tenase ce is resource 
Document Name ......... sunlogo.psg Character value 
Segment Description ...... Super Sun Seeds Logo 
Page Segment Name ....... sunlogo Character value 
EVD YM aIys <2) esse Guat atc, ieee et as sampler Character value 
Display Segment. . . « . 2a = « *YES *NO, *YES 
Output Queues. ise sey: 4 we sh ee '*JOB Character value 
Output Queue Library. ..... '*LIBL' Character value 
Replace Old Segment ...... *YES *NO, *YES 
Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


Figure 25. Create/Print Page Segment (SEGMENT) Display 


The SEGMENT command also prints a proof of your new page segment. Optionally, 
you can request the Client Access/400 Viewer to be launched from the command 
(assuming you are running the command from a client workstation) and view the 
page segment. 


Resource Management Utility, which provides a complete system for managing 
overlays and page segments, can create your page segment object. Select Option 
21 from the main AFPU (GO AFPU) menu as shown below. 


AFPU IBM Advanced Function Printing Utilities for AS/400 
Select one of the following: 


Overlay Utility 
1. Work with source overlays 
2. Work with source overlay files 


Print Format Utility 
11. Work with PFD definitions 
12. Work with PFD definition files 
13. Print database file member 
14. Print AFP Utilities tutorial 


Resource Management Utility 
21. Convert to page segment 
22. Work with overlays 
23. Work with page segments 


Selection or command 
ss=> 7 
F3=Exit F4=Prompt F9=Retrieve  F12=Cancel F16=System main menu 


Figure 26. AFPU Main Display 


When you select Option 21, the following display appears: 
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TE Lee Tae ae at 0a nn. 


Convert to Page Segment 
Type choices, press Enter. 


Page segment. ....... SUNLOGO Name 

ibranye (a esecurs we eesy coer *CURLIB Name, *CURLIB 
Source object type..... 1 1=PC document, 2=File 
Bromeholiders <5; ge ctoiu sess: ans RESOURCE 
From PC document ...... sunlogo.psg Name 
Change image size ..... N Y=Yes, N=No 
Degree of rotation. .... 0 0, 90, 180, 270 
AUENORIEY> 2. vsreerec. cg ce it. cee *LIBCRTAUT Name, *LIBCRTAUT, *CHANGE 

*ALL, *USE, *EXCLUDE 

Text. “description” «..0 6: 4. "Super Sun Seeds Logo @ 0' 
Repl dG@evest at. (emcee senca at hase Y Y=Yes, N=No 


Bottom 


F3=Exit F5=Refresh F12=Cancel 


Figure 27. Convert to Page Segment Display 


The Convert to Page Segment command (CVTPCDPAGS) creates an AS/400 page 
segment object directly from the image file residing in the AS/400 folder. As shown 
on the display, you can also resize the image or create the four orientations. 
Resource Management Utility also prompts you for printing a proof of the newly 
created page segment. 


Using Images on AS/400 


The image in AS/400 page segment objects can be built into your application output 
in a number of ways, including: 


* Invoking it in the DDS printer file 


¢ Placing it within an Advanced Function Printing Utilities for AS/400 (AFP Utilities) 
overlay 


¢ Referencing it within any AS/400 overlay object 

¢ Placing it in a print application with the Print Format Utility of AFP Utilities 

* Specifying it using Advanced Print Utility (APU) 

* Specifying it within a page and form definition object 

* Using it directly in AFP data streams, such as those created by the AFP Toolbox 
¢ Imbedding it in an OfficeVision/400 document 


The following chapters on applications provide examples of how your image page 
segments can be used. 


Using Graphics 


Graphical Data Display Manager (GDDM) and Business Graphics Utility (BGU) 
provide the capability to add graphical data (such as bar and pie charts) to your 
electronic document. GDDM is a set of routines that are called from a high-level 
program to create graphical orders and a graphics file. BGU is a stand-alone utility 
that creates graphic data from database file information. Both of these applications 
create files that can be placed in your output (using the GDF keyword in DDS, for 
example). 
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Chapter 8. Bar Codes 


Bar codes represent characters with sets of parallel bars of varying width and 
separation or varying heights. Combinations of bars and spaces form individual 
characters, which in turn represent a numeric or alphanumeric symbol that may be 
a product, part, or publication number. Bar codes are designed to be read by a 
device called a bar code reader or scanner. The scanner must be compatible with 
the printed bar code symbology. 


Bar codes can be produced using either AFP data stream presentation text data or 
an AFP data stream bar code data object. A bar code data object, which is a set of 
structured fields, specifies the type of bar code (the symbology), its size, and 
positioning information. Many different bar code symbologies can be produced 
using bar code objects. 


Bar Code Terminology 


The following list of terms explains some of the basic language used in bar code 
applications. 


Aspect Ratio 
The ratio of the length (or height) of a bar to the length (or width) of the bar 
code symbol. 


Bearer Bars 
A bar across the top and bottom edge of the bar code. Partial scans of bar 
code symbologies, such as Interleaved 2 of 5, can produce valid, but 
incorrect, reads by self-discriminating scanners. Bearer bars help prevent 
such errors and increase reliability. 


Note: A self-discriminating scanner is one that automatically determines 
which bar code symbology it is reading. 


Check Character 
The result of some mathematical combination of the characters in the field 
being bar coded. Used as a check of the accuracy of both the input of the 
data field and the scanning of the bar code. A bar code can have 0, 1, 2 or 
sometimes more check characters. 


Check Digit 
Same as a check character, but limited to decimal digits only. 


Continuous Code 
A bar code in which each character starts immediately after the preceding 
character. There is no space or gap between characters. Interleaved 2 of 5 
is an example of a continuous bar code. 


Density 
A measure of the number of characters per inch or per millimeter 
represented by the bar code. A high-density bar code represents more 
characters per inch than a low-density bar code. 


The bar code symbology helps determine the density. Within a given 
symbology, factors that affect the density of a bar code are: the x-dimension 
(width of the narrow bar) and the wide-to-narrow ratio (width of a wide bar 
relative to the narrow bar). 
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Discrete Code 
A bar code constructed with groups of bars and spaces representing 
individual characters and having a space or intercharacter gap between 
each group. This gap is used solely to separate characters and contains no 
data. Code 3 of 9 is a discrete bar code. 


First Read Rate 
The percentage of the bar code scans that read correctly on the first scan 
of the bar code. A 99% or higher first read is desirable. Anything below 85% 
is normally not acceptable. 


Human Readable Interpretation (HRI) 
The translated characters of a bar code that are able to be read by a 
human. 


Intercharacter Gap 
The space between characters in a discrete bar code symbology. 


Ladder Orientation 
Bar code orientation where the bars are parallel to the base of the 
document (like the rungs of a ladder). Sometimes called vertical orientation 
(because that is the direction of the scan). 


Picket Fence Orientation 
Bar code orientation where the bars are perpendicular to the base of the 
document (like the pickets in a picket fence). Sometimes called horizontal 
orientation (because that is the direction of the scan). 


Quiet Zone 
A blank area prior to and following a bar code. This required space enables 
the scanner to differentiate the start and stop of a bar code. The size of the 
quiet zone is usually 10 times the x-dimension or 1/4 inch, whichever is 
larger. 


Symbology 
The name of the specification used to define the combinations of bars and 
spaces for encoding data. 


Wide-to-Narrow Ratio 
The ratio of the width of the wide bar or space to the narrow bar 
(x-dimension) or space in a two-width symbology. This ratio is usually in the 
range of 2:1 to 3:1. 


X-Dimension 
The width (usually in thousandths of an inch) of the narrow bar or space of 
the bar code symbology. 


Bar Code Basics 


All bar codes, regardless of the symbology used, are created using the same, basic 
elements. 


Figure 28 on page 87] shows the common elements of all bar codes. 
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Bar Code Basics 


Leading Quiet Zone Trailing Quiet Zone 
Narrow Bar Narrow Space 
Wide Bar Wide Space 


Character Gaps 


Laub as 
y A 1 * 


Start / Stop Alpha / Numeric Start / Stop 


Vv v 


Figure 28. Basic Bar Code Elements 


Bar Code Symbologies 


Many different types of bar code symbologies, or coding arrangements, have been 
developed. Among the more widely used bar code symbologies are: 


* Code 3 of 9 

* Codabar 

* Interleaved 2 of 5 

* Code 128 

¢ Universal Product Code (UPC) 

* European Article Numbering (EAN) 
* Postnet (Postal Bar Code) 

* Royal Mail (Postal Bar Code) 

¢ Japan Postal (Postal Bar Code) 

¢ Australian Postal (Postal Bar Code) 


Code 3 of 9 Bar Code Example 


Code 3 of 9 is a discrete bar code symbology because each character stands by 
itself and is separated from the others by a non-data space or intercharacter gap. 
Code 3 of 9 is constructed so that each character has 9 elements (count both bars 
and spaces but do not count the intercharacter gap) with 3 of those elements being 
wide. 
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Figure 29] shows an example of the Code 3 of 9 bar code symbology. 
Code 3 of 9 


123ABC789Z 


Figure 29. Code 3 of 9 Bar Code Example 


| Codabar Bar Code Example 


The Codabar bar code represents digits 0 through 9 plus six characters. There are 
four start/stop codes, which can be used in any sequence and for additional data 
storage. Codabar is insensitive to ink spread and it has 18 different bar and space 
widths. Codabar is not normally used for new applications because of its low 
density and limited character set. 


| Figure 30] shows an example of the Codabar bar code symbology. 
CODE-A-BAR 


Figure 30. Codabar Bar Code Example 


A234567892C 


| Interleaved 2 of 5 Bar Code Example 


Interleaved 2 of 5 is a continuous bar code symbology. There are no gaps or 
non-data spaces between the characters. When one character ends, the next 
character begins. 2 of 5 symbologies are numeric only and use 5 elements to 
represent a single digit. Two of the 5 elements are wide. 


Interleaved 2 of 5 represents one digit with all bars and the next digit with all 
spaces. The spaces of a digit represented with all spaces are interleaved between 
the bars of the digit represented with all bars. 


Because of the interleaved construction, Interleaved 2 of 5 values are always an 
even number of digits. The many bar and space combinations of Interleaved 2 of 5 
make it possible to read only a portion of the bar code and have that portion 
interpreted by a self-discriminating scanning system as a valid field in another 
symbology. This error potential is minimized in two ways: 


¢ Most scanner interfaces offer the option to select the exact number of digits to be 
scanned. If the number of digits scanned is not equal to the selected number, a 
misread occurs. 

¢ Bearer bars along the top and bottom of the bar code will stop the scan if the 
scanning spot strays outside the bar code symbol. A misread occurs. 


Note: Bar codes with bearer bars are not supported by DDS and must be 
printed with fonts. 
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Figure 31] shows an example of the Interleaved 2 of 5 bar code symbology. 


Interleaved 2 of 5 


012345678905 
Figure 31. Interleaved 2 of 5 Bar Code Example 


Code 128 Bar Code Example 


Code 128 is a continuous bar code symbology. It can represent all 128 characters 
of the ASCII character set and has the capability to represent individual characters 
or interleaved digits or both all in the same bar symbol. Each character is 
composed of 11 modules grouped into 3 bars and 3 spaces. Bars are 1, 2, 3 or 4 
modules wide. There is no wide-to-narrow ratio for Code 128. 


Eigure 32] shows an example of the Code 128 bar code symbology. 


Code 128 


123ABC7890- 


Figure 32. Code 128 Bar Code Example 


Universal Product Code (UPC) Bar Code Example 


Universal Product Code (UPC) is a continuous bar code symbology that also uses 
the module approach to construct digits. UPC uses 2 bars and 2 spaces and there 
is no wide-to-narrow ratio. 


This type of bar code is divided into two halves, a left side and a right side. Digits 
on the left side are coded in odd parity (bar widths total up to an odd number of 
modules) while digits on the right side are coded in even parity. This enables either 
side of the symbol to be decoded separately and provides the advantage of being 
able to scan the bar code from almost any angle. 


Figure 33] shows an example of the Universal Product Code (UPC) bar code 


symbology. 
UPC-A 
23456 Hil | 5 


Figure 33. Universal Product Code (UPC) Bar Code Example 
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European Article Numbering (EAN) Bar Code Example 


European Article Numbering (EAN) is a continuous bar code symbology that also 
uses the module approach to construct digits. Unlike Code 128, however, EAN uses 
only 2 bars and 2 spaces and there is no wide-to-narrow ratio. 


This type of bar code is divided into two halves, a left side and a right side. Digits 
on the left side are coded in odd parity (bar widths total up to an odd number of 
modules) while digits on the right side are coded in even parity. This enables either 
side of the symbol to be decoded separately and provides the advantage of being 
able to scan the bar code from almost any angle. 


Figure 34] shows an example of the European Article Numbering (EAN) bar code 
symbology. 


EAN -13 
1 i AIIM 


Figure 34. European Article Numbering (EAN) Bar Code Example 
Postnet (Postal Bar Code) Bar Code Example 


The Postnet bar code uses five bars to represent a digit. The data is based on the 
height of the bars instead of on their width. This symbology requires a check or 
correction digit. Postnet is a numeric bar code only with each digit having 2 tall and 
3 short bars. 


Eigure 35] shows an example of the Postnet bar code symbology. 


POSTNET ZIP 
Deva DaadadaadDaadacdadabaadadal 


Figure 35. Postnet Bar Code Example 
Royal Mail Bar Code 


The Royal Mail bar code uses numeric and alphabetic characters to represent the 
International Prefix, the Outward Code, the Inward Code, and the Delivery Point 
Suffix. Only the Outward Code and Inward Codes are required. Royal Mail bar code 
support is new with AFPU, Version 4 Revision 2. 


Eigure 36] shows an example of the Royal Mail bar code symbology. 


Royal Mail 
bag] etfpef eg tf gody tad fofef tye fond geet | 


Figure 36. Royal Mail Bar Code Example 
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Japan Postal Bar Code 


The Japan Postal Bar code input data length is 7 — 50. The length of the output bar 
code is always the same. Data is padded or truncated to achieve the correct length. 
Input characters are English alphabetic characters A-Z, numeric characters 0-9, 
and the hyphen. Japan Postal bar code support is new with AFPU, Version 4 
Revision 2. 


Figure 36 on page 90) shows an example of the Japan Postal bar code symbology. 


Japan Postal 


UV a oor 
Figure 37. Japan Postal Bar Code Example 


| Australian Postal Bar Code 


The following four formats of the Australian Postal bar code are supported in 
Advanced Function Print Utilities, Version 4 Release 4: 


| 

| 

| ¢ Standard Customer Bar Code, length 37 bars, no bars of customer information. 
| ¢ Reply Paid Bar Code, length 37 bars, no bars of customer information. 

| * Customer Bar Code 2, length 52 bars, 16 bars of customer information. 

| ¢ Customer Bar Codes 3, length 67 bars, 31 bars of customer information. 


| Input data length is 10 to 25. The length of the bar code depends on the format, but 
| the length is the same for all that are the same format. Input characters are English 
| uppercase alphabetic characters A - Z, English lowercase alphabetic chatacters a - 

| Z, numeric characters 0 - 9, the space, and number sign (#, ’7B’X). 


Making a Bar Code Decision 


Before deciding on which bar code you want to use, there are several things you 
should ask yourself. These questions and answers to them are presented in the 
following sections. 


Which Symbology? 


This decision is sometimes the easiest to make because the industry or application 
may dictate which symbology must be used. The retail industry, for example, uses 
UPC or Code 128. 


If you may make your own symbology decision, factors such as character set (do 


you have numeric only or alphanumeric data to encode), density and space 
available on the printed document must be considered. 


What Density? 


How much space is available for the bar code? Will the bar code be read by a 
hand-held scanner used close to the bar code or will it be read at a distance, 
thereby requiring a lower density bar code with wider bars. 
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What density is the printer capable of printing? Impact printers tend to print lower 
density (fewer characters per inch) bar codes than laser printers. Do you have 
enough space on the document for the density of the bar code the printer is 
capable of printing? Is there a sufficient quiet zone? 


Will your scanner be able to reliably read the bar code density? Most scanners 
scan with either a small, medium or large scanning dot radius. If your scanner has 
a large scanning dot and the bar code has a high density (narrow bars and spaces) 
or vice-versa, the bar code may not scan reliably. 


What Height? 


Will the bar code be read by a hand-held wand? If it will, the aspect ratio may need 
to be changed to produce a bar code with taller bars. 


Using picket fence orientation as an example, it is more difficult to scan a long 
(width), short (height) bar code with a wand than with a laser gun. How much space 
is available? Do bearer bars have to be included in the height? 


What Orientation? 


What space on the document is available? Does available space dictate bar code 
orientation? If the bar code is being mechanically scanned, is there a requirement 
for a specific orientation? Is there more than one bar code on the label or document 
and should each bar code be in a different orientation to simplify scanning. 


Laser printers sometimes experience a quality reduction called keystoning. 
Keystoning is a condition where the leading or trailing edge of a character (relative 
to the movement of the paper through the printer) tends to fade away and does not 
have a sharp boundary. This is usually noticeable on the bottom edge of a line of 
text or a bar. 


If the bar code is printed with the picket fence orientation, keystoning makes little 
difference because the loss of quality is at the top or bottom of the bars and it will 
have minimal affect on scanning the bar code. 


If the bar code is printed with the ladder orientation, then the keystoning can affect 
the leading or trailing edge of each bar and cause serious first read rate problems. 


What Print Volume? 


How many bar codes must be printed? Do you need to print them multiple-up? How 
does this affect printer performance? 


What Print Window? 


How much time is available for bar code printing? Can the bar codes be printed 
batch or must they be printed on demand? Are multiple printers necessary for small 
print windows or for backup requirements? 
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Using Bar Codes on the AS/400 


All of the major bar code symbologies are supported on AS/400 directly, using the 
Bar Code Object Content Architecture (BCOCA). Most of the AFP application 
enabling tools provide an interface for specifying bar codes. The DDS keyword 


BARCODE is one example. The figures in this chapter are examples of bar code 


printing using the BARCODE keyword. 


DDS Source for BARSMP Example 


The following example shows the printer file DDS (BARSMP) source that produced 
the samples in this chapter. Creating bar codes is relatively easy, you only need to 
specify the application field, the BARCODE keyword, and the type of bar code 
desired. 


5763PW1 V3R2M0 960917 
SOURCE FILE 


MEMBER 


SAMPLER/QDDSSRC 
BARSMP 
seeat asses: 


SEU SOURCE LISTING 


4 


03/03/96 17:48:14 


Ax BARSMP: DDS for Bar Code Sample program 


Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 
Ax 


* 


rrr> 


Printer File Create Parameters: 
- Printer Device Type (DEVTYPE) 


*AFPDS 


Format of BARCODE keyword is as follows: 


BARCODE (Type Height + 6 parameters: 


Horizontal/Vertical 
Human Readable 
Asterist (for 3 of 9) 
Check Digit 

Unit Width 
Wide/Narrow Ratio 


R TITLE 
TLE1 50 

R BARCDE 
HEAD2 30 
HEAD1 30 
CD12@1 11S 
CD12@2 12S 
CD13@1 10S 
CD13@2 10S 
CD14@2 10A 
CD14@1 10S 
CD15@1 11A 
CD15@2 10S 
CD16@1 11A 
CD16@2 8A 
CD17@1 5S 


*HRZ, *VRT 

*HRI, *HRITOP, *NOHRI 

*AST, *NOAST 

(type) 

(width of narror bar/space) 
(value from 2.00-3.00) 


LPI(8) 
18SKIPB(4) 
SPACEA(4) 


LPI(8) 
48 
9 
SPACEA(1) 
11BARCODE(UPCA 4) 
5OBARCODE(EAN13 4) 
SPACEA(9) 


11BARCODE(INTERL20F5 4) 
5OBARCODE (MATRIX20F5 4) 
SPACEA(9) 


5@BARCODE (CODEABAR 4) 
11BARCODE(INDUST20F5 4) 
SPACEA (9) 


11BARCODE(CODE30F9 4) 
5OBARCODE (MSI 4) 
SPACEA (9) 


11BARCODE(CODE128 4) 
66BARCODE(CODE128 9 *VRT + 
(*WIDTH .03)) 
SPACEA(10) 


11BARCODE (POSTNET) 
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i} 


4600 A 17 SPACEA(4) 
4700 A 18 CD18@1 9S 11BARCODE(POSTNET) 
4800 A 18 SPACEA (4) 
4900 A 19 CD19@1 11S 11BARCODE (POSTNET) 


**** END OF SOURCE ** * * 


Printing Bar Codes on IPDS Printers 


IPDS provides an interface to APA printers that enables the mixture of different data 
types, including text, image, graphics, and bar codes. The data carried by each of 
these types is defined by a data object. The bar code object contains Bar Code 
Object Content Architecture (BCOCA) data controls that provide the ability to 
describe a specific bar code, supply the data to be coded, and enable the IPDS 
printer to decide what is needed to construct and print the bar code. 


Because the IPDS printer constructs the bar code, the same IPDS commands sent 
to IPDS printers from different technologies produce similar output. This enables 
you to write the bar code application with little concern about what IPDS printer will 
be used for output. 


Eigure 38] shows Postnet and Interleaved 2 of 5 bar codes on the Super Sun Seeds 
sample invoice. 


i= Super 
= Sun 


400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 ‘AiGrowth Gampauy Fax: 555-415-9794 
dutitMashisllhbtaalhbbalsbht 0 TT 7 
LOS ARBOLES DEL MUNDO 4 
32483 ARBOL LANE Pees 
MESA VERDE 
IL 65478-9390 
Bar L -- Sold To -- | L -- Ship To -- za 
Code Customer “4144 vee 33.40. apvotee 728/95 FeveMt g 728/95 
Ship Via: Ship Date: 7/28/95 terms: N10 Salesman: MICHELE GOODACRE 


1000 |BX |56413213| POT POT 7.65 7,650.00 
45/BZ |11005015| CHANTENAY SEEDS 2.19 98.55 
900/EA |00001200| ARBOLES DEL SUR 45.00 40,500.00 
98|PK |84512023| OREGON SPRING TOMATO SEED 97 95.06 
4)BX |11057893| AFRICAN DAISY, SEEDS 2.35 9.40 
951/CT |11005011] LASSO RED SEEDS 892.23 48,510.73 
46/DZ /11005014| SCARLET NANTES SEEDS 5.90 271.40 
100/EA |31321655| SEMILLAS DEL SUS SOMBEROS 24.95 2,495.00 


C= Thank You... . 


= Because almost half of 

_ your order was Lasso Red 
Seeds, you will receive 
a 10% discount on your 


next order. 
Total Due $99,630.14 

Return this tear-off strip with your payment. Make Checks Payable to: Super Sun Seeds Bar 
Payment is due by: 8/28/95 Amount Due is: $99,630.14 ea Code 

LOS ARBOLES DEL MUNDO 

32483 ARBOL LANE 

MESA VERDE 

IL 65478-9390 

0001410099630146 


Figure 38. Bar Codes Printed on an IPDS Printer 
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Printing Bar Codes Using Fonts 


Some IPDS printers, such as the IBM 3825, 3827, 3828, 3829, and 3835, do not 
support the Bar Code Object Content Architecture. In such cases, bar codes can be 
constructed using fonts. This involves having the bar code characters fully formed; 
that is, created with all required bars and spaces that represent the given bar code 
character. 


When printing bar codes as a font: 


¢ The application program is responsible for generating any check digits, or start or 
stop characters, such as the asterisk (*) in Bar Code 3 of 9. 

¢ The printer does not have to generate or calculate anything; it merely places 
characters on the page as if it were printing text. The characters, however, look 
like bars, not like the alphabet. 


Figure 39] shows an example of bar codes using Fonts. 


Font 11 (Courier 10) Font 42 (Bar Code 3 of 9) 


*12345* UTAMTAT UU VON 0 TT 


*AB12* PALA 
*AB12* 

BCD30F9* 

BCD30F9* 

BCD30F9* 


Figure 39. Example of Code 3 of 9 Bar Code Using Fonts 


Bar Code Font Sources 


Bar code fonts that can be used on IBM printers can be purchased either from the 
IBM Printing Systems Company or from an IBM business partner. 


Bar Codes with IBM Advanced Function Printing Utilities for AS/400 


The Overlay Utility and the Print Format Utility of the IBM Advanced Function 
Printing Utilities for AS/400 (AFP Utilities) can be used to print bar codes. You can 
specify bar codes when you build an overlay with the Overlay Utility or when you 
format data with the Print Format Utility. Bar codes supported by AFP Utilities are 
the same as those supported by DDS. 


The following display examples illustrate how bar codes are specified in Print 
Format Utility. 
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(a aN Te ES 


Change Bar Code Detail 


Mark: *C003 Measurement method: Inch 
Type choices, press Enter. 
Position: 
ACMOSS cc: ce. <0 gee: dev ve ache we 1.40 0.00-22.75 
DOWMiectreretoec ewe ctisd (ecu ate -66 0.00-22.75 
Bar ‘code’ type: <<. sts. cio aos 9 1=CODE30F9, 2=MSI, 3=UPC-A 


4=UPC-E, 5=EAN-8, 6=EAN-13 
7=INDUST25, 8=MATRIX25 
9=INTERL25, 10=CODABAR 
11=CODE128, 12=POSTNET 
13=ROYAL MAIL, 14=JPBC 
15=AUSTRALIA POST 


Bar code data: ta Sas &ITM1 
F4 for list 
Eememit. “r fire see vseseo ues, nts Name 
More... 
F3=Exit F4=Prompt F5=Refresh F6=Change measurement method  F12=Cancel y 
Figure 40. Change Bar Code Detail Display 
‘a Change Bar Code Detail ) 
Mark: *C003 Measurement method: Inch 
Type choices, press Enter. 
Degree of rotation. .... 0 0, 90, 180, 270 
CONOR aoe ee ce res cae oy severe *DEFAULT *DEFAULT, 1=Blue, 2=Red 
3=Magenta, 4=Green, 5=Cyan 
6=Yellow, 7=Brown, 8=Black 
GheGksdigaitt oes ce eee ee ee N Y=Yes, N=No 
HIRD anges oecorte wane nt earmc atc 3 1=Below, 2=Above, 3=No 
HRs RON tees saeeoer once coer array *DEFAULT *DEFAULT, 1-8, F4 for list 
Module width. ....... *DEFAULT *DEFAULT, 0.001-0.254 
Element height ....... *DEFAULT *DEFAULT, 0.01-22.75 
Wide to narrow ratio. ... *DEFAULT *DEFAULT, 2.00-3.00 
Bottom 
F3=Exit F4=Prompt F5=Refresh F6=Change measurement method  F12=Cancel ) 


Figure 41. Change Bar Code Detail Display 


Usually, you specify the field and positioning. Optionally, you can specify changes to 
the bar code characteristics, such as height, width factors, and whether 
human-readable information (HRI) is printed above or below the actual bar coding. 


If bar codes are required in an AFP Utilities application, but the target printer does 
not support the IPDS bar code object, AFP Utilities generate draw rule bar codes 
that do not require BCOCA support. AFP Utilities make the draw rule decision 
based on the printer type selected in the form specification. Bar codes also can be 
printed as fonts with bar code fields shown in form layouts as font changes rather 
than bar code elements. 


The major difference between bar codes specified in the Overlay Utility and those 
specified in the Print Format Utility is that the Overlay Utility bar codes are fixed 
(static). One bar code value can be specified for each bar code field, and the value 
never changes. The same bar code prints on every form. 


Print Format Utility bar codes, on the other hand, can be either fixed or variable 


(dynamic). Variable bar codes can change with each record, producing a unique bar 
code for each form. 
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Bar Codes with Advanced Print Utility 


Advanced Print Utility has an interface to bar codes very similar to AFP Utilities. The 
following examples illustrate pop-up displays used to define bar code data. 


Define Field Mapping > 
Edit Bar Code Mapping 
Type choices, press Enter. 
From Row / Column : 15/16 
Bar code data . . : 45789-2637 
Position across . . 125 *INCH Value 
Position down... 1.9 *INCH Value 
Rotation 22sec. *DEFAULT *DEFAULT, 0, 90, 180, 270 
ROOK. oar eo *PRTIDEF *PRIDEF, Value F4 for list 
Bar code type... 12 Value F4 for list 
More... 
F4=Prompt F12=Cancel F15=Repeat 
F16=Delete F22=Set Units 
y/ 


Figure 42. Define Bar Code in Advanced Print Utility 


In the last example, we mapped a field in the SCS output file (in this case, the zip 
code) to bar code. Again, you can specify type, positioning, size, and other factors 
to control exactly how the bar code prints. 


Define Field Mapping . 
Edit Bar Code Mapping 
Type choices, press Enter. 
Bar code type. .: 12 - POSTNET 
Bar code data . . : 45789-2637 
lkengthy 358: 10 1-50 
POSTNET Type ... 4 1=ZIP Code, 
2=ZIP+4 Code, 
3=Advanced Bar Code, 
4=Variable length data 
Bottom 
F12=Cancel 
/ 


Figure 43. Define Bar Code in Advanced Print Utility 
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Chapter 9. Electronic Forms (Overlays) 


An electronic form, or overlay, is a collection of constant data stored as an AFP 
resource and primarily used in place of preprinted forms. 


An overlay can include some or all of the following elements: 

* Vertical, horizontal, and diagonal rules 

¢ Rules with different weights and thickness 

* Boxes with and without shading 

¢ Grids, arcs, and polygons 

¢ Graphics or image, such as company logos 

* Bar codes 

° Text 
— Different inline directions and character rotations for text 
— Different fonts, including fonts not used in the print file 


Figure 44] shows an example of an overlay. 


io Super 
= 


Sun 
400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 A Growth Company Fax: 555-415-9794 
~ ol rT 7T 
L -+ Sold To -- al L -- Ship To -- a 


Customer Invoice Invoice Payment 
Number: Number: Date: Date: 


Ship Via: Ship Date: Terms: Salesman: 


Toten uae [| 


Return this tear-off strip with your payment. Make Checks Payable to: 
Payment is due by: Amount Due is: 


Figure 44. Electronic Form (Overlay) on the Sample Page 


© Copyright IBM Corp. 1996, 1999 


Why Use an Overlay? 


Overlays facilitate complete electronic printing. They replace preprinted forms, a 
manual printing process. Electronic forms provide significant benefits over 
preprinted forms including: 


* No forms inventory 

* No obsolete forms 

¢ Faster turnaround for new forms 
¢ Less operator intervention 


However, the benefits of electronic forms and electronic printing go far beyond 
production cost savings. With electronic documents, you can: 


* Re-engineer business processes, such as changing workflow with bar codes 
* Respond to vendor or supplier requirements 
* Create effective, competitive documents 


Options for Building Electronic Forms 


There are many alternatives available for creating electronic overlays to be used in 
AFP printing applications. The options differ both in cost and in function. It is 
important to evaluate your requirements to select what best suits your needs. You 
should evaluate how many forms you will be creating, as well as how complex they 
will be. 


Some of the options available include: 

* Overlay Utility, part of IBM Advanced Function Printing Utilities for AS/400 
¢ IBM AFP Printer Driver for Windows 

e PC-based Forms Design tools, such as ISIS and ELIXIR 

* Forms transferred from other systems 

¢ DDS (overlay equivalent using text, line, box, and pagseg keywords) 

¢ Services from IBM, and other companies 


Designing Overlays Using the IBM Advanced Function Printing Utilities 
for AS/400 Overlay Utility 


The IBM Advanced Function Printing Utilities for AS/400 (AFP Utilities) are 
comprised of three utilities designed to assist in the building of AFP applications. 
One of these is the Overlay Utility, which can be used to design electronic forms, or 
overlays, from any AS/400 terminal. The Overlay Utility builds the overlay online, 
pulling in the specified AFP resources (fonts, images) directly from AS/400 libraries. 


To use the Overlay Utility, select option 1 from the AFP Utilities Main menu, which is 
shown in Figure dion page ind) 
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AFPU IBM Advanced Function Printing Utilities for AS/400 
Select one of the following: 


Overlay Utility 
1. Work with source overlays 
2. Work with source overlay files 


Print Format Utility 
11. Work with PFD definitions 
12. Work with PFD definition files 
13. Print database file member 
14. Print AFP Utilities tutorial 


Resource Management Utility 
21. Convert to page segment 
22. Work with overlays 
23. Work with page segments 


Selection or command 
S==>: 1 
F3=Exit F4=Prompt F9=Retrieve  F12=Cancel F16=System main menu 


Figure 45. AFPU Main Menu 


When you select option 1 on the AFP Utilities main menu, the following display 
appears. From this display you can specify which overlay you will be working with: 


Work with Source Overlays +) 
FiOs en sono wegen eaters QOVLSRC Name, F4 for list 
EnbraeyAraranceet es soca SAMPLER Name, *LIBL, *CURLIB 
Source overlay ..... *ALL Name, generic*, *ALL 
POSMEDONEONs: se ose is, as a os Starting characters 
Type options, press Enter. 
l=Create 2=Change 3=Copy 4=Delete 6=Print 7=Rename 
9=Create overlay 
Source 
Opt Overlay Text Changed 
GRID Grid Overlay - 10CPI/6LPI 03/01/96 
2 INVALL Invoice: 1-page overlay 03/01/96 
INVBAC Invoice: Terms and Conditions Back overlay 03/01/96 
INVFST Invoice: First page 03/01/96 
More... 
Parameters or command 
===> 
F3=Exit F4=Prompt F5=Refresh F9=Retrieve F1l1=Display names only 
F12=Cancel 
yy 


Figure 46. Work with Source Overlays Display 


Figure 47 on page 107 shows the Super Sun Seeds INVALL overlay on the “screen 
view” (Design Overlay) display of the Overlay Utility. Overlay elements such as 
lines, boxes, graphics, page segments, text, and bar codes are designed, or placed, 
on the overlay, usually by row and column position. 
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Design Overlay Columns: 1- 74 

Control .. Source Overlay ..... INVALL 

Kscorsatoievaltsrleasstsuastvarerstsiiaiere ehistaie 8S sesterattooedare Gh ore cansiteas: ssoiDitenn et ateiersO visverstheserwialtatevere 
001 
002 
003 *BQQ1 ----------------------- *S051 ---------------------------------- 
004 : 
005 E *T025 
006 i *T052 
007 : *7T027 U Parkway *T029 : 555-4 
008 :  *7T028 tion, NJ 55090 *T053 *T030 555-41 
009 *L002 ---------------------------- *T026 th Company------------------- 
010 >: *LO05 *LOQ09 »*LO15 
011 $3 : : 
012 
013 
014 . 
015 : *LO06 : *L012 
016 : *LO07 *LO11 *LO13 
017 *LQ03 --------- *T016 d To -------------------------- *T017 p To ------ 

More... 

F3=Exit F6=Text F9=Line F10=Box 
Fll=Bar code F21=Element edit F22=Block edit F24=More keys 


Figure 47. Design Overlay Display 


On the Design Overlay display, you can select a particular element (in this case, 
S051, the Super Sun Seeds page segment that appears at the top of the INVALL 
overlay). A pop-up screen appears, enabling you to change the page segment 
name and position. You can duplicate elements multiple times by pressing a 
function key (F13) and specifying the number of repetitions and distance from the 
start of one element to the start of the next. 


nn ae Laer ea Ta ON 


Design Overlay Columns: 1- 74 
Control .. Source Overlay ..... INVALL 
ie stones svat Lyne iasch ccate teiPvadauste ct aster sieiene Hi arsuste Ah ereeeedttnre sco ress sartistavai si Oimceueve ts scele /ervsiere 
001 
002 
003 *BOO1 ----------------------- %§Q51 ---------------------------------- 
004 : 
005 *T025 
006 H *T052 
007 :  *7T027 U Parkway *T029 : 555-4 
008 :  *7T028 tion, NJ 55090 *T053 *T030 555-41 
009 *LQ02 ---------------------------- *T026 th Company------------------- 
010 > *L005 *LO09 *LOQ15 
011 es : : 
012 
More... 
Change Page Segment 
Mates sce ee MOOS Measurement method . . .. : Inch 
Position’ 2 2 « Across 3.40 Down »45 
Page Segment . . . SUNLOGO Name 
F3=Exit F4=Detail F6=Change measurement method 
F12=Cancel F13=Repeat element F24=More keys 


Figure 48. Design Overlay Display 


The Overlay Utility can overlay a row and column grid to assist in the proper 
placement of these design elements. When elements are placed, defined, or 
changed, F4 may be used to specify additional detail for the element. Detail 
displays appear, and you are prompted for more information, such as font selection 
for text fields. 
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Figure 49] shows the alternative presentation of the overlay elements, which is the 
list view. Use F17 to toggle between the screen view and list view. List view gives 
you a summarized view of the overlay, and enables you to create, change, move, 
copy, remove and restore individual elements. 


Design Overlay ) 
Control .. Source Overlay ..... INVALL 
NBR ID NAME M ACROSS DOWN Parameters 
001 B 1 6 3 END ACROSS= 80 END DOWN = 49 
002 ~L 1 6 9 END ACROSS= 80 END DOWN = 9 
003 ~L 1 6 17. END ACROSS= 80 END DOWN = 17 
004 OL 2 0.800 1.500 END ACROSS= 1.000 END DOWN = 1.500 
005 L 2 0.800 1.500 END ACROSS= 0.800 END DOWN = 1.660 
006 L 1 9 15 END ACROSS= 9 END DOWN = 16 
007 ~L 1 9 16 END ACROSS= 11 END DOWN = 16 
008 OL 2 3.900 1.500 END ACROSS= 3.900 END DOWN = 1.660 
009 L 2 3.700 1.500 END ACROSS= 3.900 END DOWN = 1.500 
010 L 1 40 15 END ACROSS= 40 END DOWN = 16 
OL SL 1 38 16 END ACROSS= 40 END DOWN = 16 
012 L 1 45 15 END ACROSS= 45 END DOWN = 16 
O13. IE 1 45 16 END ACROSS= 47 END DOWN = 16 
014 iL 2 4.400 1.500 END ACROSS= 4.600 END DOWN = 1.500 
O15: AE 2 4.400 1.500 END ACROSS= 4.400 END DOWN = 1.660 
016 «iT 2 2.000 2.660 FONT=0- ~-- Sold To -- 
More... 
F3=Exit F6=Text F9=Line F10=Box 
Fll=Bar code F13=Place F14=Change F24=More keys y 
Figure 49. Design Overlay Display in List View 
In the following two figures, displays for changing the detail information for a box 
element are shown: 
Change Box Detail ) 
Mark:  *BO01 Measurement method: | Row/Column 
Type choices, press Enter. 
Start position: 
ACYOSS 3 vis a oe ee ee 6 1-999 
DOWIees tet cape ser crret eet 3 1-999 
End position: 
ACYOSS: 3 e295 oe eo ee 80 1-999 
DOWnelpcrasincm ts ean cia cece 49 1-999 
Elements <2 20 cree crc tcn ost ters Name 
IINGP EY POs sieccs te: devass: Genes ail 1=Solid, 2=Dashed, 3=Dotted 
Baineswidthiv cess en cies ten euke *NARROW *NARROW, *MEDIUM, *WIDE 
0.00-1.00 
Line placement: . o. 6 a es 1 1=Middle, 2=Border 
More... 
F3=Exit F4=Prompt F5=Refresh F6=Change measurement method  F12=Cancel 


Figure 50. Change Box Detail Display 
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ee a ae ne 
Change Box Detail 


Mark: *BO01 Measurement method: Row/Column 
Type choices, press Enter. 
Shading: 
Pattern: a. ese: es ce en ae ww 1=Standard, 2=Screen 
MY DGseeeesmeu tte acd s aecoecans *MEDIUM *LIGHT, *MEDIUM, *DARK 
0.01-100.00 (%) 
Text: 
Mexiteedata ere. core kexeeusss ts 


More... 
F3=Exit F4=Prompt F5=Refresh F6=Change measurement method  F12=Cancel 


Figure 51. Change Box Detail Display 


Viewing Overlays with the *VIEW Command 


You can now view electronic forms as you design them if you are working on a 
programmable workstation—a PC, for example. The VIEW command dynamically 
calls the Client Access/400 from AFP Utilities, enabling you to view the form in a 
separate window. 


This capability requires the following: 

* A programmable workstation connected to the AS/400 system on which the 
source overlay resides, with either an SNA or TCP/IP connection. 

* Client Access for OS/400 (CA/400), V3R1M8 or later, installed. 


¢ AFP Workbench Viewer installed on the workstation. AFP Workbench is included 
in the current version of CA/400. 


* Matching USERIDs. The USERID specified in the CA/400 configuration to access 
the AS/400 must match that used to sign on to the AS/400 session (unless the 
USERID has all-object authority). 

Notes: 

1. 


2. Included page segments that are not in a library that is in the system library list 
will not be displayed. Message CWBNP1019, "AFP Resource not found,” will be 
displayed instead. To view these page segments, do one of the following: 


* Add the library name to the system library list (command CHGSYSLIBL). 
* Copy the page segments to library QGPL (command CRTDUPOBJ). 


To view the form, type *VIEW in the control field on the Design Overlay screen. 
During an AFP Utilities session, you can use the VIEW command up to 25 times 
while designing the overlay. (This command is for source overlays only. It has no 
function when you are designing page layouts or record layouts.) 


Overlays Using the IBM AFP Printer Driver for Windows 


The IBM AFP Printer Driver for Windows creates AFP documents, page segments, 
and overlays out of any Windows application. This driver is part of Client 
Access/400. The driver is also available on an “as is” basis from IBM. Like any 
Windows driver, the IBM AFP Printer Driver for Windows uses the Windows GDI 
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(Graphical Data Interface) and maps Windows document elements to AFP. As such, 
it is an “intelligent” driver. It can map fonts to fonts and lines and boxes to lines and 
boxes. Where image is required, the driver uses compressed image. This means 
that more efficient overlays are created for use on your AS/400. 


Figure 52] shows INVBAG, the terms and conditions overlay for the Super Sun 
Seeds invoicing application. 


Terms and Conditions 


The sale of the products daseribedherein shall be govemed by the terms and conditions cantainedin any written cantract 
currently in effect between Buyerand Seller covenng such sale, If there is no such contract, then Sellerhereby offersto self 
such products to Buyaroniyupon the terms set forth heroin 


1 Sellars standard prices in affect at thatimeof shipment unl govem the sale of the praduots descabedhersin 
Termsot payment on any approvedonder are net thity (30) days fromthe date of invoice unless otherwise specifically 
stated. Ailshioments, unless s pecitically pro vided, shall be fo. placeof manufacture or warehouse location indicated 
hereon, The price includes cost of packaging fordomestic shipment, unless otheswise stated. An additionaleharge will be 
made fors peciel domestic or ex por pecking if this invohes qreaterexpense. Shipments will be insuredat the expenseof 
the Guyerunless Suyerspeciticaly requests that shipments not be insured. 


2 Sellerreserves the nght among other remeaieseitherto terminete this contract or suspendfurtherdelivenes under 
itin the event Buyerfailsto pay forany one shipment whensame becomes due, Should Buyer's financial responsibility 
Lecomeunsatisfactory to Seffer, cash payments or satisfactory secunty may be required by Sellerfor futuredelivenesand 
for goods theretotoredelivered. 


3 In addition to the purchaseprice, Buyer shall pay the Seflerthe amount of all taxes, excises oratherohaiges 
(except taxes on ormeastredby net income) that Seller maybe required to payto any Govemment (national, state or local) 
With zespect to the production, sale ortransportation of any product deliveredtheveunder, except where the lawothenvise 
provides. Sixty (60) days wnttennotfication must be givento makeanychangesto delivery schedule 


4 Sallarwarrants that products dali vared haraundar wall conform to the dasenption on tha facaof this dooumant and 
meet any specifications set forth or incorporated by reference herein and will be adequetelycontained, packegedand 
fabeled and confosmto any promises and affirmations of fact madeon the eontainerand label. Setferfuither wasrants any 
such product againstdefects in workmanship or materials which developor becomeeyident within 12(8 months OEM) atter 
shipment of the product by Seller provided Seller's responsibilty under this warranty shall be limited to the repair or if Seller 
soelects the replace mentaf the defective productor component thereof and that said waranty is subject to the faliowing 
exceptions end conditions: 


(a) Aititems olaimedto be defective must be setmedto Seiler, trans portation chamges prepaid end mill be retumed 
to Buyertransportation charges collect unless foundte be datective in which case Sellerwill pay alltransportation 
charges. 


tb) Seller's warranty will not appiyto.tems whichbave been moaifiedor repaired without Seller's writtanconsent 
by personsotherthan Sellers authorizedserice personnel. 


6. Itshould be noted thet Sellerhas usealthe powerful toolsct 4 S/460 Advanced Function Pantingto ereate Seller's 
invoice, and des pitethe arcane terms and conditions whichare presently being read, the invoice is a very effective business 
cbcument. Any attempt to marthe appearancect thisin voice should be discouraged. 


6 The validity, interpretation and performanceor the terms hereof with zespectio any product delivered(orto be 
delivered) hereundershail be govemed by the lawrof the State of Goforado. 

2 No modification or waiver of the terms here of shall be bindingugon Selleruniess aperoved in writing byon of 
Sellers Officers or Marketing Managersor shailbe affected by acknowledgment or aoceptance of purchaseorder forms 
containing other or different teams whetheror not signedby authorized’ presentative of Seller. (a) Sellerdoes not warrant 
items which have been damaged aus to negligenceor misuse. 

6 THERE A SE NO EXPRESS WARRANTIES BY SELLER OTHER THAN THOSE SPECIFIED IN THIS 
PAARAGAAPH NO WARAANTIES BY SELLER (OTHER THAN WA RAANTY OF TITLEAS PAOWDED IN THE UNIFORM 
COMMERCIAL GODE) SHALL BE IMPLIED OR OTHERWISE CREATED UNDER THE UNIFORMGOMMERCIAL GODE, 
INCLUDING BUT NOT LIMITED TO WARRANTY OF MEACHANTABILITYIN OTHEA RESPECTS THAN SPECIFIEDIN 
THIS PARA GRAPH AND WARRANTY OF FITNESS FORA PARTICULAR PURPOSE. Withoutiimitingthe generalityor 
the foregoing. Buyer assumes all risk and liability forthe resutts ottainad by the use of any products deliveredhereunderin 
combination with other articles or matenalor in the practice of any process. 

a NO GLAIM of any Kind with sespect to any proauct scecified herein, whetheras to product daliveredor for 
nondalivery of productand whetheror not basedon negligence, SHAL! BE GOEATEAJN AMOUNTthan the purchase pace 
ofthe productin respect of which suchckim is made, In no event shalleither party be lable for special indirect or 
consequential damages whatheror not caused by or resuitingtiom the negligenceof such pavty, 

10. itis expressly understooathat any technical advice fumished by Sellerwith referencato the use of its products is 
givengratis and Sellerassumes no obligationof fiabiltyfor the advice given or results obtained, all such advice being given 
and accepted at Buyer's ask 

1 inthe event Buyerfailste tulfil Seller's texms-of payment for the products specitied herein, or in caseSellershalt 


have any doubt at anytime as ta Buyer's financial responsiblity, Sellermay deciinete maketutherdelverias except upon 
feceiptof cashor satistactory seeurty. 


Figure 52. Terms and Conditions Overlay Created in a Windows Application 


This overlay can be created using a Windows application and was produced in AFP 
format using the IBM AFP Printer Driver for Windows. To maximize the performance 
and efficiency of the overlay, it was built using Expanded Core fonts (Truetype or 
Adobe Type Manager - ATM) that map directly into AFP fonts. Specifically, the text 
is in Helvetica Italic Medium and Helvetica Italic Bold typefaces in whole number 
point sizes. 


Printing the Overlay to an AFP File 


After the overlay has been completed on the PC, you are ready to “print” it to an 
AFP file. Complete the following procedures: 


1. Create an overlay on the PC. You can use any Windows software to create a 
preprinted form. 
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2. Print your overlay using the IBM AFP Printer Driver for Windows. Before you 
can print to the Windows driver, you must set up and use the driver under your 
Windows application. First, use the standard procedures to install the IBM AFP 
Printer Driver for Windows. Then, do the following: 


a. Select FILE on the application menu bar. 
Select PRINT SETUP. 
Select Specific printer. 
Scroll down the list of printers and highlight AFP 300 on File. 
b. Select OPTIONS. 
For Output Type, highlight OVERLAY. 
Select OK on the Options window. 
Select OK on the Printer Setup window. 
You are now ready to print your overlay, but you do not actually print it. Your 
output is sent to a file in an AFP overlay format. This file is saved in an 
AS/400 shared folder (Drive |:), making it accessible to the AS/400 system. 
c. Select FILE on the application menu bar. 
Select PRINT. 
Select OK. 
d. You are prompted for an output file name. 
Specify i:\qdls\resource\invbac.oly. 
(You can name it anything you want, but extension .OLY is the default 
extension for overlay.) 
Select OK. 
3. Create a resource database. To do so, go to an AS/400 command line and 
create a file to receive these PC resources using the following command: 


CRTPF FILE(MYLIB/OVERLAY) RCDLEN(8201) + 
MBR(MYOVERLAY) MAXMBRS(*NOMAX) LVLCHK(*NO) 


The suggested record length is 8201 (82766 is the maximum) and the Level 
check parameter must be «NO. 


The parameter MAXMBRS(*NOMAX) enables you to create the file only once and 
use different member names to create other overlays later on. 
4. Transfer the PC resource to the AS/400 database. Use the CPYFRMPCD 
command to transfer the PC resource to the AS/400 database. 
shows the display that appears when you use the CPYFRMPCD 
command. 
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Copy From PC Document (CPYFRMPCD) 


Type choices, press Enter. 
From folder «ss % = wa @ % > resource 
NOMI GRA ee erate arrears varetnas > overlay Name 

VDA Y lek ee eatecey ae os: oveise 6) oe mylib Name, *LIBL, *CURLIB 
From document 2. 4 « %- ws. 0% es > invbac.oly Name 
TOXIMEMDERs st 7X ase es vaio vet oe ces > myoverlay_ Name, *FIRST, *FROMDOC 
Replace or add records ..... *REPLACE *REPLACE, *ADD 
Translate table 4 «4 « » « =< > *NONE Name, *DFT, *NONE 

ED aeViaee sess eyes tees egestas Name, *LIBL, *CURLIB 
Format of PG data 2% = « 4>« > *NOTEXT _ *TEXT, *NOTEXT 


Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


Figure 53. Copy From PC Document (CPYFRMPCD) Display 


Enter the fields on this display as follows: 


From folder 
Name of the AS/400 folder where you stored the PC print file 


To file Name of the resource file you created 


From document 
Name of the document from which you will make the copy 


Translate table 
Specify “NONE, the resource should not be translated 


Format of PC data 
Specify *NOTEXT, the resource is not text 
Note: An alternative method would be to FTP the file to the AS/400 and then 
use the CRTOVL command, omitting the CPYFRMPCD step. 


5. Create the Overlay. Use the CRTOVL command to create an AS/400 overlay 
(object type *OVL). Figure 54 on page 108) shows the display that appears when 
you use the CRTOVL command. 
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aT AS eT aE 


Create Overlay (CRTOVL) 

Type choices, press Enter. 
OVerldy SS ee ee > invbac Name 

[DVR YS era ces nee nee eked GeGmicm sense fs mylib Name, *CURLIB 
AIK on Sark steare reiccretiera erence > overlay Name 

LWDRARY: sec rsh uee emp oes ste mylib Name, *LIBL, *CURLIB 
MEMBER. cer ap ca ao ae ew oe a bs *OVL Name, *OVL 
Datasty pee. tes reie-cies es) ae aes *AFPDS *AFPDS, *AFPU 
Text: “description” 2 3%. 3 2% *MBRTXT 

Bottom 
F3=Exit F4=Prompt F5=Refresh F1Q=Additional parameters  F12=Cancel 
F13=How to use this display F24=More keys 
Ne / 


Figure 54. Create Overlay (CRTOVL) Display 


An alternative to using the individual steps described above is to build and use the 


OVERLAY command (see and OVERLA 
. The following figure shows the OVERLAY command 


display. 


(~ Create/Print Overlay (OVERLAY) _ 


Type choices, press Enter. 


RON der cout ise va ae tes ce Nee us, chase os resource 

Full Document Name... ..... invbac.oly Character value 
Overlay Description ...... Terms and Conditions 

Overlay lbtbrany” 3 <s. sec) sa: 8s sampler Character value 
Overlay Name. 224 ee a Ss invbac Character value 
ReSOVUETONINs, sists tee et eas coe '*300' *240, *300 
Display Overlay. <.3. 29) So. *YES *NO, *YES 
Qutput: Queue . 6.2 24 3 2S G 'xJOB ' Character value 
Output Queue Library. ..... '*LIBL' Character value 
Replace Existing Overlay ....  ¥*YES *NO, *YES 
Record Length «.<. 242.4% % 2313 Number 


Bottom 


F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


Figure 55. Create/Print Overlay Prompt from OVERLAY Command 


The OVERLAY command automates the individual commands and produces a 
printed proof of the overlay. You can also use the OVERLAY command to launch 
the Client Access/400 Output Queue Viewer and display your overlay. 


Overlays from Other IBM Systems 


Because Advanced Function Presentation is a system and printer-independent 
architecture, AFP overlays from other systems can be transferred to AS/400. For 
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example, overlays can be created on MVS using a variety of tools, including the 
Overlay Generation Language (OGL). Regardless of how the overlay is created, the 
AFP data stream is the same. One difference, however, between MVS and AS/400 
is the use of variable length records. MVS supports the use of variable length 
records and AFP resources (overlays, fonts, page segments) are built in that format. 


Therefore, the one extra step, when transferring via SNA from MVS, (in addition to 
the basic tape copy or communications transmission) is the conversion to fixed 
length records. You can make this conversion most easily on MVS. 


The two basic tasks involved in moving an overlay to the AS/400 are: 

1. Transmit a copy of the file. 

2. Create the overlay. 

The method for transmitting a file varies according to which of the following 
protocols you use: 

* SNA 

* TCP/IP 


Both methods for transmitting and the common step for creating the overlay are 
detailed in the following sections. 


Transmitting via SNA 


When using SNA to transfer a file from MVS, follow these steps: 
1. Enter the basic SNA transmit command: 
XMIT NODE.USERID DA(LEVEL1.LEVEL2 (MEMBER)) SEQ 


2. Run RCVNETF on AS/400 to place the member in a physical file of the same 
fixed record length. 


Transmitting via TCP/IP FTP 


When using TCP/IP, you transfer the file by FTPing it. Complete the following 
instructions to FTP the file. The basic FTP commands are printed in bold. 


1. ftp xxxxx (xxxxx = system name or IP address that you are accessing) 
Enter Login User ID. 

Enter Password. 

bin (to set binary image mode) 


put XXXXX.savf (replace (XXXXX is the name of the resource to be sent to 
AS/400. Replace parm needed if the file exists on remote system.) 


6. quit (to end FTP session) 


ar oN 


Other useful FTP commands: 

¢ Ipwd = local directory 

* pwd = remote directory (Library on AS/400) 

* get = get file from remote system and place on local system 
* Is or dir = list files 

* mget or mput = get or put multiple file (Example: mput afp*) 
* help = list of commands available on this server 
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Creating the Overlay 
After you have transmitted the file, you can create the overlay. 


Create the overlay using the CRTOVL command. 
Transferring other AFP Resources 


You can transfer other AFP resources in the same manner. The only difference is 
the final resource creation command. The commands are: 


¢ CRTFORMDF Create Form Definition 
* CRTPAGDFN Create Page Definition 
¢ CRTPAGSEG Create Page Segment 
¢ CRTFNTRSC Create Font Resource 


Overlays Using Business Partner Products 


You can use a number of other electronic form products to create overlays for your 
AS/400 printing applications. 


Elixir/400 for AFP 


Elixir/400 for AFP is a professional, Windows-based electronic forms design system 
from Elixir Technologies. Elixir/400 downloads and uses AS/400 form, font, and 
image resources in the overlay design process, to provide full fidelity. The Elixir 
family of electronic document products includes font, image, scan, and application 
build modules. 


ISIS Forms Designer 


ISIS Forms Designer is a professional, Windows or OS/2 electronic forms design 
system from ISIS. Forms Designer works internally in AFP format, ensuring 
absolute accuracy and fidelity (what you see is what you print). ISIS has font, 
image, and application build modules. 


Transform/400 


Transform/400 is a low-cost, Windows-based electronic form design system from 
Mips Dataline America. Transform/400 starts by scanning the existing preprinted 
form, using an OCR (Optical Character Recognition) engine to automatically create 
the electronic form. Transform/400 works internally with the IBM AFP Printer Driver 
for Windows to produce AFP overlays. 


Note: This list is in no way meant to be exhaustive. Many other electronic form 
products are available today. 


Overlays Using DDS and the AFP Toolbox 


DDS provides most of the elements used in designing electronic forms, such as 
fonts, lines, boxes, images, and bar codes. For some applications, it may make 
sense just to use DDS to build all or part of the electronic form. For example, 
simple forms, such as letterhead overlays, are easily created with DDS. A more 
common application would involve electronic documents in which portions of the 
document are handled by an overlay and portions are handled by DDS. You also 
can use DDS to construct “floating” overlays. A floating overlay is one in which part 
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of the form is placed at different locations (floats) on the output page. See 
for an example of 


The AFP Toolbox, a module in the AFP PrintSuite family, can also be used to 
produce dynamic overlays or documents. With AFP Toolbox, you have complete 
control over the AFP data stream, enabling you to create any kind of variable 
formatted document. Although DDS and AFP Toolbox are both programming 
interfaces to electronic output, AFP Toolbox requires greater programming and AFP 
skills to use. It also provides greater functionality. 


Designing an Electronic Form 


With most electronic forms, the design process includes some amount of planning, 
measuring, and positioning. For example, in designing the Super Sun Seeds 
example overlays, you would: 


* Determine the positioning of key elements (you can use a positioning grid overlay 
to aid in this process) 


* Determine the fonts to be used 
* Design and create any image to be placed within the overlay 


* Determine the design sequence, particularly if the overlay has many contiguous 
lines and boxes 


¢ Ensure that overlay elements map to the application data 


In the Super Sun Seeds example, the application data is produced in traditional row 
and column format, with standard vertical spacing of 6 lines to the inch and 10 
characters per inch horizontally. If the overlay is designed with the same 
measurement grid, then it should match with the application data (and be far easier 
to produce). 


Using Overlays on the AS/400 


Overlays can be included in AS/400 printing applications using many different 
techniques, including: 


* Specifying them as front or back overlays in the printer file 

¢ Specifying them directly with the DDS OVERLAY keyword 

¢ Specifying them with Advanced Print Utility 

* Specifying them with AFP Toolbox 

¢ Placing them in a print application with the Print Format Utility (a module of AFP 
Utilities) 

* Specifying them within a page and form definition object 

¢ Using them with an OfficeVision/400 document 

¢ Using them as cover sheets in Facsimile Support for AS/400 
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Design and Performance Considerations 


Fonts 


Image 


Printing a full-page graphical document at high resolutions requires significantly 
more processing on the part of the AS/400 and the printer than printing one line at 
low resolution. Performance is not usually a concern in the line-mode printing 
process, but it is certainly a consideration when you are building and printing 
electronic documents. 


AFP, with its structured data stream, object-based architecture, high-function print 
managers, and integrated printers, can provide a major performance advantage. 
The overall process of printing can be split into its component parts. For example, 
IPDS printers offload from the AS/400 the work of translating font, image, and bar 
code objects into fully resolved (that is, complete bit patterns ready to print) 
document pages. Additionally, the PSF/400 print manager keeps track of what font, 
image, and overlay resources are already stored in the printer. 


Still, it is important to design applications with performance in mind. Because 
overlays include most of the elements of an electronic output document, 
performance factors should be considered, but be balanced against the business or 
design requirements of the application. 


Design decisions that impact performance include those described in the following 
sections. 


When AS/400 host-resident fonts are downloaded to the printer, time and printer 
memory usage must be considered. Large raster fonts and large numbers of fonts 
can adversely affect performance. Consider doing the following: 


¢ Minimize the number of fonts used. Document effectiveness normally suffers 
when more than 6-8 fonts are used on a page. 


* Standardize fonts used across applications. Setting some organizational 
standards with respect to fonts will improve both performance and document 
effectiveness. 


* Use outline fonts. Outline fonts have one scalable object for all point sizes. 
Raster fonts have a separate object for each point size. As more outline fonts 
become available on AS/400 (both host and printer-resident), consider using 
them instead of their raster equivalents. 


* Use printer-resident fonts. Printer-resident fonts eliminate the download time that 
AS/400-resident fonts require. The AFP Utilities Overlay Utility enables you to 
specify fonts by Font Global ID (FGID), which map to specific printer-resident 
fonts. Refer to AS/400 Printer Device Programming for more information on 
printer-resident fonts. 


¢ Use font capturing. Font capturing enables the printer to dynamically store a 
host-downloaded font. The captured font then acts like a printer-resident font. 
Printing performance is improved by eliminating subsequent font downloads to 
the printer. The performance improvement will be especially noticeable if you are 
using double byte fonts. 


Because of sheer size, image can affect performance in transmission, printing, and 
printer memory requirements. 
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Consider doing the following: 


¢ Minimize the use of image. Do not use larger size page segments than the 
document really requires. 


¢ Use compressed image. Be sure that you have created compressed image when 
creating IOCA page segments. Note that some older printers do not support 
compressed image. 


¢ Use the same image across applications. If possible, standardize your logo to 
one size so that it may be used with little performance cost across applications. 


Sub-Forms 


If you have a series of forms that are similar, consider breaking out common 
sections into a partial overlay, or sub-form. This approach will also reduce the 
maintenance of these forms. 


Object Size 


Certain design or object creation processes may generate larger than expected 
overlay or image objects. For example, a large page segment might indicate that it 
was created without image compression, or some overlay characteristics such as 
shading may affect object size or object performance. 


Implementing all of these performance recommendations may create a 
high-performance electronic overlay, but an ineffective document. In addition, your 
operational environment should also be considered. If you are printing 1000 Super 
Sun Seeds invoices, then a few extra seconds at the start of the print job will not 
matter. However, if your application is printing only one invoice at a time, then every 
second at job initialization is another second of waiting for that one invoice to print. 
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Chapter 10. Using Printer Files 


Printer files on the AS/400 system define how the system handles output from 
application programs. The actual output itself is contained in the spooled file, which 
resides within an output queue. Every job on the AS/400 has an associated printer 
file, whether or not you explicitly create one. 


Note: Jobs that do not have an option to generate spooled output, whether those 
jobs are interactive or batch, do not require printer files. However, every 
application that generates spooled output must use a printer file to do so. 


Printer files can contain two different types of information: parameters that apply to 
the entire spooled file and control how spooled file data is processed; and printer 
Data Description Specifications (DDS), which actually define how application data is 
positioned on the output page. The first set of output information, the printer file 
parameters, are part of any printer file on the system. The second set, the printer 
DDS, is optional and exists if the application program has externally-described 
output. 


Printer File Flow 


Because most application output on AS/400 is spooled, you have two opportunities 
to affect how output is finally produced: while the application is building the spooled 
file, and while the output is on the spooled file waiting to be printed. 


Figure 1 on page 14 shows the general flow of print data streams from application 
program through spooled file and on to the printer. If you want to affect how your 


output is handled from the application program to the spooled file, use the create, 
change, and override printer file commands prior to processing the application. 
Usually, you issue the OVRPRTF command to temporarily change the print attribute 
parameters to be used by the application program. 


Figure 56 on page 116] shows the Override with Printer File command screen, 


depicting only a portion of the parameters that can be modified. The Change Printer 
File command (CHGPRTF) permanently changes printer file parameters. 
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Figure 56. Override with Printer File (OVRPRTF) 


After the application has written the spooled file to the output queue, you can still 
change a number of the attributes of the spooled file itself, including the output 
queue and spooled file save, for example, as well as change how the spooled file is 
printed. You use the Change Spooled File Attributes (CHGSPLFA) command, as 
shown in the display example below, to make those changes. 


Figure 57] shows the display that appears when you use the CHGSPLFA command. 
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Figure 57. Change Spooled File Attributes (CHGSPLFA) Display 
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Printer File Parameters 


Printer file parameters provide a wide range of printing functions, from the basics of 
managing the spooled file to options that will transform simple line output to 
advanced electronic output. 


With spooled file-level parameters you can: 
* Specify or change the output queue 
¢ Specify whether a spooled file is saved or held 


* Specify the printer device or device type, including changing from one type of 
printer type to another (for example, SCS to IPDS) 


¢ Specify the input drawer and output bin, for page printers 
¢ Specify simplex or duplex 


You can use the parameters affecting printed lines to: 

¢ Specify the default font for printed output 

* Specify the characters per inch (CPI) and lines per inch (LPI) 
* Specify the page size and page rotation 

¢ Specify front and back margins or offsets for the printed lines 


With Advanced Function Presentation, you have options to transform simple line 
output to advanced, full-page documents. You can: 


¢ Add front and back electronic forms, or overlays, to your application output. 

¢ Print your output in 2-up, 3-up, and 4-up page formats. 

¢ Reduce the output so that, for example, it can be printed on 8-1/2 by 11 inch 
paper. 

* Use the line data, page definition, and form definition parameters to completel 


these parameters. : 


Advance Function Presentation also allows you to specify three types of stapling 
operations: corner staple (CORNERSTPL), edge stitch (EDGESTITCH), and saddle 
stitch (SADLSTITCH). These operations are also called finishing operations. 
Documentation with your printer explains which of these stapling operations are 
supported. Additionally, the printer documentation explains the degree of variability 
available for each type of stapling operation supported. 


provides a brief description of 
most of the printer file parameters, arouped generally by those that affect the entire 
spooled file, those that affect print lines, and those that operate on a full printed 


page. 


Within the printing process, not_all of the printer file parameters can be used both 
before and after print spooling. fable ? on paga 11d lists each parameter and when 
it can be modified, as well as which parameters require the AFP print manager, 
PSF/400. 


Note: In the following table, symbol meanings are as follows: 


5 Must be AFPDS 
-- Not an option if AFPDS 
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@ | Can be used with the specified command or environment 


Table 2. Printer File Parameters 


PSF/400 
Required 


Printer and Spooled File Options 


CRTPRTF 


CHGPRTF 


OVRPRTF 


CHGSPFLA 


FILE 


JOB 


SPLNBR 


SELECT 


TOFILE 


SRCFILE 


OPTION 


GENLVL 


FLAG 


DEV 


PRTSEQ 


DEVTYPE 


PAGESIZE Row/Col or Units 


LPI 3, 4, 6, 8, 9, or 12 


CPI 


OVRFLW 


FOLD 


RPLUNPRT 


ALIGN 
CTLCHAR 


CHLVAL 
PRTQLTY 


FORMFEED 


DRAWER 


FONT 


CHRID 


PAGRTT 


MULTIUP 


PRTTXT 


JUSTIFY 


DUPLEX 


UOM 


FRONTOVL - overlay-name offset-down 
offset-across 


BACKOVL - overlay-name offset-down 
offset-across 


CONSTANTBACK 


REDUCE 
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PSF/400 
Required 


Table 2. Printer File Parameters (continued) 


Printer and Spooled File Options 
OUTBIN 


CRTPRTF 


CHGPRTF 


OVRPRTF 


CHGSPFLA 


DECFMT 
FNTRSL 


IPDSPASTHR 


USRRSCLIBL 


DFRWRT 


SPOOL 


OUTQ 


FORMTYPE 


COPIES 


PAGERANGE 


RESTART 


MAXRCDS 


FILESEP 


SCHEDULE 


HOLD 


SAVE 


OUTPTY 


USRDTA 


SPLFOWN 


USRDFNOPT 


USRDFNDTA 


IGC ... DTA, CHR, CHRRTT, CPI ... 


WAITFILE 


SHARE 
LVLCHK 


SECURE 
AUT 


REPLACE 
TEXT 


FIDELITY 


VOL - diskette output 


LABEL - diskette output 


EXCHTYPE - diskette output 


CODE - diskette output 


FRONTMGN - front margin offset-down 
offset-across 


BACKMGN - front margin offset-down 
offset-across 
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Table 2. Printer File Parameters (continued) 


Saliied Printer and Spooled File Options CRTPRTF CHGPRTF OVRPRTF CHGSPFLA 
@ FNTCHRSET - character set and code |* . - 
page 

© CDEFNT . . " 

e TBLREFCHR . . " 

e@ PAGDFN . . " oO 
oO FORMDF . . " @ 
e@ AFPCHARS . E ‘ 

@ IGCCDEFNT " " " 

oO CORNERSTPL O Oo oO 
@ EDGESTITCH @ a) C ) 
@ SADLSTITCH @ @ @ ” 


Super Sun Seeds Case Study 


One of the simplest ways to take advantage of Advanced Function Presentation is 
to add electronic forms to an application with the printer file. This technique instantly 
transforms a preprinted form application into a completely electronic application. 
Using printer file overlays does not provide you with as many functions as those 
done with DDS or with page and form definitions, but for many output applications, 


this method will be adequate. Figure 7 on page 30 shows the Super Sun Seeds 


sample case study invoice application. 


The existing application program, whether data fields are program-described or 
externally-described, only places lines of output in the spooled file. The document is 
completed by printing those lines on a fixed, preprinted form. 


An electronic version of the invoice form can be created by modifying the printer file 
overlay and positioning parameters with the create (CRTPRTF), change 
(CHGPRTF), or override (OVRPRTF) commands. The key parameters are as 


follows: 
Unit of Measure *INCH, *CM 
Front side overlay (FRONTOVL) 
Overlay *NONE Name, *NONE 
Library *LIBL Name, *LIBL 
Offset down 0-57.790 
Offset across 0-57.790 
Back side overlay  (BACKOVL) 
Overlay *FRONTOVL Name, *NONE 
Library *LIBL Name, *LIBL 
Offset down 0-57.790 
Offset across 0-57.790 


Front side margin (FRONTMGN) 
Offset down 
Offset across 

Back side margin (BACKMGN) 
Offset down 
Offset across 

Printer device type 


7.790, *DEVD 
7.790, *DEVD 


0-57.790, *FRONTMGN 
0-57.790, *FRONTMGN 
*SCS, *AFPDS 
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Usually, you specify the overlay object name for the front overlay parameter and 
use 0 for the offsets. If the new invoice overlay and the invoice data do not line up, 
you can use the overlay offsets and margins to fine-tune the positioning. Note that 
in this case the margin parameters move all page elements, including both the 
application data and the overlay. It is usually best, therefore, to use the overlay 
offset to correctly position the electronic form with respect to the data. Any offsets 
you use, overlay or margin, work in the units (inches or centimeters) defined by the 
UOM parameter. Since overlays are AFPDS objects, the printer file DEVD 
parameter must also be changed to *~AFPDS. 


Additional Considerations 


Using printer file overlay support to transform the Super Sun Seeds sample 
application is simple, easy, and quick. And it requires no change to the application 
program. In fact, you can make this change after the application has already run 
and created the spooled file. You use the Change Spooled File Attributes 
(CHGSPLFA) command and the same parameters described earlier. 


There are some limitations to this approach, specifically as they relate to a 
preprinted invoicing application. Your application may require some or all of the 
following functions: 


* Duplexed documents 

* Multiple copies 

¢ Multiple overlays, either per page or over groups of pages 
* Image, graphic, or bar code support 

* Integrated application logic 


The first two functions are often built into preprinted forms. The continuous form has 
multiple copies, and may have some fixed text on the back side on one or all of the 
copies. With printer file overlay support, you can create the multiple copies by 
printing the spooled file multiple times and overriding it each time with a different 
overlay name; that is, by specifying invoice overlays that differ only in that they say 


mb 


“Customer Copy”, “Packing List”, and so forth at the bottom of the form. 


This process can be easily automated within a CL program. Using this technique, 
you would produce uncollated copies of the invoices, which means that all the 
customer copies are in one stack, all the packing lists are in another, and so on. 
This may or may not be the way the workflow occurs in your invoicing function. If 
one or more of the copies needs to be grouped together; that is, collated, then one 
of the other application enabling techniques covered in the following chapters may 
be more appropriate. 


Placing constant text on the back side of the invoice can be done with back overlay 
support, but requires a minor application change. Constant text usually consists of 
terms and condition type information. If you have specified a DUPLEX parameter of 
“YES and you have entered both front and back overlays, then the invoice data will 
print on both sides. This means that the back side prints with the right overlay and 
with unwanted application data. The cause of the problem is that there is no page 
eject to move that page of invoice data to the front of the next page. A simple 
change to the application program would add a page eject after each page of 
invoice data is printed. 


Other document elements, such as multiple overlays, image, graphics, bar codes, 
and program integration, only can be specified with the more advanced printing 
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techniques covered in subsequent chapters. These elements all require you to take 
some action based on the content of the program data. For example, you may want 
to use a different overlay based on the company number in the invoice data, or you 
may want to print a specific output field in bar code, or you may want to print an 
image based on customer information. These functions are beyond the scope of the 
overlay support in the printer file. 


Other Examples of Using Electronic Forms 


Many different kinds of output can be enhanced by the use of electronic forms. 


Figure 58] shows a “greenbar” overlay that can be used to improve the look and 
readability of a standard report. This kind of overlay is easy to create and is easily 
added using the front and back overlay parameters. 


Advanned Printing and Prasentation 


Figure 58. Greenbar Overlay 
Additional Applications of Printer File Support 
Several other parameters in the printer file also can enhance your current 
application output. These include parameters used to specify computer output 
reduction, multi-up support, drawer and bin support, and line font and spacing. 
Computer Output Reduction 
Computer output reduction (COR) automatically takes standard reports on computer 


paper and reduces them to fit on 8-1/2 by 11 inch paper. COR is designed to 
handle reports created at 66 lines per page and 132 print positions per line. 
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Figure 59] for an example of the COR function. 
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Figure 59. Example of COR Function 


The COR function works as follows: 


* The new page is in landscape format 


* Page margins are set at .5 inch 
* Line height is 70% of original 


* Printer-resident fonts are substituted to achieve the right line width reduction, as 
follows: 


10 CPI is converted to a 13.3 pitch font 
12 CPI is converted to a 15 pitch font 
15 CPI is converted to a 20 pitch font 


Multi-Up Printing 


16.67 CPI is converted to a 27 pitch font 
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113.94 
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114.90 
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42.04 
142.86 
1,190.41 
20,377.99 
2.72 
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4.98 
20.44 
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95.56 
120.00 
919.20 
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MARIA RANCHER 


Printing multiple logical pages on a single physical page offers significant 
advantages in cost and volume of printed reports. Combining this function with 
duplex printers doubles its value. 
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The use of 4-up printing may push the limits of readability, but it may be the right 
solution for certain high-volume reports. Adding an overlay also can improve the 
look and readability of the report. 


Multi-Up support works with the LPI, CPI, PAGRTT, and PAGSIZ parameters of the 
spooled file and uses the most appropriate printer-resident fonts to fit the logical 
pages onto an 8-1/2 by 11 inch page with 1/2-inch margins. 
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Many printers now support oversize paper stock such as 11 by 17 inch paper. You 
can print two full size pages on 11 by 17 inch paper by specifying MULTIUP as 2 
and REDUCE as *NO, and by also using the DRAWER parameter to select the 
right paper. 


Eigure 60] shows an example of multi-up printing. 
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Figure 60. Multi-Up Printing: Example of 4-up and 2-up Printing 
Cut-Sheet Emulation 


PSF/400 Version 4 Revision 2 provides software support for users to request 
side-by-side printing on either a simplex or duplex continuous forms printer that 
supports cut-sheet emulation. This can be done without changing the application or 
any resource used to print. The side-by-side printing is chosen at the printer itself. 
The output, when slit and collated by post-processing equipment, looks like output 
generated by a cut-sheet printer. 


You can configure PSF so that side-by-side printing will be generated only if the 
size of the page will allow it. If you select ALL or FIRST for automatic page size 
checking, PSF checks to see if all pages (ALL) or the first page (FIRST) will fit side 
by side before the printer starts printing. If the pages do not fit side by side, then 
they will be printed one per side. If pages do fit side by side, then the printer will 
print side by side (cut-sheet emulation). Of course, if you have selected FIDELITY 
(*ABSOLUTE), cut-sheet emulation printing will not proceed unless all pages fit side 
by side. If you choose cut-sheet emulation at the printer and select NONE for 
automatic page size checking, and have selected FIDELITY (“CONTENT), pages 
will be printed side by side regardless of whether or not two pages fit on the page. 


Line and Font Changes 
You can modify the appearance and spacing of application output by using the line, 
character, and font parameters in the printer file. Different combinations of the LPI 


and CPI parameters enable you to change the line and character spacing. You can 
modify the default font used for spooled file output in the following ways: by 
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specifying a printer-resident font using the FONT parameter; by specifying an 
AS/400-resident font in two ways, either by using the coded font (CDEFNT) or by 
using the font character set (FNTCHRSET). The coded font maps to a specific code 
page and character set. With FNTCHRSET, you specify the code page and 
character set explicitly. 


Finishing Operations 


Finishing operations are operations performed on a document as it is being printed 
and after it is being printed. On printers that provide finishing support, the Z-fold 
and Insert operations occur as the document is printed, and the three types of 
stapling operations (corner staple (CORNERSTPL), edge stitch (EDGESTITCH), 
and saddle stitch (SADLSTITCH)) occur after a document has been printed. By 
having the printer perform stapling operations, you can eliminate the manual job of 
stapling. Be sure to check your printer's manuals for information about which 
finishing operations are performed and the level of support provided for each 
finishing operation. Note that neither job nor file separators are stapled to their 
respective documents. 


Printing with AS/400 


Availability of PSF/400 Programming Support for Finishing: Support for 
finishing operations has been released as PTFs to earlier releases of OS/400. The 
method for specifying a finishing operation can vary on different releases. For 
specific information, see the special instructions in the PTF cover letter for each 
release as follows: 


V4R4 No PTFs required 

V4R3 SF51377, SF51409 
V4R2 SF51220, SF51245 
V4R1 SF51791, SF51799 
V3R7 SF51984, SF52057 
V3R2 SF52649, SF52682 


Legend for Finishing Tables: 


Yes An operation is supported by the indicated method. For additional 
information on Form Definitions created by PPFA/400, see the product’s 
manual for information about specifying the particular finishing operation. 


No An operation is not supported by the indicated method. 


Under Printer File and DDS 
Use the parameter or keyword as shown. 


Migration Considerations for Finishing Tables: 


* V4R4 and V4R3 support printer file-specified stapling operations from previous 
RISC releases. If you want to continue using printer files that use USRDFNDTA 
to specify a stapling operation, the new corresponding parameter in V4R3 or 
V4R4 must have a value of *None. The default for CORNERSTPL, 
EDGESTITCH, and SADLSTITCH is *None. 


¢ The method by which stapling operations are specified on V3R2 cannot be 
mirgrated to any other release. 
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[Table 3] and [able 4 show where you can specify a finishing operation according to 
the release you are using. 


Table 3. AS/400 Finishing Support for Releases V4R4 and V4R3 


Operation Release V4R4 Release V4R3 
Form | Printer File DDS Form | Printer File DDS 
Def Def 

Corner Yes CORNERSTPL | No Yes CORNERSTPL | No 

Staple 

Edge Stitch | Yes EDGESTITCH |No Yes EDGESTITCH |No 


Saddle Stitch | Yes SADLSTITCH | No Yes USRDFNDTA_ | No 
Z-Fold Yes No ZFOLD Yes No No 
Insert Yes DRAWER DRAWER | Yes DRAWER DRAWER 


Table 4. AS/400 Finishing Support for Releases V4R2, V4R1, V3R7, and V3R2 


Operation Releases V4R2, V4R1, and Release V3R2 
V3R7 

Form | Printer File DDS Form | Printer File DDS Data 

Def Def Area 
Corner Yes USRDFNDTA_ | No Yes USRDTA No Yes 
Staple 
Edge-Stitch | Yes USRDFNDTA_ |No Yes USRDTA No Yes 
Saddle Stitch | Yes USRDFNDTA |No Yes USRDTA No Yes 
Z-Fold Yes No No Yes No No No 
Insert Yes DRAWER DRAWER | Yes DRAWER DRAWER | No 
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Chapter 11. Using Data Description Specifications 


Using Data Description Specifications (DDS), which is included in OS/400, for 
application output enables you to take full advantage of the advanced printing 
capabilities of AS/400 in much the same way as using external database files 
enables access to the advanced database capabilities of the system. DDS printer 
file support provides full control of output, and supports the advanced electronic 
printing capabilities of today’s laser printers. DDS gives you complete control over 
each page and over all the elements that come together on a page. 


DDS support for advanced electronic business documents builds on existing 
support for line-mode output. DDS supports standard document composition 
elements, such as electronic forms, images, graphics, bar codes, lines, and boxes. 
Direct control is provided, for example, over what electronic forms or images go on 
to what pages. Support for full control of document pages and page layout from the 
application program also is provided. In addition, nearly all DDS support is dynamic; 
that is, the application controls both the element and its positioning, enabling you to 
produce documents with “floating” page elements. 


As described in , every AS/400 job 
has a printer file that provides page defaults such as maroinie: line spacing, and 
overflow. 


The printer file also provides printer and queue options such as printer device, file 
type, and spooled file save. It provides page composition, such as front and back 
overlays and page and form definitions. Generally, these parameters apply to the 
entire job or spooled file. 


Printer File DDS 


DDS printer file support externalizes application output and extends it to full-page 
applications. Output that is defined within the program is called "program-described” 
output. Output that is defined with DDS is called "externally-described” output. 


Figure 61 on page 124 shows an example of how DDS is used within the printer file 


to define application output. The program builds the data fields to be printed and 
does a write to a DDS record format. The data fields are referenced within the 
record format. The printer file, through the DDS keywords, controls the position, 
orientation, font, and other characteristics for those fields. In addition, DDS provides 
access to all the elements—text, overlays, images, graphics, bar coding, lines, and 
boxes—that comprise AFP documents. 
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Application Program Printer File 


Do some calcs R CUSTREC FONT (11) 
Write CUSTREC NAME 6 10 HIGHLIGHT 
ADDRESS 7 10 
CITY 8 10 UNDERLINE 


CUSTNO 10 25 BARCODE (30F9) 


Output: 
Chris Smith 
812 North Street 
Boulder 


Figure 61. Externally Described Printer File with DDS 


Eigure 61] shows a simple example of how DDS print formatting works. The 
application program prepares the variable data. It also establishes the logic of 
printing, or in this case, the “writes” to DDS records. A DDS print record is the 
collection of fields and/or print keywords that are to be executed when the 
application program issues the write command. Once the record write and variable 
data is passed to DDS, DDS can control font, positioning, and other characteristics 
external to the application program. 


DDS groups one or more individual fields together to create a record. The 
application program controls printed output by deciding when to write which records. 


Some DDS keywords apply only to the entire record (record-level). Other DDS 


keywords apply only to fields (field-level). Some DDS keywords can be used at 
either record-level or field-level. 


Keywords for AFP Applications 


The keywords described in the following sections are used to enable applications 
using full page mode. Keywords for page layout and for page composition are 
described. 


Page Layout Keywords 
The following sections describe keywords used for page layout. 
LPI 


LPI is a record-level keyword used to change lines per inch. When the LPI keyword 
is specified, it overrides the LPI parameter of the printer file. 


The format of the LP] keyword is: 
LPI (4689 12) 
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ENDPAGE 


ENDPAGE is a record-level keyword that specifies the ejection of the current page 
after the current output record is printed. 


The format of the ENDPAGE keyword is: 
ENDPAGE 


If you are positioning fields, constants, page segments, and other page elements 
with down and across positions, you can specify positions anywhere on the page. In 
this case, the typical line-mode trigger for a page eject, the overflow line, may not 
be reached. ENDPAGE enables explicit control of page ejection. 


PAGRTT 


PAGRTT is a record-level keyword that specifies the degree of rotation, or 
orientation, of the constants and text that is printed. It overrides the PAGRTT 
parameter value in the printer file. 


The format of the PAGRTT keyword is: 
PAGRTT (0 90 180 270) 


Page rotation does not automatically affect other page elements, such as overlays 
and page segments. The page rotations are also known as across (0), down (90), 
back (180), and up (270). 


DRAWER 


DRAWER is a record-level keyword that specifies the drawer from which 
noncontinuous forms are selected. 


The format of the DRAWER keyword is: 
DRAWER (drawer-number) 


Valid values are 1-255 and *E1 (for envelope feeder). If the DRAWER keyword is 
not specified, the DRAWER parameter in the printer file is used. 


Refer to AS/400 Data Description Specifications Reference for more information on 
the keywords described in this section. 


FORCE 


FORCE is a record-level keyword used to force a new sheet of paper for duplex 
printing. If currently printing on the front side of the sheet, the current sheet is 
ejected, and a new sheet is fed in. 


The format of the FORCE keyword is: 
FORCE 


OUTBIN 


OUTBIN is a record-level keyword that specifies the destination bin of the output on 
printers that support multiple output bins. 


The format of the OUTBIN keyword is: 
OUTBIN(output-bin number) 
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Valid values are 1-65535 and *DEVD. If the OUTBIN keyword is not specified, the 
OUTBIN parameter in the printer file is used. 


DUPLEX 


DUPLEX is a record-level keyword that specifies whether output is printed on one 
or on two sides of the paper. 


The format of the DUPLEX keyword is: 
DUPLEX (duplex-value) 


Valid values are *NO, *YES, and *TUMBLE. If the DUPLEX keyword is not 
specified, the DUPLEX parameter in the printer file is used. 


Page Composition Keywords 


The following sections describe keywords used for page composition. 


Most of the keywords enable program-to-system fields that are used to dynamically 
change the values of the keyword parameters while the application program is 
processing. 


BARCODE 


BARCODE is a field-level keyword that prints a field in a user-specified bar code. 
The supported bar codes are: 


Bar Code Bar Code ID 
MSI MSI 
UPC-A UPC-A 
UPC-E UPC-E 
UPC-2 UPC-2 
UPC-5 UPC-5 
EAN-8 EAN-8 
EAN-13 EAN-13 
EAN-2 EAN-2 
EAN-5 EAN-5 
Industrial 2 of 5 INDUST20F5 
Matrix 2 of 5 MARIX20F5 
Interleaved 2 of 5 INTERL2OF5 
Codabar CODEABAR 
Code 3 of 9 CODE30F9 
Postal POSTNET 
Royal Mail RM4SCC 
Japan Postal JPBC 
Australian Postal AUSTRALIAN 
POSTAL 


The format of the BARCODE keyword is: 
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BARCODE bar-code-ID height horizontal-vertical human-readable 
code30f9-asterisk check-digit unit-width wide/narrow ratio 

Where the parameter values are: 

Height Values from 1-9 for bar code height, in lines 


Horizontal/Vertical 
Values are *HRT and *VRT. Default is horizontal. 


Human-Readable 
Print human-readable interpretation of bar code. Values are “HRI, *HRITOP, and *NOHRI. 
Default is to print human-readable (*HRI). 


Code 3 of 9 Asterisk 
Include (*AST) or exclude (“NOAST) for Code 3 of 9 bar code. Default is to exclude 


asterisk. 

Check Digit A hex value is used to indicate if a check digit (or multiple check digits) should be 
generated. 

Unit-width Width (in inches) of narrow bars and spaces. 


Wide to narrow ratio 
Ratio of wide bars and spaces to narrow bars and spaces. 


For most bar codes, you need to specify only the bar code ID and the height. 


For more information on bar code characteristics, refer to AS/400 Data Description Specifications 
Reference. 


BOX 
The BOX keyword prints a box or rectangle. 


The format of the BOX keyword is: 


BOX (first-corner-down first-corner-across diagonal-corner-down 
diagonal-corner-across line-width) 


You define a box by specifying the down and across positions of two opposite 
corners, and by giving the line width. The positions are relative to the page margins 
(FRONTMGN and BACKMGN parameters of printer file), and are calculated in 
inches or centimeters according to the UOM parameter of the printer file. The line 
width of the box can be any value in the range from .001 to 22.750 inches, or can 
be specified using the special values *NARROW (.008 in.), “MEDIUM (.017 in.), and 
“WIDE (.025 in.). 


All values of the BOX keyword can be program-to-system fields. 
GDF 


The GDF keyword prints a graphic data file created by a program such as Business 
Graphic Utility (BGU) or GDDM. 


The format of the GDF keyword is: 
GDF (library/graph-file graph-member position-down position-across 


graph-depth graph-width graph-rotation) 


All values of the GDF keyword can be program-to-system fields. This enables 
graphics, such as bar and pie charts, to be created and printed dynamically. 
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LINE 
The LINE keyword prints a horizontal or vertical line. 


The format of the LINE keyword is: 


LINE (position-down position-across line-length line-direction 
]ine-width) 


Lines are drawn by specifying the down and across starting positions, the horizontal 
and vertical direction, and the line width and length. Line length can be any value in 
the range from .001 to 22.750 inches. Line width can be any value in the range 
from .001 to 22.750 inches, or it can be specified using the special values 
“NARROW (.008 in.), “MEDIUM (.017 in.), and “WIDE (.025 in.). 


All values of the LINE keyword can be program-to-system fields. 
OVERLAY 
The OVERLAY keyword prints an electronic form or overlay. 


The format of the OVERLAY keyword is: 


OVERLAY (library/overlay-name position-down position-across 
(*ROTATION rotation) ) 


The down and across position marks the top left point of the overlay, relative to the 
page origin, and is offset by the page margins (the FRONTMGN and BACKMGN 
parameters of the printer file). The optional “ROTATION parameter allows you to 
specify a rotation value for the overlay. 

Valid values for rotation are: 0, 90, 180, and 270. 


All values of the OVERLAY keyword can be program-to-system fields. This enables 
you to dynamically change both the overlay name and its position on the page. 


PAGSEG 
The PAGSEG keyword prints a page segment. 
The format of the PAGSEG keyword is: 
PAGSEG (library/page-segment position-down position-across 

(*SIZE width height) (*ROTATION rotation) ) 
The down and across position marks the top left point of the page segment. This 
point is offset by the page margins, (the FRONTMGN and BACKMGN parameters 
of the printer file). The optional *SIZE and *ROTATION parameters all you to specify 
a different size and rotation for the page segment. 


Valid values for “SIZE are: 0.001 to 57.590 cm (0.0001 to 22.750 in.) for both width 
and height. Valid values for *ROTATION are: 0, 90, 180, and 270. 


All values of the PAGSEG keyword can be program-to-system fields. 
POSITION 
POSITION is a field-level keyword used to define the exact position of a field. 


The format of the POSITION keyword is: 
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POSITION (position-down position-across) 


The down and across position is offset from the page origin by the page margins, 
(the FRONTMGN and BACKMGN parameters of the printer file). The VOM 
parameter of the printer file determines whether the down and across values are in 
inches or centimeters. 


Both values of the POSITION keyword can be program-to-system fields. 
CDEFNT 


CDEFNT is a record or field-level keyword that specifies the coded font for printing 
constants or fields. A coded font specifies an AS/400-resident font by pointing to a 

specific font character set and code page. For example, the coded font XOH210BC 
uses the font character set COH200BO0 and code page T1V10500 to print 10-point 

Helvetica Roman Medium. Point size can be specified for outline fonts. 


The format of the CDEFNT keyword is: 
CDEFNT (library name/coded-font-name point-size) 


FONT 


FONT is a record- or field-level keyword that specifies the font ID used for printing 
constants or fields. 


The format of the FONT keyword is: 
FONT (font-identifier point-size) 


You can specify numeric font identifiers: Font Global ID or FGID, for example; or 
graphic fonts, such as ADMWMOB for Open Block characters. Refer to AS/400 
Printer Device Programming for more information on numeric font IDs and their use. 


FNTCHRSET 


FNTCHRSET is a record- or field-level keyword that specifies the font character set 
used for printing constants or fields. Point size can be specified for outline fonts. 


The format of the FNTCHRSET keyword is: 
FNTCHRSET (library-name/font-character-set library-name code-page point-size) 


CHRSIZ 


The CHRSIZ keyword is used to expand the width and height of a constant or field. 


The format of the CHRSIZ keyword is: 
CHRSIZ(width height) 


Values for CHRSIZ can be in the range from 1.0 to 20.0. CHRSIZ uses the width of 
the current font and the current CPI setting to calculate the expanded width. 
CHRSIZ uses the current lines per inch (LPI) value to calculate expanded height. 


COLOR 
The COLOR keyword specifies the color for a field. Color is used by printers that 


support color, such as the 4224 printer, and by the output Viewer in Client 
Access/400. 
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The format of the COLOR keyword is: 
COLOR (BLK BLU BRN GRN PNK RED TRQ YLW) 


TXTRTT 


TXTRITT is a field-level keyword used to rotate fields. 


The format of the TXTRTT keyword is: 
TXTRTT (@ 90 180 270) 


HIGHLIGHT 


The HIGHLIGHT keyword prints a field in bold characters. The active font for the 
field must be a numeric font (FONT keyword) that supports bold printing. 


The format of the HIGHLIGHT keyword is: 
HIGHLIGHT 


UNDERLINE 


The UNDERLINE keyword underlines a field. 


The format of the UNDERLINE keyword is: 
UNDERLINE 


A summary of all printer file DDS keywords can be found in Appendix F. Datal 

‘ 9. Refer to AS/400 Data 
Description Specifications Reference for more complete information on the 
keywords described in this section. 


Finishing Operation Keywords 
[Table 3 on page 126] and [Table 4 on page 126] show how PSF/400 programming 


support for finishing operations relates to various releases. 


ZFOLD 


The ZFOLD record-level keyword causes the current sheet to be first folded in half 
inwards (so the front side of the sheet is now inside the fold) along a line parallel to 
the reference edge. The half of the sheet furthest from the reference edge is again 
folded in half outwards along a line parallel to the reference edge. For example, 
when applied to an 11” by 17” sheet with the reference edge along a short side, the 
result is an 8.5” by 11” fold-out. 


The format of the ZFOLD keyword is: 
ZFOLD (reference-edge paper-type) 


The reference edge indicates the edge to be used as a reference for the first fold. 
The paper type can be ledger or A3. 


Figure 62 on page 135) illustrates Z-folded sheets within an edge-stitched document. 
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Finisher Output 


Document 
contains Z-fold. 


c2pi0056 


Figure 62. Edge-Stitched Document with Z-Folded Sheets 


Asummary of all printer file DDS keywords can be found in Appendix FE Datal 


Q 91 Refer to AS/400 Data 
Description Specifications Reference for more complete information on the 
keywords described in this section. 


DDS Functions 


Now that the DDS keywords used to enable full page composition have been 
introduced, we can show how these keywords are used in a sample case. 
shows how DDS can be used to produce multiple printing function 
output. 
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DDS Functionality 


OS/400 V3R1 and later releases 


| Vertical/Horizontal lines and boxes 


= E 

DD — 

= aS 5 

RO! 

— 01020304 ALWLOW 

oo == «SiC Baar Cole Symbologies i) 

= a 
13) 


=| 


= GFARAGTER 


All Points addressability 


I, 


Multiple Overlays per page 


Overlay 
Three 


es | 


Overlay Two 


Multiple Page Segments per page 
Dynamic Positioning for OVL & PSG 


Figure 63. DDS Functionality 


DDS Printer Specifications for DDS Functionality Output 


The following example shows the DDS printer specifications used to produce the 
multiple function output example shown in Figure 6 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 


SOURCE FILE. ...... SAMPLER/QDDSSRC 

MEMBER ......... DDSFUN 

SEQNBR¥scFasie LD. vicFie 2 coe Pinw O anette Gcveteae S suscties 6 atc 7 
100 Ax DDSFUN: DDS for Functional DDS Demo 
200 Ax 
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300 

400 

500 

600 

700 

800 

900 
1000 
1100 
1200 
1300 
1400 
1500 
1600 
1700 
1800 
1900 
2000 
2100 
2200 
2300 
2400 
2500 
2600 
2700 
2800 
2900 
3000 
3100 
3200 
3300 
3400 
3500 
3600 
3700 
3800 
3900 
4000 
4100 
4200 
4300 
4400 
4500 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 


Printer File Parameters: 


CHGPRTF FILE(DDSFUN) DEVICE(XXXXXXXX) TYPE(*AFPDS) 
OVRFLW(64) 


R HEADR1 
PAGRTT (0) 


'DDS Functionality' 
- Helvetica Bold 20-pt 
- Down 0.7 Across 3.0 


LINO1 35A 
FNTCHRSET (COH400J0 T1V10037) 
POSITION(0.7 3.0) 


'0S/400 V3R1 and later releases' 
- Helvetica Reg 12-pt 
- Var Positioning 


LINO2 35A 
FNTCHRSET (COH200B0 T1V10037) 
POSITION(&LINDWN &LINACR) 
LINDWN 5S 3P 
LINACR 5S 3P 


LINE Parameters: 

- Start Position Down 

- Start Position Across 

- Length (use UOM in printer file) 
- *HRZ or *VRT 


- Line Width 
R LINE1 
LINE(1.3 2.6 0.2 *VRT *NARROW 
LINE(1.1 2.8 0.4 *VRT *MEDIUM 
LINE(0.9 3.0 0.6 *VRT *WIDE) 
LINE(1.4 3.3 3.2 *HRZ *WIDE) 
LINE(1.5 3.7 2.4 *HRZ *MEDIUM 
LINE(1.6 4.1 1.6 *HRZ *NARROW 
BOX Parameters 
- Start Position Down 
- Start Position Across 
- Diag Position Down 
- Diag Position Across 
- Line width 
R BOX1 
BOX(0.8 1.0 1.5 2.0 .1) 
BOX(0.4 7.0 2.1 7.2 .02) 
R TXTO 
LINO8 35A 36 27 
LINO9 35A 50 31 
51 33 'Dynamic Positioning for OVL 
FONT (85) 


LINO3 'Vertical/Horizontal lines and boxes' 
- Font 18 = Courier Italic 
LINO4 'Bar Code Symbologies' 
LINO5 'L' 
- Font ADMWMOB = Open Block (GDDM) 
LINO6 ‘arge Characters' 
- Font ADMWMOB = Open Block (GDDM) 
LINO7 'All Points Addressability' 

- Font 46 = Courier Bold 


R TXT1 
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7000 A LINO3 35A 

7100 A POSITION(1.3 3.3) 
7200 A FONT (18) 

7300 A LINO4 35A 

7400 A POSITION(3.1 2.4) 
7500 A LINO5 1A 

7600 A FONT (ADMWMOB) 
7700 A POSITION(2.9 1.0) 
7800 A CHRSIZ(9.0 20.0) 
7900 A LINO6 15A 

8000 A POSITION(3.4 1.3) 
8100 A FONT (ADMWMOB) 
8200 A CHRSIZ(6.0 6.0) 
8300 A LINO7 35A 

8400 A POSITION(4.8 2.0) 
8500 A FONT (46) 

8600 Ax Print 'ROTATE' in 4 orientations 

8700 Ax 

8800 A R TXT3 

8900 A TXT1@1 6 

9000 A POSITION(2.7 6.4) 
9100 A TXT1@2 6 TXTRTT (90) 

9200 A POSITION(2.7 6.4) 
9300 A TXT1@3 6 TXTRTT (180) 

9400 A POSITION(2.7 6.4) 
9500 A TXT1@4 6 TXTRTT (270) 

9600 A POSITION(2.7 6.4) 
9700 Ax 

9800 Ax Bar Code Parameters: 

9900 Ax BARCODE (Type, Height, + 6 parameters: 

10000 Ax - Horizontal/Vertical: *HRZ,*VRT 

10100 Ax - Human Readable: *HRI,*HRITOP, *NOHRI 

10200 Ax - Asterisk ¥*AST, *NOAST 

10300 Ax - Check Digit: type 

10400 Ax - Unit Width: narrow bar/space 

10500 Ax - Wide/Narrow Ratio 

10600 Ax 

10700 A R BARI 

10800 A BAR1@1 8S BARCODE(INTERL20F5 3 *VRT) 
10900 A POSITION(2.0 1.8) 
11000 A BAR2@1 8 BARCODE(CODE30F9 3) 
11100 A POSITION(2.0 2.5) 
11200 Ax 

11300 Ax Print 'POSITION' with different offsets 

11400 Ax 

11500 A R TXT2 

11600 A TXT2@1 8 POSITION(5.3 3.5) 
11700 A TXT2@2 8 POSITION(5.35 3.55) 
11800 A TXT2@3 8 POSITION(5.4 3.6) 
11900 A TXT204 8 POSITION(5.45 3.65) 
12000 A TXT2@5 8 POSITION(5.5 3.7) 
12100 Ax 

12200 Ax Page Segment IBMLOGOT 

12300 Ax - dynamic name 

12400 Ax - dynamic position 

12500 Ax 

12600 A R PSG1 

12700 A PAGSEG(&PSGNAM &PSGDWN &PSGAC 
12800 A PSGNAM 8A P 

12900 A PSGDWN 5S 3P 

13000 A PSGACR 5S 3P 

13100 Ax Overlays 

13200 Ax - dynamic name 

13300 Ax - dynamic position 

13400 Ax 

13500 A R OVL1 

13600 A ENDPAGE 
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13700 A OVERLAY (*LIBL/DDSOVL1 6.0 1.3 
13800 A OVERLAY (&0VLNM2 6.9 2.5) 
13900 A OVERLAY (DDSOVL3 &OV3DWN &0V3A 
14000 A OVERLAY (DDSOVL3 4.5 6.5) 
14100 A OVLNM2 8A P 

14200 A OV3DWN 5S 3P 

14300 A OV3ACR 5S 3P 


x**x** END OF SOURCE *** * 


The most significant print elements in the DDSFUN printer DDS specifications are: 


Text Text, whether constant or field data, is printed in a variety of ways in 
DDSFUN. 


“DDS Functionality”(LINO1) 
Printed in a 20-point Helvetica Roman-Bold font, 0.7 inches down 
and 3.0 inches across the page. The FRONTMGN parameter of the 
printer file is set to 0, so the down and across positions are 
measured from the top left edge of the page. Note that the 
POSITION keyword specifies the baseline or bottom left point of the 
first character to print. 


The font is specified using FNTCHRSET, which defines the 
character set and code page to use. In the COH400J0 font 
character set, CO indicates that this is a character set, H400 is 
Helvetica Roman-Bold, and J is 20-point. 


This is a typographic font, part of the AFP Font Collection. For 
300-pel printers, COH400J0 is found in library QFNT300LA1. Code 
page T1V10037 is the USA and Canada code page, and it is 
normally located in library QFNTCPL. 


“OS/400 V3R1 and Later releases’(LINO2) 
Prints in Helvetica Roman-Medium 12-point, 0.9 inches down and 
3.3 inches across the page. The FNTCHRSET value is COH200B0, 
where H200 is Helvetica Roman-Medium and B is 12-point. 
Dynamic positioning is used, with program variables LINDWN and 
LINACR loaded with the down and across values and referenced in 
the DDS as program-to-system fields. 


“Vertical/Horizontal lines and boxes” (LINO3) 
Prints in Courier Italic, starting 1.3 inches down and 3.3 inches 
across the page. The keyword FONT(18) specifies Courier Italic. 


“Bar Code Symbologies”(LIN04) 
Prints in Courier 10, which is the default font. In this case it is 
specified as font identifier 011 in the printer device description. 


“L”(LINOS5) 
L is printed in the Open Block font scaled by the CHRSIZ keyword 
to 9.0 width and 20.0 height. ADMWMOB is the Open Block font 
and it is a GDDM scalable font located in the QGDDM library. 


“arge Characters’’(LINO6) 
Also prints in Open Block, but is scaled to 6.0 wide and 6.0 high. 


“All points addressability”(LINO7) 
Prints in Courier Bold, which is FONT(46). 


“Multiple Overlays per page”(LINO8) 
Prints in the default font, Courier - FONT(011). 
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“Multiple Page Segments per page”(LINO9) 
Prints in the default font, Courier - FONT(011). 


“Dynamic Positioning for OVL and PSG” 
Prints in font 85, Prestige Elite. 


“Rotate” 
Prints the fields TXT1@1 through TXT@4 in the four different 
rotations: 0, 90, 180, and 270. Each field from TXT@1 through 
TXT@4 contains the character “ROTATE”. TXTRTT is valid only for 
fields and not for constants. Note how the POSITION (2.7 inches 
down and 6.4 inches across the page) defines a baseline starting 
point for each rotation. 


Lines Three vertical and three horizontal lines are printed. The first vertical line 
begins at a point 1.3 inches down and 2.6 inches across the page, and has 
a length of 0.2 inches. The line width is “NARROW, 0.008 inches. 


All five parameters of the LINE keyword can be program-to-system 
variables, enabling the application to dynamically draw lines. 


Boxes Two boxes are drawn in the DDSFUN example. The first, thicker box is 
defined by top left (0.8 inch down, 1.0 inch across the page) and bottom 
right (1.5 inches down, 2.0 inches across the page) positions. The box 
width is 0.1 inch. Box width also can be specified by the *NARROW, 
“MEDIUM, and *WIDE special values. 


All five parameters of the BOX keyword can be program-to-system 
variables, enabling the application to dynamically draw boxes. 


Page Segments 
The page segments explicitly placed on the DDSFUN page are IBM logos. 
The largest IBM logo is a page segment object (*PAGSEG) called 
IBMLOGOT, and is positioned 8.7 inches down and 3.6 inches across the 
page. Unlike text, this position marks the top left point of the page segment 
image (top left when printed in standard, or 0 rotation). 


Note that the strawberry image, a page segment called "STRWNB’, is not 
explicitly placed by DDS. It is included in Overlay Three. 


The three IBM logos are placed using program-to-system variables, 
enabling the application to dynamically position images. 


Overlays 
Three very simple overlays are depicted in the DDSFUN example. While 
the overlays used with the Super Sun Seeds case study are more familiar 
and realistic, these overlays demonstrate how overlays are used by DDS. 


Overlay One is an AS/400 overlay object (“OVL) called DDSOVL1. It is 
placed 6.0 inches down and 1.3 inches across the page. Again, this is 
relative to the page margins and marks the top left point of the overlay. 


Overlay Two is dynamically referenced from the program by the variable 
OVLNIV2. 


Overlay Three is dynamically positioned from the program by the variables 
OV3DWN and OV3ACR for down and across, respectively. 


Bar Coding 
Two examples of bar codes are specified. 


The field BAR1@1 is printed vertically in the Interleaved 2 of 5 bar code 
symbology, starting at 2.0 inches down and 1.8 inches across the page. 
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The bar code is printed with a height of 3, which at 6 LPI prints a 1/2-inch 
high bar code. Interleaved 2 of 5 is a numeric-only bar code. The human 
readable field value (012345678) is printed below the bar code, along with 
the check digit (4). 


The field BAR2@1 is printed horizontally in the Code 3 of 9 bar code 
symbology, starting at 2.0 inches down and 2.5 inches across the page. It 
prints horizontally because *HRZ is the default. The human readable 
(01020304) field value is also the default. Note that Code 3 of 9 is an 
alphanumeric bar code (up to 50 characters), and does not include a check 
digit. 


RPG Programming Specifications for DDS Functionality Output 


The following example shows the RPG programming specifications used to produce 
the multiple function output example shown in Poi eased 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 
SOURCE FILE so: 6 ees ee SAMPLER/QRPGSRC 
MEMBER a: ae oss) cee el Sw. i'd DDSFUN 
SEQNBR¥igctiws DL adatena 2 acti Sess bes & aden DS Scatiecis (6 adetees: 7 
100 H 
200 H* DDSFUN: DDS Functional Demo 
300 Hx 
400 H* Uses the printer file DDSFUN. 
500 Hx 
600 FDDSFUN 0O E PRINTER 
700 E DTA 1 10 8 Constant Data 
800 E LIN 1 9 35 Title Lines 
900 * 
1000 IFIELDS DS 
1100 I 1 315 LIN 
1200 I 1 35 LIN@1 
1300 I 36 70 LINO2 
1400 I 71 105 LINO3 
1500 I 106 140 LINO4 
1600 I 141 141 LINO5 
1700 I 176 190 LINO6 
1800 I 211 245 LINQ7 
1900 I 246 280 LINO8& 
2000 I 281 315 LINO9 
2100 * 
2200 C MOVE DTA,1 BAR1@1 80 12345678 
2300 C MOVE DTA,2 BAR2@1 8 01020304 
2400 Cx 
2500 C MOVE 'ROTATE' TXT1@1 6 ROTATE ex. 
2600 C MOVE TXT1@1 TXT1@2 6 
2700 C MOVE TXT1@1 TXT1@3 6 
2800 c MOVE TXT1@1 TXT1@4 6 
2900 Cx 
3000 C MOVE DTA,3 TXT2@1 8 POSITION ex. 
3100 C MOVE DTA,3 TXT2@2 8 
3200 (63 MOVE DTA,3 TXT2@3 8 
3300 C MOVE DTA,3 TXT2@4 8 
3400 * 
3500 C Z-ADDO.9 LINDWN 53 Var Positionin 
3600 C Z-ADD3.3 LINACR 53 
3700 C WRITEHEADR1 
3800 Cc WRITELINE1 
3900 C WRITEBOX1 
4000 * 
4100 (6 WRITETXTO 
4200 C WRITETXT1 
4300 C WRITEBAR1 
4400 C WRITETXT2 
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4500 C WRITETXT3 


4600 * 

4700 ¢ MOVE 'IBMLOGOT'PSGNAM 8 Var Image (Page 
4800 C Z-ADD8.7 PSGDWN 53 Var Positioning 
4900 C Z-ADD3 .6 PSGACR 53 

5000 C WRITEPSG1 

5100 * 

5200 C MOVE 'IBMLOGO 'PSGNAM 

5300 C Z-ADD8.8 PSGDWN 53 

5400 Cc Z-ADD5.3 PSGACR 53 

5500 ¢ WRITEPSG1 

5600 * 

5700 ¢ MOVE 'IBMSMALL'PSGNAM 

5800 Cc Z-ADD9.35 PSGDWN 53 

5900 C Z-ADD6.8 PSGACR 53 

6000 C WRITEPSG1 

6100 * 

6200 C MOVE 'DDSOVL2 'OVLNM2 8 Var Overlay 
6300 C Z-ADD4.4 OV3DWN 53 Var Positioning 
6400 Cc Z-ADD6.3 OV3ACR 53 

6500 ¢ WRITEOVL1 

6600 * 

6700 C SETON LR 


6800 ** BAR’ Bar code data 

6900 12345678 

7000 01020304 

7100 POSITION 

7200 ** LIN LINES DATA 

7300 DDS Functionality 

7400 0S/400 V3R1 and later releases 

7500 Vertical/Horizontal lines and boxes 

7600 Bar Code Symbologies 

7700 L 

7800 ARGE CHARACTERS 

7900 All Points addressability 

8000 Multiple Overlays per page 

8100 Multiple Page Segments per page 
**** END OF SOURCE ** * * 


Printer File for DDS Functionality Output 


The printer file parameters created and used with DDSFUN are shown below. 


5763SS1 V3R2M0 960917 Display File Description 3/1 
FIT@* cece ie. Sar Se ee a w 32, DDSFUN 
Library’ a «oa GS a ee So *LIBE 
Type of information... . : *ALL 
File attributes .... .. : *PRIF 
SYSEQM. S: <2> ce Se Sar Stee 4 ERLE 
Processor... ... . ~~ : IBM AS/400 Display File Description Processor 
File . : DDSFUN Library . : SAMPLER Type of file . : Printer Auxiliary 
Device File Attributes 
Externally described file. ........: Yes 
File level identifier. ..........: 0960129103427 
Creation date@ . 3 ..4.8 6 3 6 eee eee 8 01/29/96 
TExt. "deSEriptTOn' 0. lao wim eed ae eee TEXT DDS Functionality 
Spool ‘the: data. 6. és eee ep ee He we @ eg, SPOOL *YES 
Maximum devices... . 2... 2... ee eet 1 
User specified DBCS data ......... : IGCDTA *NO 
DBCS: Capable, “ego ak eke a: Bh we Bins ad gS No 
Maximum file wait time ......... . : WAITFILE »*IMMED 
Share open data path ......... =... 2 SHARE *NO 
Record format level check ....... . . : LVLCHK *YES 
Number of record formats .........: 10 
User buffer length ............: 121 
Number of devices ...........4.2.43 if 
Separate indicator area. ........ . : INDARA No 
Printer Attributes 
DEVICE sai ole SO Hie, eee BO ae ere DEV *JOB 
Printer device type .. ca. eee we ew a, a oY -DEVIYPE *AFPDS 
Page size PAGESIZE 
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MERGER ve, Se ae ele ee ea Se ee ene: Gea ae 66 
WAGER sce eee ae ce ea od Re se: Ge eo eter a ee 4 132 
Measurement Method ...........: *ROWCOL 
Lines per inch 26 2 6 6 6 ee wee ew at LPI 6 
Characters: per inch . 2 9. a6 2 ss we 3 CPL 10 
Front margin .......... 4... + : FRONTMGN *DEVD 
Back margin. ........... +... . : BACKMGN *FRONTMGN 
Overflow line number .......... . : OVRFLW 64 
Fold records! 6 ww ei ee we et FOLD *NO 
Degree of page rotation. .........: PAGRTT *AUTO 
Hardware justification ..........: JUSTIFY 0 
Print on both sides... .......2.2.03 DUPLEX *NO 
Defer Write. .0 aon owes aa aoe Ze a 3 DFRWRT *YES 
Unprintable character action RPLUNPRT 
Replace character .........-4.4.23 *YES 
Replacement character ..........: rt X'40! 
Prine GEXE: <td: hw ek tee Rr es Sa WE nw a PRTTXT *JOB 
AMM PAGe: suite eee Rt Biko yee ee ee ee eS ALIGN *NO 
Control character a: isos aoa ace eee ee ae CTLCHAR *NONE 
Channel values ........0-4242426423 CHLVAL *NORMAL 
Fidelity. ........ ........ : FIDELITY  »*CONTENT 
Printer quality 20. 0 @s08 wa se a aoe «7 PRIQETY *STD 
Form feed. ........ 4... +... =.=. : FORMFEED *DEVD 
Source drawer... ........ +... . 1: DRAWER 1 
Output. DIN. gens whew where ego me ee OR OUTBIN *DEVD 
Font FONT 
Identifier. <a ae ae eee Re ee 8 *CPI 
POINT SIZE - sae: oP ah ce ee ss GE HE owt Ge, ws *NONE 
Character identifier .......... . : CHRID *DEVD 
Font character set .......... .. : FNTCHRSET *FONT 
Coded: font. oo a ee ee we a ee we ow we BP CDERNT *FNTCHRSET 
FOVM TYPO? se sl ee ee ee ee we wt we Se TRORMTYPE - *STD 
Pages per Ssid@ 2.0 6 2 @ & % ae @ woe a P MULTIUP ib 
Reduce output. ........4..... . : REDUCE *TEXT 
Unit of measure... .......+.+. =.=. : UOM *INCH 
Front side overlay .......... .. : FRONTOVL *NONE 
Back side overlay ............ . : BACKOVL *FRONTOVL 
DBCS extension characters ....... .. : IGCEXNCHR *YES 
DBCS character rotation. ....... ... : IGCCHRRTT *NO 
DBCS characters per inch ......... : IGCCPI *CPI 
DBCS SO/SI spacing ............ : IGCSOSI *YES 
DBCS Coded: font: «. 4 6k ke we a we ee wt IGCCDEFNT *SYSVAL 
Spooled output queue .......... . : OUTQ *JOB 
Max spooled output records ........: MAXRCDS 100000 
Spooled output schedule. ........ . : SCHEDULE *FILEEND 
COPTES: eo & th cS we ee ee! Be Ae eat es eee CORTES 1 
Page range to print PAGERANGE 
Starting: Page: aoe cece Gee aoe es wh aS 1 
Ending) Page i ose eink See & waa ew we uh *END 
File ‘Separators: s «4: «a x So 6 we me we ce we E FILESEP 0 
Hold::Spooléd! fie: « sce ce es, eee we ee HOLD *NO 
Save spooled file. ............2 SAVE *NO 
Output priority (on OUTQ).........: OUTPTY *JOB 
USen datas. ere cs tee we ae Wee Bw ea USRDTA *SOURCE 
Record Format List 
Record Format Level Point Page Lines 
Format Fields Length Identifier Font Size Rotation Per Inch 
HEADR1 4 80  17388A22B7769 0 
Text. «3 8 
LINE1 0 0 0140A15C5F181 
TOXtoc a a 
BOX1 0 0 0031727F14081 
Text. 5. 6 acs 
TXTO Z 70 = 192A19611C528 
TEX. «4-0-2 
TXT1 5 121  18FA5BBF283C7 
Text 
TXT3 4 24 15706E52AA09E 
Text 
BARI 2 16 14F153C6CF1CC 
Text 
TXT2 5 40 19F4B514D04F4 
Text 
PSG1 1 8  1442B1CB355D8 
Text 
OVL1 1 8  1463A28C673D7 
Text 
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Total number of formats .........: 10 
Total number of fields ..........: 24 
Total record length ...........: 367 


The printer file parameters that set up the multiple function printing job are shown 
below. All of the parameters are defaults, except for DEVTYPE(*AFPDS) and 
OVRFLW(64). 


DEVTYPE “AFPDS specifies that an AFP print data stream will be created. 
PAGESIZE Length is 66, which at the 6 LPI setting means an 11-inch form. 
LPI Default lines per inch is 6. 


FRONTMGN “*DEVD specifies the margins of the printer, which are zero down 
and zero across for a printer without an unprintable border. 


OVRFLW 64 is the overflow line. Overflow is triggered for a DDS print record 
that uses traditional spacing and skipping, not the POSITION 
keyword. 

PAGRTT A page rotation setting of “AUTO means the system rotates the 


page or uses computer output reduction (“COR) in order to print the 
page. In this case, a page rotation of 0 is selected. 


DRAWER The default printer drawer is 1. 


OUTBIN The default printer output bin is *DEVD, which uses the output bin 
specified in the printer device description. 
CHRID “DEVD specifies that the default character set is in the printer 


device description. That value is 011, the font global identifier 
(FGID) for the Courier 10 font. Therefore, any text to be printed that 
does not specify a substitute font (using the FONT, FNTCHRSET, 
or CDEFNT keywords) prints in Courier 10. The default code page 
is located in the QCHRID system value. 


UOM The default unit of measure is inches. 


Super Sun Seeds Case Study 


The case study discussed in this section takes a standard invoice application, 
Super Sun Seeds, (see and using the functions described in 
previous sections, transforms the invoice into DDS-enhanced output. 


Consider the pre-DDS Super Sun Seeds invoice as being printed on multipart, 
preprinted forms on an impact printer. The preprinted form provides the invoice 
form, but it limits the preprinted format to one form, with the same heading, detail, 
and total elements on each page. Multipage invoices are only customized by 
printing Continued in the Total Due box, and by specifying a page number. Invoice 
output is naturally collated, whether the workflow requires it or not (it usually does 
not). Uncollated pages are obtained by bursting and decollating preprinted forms 
and by placing them in separate stacks. 


Collated means all copies for a given invoice are together. Uncollated means that 
all customer copies are in one stack, all packing lists are in another, and so on. 


The new DDS version of the Super Sun Seeds application (program INVNEW1) is a 
tailored, multipage electronic invoice. The fictional customer, Improved Printing 
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coro has 16 line items so their invoice fits on one page as shown in 


a Co 
Super 
NN 
SUD 
Seeds 
Growth Company 
T— = TT 
IMPROVED PRINTING CORP SAME 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
Le 45789-2637 J LL | 
-- Sold To -- -- Ship To -- 
Hume, ©: 100 Humor: 32300 gaver 3/12/96 © SEYNMY 4/12/96 
Ship Via:BEST WAY Shipped Date: 3/12/96 tTerms:NET 30 Salesman: YOUR PRINTER REP 


i; 00000300] HIGH ALTITUDE WATERMELON 1,01 1.01 
1/ PK 01100517] SPARTAN SEEDS 2.39 2.39 
9/PK | 04569970] NORTHERN LITE BLUE SPRUCE 958,32 7,724,989 
12) Bx 11005004] BUSH GREEN SEEDS 2.50 30.00 
12/cT 11005011] LASSO RED SEEDS 892.23 10,706.76 
26/PK | 11005018] EARLY BANTAM SEEDS 238 9.88 
5| Bx 11057893 | AFRICAN DAISY, SEEDS 2.35 11475 
1) PK 15975365 | HEAVY OAK 129.09 129.09 
33 | BK 32746510] HOPS BREWING LIGHT 1.20 39.60 
6/EA | 46578913] SEED SURVEYING SITE 50.00 300.00 
2|BE 56413213] PoT Pot 7.65 15.30 
80) PK 65412384 | SEED SCRUBBER 888.73 71,103.20 
1/PK | 84512023] OREGON SPRING TOMATO SEED -97 37 
2|DZ 96325874 PINEAPPLE-ORANGE SEEDS 1.29 2.58 
11) Bx 98412006] BLACK BEAUTY ZUCCHINI 2.30 25.30 
S5/EA | 98546320] FROZEN JUICE PROCESSOR 109.90 549.50 
NY el PSs are 

Because you have ordered 

over $500 of seeds this 

year, on your next seed 

order you will receive 

10% discount. 


This invoice overlay designed using IBM AFP Utilities400 Total Due $90,652.21 
Return this tear-off sirip with your paym ent. diate Checks Payable to. Super Sun Seeds 
Payment is due by: 4/12/96 Amount Due is: $90,652.21 


IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 46789-2637 


Figure 64. New One Page DDS Version of Super Sun Seeds Invoice 


The fictional customer, Organic Garden Supplies, on the other hand, has ordered 
46 line items so their invoice is two pages long. The first page of their invoice is 
shown in 


Chapter 11. Using Data Description Specifications 145 


un 
400 CPU Parkway Seeds Office: 555-409-2367 
Vegetation, NJ 55090 Growth Company Fax: 555-415-0704 


T~ el i ~7T 
ORGANIC GARDEN SUPPLIES ORGANICS -ON-THE-MOVE 
546 PRODUCE WAY 3872 NATURE'S WAY 
GOLDENOATS NOCHEMS 
[co 94523-4852 | [AK 49972-5342 | 
Sold To hin To 
a | 
Humber: 136 Miners 31336 dacer 3/13/96 = Bevev™r 4/13/96 


ship Via:CLEAN TRK — snippeapare: 3/13/96 Terms:NET 30 Salesman: CHRIS SEEDER 


90/cT 00000300] HIGH ALTITUDE WATERMELON 1402 90,90 
550|ctT 00000300] HIGH ALTITUDE WATERMELON 1.01 555.50 
100) BA 00001200] ARBOLES DEL SUR 45.00 4,500.00 

25) EA 00231300] SEED ROASTER OVEN SET 199,99 4,999.75 
150] PK 04569870 | NORTHERN LITE BLUE SPRUCE 858.32 28,748.00 


2) BX 11005000 FAVA SEEDS 3 
2/BE 11005001] PURPLE TEEPEE SEEDS 4 
52|)Bx 11005002 BUSH WAK SEEDS 2 
52) Bx 11005003] KINGHORN WAX SEEDS 2 
8) Bx 11005004 | BUSH GREEN SEEDS zi 
8|BE 11005005 | BLUE LAKE GREEN SEEDS 4. 
2| BX 11005006 | KINGHORN WAX SEEDS 3.00 6.00 
2|CT 11005007] VENTURE GREEN SEEDS 1 
100|cT 11005008 | NORTHEASTERN POLE SEEDS ‘ly 
100 |cT 11005009] KENTUCKY BLUE SEEDS 2 
58|c?T 11005010 EARLY DWARF DANISH SEEDS 3 
58)cT 11005011] LASSO RED SEEDS 892 
84) BA 11005012 BLUE MAK SAVOY BEANS cis 
84/DzZ 11005013] MINCOR NANTES CARROT SEED 87 73.08 
10|DzZ 11005014] SCARLET NANTES SEEDS 5 
5/DzZ 11005014 SCARLET NANTES SEEDS Ba 
10|Bz 11005015] CHANTENAY SEEDS 2.19 21.90 
63) BZ 11005016] TOUCHON SEEDS 2 
2 


65|Bz | 11005016] ToucHoN gBEDs 83 183.95 
2/PK | 11005018] EARLY BANTAM SEEDS 38 76 
2/PK | 11005019] NORTHERN PICKLING SEEDS 39 78 
90)/PK | 11005020) FRENCH PICKLING SEEDS 2.39 215.10 
100) Bx 11057893] AFRICAN DAISY, SEED? 2.35 235.00 
25:| CT 12382910 SUCCATASH SEEDS 38 9.50 
45/cT | 13145340] SOUR GRAPE SEEDS 15 6.75 
10)pr | 15789342] BLUE BELLES, BRIGHT BLUE 18.57 185.70 
5O/pK | 15975365| HEAVY OAK 129.09 6,454.50 
25|BA | 31321654| BELLSTAR SEEDS 7.88 197.00 
2/EA | 31321654] BELLSTAR SEEDS 7.88 15.76 
25/DZ 32154657 PETERSBURG PALM TREE 34.90 872.50 
6/BzZ | 32165478 | BLACK EYED BANANA 3.01 18.06 
AB/BE 32746510 HOPS BREWING LIGHT 1.20 54.00 
1ojcr | 35456031) SUNDTY SUNFLOWER SEEDS 1.28 12.30 
This invoice overlay designed using IBM AFP Utilities/400 Page 1 


Figure 65. Page One of Two-Page DDS Version of Super Sun Seeds Invoice 


The second page of the Organic Garden Supplies invoice consists of a shortened 
heading, sales offer (with strawberry image), and the payment coupon as shown in 
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un 
400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 Giowin Company Fen 555-415-0704 


ORGANIC GARDEN SUPPLIES 


Customer 136 


stone jeveice 31336 gaygics 3/13/96 © Rayeem 4/13/96 


50) EA 357159 SEED SIFTER SET 
18) EA 40113254 PRESH FRUIT CANNED CANNER 22.97 
6| Bx 56413213] PoT por 7.65 
1000 | PK 64132029] PITLESS PEACH SEEDS +O? 
500/EA 90978412 TREE TRIMMER TUBING 20 
6/cT 94875081] EARLIROUGE TOMATO SEEDS 49 
45) Bs 98412006 | BLACK BEAUTY ZUCCHINI 2.30 
5| EA 98546320 FROZEN JUICE PROCESSOR 109.90 
Thank You ..... 
Because you have ordered 
over $500 of fruit this 
year, on your next fruit 
order you will receive 
@ 10% discount. 
This invoice overlay designed using IBM AFF Uiilities/400 Total Due $147,561.56 
Return this tear-off strip with your paym ent. Make Checks Payable ta. Super Sun Seeds 
Payment is due by: 4/13/96 Amount Due is: $147,561.56 


ORGANIC GARDEN SUPPLIES 
646 PRODUCE WAY 
GOLDENOATS 

CO 94523-4852 


Figure 66. Page Two of Two-Page DDS Version of Super Sun Seeds Invoice 


Multiple electronic forms are used to customize the format for one, two, and more 
page invoices. This approach can be more customized by using a floating overlay 
(described later in this chapter) so that the electronic form exactly matches the 
individual customer transactions. Additionally, a postal bar code can be added to the 
address, as well as a payment coupon with the customer number and invoice 
amount encoded in bar code, and a custom marketing offer with tailored images 
and discounts. 


Figure 67 on page 148 shows the electronic overlays used to construct one, two, or 


more page invoices. For example, a one page invoice can fit the full ship to and bill 
to heading, the item detail lines, and payment coupon all on one page. The invoice 
only uses the INVALL overlay. A multiple page invoice would have the full heading 
with item details on the first page (INVFST), the continuation heading and item 
details on the middle pages (INVMID), and the continuation heading, item details 
and payment coupon on the last page (INVLST). 
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ia Super (a Super 
= Sun = Sun 


400 CPU Parkway Seeds Office: 555-499-2367 400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 A Growth Company Fax: 555-415-9794 Vegetation, NJ 55090 cx Geoamth Cominany. Fax: 555-415-9794 
i 7 7 cr 7 Usd 7 


INVALL INVFST 


a Super ei Super 
= Sun = Sun 
400 CPU Parkway Seeds Office: 555-499-2367 400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, N}_ 55090 A Growth Company 555-415-9794 Vegetation, NJ 55090 A Growth Gompany Fax: 555-415-9794 
: c Tavoice avoice Payment 
Namber: Number Date bate 
Mate Checks Payable to: Super Sun Seeds 
Amount Due is 


Figure 67. Electronic Overlays on New DDS Super Sun Seeds Invoice 


DDS Printer Specifications for New Invoice Output 


The DDS printer specifications used to produce the invoice shown in Figure 67 are 
shown in the following example: 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:48:15 1 
SOURCE FILE 6 0 ewe SAMPLER/QDDSSRC 
MEMBER. a. see: 3) a es om we INVNEW2 
SEQNBR*icetoee Laaetece 2 ce ckeas 3 iieteas A Pee SD wets 6 cacti 7 antteee 8 
100 Ax INVNEW2 - Printer File DDS for Super Sun Seeds Invoice 
200 Ax Example 2 (copies and duplex function added) 
300 Ax 
400 Ax Printer File Create or Change Parameters: 
500 Ax  - Printer Device Type (DEVTYPE) *AFPDS 
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600 

700 

800 

900 
1000 
1100 
1200 
1300 
1400 
1500 
1600 
1700 
1800 
1900 
2000 
2100 
2200 
2300 
2400 
2500 
2600 
2700 
2800 
2900 
3000 
3100 
3200 
3300 
3400 
3500 
3600 
3700 
3800 
3900 
4000 
4100 
4200 
4300 
4400 
4500 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 


Ax 
Ax 
A* 
Ax 


- Overflow Line (OVRFLW) 


- Print on Both Sides (DUPLEX) 
if running on duplex printer 


Ax Page 1 Header 
Ax- includes Postnet Zipt+4 


Ax 


pg a a ae a a a a a ae ad 


Ax 


R 


R 


INVTOP 

ZIPPN 9S 
NAME 25A 
STNAME 25A 
STREET 25A 
STSTRT 25A 
CITY 25A 
STCITY 25A 
STATE 2A 
ZIP 9S 
STSTE 2A 
STZIP 9S 
CUST# 6S 
INVC# 6S 
PAYDAT 6S 
SHPVIA 10A 
TERMS 10A 
SLSMAN 16A 


Page 2 Header 


INVTP2 

NAME 25A 
CUST# 6S 
INVC# 6S 
PAYDAT 6S 


Ax Detail Lines 


A* Mu 
Ax 


* 


rPrrrrrrr,yr 


R 


ltipage 


R 


DETLIN 

QTY AS 
UOM 2A 
ITEM# 8S 
ITMDES 25A 
SELPRC 6S 
EXTPRC 7S 
Message 

PAGEOF 

PAGCON 4A 
PAGCNT 2S 
PAGNAM 25A 


oo 


oo 


12 


12 
48 


12 
48 


49 
66 


14 
34 
47 
64 


12 


14 
32 
49 
66 


64 
*YES 


SKIPB(10) 
BARCODE (POSTNET) 
SPACEA(2) 


SPACEA(1) 


SPACEA(1) 


SPACEA(1) 
EDTWRD(' es 


EDTWRD(' - ') 
SPACEA(3) 

EDTCDE(Z) 

EDTCDE(Z) 
DATE EDTCDE(Y) 
EDTCDE(Y) 

SPACEA(2) 


DATE EDTCDE(Y) 


SPACEA(4) 


SKIPB(10) 


SPACEA(2) 
EDTCDE(Z) 
EDTCDE(Z) 
DATE EDTCDE(Y) 
EDTCDE(Y) 
SPACEA(4) 


SPACEA(1) 
EDTCDE(Z) 


EDTCDE(J) 
EDTCDE(J) 


POSITION(10.7 7.3) 

FNTCHRSET (COH200A0 T1V10037) 
POSITION(10.7 7.8) 

FNTCHRSET (COH200A0 T1V10037) 
EDTCDE(Z) 

POSITION(10.7 3.8) 

FNTCHRSET (COH400B0 T1V10037) 
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7300 Ax Invoice Totals 


7400 Ax - includes Interleaf 2 of 5 bar code 

7500 Ax 

7600 A R INVBOT SKIPB(51) 
7700 A N51 TOTDUE 9S 2 67 EDTWRD(' , , $0. -') 
7800 A SPACEA(4) 
7900 A 51 67 * 

8000 A SPACEA (4) 
8100 A PAYDA@ 6S 0 25 EDTCDE(Y) 
8200 A N51 TOTD@2 9S 2 67 EDTWRD(' , , $0. -') 
8300 A SPACEA (2) 
8400 A 51 67 * 

8500 A SPACEA(2) 
8600 A NAME@2 25A 12 

8700 A SPACEA(1) 
8800 A STRE@2 25A 12 

8900 A BARPRC 15S 0 52BARCODE(INTERL20F5 3) 
9000 A SPACEA(1) 
9100 A CITY@2 25A 12 

9200 A SPACEA(1) 
9300 A STAT@2 2A 12 

9400 A ZIP@2 9A 16 

9500 Ax 

9600 Ax Offer Print 

9700 Ax - Font 92 is Courier Italic 12-pitch 

9800 Ax 

9900 A R OFFER SKIPB(43) 
10000 A FONT (92) 
10100 A OFFR@1 24A 36 

10200 A SPACEA(1) 
10300 A OFFR@2 24A 36 

10400 A SPACEA(1) 
10500 A OFFR@3 24A 36 

10600 A SPACEA(1) 
10700 A OFFR@4 24A 36 

10800 A SPACEA(1) 
10900 A OFFR@5 24A 36 

11000 A SPACEA(1) 
11100 A OFFR@6 24A 36 

11200 A SPACEA(1) 
11300 Ax 

11400 Ax Images/Page Segments 

11500 Ax - variable page segment name from program 
11600 Ax 

11700 A R PAGSEG PAGSEG(&PSEG 7.0 2.6) 
11800 A PSEG 8A P 

11900 Ax 

12000 Ax 

12100 Ax Images/Page Segments 

12200 Ax - variable overlay name from program 

12300 Ax 

12400 A R PRTOVL OVERLAY (&0VRLAY © 0) 
12500 A OVRLAY 8A P 

12600 Ax 

12700 Ax Forces page advance 

12800 Ax 

12900 A R ENDPAG ENDPAGE 


x**x** END OF SOURCE **** 


The DDS printer file used to create the invoice output shown in Figure 67 onl 
is divided into seven records as follows: 


INVTOP 
Full invoice heading information 


INVTP2 
Continuation heading, on multipage invoice 
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DETLIN 
Detail lines format 


INVBOT 
Invoice bottom, or payment coupon 


OFFER 
Discount offer 


PAGSEG 
Print variable page segment, using: 
FLWRNB Seed Image 
STRWNB Strawberry Image 
TREENB Tree Image 
BETLNB Beetle Image 


PRTOVL 
Print variable overlay, as follows: 


INVALL Whole or 1-page invoice overlay 

INVFST First page of multipage invoice overlay 
INVMID Middle page of multipage invoice overlay 
INVLST Last page of multipage invoice overlay 


RPG Source for New Invoice Output (INVNEW1) 


The following example shows the RPG source used to produce the new Super Sun 
Seeds invoice output example shown in igus 67on page 120 


5763PW1 V3R2MO0 960917 SEU SOURCE LISTING 03/03/96 17:47:37 i 
SOURCE FILE. ...... SAMPLER/QRPGSRC 
MEMBER: ae es we wes INVNEW1 


SEQNBR¥ secetPicscis, L: sesevePistines Go recesth ange DO: ceracet ance Th aneve Persea Os areeeF ecans,. OF veces Beas Pf lene te we, 1S 


100 * INVNEW1 - Super Sun Seeds Electronic Invoice 

200 * Example 1 

300 * 

400 * This program reads a transaction file (SEEDDETL), retrieves info 

500 * from item master (SEEDITEM) and customer master (SEEDCUST), then 

600 * prints invoices. 

700 * 

800 * Different electronic overlays are used depending on whether this 

900 * iS a one page or multipage invoice, as well as whether there is 

1000 * room remaining on the invoice to print a customer offer. The following 
1100 * overlays are used: 

1200 * 

1300 * INVALL 1-page invoice (full address at top, payment at bottom) 
1400 * INVFST Page 1 of multipage invoice (no payment at bottom) 

1500 * INVMID Continuation page (No address, payment at bottom) 

1600 * INVLST Last page of multipage invoice 

1700 * 

1800 * Invoice detail lines are processed until either end of customer order 
1900 * or lines=35, at which time the invoice page is printed. At end of 
2000 * order, a check is made to see if there are more than 18 detail lines 
2100 * to print. If there are, that would not leave room in the invoice body 
2200 * to print the customer offer. In this case, the page is printed, and a 
2300 * new final page is built with the offer and the payment coupon. 
2400 * 
2500 * The offer is a message (and corresponding image, or page segment) based 
2600 * on item sales in the customer master. For example, a flower image 
2700 * would print if seed sales exceeded $500. 
2800 * 
2900 * ENHANCEMENTS: 
3000 * See program INVNEW2 for the following functional enhancements: 
3100 * 
3200 * 1. Multiple copies of invoice with routing designation, such as 
3300 * "Customer Copy", "File Copy", etc. 
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3400 
3500 
3600 
3700 
3800 
3900 
4000 
4100 
4200 
4300 
4400 
4500 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 
8800 
8900 
9000 
9100 
9200 
9300 
9400 
9500 
9600 
9700 
9800 
9900 
10000 
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+ 


* 


FSEEDDETLIP 
FSEEDITEMIF 
FSEEDCUSTIF 
FINVNEW1 O 


* 


E 
* 
TINVCDETL 
I 
I 
ICUSTDATA 
ITITEMDATA 
* 
IBARTOT 
I 
I 
* 
IPAYDAA 
I 
I 
I 


ne 


+ 


32 


+ 


QAI A AIA QIAO OA OOO: AA Oi AO OO. AO Cae) 


E 
E 
Ee 
E 


01 
02 
03 


DS 


DS 


*IN9O 


*INL1 
CUST# 


CUST# 


*INO1 
ITM1 
QTY1 


EXTPRC 


ITMCNT 


PAGCNT 


K DISK 
K DISK 
K DISK 
PRINTER 
WDS 1 40 24 
1 
7 
il 
3 
5 
IFEQ '0! 
SETON 
EXSR DATESR 
MOVEL'Page' PAGCON 
ENDIF 
IFEQ '1' 
ADD 31200 INVC# 
Z-ADDO TOTDUE 
Z-ADDO ITMCNT 
Z-ADDO PAGCNT 
CHAINSEEDCUST 
MOVEL' SAME ' STNAME 
Z-ADDZIP ZIPPN 
WRITEINVTOP 
ENDIF 
CABNE'1' ENDDET 
ADD 1 ITMCNT 
CHAINSEEDITEM 
MULT SELPRC EXTPRC 
Z-ADDQTY1 QTY 
ADD TOTDUE TOTDUE 
WRITEDETLIN 
IFEQ 35 
ADD 1 PAGCNT 
IFEQ 1 
MOVE 'INVFST 'OVRLAY 
ELSE 
MOVE 'INVMID 'OVRLAY 
ENDIF 
WRITEPAGEOF 
WRITEPRTOVL 
WRITEENDPAGE 
WRITEINVTP2 
Z-ADDO ITMCNT 


60CUST# 


STNAME 


2. Overlay specifying terms and conditions to print on back of 
customer copy. 
3. Packing List copy that suppresses prices 


Text for Offer 


32 


CUST# L1 


152TOTDUE 


20PAYMO 
40PAYDA 
60PAYYR 


72 
40 


90 


21 


First Pass Only 


Page constant 


Start Customer 
Invent Invoice# 
Reset Totals/Ctrs 


Item Processing 


Write Detail Line 


Full lst Page 


Long Page 1 Ovly 
Cont. Ovly 


Pg 1 of 2 Msg 
Print Overlay 
End Page 

Next Page Header 


10100 
10200 
10300 
10400 
10500 
10600 
10700 
10800 
10900 
11000 
11100 
11200 
11300 
11400 
11500 
11600 
11700 
11800 
11900 
12000 
12100 
12200 
12300 
12400 
12500 
12600 
12700 
12800 
12900 
13000 
13100 
13200 
13300 
13400 
13500 
13600 
13700 
13800 
13900 
14000 
14100 
14200 
14300 
14400 
14500 
14600 
14700 
14800 
14900 
15000 
15100 
15200 
15300 
15400 
15500 
15600 
15700 
15800 
15900 
16000 
16100 
16200 
16300 
16400 
16500 
16600 
16700 


C 
C* 
C 
C* 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
C* 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
C* 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 
CL1 


30 
30 


ENDDET 


ITMCNT 


PAGCNT 


Cx Set up Date 


CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 


DATESR 


UMONTH 
PAYMO 


UYEAR 


* Set up Offer at 


CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 
CSR 


OFFSR 
SLSSED 


SLSFRT 


SLSSUP 


SLSCHM 


ENDIF 


TAG 


IFGT 18 

ADD 1 

MOVE 'INVFST 
WRITEPAGEOF 

WRITEPRTOVL 

WRITEENDPAGE 
WRITEINVTP2 

ENDIF 


MOVE BARTOT 
Z-ADDTOTDUE 
MOVE NAME 
MOVE STREET 
MOVE CITY 
MOVE STATE 
Z-ADDZIP 


EXSR OFFSR 
IFGT 0 

MOVE 'INVLST 
ELSE 

MOVE 'INVALL 
ENDIF 
WRITEOFFER 
WRITEPAGSEG 
WRITEINVBOT 
WRITEPRTOVL 
WRITEENDPAGE 
SETOF 


BEGSR 
Z-ADDUDAY 
ADD 1 

IFGT 12 
Z-ADD1 

ADD 1 

ELSE 
Z-ADDUYEAR 
ENDIF 

MOVE PAYDAA 
Z-ADDPAYDAT 
ENDSR 


end of invoice 


BEGSR 

IFGE 500 
Z-ADD1 

MOVE 'FLWRNB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 
Z-ADD7 

MOVE 'STRWNB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 
Z-ADD13 

MOVE 'TREENB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 
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PAGCNT 
"OVRLAY 


BARPRC 
TOTD@2 
NAME@2 
STRE@2 
CITY@2 
STAT@2 
ZIP@2 


"OVRLAY 


"OVRLAY 


PAYDA 
PAYMO 


PAYMO 
PAYYR 


PAYYR 


PAYDAT 
PAYDA@ 


IX 
"PSEG 


IX 
"PSEG 


8 


60 
60 


No Room for PSEG 


Lng Pg 1 Ovly 
Pg 1 of 2 sg 
Print Overlay 
End Page 

Page 2 Heading 


Load Totals 


Cont. Overlay 


1 Page Invoice 


Write Offer and 


Page Segment 
Invoice Totals 
Print Overlay 
End Page 


Seed 


Strawberry 


Tree 
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16800 CSR Z-ADD19 IX 


16900 CSR MOVE 'BETLNB- 'PSEG Beetle 
17000 CSR SETON 30 
17100 CSR GOTO WRTOFR 

17200 CSR ENDIF 

17300 Cx 

17400 CSR GOTO ENDOFR 

17500 Cx 

17600 CSR WRTOFR TAG 

17700 CSR MOVE WDS,IX OFFR@1 24 Build Offer Text 
17800 CSR ADD 1 IX 

17900 CSR MOVE WDS,IX OFFR@2 24 
18000 CSR ADD 1 IX 

18100 CSR MOVE WDS,IX OFFR@3 24 
18200 CSR ADD 1 IX 

18300 CSR MOVE WDS,IX OFFR@4 24 
18400 CSR ADD 1 IX 

18500 CSR MOVE WDS,IX OFFR@5 24 
18600 CSR ADD 1 IX 

18700 CSR MOVE WDS,IX OFFRC6 24 
18800 CSR ENDOFR ENDSR 

18900 Cx 

19000 * 


19100 «* WDS WORDS FOR OFFER 
19200 Thank You ..... 
19300 Because you have ordered 
19400 over $500 of seeds this 
19500 year, on your next seed 
19600 order you will receive 
19700 a 10% discount. 
19800 Thank You ..... 
19900 Because you have ordered 
20000 over $500 of fruit this 
20100 year, on your next fruit 
20200 order you will receive 
20300 a 10% discount. 
20400 Thank You ..... 
20500 Because you have ordered 
20600 over $500 of trees this 
20700 year, on your next tree 
20800 order you will receive 
20900 a 10% discount. 
21000 Thank You ..... 
21100 Because you have ordered 
21200 over $500 of stuff this 
21300 year, on your next stuff 
21400 order you will receive 
21500 a 10% discount. 
21600 

**e*** END OF SOURCE ** * * 


The RPG program shown above uses the logic described in the following sections 
to build the Super Sun Seeds invoices. 


Beginning the Invoice 


To begin the invoice, do the following: 
1. Read Customer Master (GEEDCUST) 
2. Reset invoicing totals 
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Processing Items 


To process the items on the invoice, do the following: 
1. Read records from transaction file (GSEEDDETL) 
2. Do item calculations 

3. Write detail line using DETLIN format 


Overflow Items (ITMCNT = 35) 


To process overflow items, do the following: 

1. If page 1, use overlay INVFST 

2. If page n, use overlay INVMID 

3. Write PRTOVL to print overlay 

4. Write INVTP2 to eject page and print continuation header 


Ending the Invoice (No Room for Offer) 


If there is no more room on the invoice, end it by doing the following: 
1. If page 1, use overlay INVFST 

2. If page n, use overlay INVMID 

3. Write PRTOVL to print overlay 

4. Write INVTP2 to eject page and print continuation header 


Ending the Invoice 


If the invoice still has room left on it but it should be ended anyway, do the 
following: 


1. If page 1, use overlay INVFST or INVALL 

If page n, use overlay INVLST 

Select page segment image and discount offer 
Write OFFER to print offer 

Write PAGSEG to print image 

Write INVBOT to print invoice total/payment coupon 
Write PRTOVL to print overlay 


PIOe Ol ae GN 


Referring again to the DDS printer specifications for the new Super Sun Seeds 
application, the special functions can be summarized in each print record as 


follows: 

INVTOP All program fields are printed in the default font (Courier). The 
9-digit zip code is printed in postal bar code. The ship to and bill to 
lines use standard (based on 6 LPI) spacing and skipping. No exact 
positioning (down and across) is done. 

INVTP2 Continuation header is printed, again with standard skipping and 
spacing. 

DETLIN Detail lines are printed in Courier at 10 lines per inch. 

INVBOT Payment coupon is printed. A field containing the customer number 


and total amount due is printed in Interleaved 2 of 5 bar code. 
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OFFER The special discount offer is printed in FONT(92), or Courier Italic 
12-pitch. 


PAGSEG The program passes the page segment name (based on customer 
sales data), and the page segment is printed 7.0 inches down and 
2.6 inches across the page. 


PRTOVL The program passes the appropriate overlay in the OVRLAY field, 
and it is printed at 0 inches down and 0 inches across the page. 


Enhancing the Super Sun Seeds Invoice 


The Super Sun Seeds invoice is an effective business document, making use of 
electronic forms, bar coding, custom images and marketing messages. Because it 
is an electronic document, it easily can be updated or changed. 


A number of enhancements to the Super Sun Seeds invoicing application can 
significantly add to its value as a document: 


¢ A standard set of terms and conditions can be printed on the back side of 
selected pages. This is called a constant back form or overlay. 

* Aset of collated copies of the invoice can be automatically produced. A packing 
list and a file copy, for example. 

* The information on the copies can be tailored. For example, pricing information 
on the packing list can be suppressed. 


* The variable positioning capabilities of DDS can be used to create a dynamic or 
“floating” invoice, one in which the form itself is tailored exactly to customer data. 


Two additional Super Sun Seeds invoice examples, INVNEW2 and INVNEWS, 
demonstrate how to add the functions described above. INVNEW2 implements the 
copies, price suppression, and constant back overlay. INVNEW3 adds the dynamic, 
or floating, form. The RPG and DDS source for INVNEW2 aus INVNEWS, as well 


as the uta for both examples can be found in 


The following sections show how the enhancements described above were made. 


Specifying Constant Back Overlays 


An invoice, or similar document, may need a set of instructions or terms and 
conditions printed on the back side. This cannot be done with the BACKOVL 
parameter of the printer file because it cannot force the required page eject. For the 
Super Sun Seeds application, simply use the PRTOVL record format to print the 
back side overlay and add the ENDPAGE keyword to force the page eject. A 
sample of the terms and conditions form (INVBAC) is shown in Figure 52 ad 


Specifying Copies 


A typical invoicing application would be required to create more than just the 
customer copy of the bill. Copies of the invoice, such as a packing list, a file copy, 
and an accounting copy are the norm. In addition, the paper workflow may require 
that the copies are either collated or uncollated. 
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For uncollated copies, the easiest technique is to run the application multiple times, 
creating separate spooled files for each copy. The application runs could be tailored 
to use different overlays for the different copies, or to simply print the copy 
designation (for example, Packing List) in text at the bottom of each copy. 


Collated copies normally require saving some of the invoicing information in order to 
print the multiple copies at either a page or invoice break. Because electronic 
printing is page-mode printing, you need to save the page contents to reprint the 
page as a copy. 


Figure 6a) shows a sample of the “Customer Copy”, one of three copies created in 
sequence by INVNEW2. 


a) Ta 
Super 
il 
Sun 
Seeds 
a Growth Company 
— TOF 
IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
p 45789-2637 _| LL | 
-- Sold To -- -- Ship To -- 
cea 100 jmyice 31300 foveice 3/13/96 Bammeme 4 713/96 
Ship Via:BEST WAY Shipped Date: 3/13/96 terms:NET 30 Salesman: YOUR PRINTER REP 


1) PK 01100517 | SPARTAN SEEDS 2.39 2,39 
9| PK 04569870] NORTHERN LITE BLUE SPRUCE 858.32 7,724.88 
12) Bx 11005004] BUSH GREEN SEEDS 2.50 30,00 
12/cT 11005011] LASSO RED SEEDS 892.23 10,706.76 
26) PK 11005018 EARLY BANTAM SEEDS 38 9,88 
5/BX | 11057893] AFRICAN DAISY, SEEDS 2.35 11.75 
1) PK 15975365 | HEAVY OAK 129.09 129.09 
33/Bx | 32746510] HOPS BREWING LIGHT 1.20 39.60 
6/BA 46578913 SEED SURVEYING SITE 50.00 300.00 
2) BX 56413213] POT PoT 7.65 15.30 
80) PE 65412364 | SEED SCRUBBER 888.79 71,103.20 
1/PK 84512023] OREGON SPRING TOMATO SEED oF oT 
2/DzZ | 96325874 | PINEAPPLE-ORANGE SEEDS 1.29 2.58 
11) Bz 98412006 | BLACK BEAUTY ZUCCHINI 2.30 25330 
§| BA 98546320] FROZEN JUICE PROCESSOR 109,90 649,50 
1fcT | 00000300] HIGH ALTITUDE WATERMELON 1.01 1.01 
Sues You 22244 

Because you have ordered 

over $500 of seeds this 

year, on your next seed 

order you will receive 

10% discount. 


This invoice overlay designed using IBM AFP Utilities400 Total Due 


Return this tear-off strip with your paym ent. 
Payment is due by: 4/13/96 Amount Bue is: $90,652.21 


IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 457892637 


Customer Copy Page 1 


Figure 68. Customer Copy - INVNEW2 


Just as the electronic forms for Super Sun Seeds have been tailored to match the 
incoming data, so likewise can the copies be tailored. For example, you can specify 
that one copy of the invoice is to be used as a packing list, and suppress the price 
information. 


3 shows a sample of the Super Sun Seeds packing list. 
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Super 
Sn 
Seeds 

- Growth Company 
In =n: ie 
IMPROVED PRINTING CORP 


PERFORMANCE BOULEVARD 
PRINTERSVILLE 


CO 45789-2637 
L -- Sold To -- al L -- Ship To -- am) 
Game 100 guest 31300 fvei™= 3/13/96 gamer 4/13/96 
ship Via:BEST WAY shippedvdare: 3/13/96 tTerms:NET 30 Salesman: YOUR PRINTER REP 


1) PK 01100517] SPARTAN SEEDS 

9] PK 04569870] NORTHERN LITE BLUE SPRUCE 
12) BE 11005004] BUSH GREEN SEEDS 

12|cT 11005011] LASSO RED SEEDS 

26) PK 11005018] EARLY BANTAM SEEDS 

5| Bx 11057893] APRICAN DAISY, SEEDS 


1/ PK 15975365] HEAVY OAK 

33) BE 32746510 HOPS BREWING LIGHT 

6) EA 46578913] SEED SURVEYING SITE 

2|Bx 56413213] POT POT 

80) PK 65412384 | SEED SCRUBBER 

1| PK 84512023 | OREGON SPRING TOMATO SEED 
2|DEZ 96325874 | PINEAPPLE-ORANGE SEEDS 
11) Bx 98412006] BLACK BEAUTY ZUCCHINI 

5| EA 98546320] FROZEN JUICE PROCESSOR 
Ajer 00000300 HIGH ALTITUDE WATERMELON 


Thank You ..... 


% Because you have ordered 
over $500 of seeds this 
gear, on your next seed 
order you will receive 

10% discount. 


This invoice overlay designed using IBM AFF Utilities/400 Total Due 


Return this tear-off strip with your payment. Make Checks Payable to, Super Sun Seeds 
Payment is due by: 4/13/96 Amount Due is: 


IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
cO 457892637 


Packing List Page 1 


Figure 69. Super Sun Seeds Packing List 


Floating Document Elements 


The ability of DDS to variably place document elements such as lines, boxes, page 
segments, and overlays enables you to precisely tailor the output to the application 
data. You can float these elements on the page; that is, actually change the 
document structure as the data changes. 


For example, consider a brokerage statement. It has sections for portfolio 
transactions, checking transactions, portfolio balances, and other categories. The 
transactions are all placed in separate boxes or frames on the statement. Those 
frames end precisely when the customer transactions end. The result is a document 
tailored for that customer. 


As shown in the Super Sun Seeds invoice example, you can use DDS to 

accomplish the same thing. While the invoice was tailored depending upon whether 
it was a one, two, or more page document, it still has a fixed frame for the detailed 
line items. A customer invoice with five line items has a frame that is part of the 35 


158 AS/400 Guide to AFP and PSF 


Positioning 


line item overlay. If DDS line keywords are used, the frame can be built 
dynamically; that is, as line items are processed. If five line items are all the 
customer needs, that is all that is drawn. 


Program INVNEW3 implements the Super Sun Seeds invoice as a floating 
document. A sample of the output is shown below. 


un 
400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NF 55090 Growth Company Feo 555-415-9704 
T ~] TT ~] 
IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
Lo 45789-2637 yj L. | 
=~ Seld To -- —- Ship Te -- 
ae 100 davoice =. 3.1300 qaveice 93/13/96  Fayment 4 713/96 
ship Via:BEST WAY — shippedpate: 3/13/96 tTerms:NET 30 Salesman: YOUR PRINTER REP 
1|/PK | 01100517] SPARTAN SEEDS By 2s 
9|PK | 04569870 | NORTHERN LITE BLUE SPRUCE 858,32 7, 724,88 
12|/Bx | 11005004] BUSH GREEN SEEDS 2.50 30.00 
12/cT | 11005011] LASSO RED SEEDS 892.23 10,706.76 
26|PK | 11005018] EARLY BANTAM SEEDS +38 9,88 
5|Bx | 11057893] AFRICAN DAISY, SEEDS 2.35 11.75 
1|/PK | 15975365 | HEAVY OAK 129.09 129.09 
33|BxX | 32746510] HOPS BREWING LIGHT 1.20 39.60 
6/EA | 46578913] SEED SURVEYING SITE 50.00 300.00 
2/Bx | 56413213] POT POT 7.65 15.30 
80|PK | 65412384] SEED SCRUBBER 888.79 71,103.20 
1|PK | 84512023] OREGON SPRING TOMATO SEED OF 97 
2|pz | 96325874 | PINEAPPLE-ORANGE SEEDS 1.29 2.58 
11|/BX | 98412006] BLACK BEAUTY ZUCCHINI 2.30 25.30 
S5|EA | 98546320] FROZEN JUICE PROCESSOR 109.90 549.50 
1jcr | co000300| HIGH ALTITUDE WATERMELON 1.01 1.01 
Total Bue $90,652.21 
Thank You ..... Se 


order you will receive 
10% discount. 


3 Because you have ordered 
over $500 of seeds this 
= gear, on your next seed 


This invoice overlay designed using IBM AFF Utilities/400 


Return this tear-off strip with pour payment. IMake Checks Payable te: Super Sun Seeds 
Payment is due by: 4/13/96 Amount Due is: $90,652.21 
IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 


PRINTERSVILLE 
CO 467892637 


File Copy Page 1 


Figure 70. Super Sun Seeds Invoice as Floating Document 


Similarly, you can float other elements of the document. For example, instead of 
placing the variable page segment at a fixed position, you can float it to where you 
want it to appear on the invoice, then the frame can be dynamically closed. 


AFP provides the capability to precisely position any document element anywhere 
on the page. You can also position information in any sequence. Traditional SCS 
output uses row and column positioning, working sequentially down the page. DDS 
supports both methods of positioning information. For many output applications 
(including the Super Sun Seeds invoicing example), row and column positioning is 
still a good approach. With the example, the use of absolute positioning is 
minimized (absolute positioning uses down and across parameters, or the 
POSITION keyword). 
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Absolute positioning is not required here, and it represents more work. Note that 
you cannot combine row and column and absolute positioning within the same 
record format. With the INVNEW1 example, separate record formats were coded 
where absolute positioning was needed. This is also true with the enhanced 
invoicing examples, INVNEW2 and INVNEWS. 


One aid to positioning is a “grid” overlay, shown in Eigure 7:1 This grid can be 
printed with the raw invoicing data. It can be a very effective tool in building your 
electronic output. In the example, the grid would match the spacing of the 
application: 6 lines to the inch for rows, 10 characters per inch for columns. 


1234567890123 4567890923456789090234567890123456789012345678901234567890]234567890]2345 


IMPROVED PRINTING CORP SAME 
PERFORMANEE BOULEVARD 
PRINTERSVILLLE 


co 45/7 89-2637 
100 31300 4/05/96 5/05/96 
1 | cr oooo03000 HIGH ALTITUDE WATERMELON 1.01 
1 | PK O2P 6742401 SPARTAN) SEEDS 2.39 
9 | PK 0205218117 NORTHERN LIGHT BLUE SPRUCE 868.32 
2 | Bx O249275022 BUSH GREEN SEEDS 2.50 
4 | cT Q5(03860432 LASSO RED SEEDS 892.23 
6 | PK 1478053000 EARLY BANTAM SEEDS -38 
8 | Bx 95/762 14560 AMERICAN DAISY SEEDS 2635 
1 | PK SOR 7869395 HEAVY ORK 8.19 
2 | BA 60BaTdiors OREGON SPRING TOMATO SEED 4.11 


Thank You... 


Because you hawe ordered 


over] $500 of seeds this 
ear), on your Mext seed 


ordek you will] receive 
IS 
oI 


a 10/6 discount]. 


Figure 71. Grid Overlay 
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Chapter 12. Using the Advanced Print Utility 


Advanced Print Utility (APU), a part of the AFP PrintSuite family of application 
enablers, is an end-user utility for transforming existing application output to 
advanced electronic documents. APU enables you to transform new and existing 
applications with line-mode output and preprinted forms to full-function electronic 
documents without changes to the “line of business” application program. 


Electronic Documents 


Terms & Conditions 


Customer Copy Packing List File Copy 


Pre-Printed 
Multi-Copy 
Invoice 


Figure 72. Typical Advanced Print Utility Application 


Figure 72] shows a typical example with invoices. With APU, you can use data that 
produces multi-copy preprinted invoices as input to create electronic pages with 
customized copies. 


APU, designed to build complex documents, has a simple end-user interface; 
documents can include such elements as multiple page formats, multiple copies, 
and standard back overlays. APU provides application data remapping, enabling 
you to completely change the way the application data is printed. APU also provides 
output conditional processing, where data in the existing spooled output is used to 
determine document layout and flow. 


Figure 73 on page 16d illustrates the APU print flow. 
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Typical As/400 Print environment 


Printer 


Application File 


Application creates System default 


SCS line data Parameters 
SCS data 
=* 
Create APU Conversion — Printer 
— Print Definition Programs >| * 
—— =I 
——— aN 
APU Writer applies: 
User interface Re-formatted Overlays 
data Page Segments 


Fonts 


Figure 73. APU Print Flow 


Eigure 73] shows the APU application flow. APU has a design phase and a 
production phase. During the design phase (which is done one time), the new 
electronic application is designed. This design process includes retrieving a sample 
spooled SCS file and displaying it for use. The user can then create a print 
definition, which can define conditional logic, redefine data on the page, change 
fonts, and specify overlays, page segments, and bar codes. 


After the new design is ready, you can use the APU Print Monitor or the Apply Print 
Definition command (APYPRTDEF) to apply the Print Definition to the target SCS 
spooled file to create the new output. The new output is requeued to the spool. At 
this point, PSF/400 takes over, retrieves required external print resources, and 
manages the printing of the job. 


What You Can Do with APU 


Output specifications for AS/400 application programs generate either SNA 
Character Stream (SCS) or AFP spooled files. APU works on SCS spooled files. 
SCS is a line-oriented datastream that for the most part uses preprinted forms to 
create the final document. With APU, you can eliminate the need for preprinted 
forms. Instead, you create a completely electronic document. With APU, you can: 


* Create multi-copy documents, with each page customized 


¢ Use data that is contained within a page to determine which of multiple output 
formats to use 


¢ Remap any field that the input SCS pages contain (change position, font, 
orientation, color, and so on) 


* Print application data in any of the standard bar code symbologies 


¢ Add document elements such as electronic forms (overlays), images, lines, 
boxes, and constant text 


* Place a new application into production for automatic processing 


* Manage the production of input and output files, including the routing of different 
output files to different queues, printers, and output bins 
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Implement user-defined programs that can address unique document or 
document distribution requirements 


APU provides an interactive interface for defining new output applications. For 
simpler applications, APU provides a “fast path”. You use the current spooled file 
(SCS) interactively to redefine the formatting of application data. 


Why Use APU? 


APU assists you in building AFP-compatible electronic output. Effective electronic 
output can provide significant benefits to an organization, particularly in the areas of 
information systems costs, process reengineering, and better communications, for 
example: 


Replacing preprinted multipart forms with electronic forms supplies significant 
cost savings. 


— You can print a variety of different forms one after the other without switching 
forms at the printer. 


— You can eliminate carbon forms by printing multiple copies of the same page, 
that includes the capability of varying the output on each copy. 


— You can eliminate storage space for preprinted forms because the forms are 
stored electronically rather than physically occupying office space. 


— You can change the form outside of the application program, and you do not 
need to scrap or reorder preprinted forms. 


Documents, whether printed, stored, or viewed, are critical to the workflow in any 
organization. The capabilities of electronic documents provide a wealth of 
opportunities to reengineer organizational processes. In fact, in many industries, 
document reengineering such as bar coding is a “must.” Coding an electronic 
document with bar code, optical character recognition (OCR), magnetic ink 
character recognition (MICR), and images enables you to easily integrate the 
document into the workflow. 


Electronic documents are more effective documents. Document elements, such 
as images, text, and overlays, allow you to compose a document that does a 
better job of communicating or marketing. Electronic flexibility, the ability to 
change a document dynamically down to the individual transaction level, provides 
a wide variety of application possibilities. Electronic documents project the image 
of a strong, professional organization. 


Data Mapping and Field Selection 


APU enables you to select a target spooled file and bring that file into the user 
definition flow for spool data remapping and field selection. This sample spooled file 
is brought up in Non-Programmable Terminal (NPT) mode and enables you to: 


Select and define fields for remapping, including: 

— Changing position, font, color, or rotation of field 
— Printing the field separately as bar code 

— Suppressing the printing of a field 


Select and name fields to be used with conditional logic to select and control the 
page layout 
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APU Data Structure 


APU redefines the output structure by creating a print definition that contains page 
formats, as well as copy and page layout information. [Figure 74] shows this 
structure. 


APU Print Definition 


Figure 74. APU Data Structure 


The structure is as follows: 


Print Definition 
The object that contains all of the instructions for formatting a print job. A 
print definition can contain one or more page formats. A print definition with 
one page format is considered a “fast-path” definition. 


If multiple page formats are specified, the print definition also specifies the 
conditions under which each page format is selected. The conditions are 
defined in the form of tests on fields of data in the existing output that you 
can specify. For example, you can specify that columns 1-5 in row 1 of the 
existing output data contain a “trigger” field to be analyzed. If that field is 
JOB 1, then the page format INVOICE is to be used. If that field is JOB 2 
then the page format SHIPPING is to be used. 


Page Format 
The level within a print definition that contains all of the instructions for 
processing each input page that meets a certain set of criteria. A page 
format can contain one or more copies. 


Copy The level within a page format that contains all of the instructions for 
formatting a single output page for a single input data page. Using multiple 
copies, APU can produce multiple pages from a single input page, with 
each output page having different characteristics (customer copy, file copy, 
and so on). 
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Create 


Analyze the AFP Resources Create the Run the 
SCS job . Print Definition Print Definition 
with AFP tools 
- Document structure - Page segment Define document values Run APU manually or 
Page Format - Overlay - Unit of measure run automatically with 
Copies - Fonts - Font APU Monitor 
Data identification - Paper size 
Resource identification ei aeits 
Trigger for conditional Create print definition 
processing - Define page format 


- If applicable 

- Conditional logic 
- Create copy 

- Field mapping 

- Overlays 

- Images 

- Lines, boxes, Etc. 

- Bar code 


Figure 75. APU Step by Step 


Figure 75] shows a step-by-step view of APU. 


* Analyze the current SCS job. Determine what the new document structure and 
layout will be, what triggers exist for conditional processing, what resources will 
be required. 


* Create the required resources. With AFP Utilities, you can print the existing SCS 
file with a row/col grid overlay to plan out data mapping and electronic form 
layout. 


¢ Build the APU print definition. This design process flows with the new document 
structure. The general steps include: 


— Set overall document values 

— Define each page format, and within that. . . 
— Define each copy 

— Go to the next page format (if more than one) 


* Run the Print Definition. After you have completed the design, you can run APU 
either manually (to test, for example) or start the APU Print Monitor for automatic 
operation. 


Example of a Single-Page Format Document 


Following are two illustrations. 
atted”} shows the SCS file to be transformed 


64 shows the same file after it has 


been transformed into an AFP file by APU 


Example of the SCS File to be Formatted 


IMPROVED PRINTING CORP SAME 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 45789-2637 
100 31300 1/26/98 2/26/98 
BEST WAY 1/26/98 NET 30 YOUR PRINTER REP 
1 CT 00000300 HIGH ALTITUDE WATERMELON 1.01 1.01 
1 PK 01100517 SPARTAN SEEDS 2.39 2.39 
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9 PK 04569870 NORTHERN LITE BLUE SPRUCE 858.32 7,724.88 


12 BX 11005004 BUSH GREEN SEEDS 2.50 30.00 
12 CT 11005011 LASSO RED SEEDS 892.23 10,706.76 
26 PK 11005018 EARLY BANTAM SEEDS .38 9.88 
5 BX 11057893 AFRICAN DAISY, SEEDS 2.35 11.75 
1 PK = 15975365 HEAVY OAK 129.09 129.09 
33 BX 32746510 HOPS BREWING LIGHT 1.20 39.60 
6 EA 46578913 SEED SURVEYING SITE 50.00 300.00 
2 BX 56413213 POT POT 7.65 15.30 
80 PK 65412384 SEED SCRUBBER 888.79 71,103.20 
1 PK 84512023 OREGON SPRING TOMATO SEED .97 .97 
2 DZ 96325874 PINEAPPLE-ORANGE SEEDS 1.29 2.58 
11 BX 98412006 BLACK BEAUTY ZUCCHINI 2.30 25.30 
5 EA 98546320 FROZEN JUICE PROCESSOR 109.90 549.50 
Thank You ..... 


Because you have ordered 
over $500 of seeds this 
year, on your next seed 
order you will receive 
a 10% discount. 
$90,652.21 


2/26/98 $90,652.21 
IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 


PRINTERSVILLE 
CO 457892637 


Example of the Formatted File 


The formatted output that you want to produce is shown in Figure 76 on page 167. 
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i= Super 
= Sun 


400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 A Growth Company Fax: 555-415-9794 
- 7 
IMPROVED PRINTING CORP SAME 
PERFORMANCE BOULEVARD vs 
PRINTERSVILLE 
CO 45789-2637 
L -- Sold To -- =| L -- Ship To -- = 
Customer 400: (eee. -aig00.- Mva jaayoe Rayment 2/22/98 


Ship Via: BEST WAY Shipped Date: 1/22/98 Terms: NET 30 Salesman: YOUR PRINTER REP 


1|CcT ]00000300| HIGH ALTITUDE WATERMELON 1.01 1.01 
1|PK ]01100517| SPARTAN SEEDS 2.39 2.39 
9|PK |04569870] NORTHERN LITE BLUE SPRUCE| 858.32 7,724.88 
12|Bx |11005004| BUSH GREEN SEEDS 2.50 30.00 
12|CT |11005011) LASSO RED SEEDS 892.23] 10,706.76 
26|PK |11005018| EARLY BANTAM SEEDS -38 9.88 
5 |Bx |11057893| AFRICAN DAISY, SEEDS 2.35 11.75 
1|PK |15975365| HEAVY OAK 129.09 129.09 
33 |BX |32746510| HOPS BREWING LIGHT 1.20 39.60 
6|EA |46578913| SEED SURVEYING SITE 50.00 300.00 
2|BX |56413213] POT POT 7.65 15.30 
80|PK |65412384| SEED SCRUBBER 888.79| 71,103.20 
1|PK /84512023| OREGON SPRING TOMATO SEED .97 -97 
2|DZ |96325874| PINEAPPLE-ORANGE SEEDS 1.29 2.58 
11]/Bx |98412006) BLACK BEAUTY ZUCCHINI 2.30 25.30 
5 |EA |98546320| FROZEN JUICE PROCESSOR 109.90 549.50 

Thank You... . . 

Because you have ordered 

over $500 of seeds this 

year, on your next seed 

order you will receive 

a 10% discount. 


Total Due $90,652.21 


Return this tear-off strip with your payment. Make Checks Payable to: Super Sun Seeds 


Payment is due by: 2/22/98 } Amount Due is: $90,652.21 
IMPROVED PRINTING CORP Edt) 
PERFORMANCE BOULEVARD 900 Wy 
PRINTERSVILLE 0¢ 


CO 457892637 


Page 1 


Figure 76. Super Sun Seeds Invoice 


Refer to AS/400 Advanced Print Utility User’s Guide for more information on 
Advanced Print Utility. 


Super Sun Seeds Case Study 


application. As shown in 
Btudy” on pape 4a the existing Super Sun Seeds invoicing application is a 


preprinted invoice produced by program INVPRE. APU is used to transform the 
output of INVPRE to a multi-copy electronic invoice. 


To do this, an APU print definition (SUPER) is built that will: 


* Specify only one page format, the basic invoice page 

* Select a sample spooled file (from INVPRE) 

* Automatically create the original copy (“ORIGINAL) 

* Define the composition of the original or customer copy, as follows: 


— Specify general page layout options, including the constant terms and 
conditions back overlay 


— Map data in the spooled file, such as the zip code to POSTNET bar code 
— Write “Customer Copy” at bottom on copy 
— Place INVALL overlay on front 
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* Define two additional copies, the packing list and file copies, by first copying the 
definition of the *ORIGINAL 

¢ Modify the packing list copy, suppressing pricing information and printing 
“Packing List” as constant text 

¢ Modify the file copy, printing “File Copy” at the bottom 


Stepping through the following APU displays can help you to understand how the 
definition process works. Starting from the Advanced Print Utility main menu, select 
option “1” to create a print definition. 


(“ npy IBM Advanced Print Utility ) 


Select one of the following: 


Build and Test APU Print Definitions 
1. Work with Print Definitions 
2. Work with Spooled Files 


Run APU in Batch Mode 
3. Work with APU Monitor 
4. Start APU Monitor 
5. End APU Monitor 


Configure APU 
6. Set APU Defaults 
7. Work with Fonts 
8. Configure APU Monitor Action 


Selection or command 
S==>0 5). 

F3=Exit F4=Prompt F9=Retrieve F12=Cancel F16=System main menu 
F23=Set initial menu 


Figure 77. APU Main Display 


Other functions you can select from the main menu include: 


¢ Working with output queues, applying APU print definitions to selected spooled 
files 


* Managing the APU Monitor, which automatically selects target spooled files and 
transforms them with an APU print definition 


* Setting the APU defaults, which includes measurement method, libraries, and 
code page 
* Working with fonts, which maintains the interface to the fonts used on the system 


From the “Work with Print Definitions” display, create a print definition called 
SUPER. Define SUPER as a print definition with a single page format. 
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Work with Print Definitions 
[HTT oh etl AA ermeria oienreearian Soe triciers APUDATA Name, *CURLIB 
Type options, press Enter. 


l=Create 2=Change 3=Copy 4=Delete 5=Display contents 
6=Print contents 7=Rename 10=Define 12=Work with 


Opt Name Text 
APUL APU Screen demo 
10 SUPER Super Sun Seeds Invoice 


Bottom 


F3=Exit F5=Refresh  F12=Cancel 


Figure 78. Work with Print Definitions Display 


When you select option “10” (Define), the “Define a Print Definition” display 
appears. Select the “Set print definition attributes” option to set attributes for the 
SUPER print definition. 


Set Print Definition Attributes i. 

Print Definition ..: SUPER 
Eibirany® sk sate eos APUDATA 
Type choices, press Enter. 
Unit of Measure. ... * INCH *INCH, *CM, *ROWCOL, *UNITS 
Default line increment *INPUT  *INCH *INPUT, Value 
Default column inc. . . *INPUT  *INCH *INPUT, Value 
Page length. ..... 11 *INCH *INPUT, Value 
Pageswidth: sss. «wt 8.5 * INCH *INPUT, Value 
Top margin (down)... 0 *INCH 0, Value 
Left margin (across) . 0 *INCH 0, Value 
Page orientation ... 0 0, 90, 180, 270 
Apply field attributes 1=Yes 
More... 

F3=Exit F12=Cancel F22=Set Units ) 


Figure 79. Print Definition Attributes (First display) 


The print definition attributes include page characteristics, the default font family, 
and resource libraries. 


Note: Type */NPUT if you want to use the value contained in the input spooled file. 
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Set Print Definition Attributes 


Print Definition .. : SUPER 
Library es: ce 2 ecw 82 APUDATA 


Type choices, press Enter. 


Default font family . .  »*APUDFT *APUDFT, Value 
Poimt size. « 2 « 4 « *CALC *CALC, Value 
BO Nid eg saree ees ae 1=Yes 
Cai Gs oe ees) eek eos) os 1=Yes 

Default Color «4s « % *APUDFT *APUDFT, Value 

Addl. resource libs. . QGPL Name 

SAMPLER Name 
Name 
Name 
F3=Exit F4=Prompt  F12=Cancel 


F4 for List 


F4 for List 


Bottom 


Figure 80. Print Definition Attributes (Second display) 


After you have defined these print definition attributes and pressed Enter, the “Work 
with Print Definitions” display appears again. 


Note: If you specify *CALC, the point size is determined by the value specified in 
the input spooled file. 


(- Work with Print Definitions > 
ib raey saan rece se. seas APUDATA Name, *CURLIB 
Type options, press Enter. 
1=Create 3=Copy 4=Delete 5=Display contents 
6=Print contents 7=Rename 10=Define 12=Work with 
Opt Name 
APU1 APU Screen demo 
12 SUPER Super Sun Seeds Invoice 
Bottom 
F3=Exit F5=Refresh  F12=Cancel 
4 


Figure 81. Work with Print Definitions Display 


Select option “12” to display the “Work with Copies” display. On this display you can 


define the first copy. 
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Work with Copies 


Print Definition .. : SUPER Page Format... .. :  *DEFAULT 
Ei bDraryer vs caer APUDATA 


Type options, press Enter. 
l=Create 2=Change 3=Copy 4=Delete 7=Rename 
10=Define 


Opt Name Text 
10  *ORIGINAL Original (first copy) 

Bottom 
F3=Exit F5=Refresh  F12=Cancel 


Figure 82. Work with Copies Display 


The first copy (“ORIGINAL) of the print definition is automatically created. This first 
copy will be the “Customer Copy” of the Super Sun Seeds invoice. Select option 
“10” to define the page layout of this copy. 


Define a Copy 


Print Definition .. =: SUPER Page Format . .... : *DEFAULT 
[ETD ORYS. Reiter sceueg cores APUDATA Copy. 3. 2c sai ORIGINAL 


Type options, press Enter. 
1=Select 


Opt Function 

Select a sample spooled file 
Set page layout options 
Define field mapping 

Define constants 

Define boxes 

Define page segments 

il Define overlays 


rPrRPrPrEo 


F3=Exit F12=Cancel 


Figure 83. Define a Copy Display 


The “Define a Copy” display shows the composition elements that you can define 
for this copy. Select a sample spooled file, set the general page layout options, 
define field mapping, place constant text, and place the front overlay. Then press 
Enter. The “Select a Sample Spooled File” display appears. 
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Select a Sample Spooled File 


Type choices, press Enter. 
l=Select 5=Display 


File 
Opt File Nbr User User Data Queue Sts 
QSYSPRT 24 WCSHAFF WCSHAFF RDY 
QSYSPRT 25 WCSHAFF WCSHAFF RDY 
QSYSPRT 26 WCSHAFF WCSHAFF RDY 
QSYSPRT 27 WCSHAFF WCSHAFF RDY 
1 INVPRE 28 WCSHAFF INVPRE WCSHAFF RDY 


F4=Prompt F5=Refresh  F12=Cancel 


Output Queue. .... WCSHAFF Name, *ALL Fa for list 
IED YAY sets cee nes QGPL Name, *LIBL 
Were carmeerater nsec cahsaneeee *CURRENT Name, *CURRENT, *ALL 


Total 
Pages 


NP PPE 


Bottom : 


Figure 84. Select a Sample Spooled File Display 


First select a sample spooled file. In this example, select the output (SCS output) of 
the INVPRE invoicing program. Press Enter. The “Set Page Layout Options” display 


appears. 
ii Set Page Layout Options = 
Print Definition .. . SUPER Page Format. .... :  *DEFAULT 
Bib rays ences Ao Fees APUDATA COP Ya care. ven ten otsee 2s :  *ORIGINAL 
Type choices, press Enter. 
Input drawer . .... *DEFAULT *DEFAULT, 1,2; 3, 4 
Default line increment *PRTIDEF *INCH *PRIDEF, «INPUT, Value 
Default Column inc. . . *PRIDEF *INCH *PRTIDEF, *INPUT, Value 
Page length 3... « 4 « *PRTIDEF *INCH *PRTIDEF, *INPUT, Value 
Page width ...... *PRIDEF *INCH *PRIDEF, *INPUT, Value 
Top margin (down) . . . *PRIDEF *INCH *PRTIDEF, 0, Value 
Left margin (across) . *PRTDEF *INCH *PRIDEF, 0, Value 
Page orientation .. .  *PRTDEF *PRTIDEF, 0, 90, 180, 270 
Duplex Printing. ... 1=Yes, 2=Tumble 
Back overlay ..... INVBAC *NONE, Name F4 for list 
Position across... 0 * INCH 0, Value 
Position down. ... 0 *INCH 0, Value 
F3=Exit F4=Prompt  F12=Cancel F22=Set Units ) 


Figure 85. Set Page Layout Options Display 


On the “Set Page Layout Options” display, select the general page layout options 


for the customer copy. You can specify the: 
¢ Input drawer for this page to be drawn from 


¢ Line and column increments for this page, such as 6 lines per inch for line and 


10 characters per inch for column 
¢ Page length and width; in this example, 8-1/2 by 11 inches 
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* Page margins and orientation; in this example, all zero 


Many of these values default to *PRTDEF, which points to values set for this print 
definition. However, these values can also be different, which means that an 
individual copy can have different orientation, margins, input selections, and other 
characteristics. 


Specify the Terms and Conditions overlay (INVBAC) as the back overlay. That 
overlay is shown below: 


Terms and Conditions 


The sale of the products described herein shall be govemed by the terms and conditions cantainedin any written cantract 
currently in effect between Buyerand Seller covenng such sale, If there is.no such contract, then Sellerhereby offersto sell 
such products to Buyaroniyupon ths terms set forth heroin 


1 Salers standard prices in affect at thatimeof shipment unl govem the sale of the products descabedhersin 
Termsot payment on any approvedonier are net thiy (30) days fromthe date of invoice unless otherwise specifically 
stated. Ailshioments, unless specifically pro vided, shall be f.0.b placeof manufacture or warehouse location indicated 
hereon, The price includes cost of packaging fordomestic shipment, unless othaawise stated. An additionaleharge will be 
made fors peciel domestic or ex por pecking if this involes qreaterexpense. Shipments will be insuredat the expenseof 
the Guyerunless Suyerspecificaly requests that shioments not be insured. 


2 Seilerreserves the nght among other remeaieseitherto terminate this contract or suspendfurtherdelivenes under 
itin the event Buyerfailsto pay forany one shipment whensame becomes ave, Should Buyer's financial responsibility 
ecomeunsatisfactory to Seffer, cash payments or satisfactory secunty may be required by Sellerfor futuredelivenesand 
for goods theretotoredelivered, 


3 In addition to the purchase price, Suyershall pay the Sellerthe amountof all taxes, excises orothercharges 
(except taxes on or measured by net income) that Seller may be requiredto pay to any Govemment (national, state or local) 
with sespect to the production, sale or transportation of any product defiveredthereunder, except where the law otherwise 
provides. Sixty (60) days whttennotfication must be givento make any changesto delivery scheatile 


4 Sallarwarrants that products dali vared haraundar wall conform to the dasenption on tha facaof this dooumant and 
meet any specifications set forth or incorporated by reference herein and will be adequetely contained, packegedand 
fabeledand conformto any promises and affirmations of fact madeon the eontainerand label. Setlerfuither wasrants any 
such product againstdefects in workmanship or materials which developor becomeeyident within 12(8 months OEM) atter 
shipment of the product by Seller provided Seller's responsibilty under this warranty shall be limited to the repair or if Seller 
soelects the seplacementof the defective productor component thereof and that said waranty is subject to the following 
exceptions end conditions: 


(a) Aititems olaimedto be defective must be setumedto Seiler, trans portation chamges prepaid end mill be retumed 
to Buyertransportation charges collect unless foundte be datective in which case Sellerwill pay alltransportation 
charges. 


tb} Seller's warranty will not appiyto.tems whichbave been moaifiedor repaired without Seller's wrttanconsent 
by personsotherthan Sellers authorizedseraice personnel. 


& itshould be notedthat Seliemas usedthe powe ful toolsofA S400 Advanced Function Pantingto omate Salers 
invoice, and despitethe arcane termsand conditions whichare presently being read, the involve is a very effactive businass 
cbcument. day attempt to marthe appearanceot thisinvoice should be discouraged, 


6 The valid, interpretation and performanceof the terms hereof with ses peotto any product deliverediorto be 
delivered)hereunder shalt be govemed by the lawrof the State of Coto redo. 


z No modification or waiver of the terms here of shall be bindingugon Selteruniess approved in writing byen of 
Seller's Officers or Marketing Managersor shallbe affected by acknowledgment or acceptance of curchase ander forms 
containing otheror different terms whether ar not signediby authonized'e presentative of Seller. (a) Sellerdoes not warrant 
items which have been damaged due to negligenceor misuse. 


a THEREA SE NO-EXPAESS WARRANTIES BY SELLER OTHER THAN THOSE SPECIFIED IN THIS 
PARAGRAPH. NO WARRANTIES BY SELLER (OTHER THAN WA GRANTY OF TITLE AS PROVIDED IN THE UNIFORM 
COMMERCIAL CODE) SHALL BE IMPLIED OR OTHERWISE CREATED UNDER THE UNIFORM COMMERCIAL CODE, 
INCLUDING BUT NOT LIMITED TO WARRANTY OF MERCHANTARILITVIN OTHER RESPECTS THAN SPECIFIED IN 
THIS PABA GAAPH AND WARRANTY OF FITNESS FORA PARTICULAR PURPOSE. Withoutlimiting the generalityot 
the foregoing. Buyer assumes allrisk and lability forthe results obtained'by the use of any products deliveredhereunderin 
combination with other articles or matenialor in the practice of any process. 


4 NO CLAIM of any kind with sespect to any product specified hemin, whetheras ta product dellveredor for 
nondaliveryof productand whetheror not Basedon negligence, SHAL! BE GOEATEA JN AMOUNTthan the purchase pace 
ofthe productin respect of which suchckim is made, In no event shalleither party be lable for special indirect or 
consequential damages whetheror not caused by or resuitingtiom the negligenceof such pavty, 

10. itis expressly understooathat any technical advice fumished by Sellerwith referenceto the use of its products is 
givengratis and Sellerassumes no obligationof tiabiltyfor the advice given or results obtained, all such advice being given 
and accepted at Buyer's risk 

1 inthe event Buyerfailste tulfil Seller's temms-of payment for the products specitied herein, or in caseSellershalt 


have any doubt at anytime as ta Buyer's financial responsiblity, Sellermay deciineto maketutherdelverias except upon 
feceigtof cashor satistactory seeurty. 


Figure 86. Back Overlay (Terms and Conditions) - INVBAC 


This figure shows what is described in the text. Please refer to the printed 
publication to see this figure. 


After you have specified the Terms and Conditions overlay, you will then need to 
define field mapping for your output. Select the “Define field mapping” option on the 
“Define a Copy” display and press Enter. The “Define Field Mapping” display, shown 
below, appears. 
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Define Field Mapping 


Spooled file ....:  INVPRE Page/line 3 «ss 2 1/1 
Control sie ee es Columns: = .c20e a oe : 1 - 78 
H wscre Tiege: evil etenese Hives evel cucietechensveeOisueg etierstesei wine ect a cas vO weave tie cage Ole vane tees e Loreto E vee 

IMPROVED PRINTING CORP SAME 

PERFORMANCE BOULEVARD 

PRINTERSVILLE 

CO 45789-2637 

More... 

F3=Exit F1l=Hide mapping F12=Cancel Fl4=Start field 


F15=End field Fl6=Delete range F20=Right 


Figure 87. Define Field Mapping Display 


APU displays the Super Sun Seeds invoice spooled file for data mapping. With data 
mapping, you can redefine how the application data is placed on output, including: 


* Moving fields to new locations 

* Changing how fields are printed, such as font and color 
* Printing fields as bar code 

¢ Suppressing fields from printing 


‘a Define Field Mapping ce 
Spooled file .... : INVPRE Page/iness 22 3 22 1/1 
COnEroll <8 awe ee Columns: =. ee 8 See : 1 - 78 
K ccerait shes eveilerensce Hivsciene Geter ch eestensO ene arstiorerseeih Guay gctterons VO essere ttin eeete O's vianettiene visi Me setens Fees 
IMPROVED PRINTING CORP SAME 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 111111111 
More... 
F3=Exit F1l=Hide mapping F12=Cancel Fl4=Start field 


F15=End field Fl6=Delete range F20=Right 
Bar code at 15/16 created 


Figure 88. Define Field Mapping Display 


To reprint the zip code in the name and address in POSTNET bar code, you first 
define the zip code field to APU. Use F14 to specify the beginning of the field and 
F15 to specify the end of the field. 


Select what you want to do with the zip code field. In this case, map it as bar code. 


Note: To successfully print your POSTNET bar code mapping, you must specify 
the correct number of digits (5 or 9, for example) for the type of POSTNET 
bar code you selected. If you do not map enough numeric digits, question 
marks (?) appear in the “Bar code data” field to indicate that you need to 
map the correct number of digits. If you do not map the correct number of 
digits, your bar code will not print. 


Note that non-numeric characters, such as the dash contained in the ZIP + 4 code, 
are removed for you. 
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Map Bar Code 
Type choices, press Enter. 
From Row / Column : 15 / 16 
Bar code data . . : 457892637 
Position across . . 1.25 *INCH Value 
Position down... 1.90 *INCH Value 
Rotation 2: @ 2.45. *DEFAULT *DEFAULT, 0, 90, 180, 270 
COlOn «4 eae a *PRTDEF *PRTDEF, Value F4 for list 
Bar code type... 12 Value F4 for list 
More... 
F4=Prompt F12=Cancel 
F22=Set Units 


Figure 89. Map Bar Code Display 


The “Map Bar Code” display is a multi-screen pop-up used to select, define, and 
position the bar code. The zip code is at row 15, column 16, and the value is 
shown. Map it (make a copy of the zip code) in bar code to a position starting at 
1.25 inches down and 1.90 inches across the paper. It could have also been 
positioned by row and column. In either case, it will appear just above the name 
and address. Position the cursor in the “Bar code type” field and press F4 to display 
a list of supported bar code types. Select “12”, which is POSTNET. Press Enter to 
return to the “Define Field Mapping” display. Press F3. The “Define Constants” 
display appears. 


Define Constants ) 
Print Definition .. : SUPER Page Format. .... :  *DEFAULT 
[DAY rane tev eer tnd estes APUDATA Copy a. a os 2 XORIGINAL 
Type options, press Enter. 
l=Create 2=Change 3=Copy 4=Delete 
Constant Position Position Unit of 
Opt type across down measure Constant value 
1 *TEXT 
F3=Exit F5=Refresh  F12=Cancel ) 


Figure 90. Define Constants Display 


Next, define the constant text “Customer Copy” to appear at the bottom of this copy. 
Specify a text type for this constant. You could also specify a constant bar code. 
Select option “1” and press Enter. The “Create Constant Text” display appears. 
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Define Constants 


Create Constant Text 


Type choices, press Enter. 


Position across . . 4.0 *INCH Value 
Position down... 10.8 *INCH Value 
Constant value .. Customer Copy 
ONG. Wes seca ose ee *PRTIDEF *PRTIDEF, Value F4 for list 
Point Size . « *CALC, Value 
Boiss +. cvcnccteres 1=Yes 
TRANG? Fo heonse cas 1=Yes 
Rotation i ara toss *DEFAULT *DEFAULT, 0, 90, 180, 270 
COlOt a a ees *PRTIDEF *PRIDEF, Value F4 for list 


F4=Prompt F12=Cancel F22=Set Units 


Figure 91. Create Constant Text Display 


Specify the text “Customer Copy” and position it 10.8 inches down, and 4 inches 
across the paper. Again, you could specify the positioning by row and column. 


Position the cursor in the “Font” field, and press F4. The font database appears. For 
this example, select a Helvetica, 10-point, bold font as shown in the following 
display. 


(nn Te aa nN 


Define Constants 


Select a Font 


FOnttiamiliyors: seo a cen ass HELVETICA Name, Generics, *ALL 
PodntSaiZe? ps. ee ad ss *ALL Value, *ALL 
Boiliciee@cersnes cree rear: 1=Yes, 0=No 
eC alinGr ts, tee cokes cee cers 1=Yes, 0=No 


Type Options, press Enter. 
1=Select 5=Details 


Opt Font family Size Style 
1 HELVETICA 10 ~=Bold 
HELVETICA 10 = Bold-Italic 
HELVETICA 11 ~=Normal 
HELVETICA lt Ttalic 
HELVETICA 11 =Bold 
HELVETICA 11 = Bold-Italic : 
More... : 
F5=Refresh  F12=Cancel 
NS oy 


Figure 92. Select a Font Display 


The “Select a Font” is a pop-up display on which you specify a font family. You can 
type point size and bold and italic selections. Or you can select the font you want 
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from the list of fonts in the bottom half of the display. In addition, you can use 


option “5” to display the details of a specific font. 


Define Constants >) 
Create Constant Text 
Type choices, press Enter. 
Position across... 4.0 *INCH Value 
Position down... 10.8 *INCH Value 
Constant value .. Customer Copy 
ONES sie cer cones sevtaaue HELVETICA *PRTIDEF, Value F4 for list 
Point size ... 10 *CALC, Value 
Bolid: cs. ee es 1 1=Yes 
Ttalics 22 Ge. 1=Yes 
Rotation: 4.94. *DEFAULT *DEFAULT, 0, 90, 180, 270 
CONOR ws oe ns *PRTIDEF *PRTIDEF, Value F4 for list 
F4=Prompt F12=Cancel F22=Set Units 
ae 
Figure 93. Create Constant Text Display 
Press Enter. The “Define Constants” display reappears. 
Define Constants +) 
Print Definition .. : SUPER Page Format... .. :  *DEFAULT 
ETD iRayace oe) ese ces ee vee LE APUDATA Copy sons 6 aes Se ORIGINAL 
Type options, press Enter. 
l=Create 2=Change 3=Copy 4=Delete 
Constant Position Position Unit of 
Opt type across down measure Constant value 
1 *TEXT 4.0 10.8 *INCH Customer Copy 
F3=Exit F5=Refresh  F12=Cancel 
wy 
Figure 94. Define Constants Display 
Press F3. The “Define Overlays” display appears. 
Chapter 12. Using the Advanced Print Utility 177 


178 


Te OTe ES 


Define Overlays 


Print Definition .. : SUPER Page Format . .... :  *DEFAULT 
Lvbrary ec ce 2 ecw 82 APUDATA Copy os. se ee se P ) KORTIGINAL 


Type options, press Enter. 
1=Create 2=Change 3=Copy 4=Delete 


Position Position Unit of 
Opt across down measure Overlay 
1 0 0 *INCH INVALL 


F3=Exit F5=Refresh F12=Cancel 


Figure 95. Define Overlays Display 


On the “Define Overlays” display, select the Super Sun Seeds invoice overlay 
(INVALL) to be printed on this copy. A sample of the INVALL overlay is shown 
below: 


a a 
Super 
UD 
Seeds 
Growth Company 
= — 
i -- Sold To -- a = -- Ship To -- Z| 
Customer Invoice Invoice Payinent. 
Number: Number: Date: Date: 
Ship Via: Shipped Date: Terms: Salesman: 


This invoice overlay designed using IBM AFP Utilities‘400 Total Due 


Return this tear-off strip with your paym ent. iiake Checks Payable to, Super Sun Seeds 
Payment is due by: Amount Due is: 


Figure 96. Sample INVALL Overlay 
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At this point, the composition of the customer copy has been defined, and the 
“Work with Copies” display appears again. 


Work with Copies 


Print Definition .. : SUPER Page Format... .. :  *DEFAULT 
Library, Ws oc ees APUDATA 


Type options, press Enter. 
l=Create 2=Change 3=Copy 4=Delete 7=Rename 
10=Define 
Opt Name Text 
*ORIGINAL Customer Copy 


Bottom 


F3=Exit F5=Refresh  F12=Cancel 


Figure 97. Work with Copies Display 


Select option “3” (copy) to replicate the contents of the customer copy to two 
additional copies: the packing list and the file copy. 


Select option “10” to define these copies, and change the constant text printed at 
the bottom to “Packing List” and “File Copy”. 


Work with Copies >) 
Print Definition .. : SUPER Page Format... .. : *DEFAULT 
Eibrany ss, Ws ec ees APUDATA 
Type options, press Enter. 
l=Create 2=Change 3=Copy 4=Delete 7=Rename 
10=Define 
Opt Name Text 
*ORIGINAL Customer Copy 
FILE File Copy 
PACKING Packing List 
Bottom 
F3=Exit F5=Refresh  F12=Cancel J 


Figure 98. Work with Copies Display 


In addition, for the packing list, suppress the printing of the prices. This is done on 
the “Define Field Mapping” display shown below. 
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Define Field Mapping 
Spooled file sot INVPRE Page/iine@:js0.¢ ses eS 1/17 
Control ese oe as Columns: < ve. ssi ee 1 - 78 
H wscre teste. evoilissane te Husvrere 2 cvsesrechs cies Qiene esi netece A ciecersth evens vO essere tie was Olen vrste tT owieee 1 weree Pieces 
100 31300 3/03/96 4/03/96 
BEST WAY 3/03/96 NET 30 YOUR PRINTER RE 
1 CT 00000300 HIGH ALTITUDE WATERMELON 100 100 
1 PK 01100517 SPARTAN SEEDS 100 100 
9 PK 04569870 NORTHERN LITE BLUE SPRUCE 100 900 
12 BX 11005004 BUSH GREEN SEEDS 100 1200 
12 CT 11005011 LASSO RED SEEDS 100 1200 
26 PK 11005018 EARLY BANTAM SEEDS 100 2600 
5 BX 11057893 AFRICAN DAISY, SEEDS 100 500 
1 PK 15975365 HEAVY OAK 100 100 
33 BX 32746510 HOPS BREWING LIGHT 100 3300 
More... 
F3=Exit Fll=Hide mapping F12=Cancel Fl4=Start field 
F15=End field Fl6=Delete range F20=Right 


Figure 99. Define Price Suppression for Packing List 


To suppress the price information on the packing list copy (PACKING), select option 
“10” to define the packing list copy and bring up the sample spooled file with the 
field mapping function. Use F14 and F15 to mark the first field in a column to be 
suppressed. In this example, the price and extension fields are suppressed from 


printing. 

(~ Define Field Mapping = 
Spooled file ....: INVPRE Pagesiine neice so 1/17 
CONE GO se tac. ree 5 ee COWUMNSs 3. eye tee ss ee 1 - 78 
Keeserc tates wlicscye w hesviere @ oveerects cies Qiene ais tinctece A ciece di teens vO ve swre tie easOlveve tees. oeree Pieces 

100 31300 3/03/96 4/03/96 

BEST WAY 3/03/96 NET 30 YOUR PRINTER RE 
1 CT 00000300 HIGH ALTITUDE WATERMELON 444g ggggggggagagggggaga 
1 PK 01100517 SPARTAN SEEDS 444g ggggggggagaggggggaga 
9 PK 04569870 NORTHERN LITE BLUE SPRUCE 444gggggggggagagggggagga 
12 BX 11005004 BUSH GREEN SEEDS 444ggggggggggagggggaga 
12 CT 11005011 LASSO RED SEEDS 444g gggggggggggggggaga 
26 PK 11005018 EARLY BANTAM SEEDS 444gggggggggagggggggaga 
5 BX 11057893 AFRICAN DAISY, SEEDS 444ggggggggggagggggaga 
1 PK 15975365 HEAVY OAK 444g gggggggggaggggggaga 
33 BX 32746510 HOPS BREWING LIGHT 444g ggggggggagggggggaga 
More... 

F3=Exit F1l=Hide mapping F12=Cancel Fl4=Start field 

F15=End field Fl6=Delete range F20=Right 


Figure 100. Define Price Suppression for Packing List 


Select the function to repeat the suppression. In this case, because an invoice can 
contain up to 31 line items on a page, repeat the suppression 30 times for the price 
field. 
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Expanded Case Study with APU 


The previous APU example used a single page format. The invoice application 
could easily have been more complex. For instance, many invoicing applications 
use simple preprinted forms that allow the format of a continuation page to be 
different from the first page (not unlike what the INVNEW1 example does in the 
Using DDS chapter). This facilitates, among other things, less heading space and 
more line items on the continuation pages, as well as a more customized 
document. 


APU handles this more complex application easily. With the page composition 
different on different pages, the first step is to identify the pages. With APU, you can 
analyze the sample spooled file, looking for fields that distinguish page one from the 
continuation pages. The following displays show how this is done. 


Define a Print Definition ) 
Print Definition .. : SUPER2 
EVDRaRY 2. conececa ne APUDATA 
Type options, press Enter. 
1=Select 
Opt Function 
Select a sample spooled file 
Set print definition attributes 
1 Define selection fields for page formats 
il Define selection rules for page formats 
F3=Exit F12=Cancel 
ey 


Figure 101. Specifying Field and Rules Selection 


Now, having specified on creation that it has multiple page formats, PAGE1 and 
PAGEN, start the SUPER2 print definition. Because this print definition has multiple 
page formats, you are prompted to define selection fields and selection rules. 
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NE ee ES 


Define Selection Fields 


Page/Line 
Columns 


Spooled file 
Control 


4/03/96 


IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 45789-2637 


F3=Exit Fll=Hide fields F12=Cancel 
Fl4=Start field F1l5=End field 


Mark end of field, press F15 or press F12 to cancel 


Gupenelee 1/49 

tke) Sieg ae 1 - 78 
wOuvcetesy al sees ticas 
$90,691.8 
$90,691.8 

Page 1 
More... 

F20=Right 


Figure 102. Defining Selection Fields 


The sample spooled file, INVPRE, is displayed. Locate the page number field at the 
bottom on each invoice, and use F14 and F15 to mark it as a field. 


(a Define Selection Fields oy 
Spooled file ....: INVPRE Page/Line «2%. 8 3 1/49 
GOnt roll sa., ceeep i eee! os GONUMNS, <- eae Se er 1 - 78 
Keusiatiesestelaaewtsinaw lew, chew eo earsty cee VeleacthswsieD saeaths cei Oninas tee aad aswatee.s 
Define Selection Field 
Type choices, press Enter. 
: Starting Row / Column : 63 / 73 
IMPROVED PRIN: Length ........ 3 Value 
PERFORMANCE B : Name ......... F.063.073 Name 
PRINTERSVILLE : 
CO 45789-263 : F12=Cancel 
Page 1 
More 
F3=Exit Fll=Hide fields F12=Cancel 
Fl4=Start field F15=End field F20=Right 
Mark end of field, press F15 or press F12 to cancel ) 


Figure 103. Selection Field Pop-up 


A pop-up display shows the selected field, and gives 
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it a default name (“F.063.073”). 


Define Selection Fields 


Spooled file .... :  INVPRE Page/Line. .....: 1/49 
Conitnoll ee vega? ease GolUmNS:<,  ee ei se oa : 1 - 78 


Edit Selection Field 


Type choices, press Enter. 


: Starting Row / Column : 63:7 73 
IMPROVED PRIN = Length, «3 5 <2. «« « 3 Value 
PERFORMANCE B : Name ......... PAGENBR Name 


PRINTERSVILLE : 
CO 45789-263 : F12=Cancel F16=Delete 


More... 
F3=Exit Fll=Hide fields F12=Cancel 
Fl4=Start field F1l5=End field F20=Right 


Figure 104. Selection Field Naming 


Change the default field name to “PAGENBR’” in order for this print definition to be 
more readable. Note that the number field has changed to “000” indicating that it is 
a mapped field. 


= 
Define a Rule 
Type choices, press Enter. 
Rule number... .. 3? 10 
Condition UT a se ws TE IF, blank 
Fae ser chacs vey 0 series PAGENBR Name F4 for list 
CS tomear cuneate oe ae *EQ *EQ, *NE, *GT... 
Field or 'Characters' . erly Value F4 for list 
ACEAOM ee. un Seek oie eee *USE *USE, *OMIT, *GOTO 
Page format or rule. . PAGE1 Value F4 for list 
Gondi tioned: 669s. a AND, OR 
PVCs. es ieee ey nes ep wc Name F4 for list 
iC Sitate? aputete usc cuntec ints *EQ, *NE, *GT... 
Field or 'Characters' . Value F4 for list 
AGHLONY tec ce. 4) oes es *USE, *OMIT, *GOTO 
Page format or rule. . Value F4 for list 
More... 
F4=Prompt F12=Cancel 
yf 


Figure 105. Define Selection Rules for Page 1 


Using the “Define a Rule” display, enter the logic for identifying Page 1. If the value 
of PAGENBR is “1”, then APU will select page format PAGE1. 
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Define a Rule 

Type choices, press Enter. 

Rule number... ..: 20 

COnaieionl, 45 ee Ss IF IF, blank 

Fieiliciesy tease eaters ame ue eas PAGE# Name F4 for list 

ACS tee wavurcmest oe ere ae mse *«NE *EQ, *NE, *GT... 

Field or 'Characters' . aed, Value F4 for list 

ACTON cs cop epe thee sree *USE *USE, *OMIT, *GOTO 

Page format or rule. . PAGEN Value F4 for list 

Condition’ 2 eee eaves co AND, OR 

Five Cle recess aces. Name F4 for list 

TOS re eeraeoe cence gence *EQ, *NE, *GT... 

Field or 'Characters' . Value F4 for list 

AGEVONR Saree steer ty: *USE, *OMIT, *GOTO 

Page format or rule. . Value F4 for list 
More... 

F4=Prompt F12=Cancel 

Ne / 


Figure 106. Define Selection Rules for All Other Pages 


Enter the logic for identifying pages greater than page one. If the value of 
PAGENBR is not “1”, then APU will select page format PAGEN. 


(— Define Selection Rules yy 
Print definition ..: SUPER2 
[ibeainymete ess cen ieee cs APUDATA 


Type options, press Enter. 
l=Create 2=Modify 4=Delete 


Page format 


Opt Rule Cond Field Test Field or 'Characters' Act. or Rule 
10S Tk PAGE# *xEQ) -* 1" *USE PAGEL 
20 =IF PAGE# *NEV 1" *USE — PAGEN 
Bottom 


F3=Exit F5=Refresh F12=Cancel F22=Renumber 
Rule 20 changed 


Figure 107. Summary of Selection Rules 


APU summarizes the current selection rules for the SUPER2 print definition. 
After you have identified the page formats, you can perform the same definition 


process to define copies. The major difference in defining these two page formats is 
that they have different front overlays. 
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Printing with Advanced Print Utility 


Once you have completed your APU application design, you are ready to put it into 
production. For each APU application, you can define: 


* How to select the target spooled files 

¢ Which APU print definition to use 

¢ What additional functions, through user exits, might be required 
¢ What output files to create 

¢ Where to route the output files 

* How to handle input and work files during and after processing 


With this informaiton, the APU production monitor can select the target spooled file 
when it reaches the output queue, retrieve the APU print definition, invoke the AU 
print engine to transform the input spooled records into AFP, and manage the 
disposition of files. 


The APU production monitor can be invoked in three ways: 


1. Manually associating a print definition with a specific spooled file. For manual 
our print definition to a specific spbaled file. Refer to 


2. Using the Apply Print Definition command, which enables you to imbed an APU 
printing step within existing application procedures. Refer to 


| Manually Associating a Print Definition with a Spooled File 


This process works as follows. Using your print definition, SUNSD1 or INVOICE, 
select option 2 from the APU Main Menu. The Work with Spooled Files panel 


appears. 
Select a Sample Spooled File ) 
Output Queue. .... QYPUOUTQ Name, *ALL F4 for list 
ETD Marys sootecrsy tears QAPU Name, *LIBL 
WSR ees cen es nonce aan *ALL Name, *CURRENT, *ALL 
Type choices, press Enter. 
l=Select 5=Display 
File Total 
Opt File Nbr User User Data Queue Sts Pages 
INVPRE 1 PERELMAN QYPUOUTQ RDY 7 
INVSCS 2 PERELMAN QYPUOUTQ HLD 6 
Bottom 
F4=Prompt F5=Refresh  F12=Cancel y 


Figure 108. Select Spooled File 


You can display selected output queues and spooled files with this option, and then 
apply a print definition to the spooled file for example, INVSCS. 
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Panel 1: Apply Print Definition 


‘a Apply Print Definition (APYPRTDEF) 

Type choices, press Enter. 
SES:SpooliedsFilie: <5. 46 es so a, ey > INVSCS ame 
JODO MAME ei oc car eo as eke es ae ea > QPADEVO016 ame, * 

WIS isc putas mess se ieusteuel wees. aarexans > JOHN ame 

Number: s. s  & s 8 ee > 098677 000000-999999 
SCS Spooled file number ....> 10 1-9999, *ONLY, *LAST 
Pring (DefinitiOmw 2. 2 6 sa as > INVOICE ame, *NONE, *SPOOLFILE 

Library mame’ < ae: 4 oes oes >  QAPU ame, *PRTDEFLIB, *LIBL 
RUNPODETONE eo sor eee eri uee esos *NORMAL *NORMAL, *NOCOPY, *REPRINT 
Post processing SUCCESS: 

SES Spooled File. 2 «4.4.5 % 2 > *NONE *HOLD, *NONE, *DELETE, *OUTQ 

QUEPUT :qUueUC Rs ss vers ose acer ame 

ID RARYSNAMEr. escce ces eo are ame, *LIBL 

Post processing FAILURE: 

SES Spooled File 2. 20%. . s 3 > *NONE *HOLD, *NONE, *DELETE, *OUTQ 

Ouiput: queue ico ees: Sas ame 

EVbrvarnyainames ves: sacacnasumste ame, *LIBL 
More... 

F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


Figure 109. Apply Print Definition panel 


APU will move the input spooled file to the output queue defined in the Success or 
Failure fields, depending on the result, and will place the file in one of the four 
status conditions shown above. *HOLD is the default for both success and failure. 


Some of the fields you should fill out include: 


Input Spooled File 
Name of the input spooled (SCS) file to which a print definition is to be 
applied. 


Print Definition 
Name of the print definition to be applied to the spooled file. 


Success or Failure 
Specify what you want to happen to the input spooled file on success or 
failure. 


Press the “Page Down” key to access the next panel. 
Note: INVSCS can also be used with the SUPER and SUPER2 print definition 


samples that are in the QAPU library. INVPRE can be used with the 
AMASTER print definition, that is also in the QAPU library. 
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Panel 2: Apply Print Definition 


Apply Print Definition (APYPRTDEF) _ 
Type choices, press Enter. 
User exit BEFORE: 

PROG MAM cn eet vat cada tency cen hw *NONE ame, *NONE 

Library Name. sos. co sion ame, *LIBL 

User parameter .....2.6.-. 
User exit MIDDLE: 

PROGRAM! “20 iie es ate esac *NONE ame, *NONE 

Library Nam@is js ss 6 <c e ame, *LIBL 

User parameter 2°15; a: <> sender es 
Device Name <4.-4 6 4s we es *JOB ame, *JOB 
QUIEPUE: queue! A... Ae Se oe es *SPOOLFILE ame, *DEV, *SPOOLFILE 

Library iNamey scien ce el ee ame, *LIBL 
Spooled file name ....... *SPOOLFILE ame, *SPOOLFILE, *PRTDEF 
Ws@rdatar cy 2x2. Sx ea ise cse wt os *SPOOLFILE Character value... 
FOVMBEY DOM gr crane: meleetince comhcl Usml.e *SPOOLFILE Character value... 
Holdespooled: fille: is. -3 4: Ss *NO *NO, *YES 
Save spooled file ....... *NO *NO, *YES, *SPOOLFILE 

More... 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 
/ 


Figure 110. Apply Print Definition panel 


Make the entries you want. Press F1 for descriptions of the fields. Here is a 
description of some of the key fields: 


User exit BEFORE 
Initializes the name of a program you want run before processing. 


User exit MIDDLE 
Name of a program you want to be run after the input spooled file has 
been copied to the input spool database. 


Device name 
Name of the printer on which the output is to be printed. 


Output Queue 
Name of the queue for the output file. 


Spooled file name 
Name to be given to the output. 


User data 
A user-defined parameter in the form of a character string to be placed on 
the output. 


Hold or Save 
Specify what you want done with the spooled file after it is processed. 
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Panel 3: Apply Print Definition 


(~ Apply Print Definition (APYPRTDEF) 
Type choices, press Enter. 
Qutputeb imi cae 5 cx cee rates ese oe co *SPOOLFILE 1-65536, *SPOOLFILE, *DEVD 
User exit AFTER: 
PROGMOIMN: sae ws ee # @. a oe *NONE Name, *NONE 
EqbraRryeName: wes cs ct ae Name, *LIBL 
User parameters ia ce 4 <<t a: ss eae 


Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


Figure 111. Apply Print Definition panel 


Make the entries you want. Press F1 for descriptions of the fields. Key field entries 
here are: 


Output bin 
Where the output is to be placed. 


User exit AFTER 
Name of a program you want to be run after the AFPDS output spooled file 
has been created. 


Using the Apply Print Definition Command 


One method of starting APU is to use the Apply Print Definition (APYPRTDEF) 
command. This is the same command that is called when you manually apply a 
print definition to a spooled file, working from the “Work with Spooled Files” option 
that is described in 


To use the apply print definition command, place the command within existing 
application procedures, such as a CL (Control Language) program. An example of 
the command is shown below: 


APYPRTDEF FILE(INVSCS) JOB(098677/JOHN/QPADEV0016) SPLNBR(10)+ 
PRTDEF(QAPU/INVOICE) SUCCESS(*NONE) FAILURE(*NONE) DEV(PRT3130) 


This command selects the INVSCS spooled file from the currently running job 
(either batch or interactive) and starts APU printing, using the INVOICE print 
definition. The new AFP output is sent to the output queue that is associated with 
the PRT3130 printer device. 


Note: The APYPRTIDEF command can also be used to run in batch. 


Automatic Printing with APU Monitor 


To give you an understanding of the operation of the APU Monitor, the following 
topics are described here: 
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Understanding How the APU Monitor Works 


In the APU Monitor, you can specify values for the parameters that govern APU 
Monitor processing. These parameters are grouped together and called an “Action”. 


There are three “Action” groups in the new APU Monitor. The Monitor processes 
these actions in the following sequence: 


* Selection for input spooled file 
* Action for input spooled file 
* Action for output spooled file 


Note: If an action group contains more than one action, the actions are processed 
in the order in which they are defined. 


Figure 112] diagrams the sequence in which the APU Monitor processes the action 
groups. 


Action a =a Output 

selection action action 
ee fe |e” 
Ec i ar 
| a 


i i 


Figure 112. APU Monitor Processing Sequence 


Here is an explanation of the steps shown in the diagram: 


1. The monitor is invoked each time a spooled file arrives in a monitored output 
queue or if the spooled file status from a spool in a monitored queue changes to 
“RDY. Spooled files with other status conditions are not processed. 

2. The monitor checks the input selection from each action rule in a sequential 
manner. 

3. As soon as a spooled file matches the action input selection, the input and 
output action are performed. Subsequent actions are ignored. 

4. The input action is applied after the selection matches a spooled file. The action 
performed depends on whether or not APU is able to complete the job 
successfully. 

5. You can define up to 16 output actions. This allows you, for example, to use 
several different APU print definitions for the same spooled file. 


6. One or more spooled files are placed into one or more output queues. 
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An Example of APU Monitor Processing 


This section describes an example of how the concepts of the APU Monitor can be 
implemented in a customer environment. 


A Customer Environment: Assume that a customer wants to set up the following 
environment: 


¢ Three different output types are needed. with each going to a different output 
queue (OUTQs). 


* Two printers are available, and the monitor is to be set up with the following 
requirements: 


— System output (QSYSPRT) must not use an APU print definition. 
— All jobs in OUTQ1 must be sent to PRTO1 
— All jobs in OUTQ2 and OUTQ3 must be sent to PRT02 


— Application jobs APPO1 and APPO2 must be sent with a print definition 
SAMPLE applied 


— The application’s original spooled files must be placed in the OUTQ called 
SAVE. 


— The original QSYSPRT spooled files must be deleted. 


The Figure 113) diagrams these customer requirements. The numbers in the figure 
are used to identify the sequence of notes provided following this diagram. 


OUTQ1 OUTQ2 _ OUTQ3 SAVE 
B [Al 
AB iB 


Ol Hf 


PRT01 PRT02 


QSYSPRT (QSYSPRT) =A 
APPLICATION (APP01) = B 
APPLICATION (APP02) = C 


Figure 113. APU Monitor before Processing 


Notes 


1. All QSYSPRT spooled files from the OUTQ1 must be moved to OUTQ PRT01. 
2. All QSYSPRT spooled files from all other OUTQs must be moved to OUTQ 
PRT02. 


3. A print definition is to be applied to all application spooled files coming into 
OUTQ1. A new APU spooled file (the result of the APU processing) is to be 
placed in the output queue PRT01. The original SCS spooled file is moved into 
OUTQ SAVE. 
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4. Aprint definition is to be applied to all application spooled files coming into all 
other OUTQs. A new APU spooled file (the result of the APU processing) is to 
be placed in the output queue PRT02 for each original spooled file. The original 
SCS spooled file is to be moved into OUTQ SAVE. 


Implementing the Customer Requirements on the APU Monitor: \n the 
example, we can define two groups of spooled files: the application spooled files 
and the QSYSPRT spooled files. Only the application spooled files need an APU 
print definition. In this case, we want to define actions for the application spooled 
files first and then the action for the QSYSPRT spooled files. So we can say that all 
spooled files that are not eligible for APU are moved following the QOYSPRT 
spooled file actions. 


Figure 114] shows which parameters must be defined for each action in the order of 
the action. The monitor takes the Input selection parameters of the first action to 
identify if the spool and selection match. If the input selection parameters do not 
match the spooled file, the monitor takes the next action. As soon as the input 
selection parameters match the spooled file, all action sequences such as Input 
action and Output actions proceed. 


The numbers in the figure indicate the actions that correspond with Eigure 114] 


: Input Input Output 
Action selection action action 
1. Action for File = APP* Success = *outq Pridef = Sample 
spool OUTQ = Outq1 OUTQ = SAVE OUTQ = PRT01 
g Failure = *hold 


2. Action for File = APP* Success = *“outq Pridef = Sample 


spool OUTQ = “all OUTQ = SAVE OUTQ = PRT02 
4 Failure = *hold 


3. Action for File = “all Success = “outq Pridef = *none 
spool OUTQ = Outq1 OUTQ =PRT01 
1 Failure = *hold 
4. Action for File = “all Success = *outq Pridef = *none 
spool OUTQ = “all OUTQ = PRT02 
i | Failure = *hold 


Figure 114. APU Monitor - Action Example 


Notes 


Action for the application spooled files in OUTQ1 

Action for all other application spooled files in all monitored OUTQs 
Action for all other spooled files in OUTQ1 

Action for all other spooled files in all other OUTQs 


PO Nis 


Many other options are possible for each action. You can decide, for example, to 
delete the original spooled files after processing or hold the spooled files. 


Condition of the Output Queue after Processing: |n [Figure 115 on page 192), 
you can see the two QSYSPRT spooled files (A), that all the original application 
spooled files are in output queue SAVE, and that the new AFPDS spooled files 
(outcome from APU processing) are placed in the output queues PRTO1 and 
PRT02, depending on where the original was. 
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OUTQI1 OUTQ2 OUTQ3 SAVE 


QSYSPRT (QSYSPRT) = A 
APPLICATION (APP01) = B 
APPLICATION (APP02) = C 


Figure 115. APU Monitor Example After Processing 


Notes 


1. The QSYSPRT spooled file from OUTQ1 is in the output queue PRT01. 


2. All QSYSPRT spooled files from the other OUTQs are in the output queue 
PTRO2. 

3. The original application SCS spooled files from OUTQ1 are in the output queue 
SAVE. New AFPDS spooled files have been placed in the output queue PRT01. 
This new spooled file is the result from APU after applying the print definition. 

4. All other original application SCS spooled files from all other OUTQs are placed 
in the output queue SAVE. New AFPDS spooled files have been placed in the 
output queue PRT02. These new spooled files result from APU after applying 
the print definition. 


Note: If the processing for one spooled file fails, the original spooled file stays in 
the output queue in status *HOLD following the FAILURE parameter. 
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Chapter 13. Using Page Definitions and Form Definitions 


When we look at DDS as an enabler for documents and reports, the integration of 
formatting with the application program was a significant advantage. It provides the 
application programmer with the capability to produce very customized output 
conditioned by the database and application data within the program. 


However, there are environments where this tight integration is less desirable. It can 
make the task of coding application logic and output logic more complex because 
the logic is intertwined. Furthermore, the developer who works with the application 
programs may be different from the designer/developer that works with output 
formatting. There is a trade-off here: the customized output that DDS provides 
versus separation in the application development process. 


New output formatting objects on the AS/400, page definitions and form definitions, 
provide a means to separate page formatting from the application program. These 
new objects, an industry standard in high-volume printing environments, were 
added to OS/400 with Version 3 Release 2 and Version 3 Release 7. The manner 
in which these formatting objects were implemented provides a dynamic method of 
transforming existing line-mode (SCS) print applications. 


As illustrated in Figure 116 on page 194, an SCS print application sends lines of 


output to the output queue. With the simple reference of the page definition and 
form definition objects in the AS/400 printer file (and no changes to the application 
program), the output produced in the output queue is no longer SCS, but is AFP. 
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Traditional Print Methodology 


Application }———_> = et 
ae : 


; 


os | 
32 ymin 
3 & (lll 
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AFP Page Definition/Form Definition 
External to Application 


ae Logical Page 
(Spool) F 
a —— orm = | 
Application + = Page _,) === [Definition === ||_| , Printer 
— | Definition | ——— — ae 
ee, — A) — = 
Unformatted PSF/400 
® 
Overlay 


Figure 116. Traditional Printing Compared to Printing with Page Definitions and Form 
Definitions 


Page definitions and form definitions look and act like page formatting programs. 
They are developed in a source language (which can be front-ended with several 
different graphical tools) that defines how information is to be placed on the page. 
Specifically, the page definition defines how data is placed on a logical page layout. 
Input print lines are read in, optionally parsed into individual fields, and place on the 
page. Similar in structure to DDS, the page definition language enables you to 
place print lines or print fields anywhere on the page while controlling font, 
orientation, and color characteristics. Data can also be printed in a selected bar 
code symbology. shows a conceptual view of the function 


of the page definition. 
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PAGE 
DEFINITION 


Formatted Logical Page 


Figure 117. How a Page Definition is Used 


Again like a program, page definitions can contain conditional logic. This means 
that the formatting rules can change based on the contents of an input field. A 
"trigger" field (for example, company number) may be used to select a whole series 
of formatting commands. The form definition is normally used in conjunction with 
the page definition (it can, however, be used by itself). 


The form definition controls how the logical page (defined with the page definition) 
is placed on the physical medium - the sheet of paper. Source statements within the 
form definition specify what drawer paper is selected from, what overlay(s) is placed 
on top of the logical page layout, whether duplexing is used, whether multiple 
logical pages should be placed on a single physical page, what copies are to be 


automatically created, and what fields should be suppressed from which copy. 
Pours Lis gunegs 0 illustrates the form definition concept. 
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Formatted Logical Page 


FORM 
DEFINITION 


| 


(x) 
(x) 


= 


(x) 


Electronic Form Formatted 
(overlay) Physical Page 


Figure 118. How a Form Definition is Used 


An additional note should be made on the use of page and form definitions. In 
addition to specifying the form definition or page definition name in the printer file, 
the output file tyoe must also be changed to *LINE. This indicates that the print 
lines will be passed to the page and form definition objects in a slightly different 
format than SCS. This format is called line data, and it adds blank lines 
(automatically) for vertical positioning and a couple of additional carriage control 
characters to each print record. Again, this is transparent to the application 
program. To the designer/developer of the page definition, however, they must be 
aware that space and skip to lines will be passed to the page definition as blank 
lines. They can either be printed as blank lines (to maintain vertical positioning) or 
thrown away, whichever is appropriate to a particular page layout. 


How can you use Page Definitions and Form Definitions 


1. Preparation stage 
a. The application generates line data. 
b. The person responsible for designing the output layout creates a page 
definition and form definition to format the line data into the desired form. 
This step may require a detailed knowledge of the application-generated line 
data. 
2. Production stage 
a. The application generates line data specifying the corresponding page 
definition and form definition resources through new parameters on the 
CRTIPRTF and OVRPRTF commands. 
b. The line data is sent to an AFP(*YES) defined printer where PSF/400 uses 
the page definition and form definition specifications to create a formatted 
data stream which is sent to the printer. 


Note: page definitions and form definitions can either be created directly by 
the customer using Page Printer Formatting Aid (PPFA) or obtained 
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through Business Partner products and services. Examples in this 
chapter show how to program with PPFA. 


Specifying the Logical Page with Page Definitions 


Page definitions control the following functions: 

* Dimensions of the logical page 

¢ Print direction of the logical page (landscape or portrait) 

* Print direction of lines and fields relative to the logical page 


* Conditional processing (enabling the content of the print data to control the layout 
and media handling of the print job) 


¢ Line spacing (number of lines per inch) 

* Location of individual lines and fields 

¢ Number of lines per page 

* Page segments for inclusion in printed output 

* Overlays for inclusion in printed output (position anywhere on the page) 
* Page-ejection points 

* Fonts and font rotation used on a page 


¢ Multiple-up printing (placing more than one logical page on one side of a single 
sheet) 


* Colors to be used (on printers that support this function, or for viewing) 


LPI, # Lines Print Direction Multi - Up Printing 
Channel Codes 


Line Position Record Formatting Font Selection 


Figure 119. Page Definition Functions 
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PPFA Sample Page Definition Source and Output 


Before you create a page definition, you should examine the application-generated 
line data. In the following example, a sample invoice application generates these 
records: 


lJohn Smith 
690 Bean Hill Road 
Louisville, KY 50301 


193-45-8901 

Don't forget to take advantage of an abundance of online material on our 
new World Wide Web homepage at http://www.stocks-r-us.com. 

General Parts Inc.  (GPIX) 67.00 68.25 67.75 

Rasterpunkt Inc. (RPGMBH) 14.00 15.00 15.00 

Ecocycle Inc. (ECO) 5.25 5.50 5.25 

1Linda Noll 

14 Hillcrest Drive 

Houston, TX 60443 


677-12-7468 
Don't forget we offer a preapproved Check payment plan. Call our 
toll-free number 1-800-STOCKSR to join. 


The Page Printer Formatting Aid source code needed to generate the page 
definition for the previous example is as follows: 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 

SOURCE. FILE. 6-4. 2-6: ce ee AFPLIB/PAGEDEFSRC 

MEMBER eee eee eee a STOCKQ 

SEONBR¥ evar Pinace. Li wrardPiccesy 2 ket beiueo 0: cares yeaa: Ao sate tiare O° ae Hew 0! wanted: wx 
100 PAGEDEF STOCKQ /* CVTPPFASRC will create P1STOCKQ x*/ 
200 REPLACE YES /* PPFA should replace existing copy */ 
300 LINEONE 0.5 IN 1.0 IN; /* Position of topmost line */ 
400 FONT BIG PR10; /* Prestige Roman 10 Char/Inch */ 
500 FONT NORM PR12; /* Prestige Roman Normal 12 Char/Inch_ »*/ 
600 FONT ITAL PI12; /* Prestige Italic Normal 12 Char/Inch */ 
700 SETUNITS LINESP 6 LPI; /* 6 lines per inch */ 
800 
900 /* Customer Address Block - 4 input lines x/ 
1000 PRINTLINE 
1100 CHANNEL 1 /* When an input line has a first col. */ 
1200 /* (CC) '1' value, this PRINTLINE gets */ 
1300 /* control - meaning: top of a new page */ 
1400 POSITION 2 IN 1 IN /* position across 2 inches down 1 inch */ 
1500 FONT BIG /* Use the font nicknamed BIG x/ 
1600 REPEAT 4; /* Do this for 4 lines - subsequent */ 
1700 /* lines are positioned down the page */ 
1800 /* at 6 lines/inch (see SETUNITS above) .*/ 
1900 


2000 /* Soc. Sec. Number - 1 input line rotated/placed in upper right */ 
2100 PRINTLINE 


2200 POSITION 7.8 IN 0.8 IN /* position across 7.75 in down 0.75 in */ 
2300 FONT NORM /* Use the font nicknamed NORM */ 
2400 DIRECTION DOWN; /* Print down the page (rotated 90 dgs) */ 
2500 

2600 /* Customer-specific text - 2 input lines x*/ 
2700 PRINTLINE /* 

2800 POSITION 1.25 IN 3.0 IN/* position across 1.25 in down 3 in x*/ 
2900 FONT ITAL /* use the font nicknamed ITAL */ 
3000 REPEAT 2; /* Do this for two input lines x/ 
3100 

3200 /* Sales Quote - up to 30 lines of text */ 
3300 PRINTLINE 

3400 POSITION 2.5 IN 4.25 IN/* position across 2.5 in down 4.25 in */ 
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3500 FONT NORM /* Use the font nicknamed NORM */ 
3600 REPEAT 30; /* Do this for up to 30 input lines */ 
***x*x END OF SOURCE *«*xx** 


The results of this page definition when used with a form definition are shown in 
Eigure 125 on page ond and [Eigure 126 on page 205) 


For more information on PPFA page definition commands, refer to the /BM Page 
Printer Formatting Aid: User’s Guide. 


How to Create a Page Definition Using the PPFA Compiler 


The following example shows how to create a page definition on the AS/400 using 
the PPFA compiler and the PPFA page definition source code shown in the previous 
section. The source code for the page definition is assumed to exist in the 
AFPLIB/page definition SRC (STOCKQ) member. 


You can create a page definition using the PPFA compiler in either of two ways: 
¢ Using the command line interface 
¢ Using the Convert PPFA Source (CVTPPFASRC) display 


Creating a Page Definition with PPFA 


Creating a page definition with PPFA is a two-step process: 


1. Convert the PPFA source code to a page definition output data base file 
member. You can do this in either of two ways: 


a. Type the command: 
cvtppfasrc file(afplib/pagdefsrc) mbr(stockq) pagdfnfile(afplib/ppfaout) 


and press Enter 


b. Type the command: cvtppfasrc and press F4. The following display 
appears: 


(EE LT TTR P RT AE TCT St SD. 
Convert PPFA Source (CVTPPFASRC) 


Type choices, press Enter. 


Fisl@sctesan pects obstenerc mcurenctmeekons PAGEDEFSRC Name 

IED YAN Be reece ee re Ger recicss tenet oe AFPLIB Name, *LIBL, *CURLIB 
Members ce verse inerc on Usenet enya es STOCKQ Name 
Form definition file... «© « « *NONE Name, *NONE 

MET DYAWY eaters, e cep ve terass: oyhese ve Name, *LIBL, *CURLIB 
Page definition file...... PPFAOUT Name, *NONE 

Library: @ se Se Se ee AFPLIB Name, *LIBL, *CURLIB 
LSINGMOUT DUT 3s. 5. ke ee, ee *PRINT *PRINT, *NONE 
Source listing options ..... *SRC, *NOSRC, *SECLVL... 


F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


a a 


Type the values you want on the display and press Enter. 
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2. Create the AS/400 page definition object, which has a type of *PAGDFN. You 


XS 


Notes: 


a. Make sure that the qppfa library is in your library list (you can do this with 


the addlibe qppfa command). 


b. In creating the output member in the previous step, the PPFA compiler, 
which is invoked by issuing the CVTPPFASRC command, adds two 
characters (“P1” for page definitions and “F1” for form definitions) to the 
front of the name you specify on the page definition and form definition 
statements in the PPFA source code. Adding these two characters enables 
you to put a page definition and a form definition in the same AS/400 file 


under different member names. 


can do this in either of two ways: 
a. Type the command: 


crtpagdfn pagdfn(afplib/stockq) file(afplib/ppfaout) mbr(p1stockq) 


and press Enter 


b. Type the command: crtpagdfn and press F4. The following display appears: 
Type the values you want on the display and press Enter. 


Create Page Definition (CRTPAGDFN) 


Type choices, press Enter. 


Page definition: <<. <4 <0 4+ > STOCKQ 
[iba Vines etensassur akcdeceeccusetrnge >  AFPLIB 

FAghey Se aicusce ery ert yeoest cenit Rs PPFAOUT 
LibRanye nce mice sh seeea cae AFPLIB 

Meinbeirxcts cwtrta comune ero esate ts P1STOCKQ 


*MBRTXT 


F3=Exit F4=Prompt  F5=Refresh 
F13=How to use this display 


F10=Additional parameters 
F24=More keys 


Name 

Name, *CURLIB 

Name 

Name, *LIBL, *CURLIB 
Name, *PAGDFN 


Bottom 
F12=Cancel 


> 


Figure 120. Create Page Definition (CRTPAGDFN) Display 


Specifying the Physical Media with Form Definitions 


Form definitions specify the following functions: 
Position of a logical page on a physical page 


Duplex printing 


Inclusion of overlays, which substitute for preprinted forms 
Selection of the number of copies for any page of data 
Suppression (the exclusion of selected fields of data in one print) 
Jog (the offset stacking of cut-sheet output or copy marking on continuous-forms 


output) 


Selection among paper sources in a cut-sheet printer 
Quality (selection among print quality levels) 
Constant back (enables printing of a page without variable data) 
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* Printing up to 8 logical pages of any size in any position on either side of a sheet 
(for example, you could have 2 logical pages on one side of a sheet and 6 
logical pages on the other side of the same sheet) 


* Postprocessing controls, such as: 


selecting functions 
perforating 

cutting 

stapling 

folding 


Page Offset Electronic Overlays Page Replication 


Figure 121. Form Definition Functions 


PPFA Sample Form Definition Source and Output 


The following is an example of form definition source and output. 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 
SOURCE PILE. a0 a: a ow 3 AFPLIB/FORMDEFSRC 
MEMBER 3: ce Se acter es ace STOCKQ 
SEQNBR¥evcateus: 1 eter 2 veeticen 3 seein A” caateds DO Abe teae 0 ae ete 7: a 
100 FORMDEF STOCKQ /* CVTPPFASRC will create FISTOCKQ x/ 
200 REPLACE YES; /* PPFA should replace existing copy */ 
300 
400 OVERLAY QSHEET; /* O1QSHEET to be used - Quote Sheet */ 
500 OVERLAY ARCHIV; /* O1ARCHIV to be used - "Archive" 1b] */ 
600 OVERLAY CUSTMR; /* O1CUSTMR to be used - "Customer" 1b] */ 
700 
800 /* For each page of application data, two pages will be printed: */ 
900 /* one labelled "Archive Copy" for archival and the other labelled*/ 
1000 /* "Customer Copy" to be mailed to the customer. */ 
1100 SUBGROUP COPIES 1 OVERLAY QSHEET ARCHIV; /* Archive Copy x/ 
1200 SUBGROUP COPIES 1 OVERLAY QSHEET CUSTMR; /* Customer Copy x/ 


**** END OF SOURCE ** * * 


The results of this form defin 
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ition when used with a page definition are shown in 
and igure 124 on page 204 


For more information on PPFA form definition commands, refer to the /BM Page 
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How to Create a Form Definition Using the PPFA Compiler 


The following example shows how to create a form definition on the AS/400 using 
PPFA and the PPFA form definition source code shown in the previous section. The 
source code for the form definition is assumed to exist in member STOCKQ in the 
AFPLIB/form definition SRC source file. 


You can create a form definition with PPFA in either of two ways: 
¢ Using the command line interface 
¢ Using the Convert PPFA Source (CVTPPFASRC) display 


Creating a Form Definition with PPFA 


Creating a form definition with PPFA is a two step process: 


1. Convert the PPFA source code to a form definition output data base file 
member. You can do this in either of two ways: 


a. Type the command: 
cvtppfasrc file(afplib/formdefsrc) mbr(stockq) formdffile(afplib/ppfaout) 


and press Enter. 

b. Type the command: cvtppfasrc and press F4. The following display 
appears: 
Type the values you want on the display and press Enter. 


Convert PPFA Source (CVTPPFASRC) 


Type choices, press Enter. 


Leal Natyceaae Srinrieiagra rte ees RCC rente Stee FORMDEFSRC Name 

Lailbiraryegewetsacs eeectee es) Gone irouns AFPLIB Name, *LIBL, *CURLIB 
Membe@rs sp es ac cee sei nee een nee seco ne STOCKQ Name 
Form definitiow Tile « «2 sa. 5 PPFAOUT Name, *NONE 

iibRanVatewr om onscer si octets arena AFPLIB Name, *LIBL, *CURLIB 
Page: definition Tile: 3 6. . 2. «. « *NONE Name, *NONE 

er t/0) etl cA foarte erate setae! oreo rere res Name, *LIBL, *CURLIB 
ERS PANG OUtPUE: <<) cs ner Aes a8 oe ce *PRINT *PRINT, *NONE 
Source listing options..... *SRC, *NOSRC, *SECLVL... 


F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


Ne / 


Figure 122. Convert PPFA Source (CVTPPFASRC) Display 


Note: In creating the output member in the previous step, the PPFA compiler, 
which is invoked by issuing the CVTPPFASRC command, adds two 
characters (“P1” for page definitions and “F1” for form definitions) to the 
front of the name you specify on the page definition and form definition 
statements in the PPFA source code. Adding these two characters 
enables you to put a page definition and a form definition in the same 
AS/400 file under different names. 


2. Create the AS/400 form definition object, which has a type of “FORMDF. You 
can do this in either of two ways: 


a. Type the command: 
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crtformdf formdf(afplib/stockq) file(afplib/ppfaout) mbr(flstockq) 


and press Enter. 
b. Type the command: crtformdf and press F4. The following display appears: 


Create Form Definition (CRTFORMDF) . 
Type choices, press Enter. 
Formiedenini tion: sere ce: anaes aos > STOCKQ Name 
IED RARY ae ecocmeercac st so ences >  AFPLIB Name, *CURLIB 
Pras fcuorer, wb eardans, cee kes oye sete en PPFAOUT Name 
EiDiGdny/ 9 ease tose art ve ae AFPLIB Name, *LIBL, *CURLIB 
Member fo. x Se. ke a es F1STOCKQ Name, *FORMDF 
Text: “description” = 5.3 = « *MBRTXT 
Bottom 
F3=Exit F4=Prompt F5=Refresh F10=Additional parameters  F12=Cancel 
F13=How to use this display F24=More keys 
ok 


Figure 123. Create Form Definition (CRTFORMDF) Display 


Type the values you want on the display and press Enter. 


Eigure 124] visually illustrates the process of creating page definitions and form 
definitions using PPFA as shown in the previous examples. 


AFPLIB 
PAGEDEFSRC FORMDEFSRC 
STOCKQ STOCKQ 
PAGEDEF STOCKQ.... FORMDEF STOCKQ.... 
PPFAOUT 
> 
Step 1 P1STOCKQ 
F1STOCKQ Step 1 
Step 2 ¥ Step 2 
STOCKQ STOCKQ 
(“PAGDFN) (*FORMDF) 


Figure 124. Creating Page Definitions and Form Definitions Using PPFA 
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Form Definition Example Output 


When PSF/400 processes the line data described above with the sample page 
definition and form definition, it produces output as shown in Eigua ia and 


nm 
John Smith e 
690 Bean Hill Road Archive Copy is 
. . uo 
Louisville, KY 50301 4 
© © 
2 w 
a 1 
Customer Copy 5 
& 
to 
fo} 
a 
Don't forget to take advantage of an abundance of online material on our 
new World Wide Web homepage at http: // www.stocks-r-us.com. 
Your personalized stock quote: ance of online material on our 
General Parts Inc. (GPIX) 67.00 68.25 67.75 |/ Siocon 
Rasterpunkt Inc. (RPGMBH) 14.00 15.00 15.00 
Ecocycle Inc. (ECO) 5-25 5.50 5-25 boek quote: 


67.00 68.25 67.75 
14,00 15.00 15.00 
5.25 5.50 5..2'5 


STOCKS-R-US is the leader in convenient stock purchasing 


STOCKS-R-US is the leader in convenient stock purchasing 


Figure 125. Form Definition Example - Customer 1 
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Linda Noll 
14 Hillcrest Drive Archive Copy 
Huston, TX 60443 


S9VL-EL-L£L9 


Customer Copy 


897L-CT-LL9 


Don't forget we offer a pre-approved Check payment plan. Call our 
toll-free number 1-800-STOCKSR to join. 


Your personalized stock quote: neck payment plan. Call our 
Management Plus Co.(MGTPLS) 25.50 28.75 26.25 


tock quote: 
25.50 28.75 26.25 


STOCKS-R-US is the leader in convenient stock purchasing 


STOCKS-R-US is the leader in convenient stock purchasing 


Figure 126. Form Definition Example - Customer 2 


Super Sun Seeds Invoice Case Study 


In this section, we repeat the Super Sun Seeds Invoice case study and show the 
source input data used to create it. The sample invoice illustrates the following 
advanced capabilities: 


* Dynamic page format switching based on application data content 


¢ Constant Terms and Conditions overlay on the back sides of specified pages, 
without requiring the application to generate a page eject 


¢ Producing multiple copies of specified pages with different purposes (for 
example, a packing slip, customer copy, and file copy) without requiring the 
application to generate each variation 


¢ Suppressing price data from the packing slip copy 


The PPFA source code needed to generate the page definition and form definition 
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Examples of Formatted Printout 


Nunber; 32300 betes * 11/06/95 


Super 
= Sun 
400 CPU Parkway Seeds 
Vegetation, NI 55090 A Géswth Gouging = 
ir 71 Cr in 
TEST COMPANY 
TEST STREET Sas eds 
TEST CITY lowth Company 
TS 12345-6789 rc 
Tscomer Thvorce aval Paynene 
Number: 100 ate: bees’ 12/06/95 


1 |cT]00000300 
1 | PK ]01100517 
9 | PK/04569870 
12 | Bx |11005004 
12 |cr 11005011 
26 | PK |11005018 
5 | Bx |11057893 
1 | PK /15975365 
33 | Bx [32746510 
33 | BX |32746510 
6 | EA /46578913 
2 | Bx |56413213 
80 | PK |65412384 
1 | PK|84512023 
2 |DZ|96325874 
11 |Bx|98412006 
5 |EA|98546320 


HIGH ALTITUDE WATERMELON 
SPARTAN SEEDS 
NORTHERN LIGHT BLUE SPRUCE 
BUSH GREEN SEEDS 
LASSO RED SEEDS 
EARLY BANTAM SEEDS 
AFRICAN DAISY, SEEDS 
HEAVY OAK 
HOPS BREWING LIGHT 
HOPS BREWING LIGHT 
SEED SURVEYING SITE 
Por POT 
SEED SCRUBBER 
OREGON SPRING TOMATO SEED 
PINEAPPLE-ORANGE SEEDS 
BLACK BEAUTY ZUCCHINI 
FROZEN JUICE PROCESSOR 
Thank You 
Because vou have ordered 
& over $500 of seeds this 
year, on your next seed 


order you will receive 
@ 10% discount, 


11/06/95 Terms: NET 30 Salesman: TESTSALES 


TEST COMPANY 
TEST STREET 
TEST CITY 

TS 123456789 


Return this rear-off strip with your payment. Make G 
Payment is due by: 12/06/95 Amount Due is: 


Packing List 


ks Payable to: 


Due 


| have ordered 
s this 
Ir next seed 
ill receive 


Super Sun Seeds 


Page 1 


be 


[ATERMELON 


ILUE SPRUCE 
Is 


IEDS 
ISEEDS 


GH 
GH 
ISITE 


IOMATO SEED 
IE SEEDS 
ICCHINT 
lOCESSOR 


sunt, 


TEST CITY 


TS 123456789 


Customer Copy 


rerms: NET 30 Salesm 


Make Ghecks Payable to: 
Amount Due is: 


have ordered 
ceeds this 
Total Due Ir next seed 
ill receive 


Super Sun Seeds 


$90,691 


Page 


B81 


4 


3 
g 
Co 
3 
z 
5 
E 
é 


NET 30 Salesman: TESTSALES 


|ATERMELON 1.01 1.01 

2.39 2.39 

LUE SPRUCE] 858.32] 7,724.88 

Is 2.50 30.00 

892.23] 10,706.76 

IEDS 38 9.88 

ISEEDS 2.35 14.575 

129.09 129.09 

GHT 1.20 39.60 

jou 1.20 39.60 

SITE 50.00 300.00 

7.65 15.30 

888.79] 71,103.20 

lOMATO SEED 97 97 

|E SEEDS es 2.58 

|CCHINT 2.30 25.30 

jOCESSOR 109.90 549.50 
unt. 

Total Due $90,691.81 


~~ Make Checks Payable to: Super Sun Seeds 
Amount Due is: $90,691.81 


TEST CITY 


TS 123456789 


File Copy 


Page 1 


Figure 127. Three Copies of a Single-Page Customer Invoice 
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THE 


cA 


Payment is due by: 


LAST LEAF 


123456789 


Amount Due i 


12/06/95 


340 DESPERADO COURT 
LONGVIEW 


Packing List 


Total Due 


Make Checks Payable t: 


Figure 128. Three Copies of a Two-Page Customer Invoice. Each page of the example 


Super Sun Seeds 


Super 
= Sun 
400 GPU Parkway Seeds Office: 555-499-2367 
Vegetation, NI 55090 A Growth Company Fax: 555-415-9794 per 
[> 7 cr TT he 
THE LAST LEAF CAMBIUM LAYER LIMITED ds Office: 
340 DESPERADO COURT 2222 SAPLING CIRCLE e Fax: p 555-415-9794 
LONGVIEW BAKERSVILLE jowth Company : ee 
CA 12345-6789 BC 47365-7290 i =a 
Sold To -- | L -- Ship To -- CAMBIUM LAYER LIMITED p 
2222 SAPLING CIRCLE ed: Of ee 
iter oe Noxbor, 31354 Date: 11/06/95 bate; 12/06/95 BAKERSVILLE wth Company Fax: 555-415-9794 
Ship Vie: TREE TRUCK Ship Date:11/06/95 Terms: NET 15 Salesman: MARY PINETREE BC 47365-7290 Cr 7 
CAMBIUM LAYER LIMITED 
e Paymen 2222 SAPLING CIRCLE 
ey 11/06/95 hate; 12/06/95 BAKERSVILLE 
3 | FA] 00231300] SEED ROASTER OVEN SET terms: NET 15 Salesman: MARY PINETREE BC 47365-7290 
9 | FA] 00231300) SEED ROASTER OVEN SET Ship To 
4 | PK] 03698741] STRING GRAPEFRUIT Se 13706/95 SE 13/06/95 
4 | PK| 03698741] STRING GRAPEFRUIT 
300 | EA] 11000146) AZALEA, GIANT ROSE SEEDS 199.99 1,799.91 NET 15 Salesman: MARY PINETREE 
300 | EA] 11000146] AZALEA, GIANT ROSE SEEDS 199.99 1,799.91 fiom | eetce | excenston | 
6 | CT) 11005010) EARLY DWARF DANISH SEI 2.01 8.04 
24 | Dz] 11005013] MINCOR NANTES CARROT SEED 2.01 aot fn : 
6 | pz) 11005013) MINCOR NANTES CARROT SEED 35 165,00 Fe 199.99 
24 | px] 11005020| FRENCH PICKLING SEEDS 255 165.00 199.99 
12 | ct] 12382910] SUCCOTASH szEDs 3.01 18.06 a 
12 | cr] 12382910] SUCCOTASH SEEDS 'EED 87 20.88 | 20 
55 | cr| 13145340| SOUR GRAPE SEED /T SEED 87 5,22 came 55 
55 | cr] 13145340] SOUR GRAPE SEED pps 2.39 57,36 meets 35 
a4 | Bz| 32165478) BLACK EYED BANANA 38 4,56 a SmED 
ia | pz] 32165478] BLACK EYED BANANA 38 al epan 
600 | pz| 44646510] PLUMP RED 15 8.25 [ 
600 | pz| 44646510) PLUMP RED 15 s.25 
40 | pz| 45613712] CRANAPPLE 3.01 42,14 
40 | pz| 45613712] CRANAPPLE 3.01 42,14 
4 | px] 65412384] SEED SCRUBBE! 49 294.00 
px| 65412384] SEED SCRUBBE 49 294.00 
1 | px| 65412364] SEED SCRUBBER pos 1.28 51.20 
1 | px) 65412384) SEED SCRUBBER pos 1.28 51.20 
12 | pz] 84512130) SUB-ARCTIC TOMATO SEEDS 888.79 3,555.16 
i2 | pz| 94512130] SUB-ARCTIC TOMATO SEEDS 888.79 3,555.16 [ng 
888.79 us 7 ne 
. . 888.79 
Packing List CONTINUED 3.84 46.08 
Page i) 3.84 46.08 
Customer Copy CONTINUED FEEDS 
Page _1_‘fEEDS 
File Copy CONTINUED 
Page 1 
Super 
= Sun 
400 GPU Parkeoay ; Seeds Office: 555-199-2367 
Vegetation, NI. 55090 A Growih Gosipaa Fax: 555-415-9794 
per 
THE LAST LEAF In 
Customer Invoice Invoice Payment: eds 
Number: 154 Number: 31354 Date 11/06/95 pate 12/06/95 [owth Company 
per 
[fe] ef semen me Pm 
951 | PK] 11005018 RLY BANTAM SEEDS en << leds Office: 355-499-2367 
46 | PK | 11005018 RLY BANTAM SEEDS te: 21/06/95 hate. 12/06/95 fowth Company Fax: 555-415-9794 
45 | PK] 11005018 IARLY BANTAM SEEDS 
4 | BX | 11057893 | AFRICAN DAISY, SEEDS 
4) 8X] 11057893 | AFRICAN DAISY, SEEDS 38 3 — 
100 | HA | 31321655 | SEMILLAS DEL SUS SOMBREROS 38 i Ke 11/06/95 
1000 | BX | 56413213 | POT Por ps 2,35 
ps 2,35 
loMBREROS 24.95 
OMBREROS 24.95 
1.65 ps 
ps 
IMBREROS 
IMBREROS 
Thank You 
over $500 of seeds this 
‘year, on your next seed 
order you will receive 
a 10% discount. 
Return this tear-off strip with your payment. Make Checks Payable to Joune. 


invoice uses a different format. 
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Page 2 Amount Due is: $26,882.54 
So ae barber’ Hels coupler to: So 
CA 123456789 Page 2 jount Due is: ‘i : 
Customer Copy 
340 DESPERADO COURT 
LONGVIEW 
CA 123456789 File Copy Page 


207 


View of Application-Generated Line Data 


The following is an example of line data produced by an application program. 


1 
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TEST COMPANY SAME 
TEST STREET 
TEST CITY 
TS 12345-6789 
100 31300 11/06/95 12/06/95 
BEST WAY 11/06/95 NET 30 TESTSALES 
CT 00000300 HIGH ALTITUDE WATERMELON 1.01 1.01 
PK 01100517 SPARTAN SEEDS 2.39 2.39 
PK 04569870 NORTHERN LITE BLUE SPRUCE 858.32 7,724.88 
BX 11005004 BUSH GREEN SEEDS 2.50 30.00 
CT 11005011 LASSO RED SEEDS 892.23 10,706.76 
PK 11005018 EARLY BANTAM SEEDS 38 9.88 
BX 11057893 AFRICAN DAISY, SEEDS 2335 11,75 
PK 15975365 HEAVY OAK 129.09 129.09 
BX 32746510 HOPS BREWING LIGHT 1.20 39.60 
BX 32746510 HOPS BREWING LIGHT 1.20 39.60 
EA 46578913 SEED SURVEYING SITE 50.00 300.00 
BX 56413213 POT POT 7.65 15.30 
PK 65412384 SEED SCRUBBER 888.79 71,103.20 
PK 84512023 OREGON SPRING TOMATO SEED .97 .97 
DZ 96325874 PINEAPPLE-ORANGE SEEDS 1.29 2.58 
BX 98412006 BLACK BEAUTY ZUCCHINI 2.30 25.30 
EA 98546320 FROZEN JUICE PROCESSOR 109.90 549.50 
Thank You ..... 
Because you have ordered 
over $500 of seeds this 
year, on your next seed 
order you will receive 
a 10% discount. 
$90,691.81 
12/06/95 $90,691.81 
TEST COMPANY 
TEST STREET 
TEST CITY 
TS 123456789 
Page 1 
ORGANIC GARDEN SUPPLIES ORGANICS-ON-THE-MOVE 
546 PRODUCE WAY 3872 NATURE'S WAY 
GOLDENOATS NOCHEMS 
CO 94523-4852 AK 49972-5341 
136 31336 11/06/95 12/06/95 
CLEAN TRK 11/06/95 NET 30 CHRIS SEEDER 
CT 00000300 HIGH ALTITUDE WATERMELON 1.01 90.90 
CT 00000300 HIGH ALTITUDE WATERMELON 101 555.50 
EA 00001200 ARBOLES DEL SUR 45.00 4,500.00 
EA 00231300 SEED ROASTER OVEN SET 199.99 4,999.75 
EA 00231300 SEED ROASTER OVEN SET 199.99 999.95 
PK 04569870 NORTHERN LITE BLUE SPRUCE 858.32 28,748.00 
BX 11005000 FAVA SEEDS 3.90 7.80 
BX 11005001 PURPLE TEEPEE SEEDS 4.44 8.88 
BX 11005002 BUSH WAX SEEDS 2.00 104.00 
BX 11005003 KINGHORN WAX SEEDS 2313 110.76 
BX 11005004 BUSH GREEN SEEDS 2.50 20.00 
BX 11005005 BLUE LAKE GREEN SEEDS 4.00 32.00 
BX 11005006 KINGHORN WAX SEEDS 3.00 6.00 
CT 11005007 VENTURE GREEN SEEDS 1.50 3.00 
CT 11005008 NORTHEASTERN POLE SEEDS 1.29 129.00 
CT 11005009 KENTUCKY BLUE SEEDS 2.10 210.00 
CT 11005010 EARLY DWARF DANISH SEEDS 3.01 174.58 
CT 11005011 LASSO RED SEEDS 892.23 51,749.34 


EA 11005012 
DZ 11005013 
DZ 11005014 
DZ 11005014 
BZ 11005015 
BZ 11005016 
BZ 11005016 
BZ 11005016 


ORGANIC GARDEN SUPPLIES 


546 PRODUCE WAY 

GOLDENOATS 

CO 94523-4852 

136 

CLEAN TRK 
PK 11005018 
PK 11005019 
PK 11005020 
BX 11057893 
CT 12382910 
CT 13145340 
PT 15789342 
PK = 15975365 
EA 31321654 
EA 31321654 
DZ 32154657 
BZ 32165478 
BX 32746510 
CT 35456031 
EA 35715924 
EA 40113254 
BX 56413213 
PK =64132029 
EA 90978412 
CT 94875081 
BX 98412006 
EA 98546320 


ORGANIC GARDEN SUPPLIES 


546 PRODUCE WAY 
GOLDENOATS 
CO 94523-4852 
136 
CLEAN TRK 


BLUE MAX SAVOY BEANS 
MINCOR NANTES CARROT SEED 
SCARLET NANTES SEEDS 
SCARLET NANTES SEEDS 
CHANTENAY SEEDS 

TOUCHON SEEDS 

TOUCHON SEEDS 

TOUCHON SEEDS 


ORGANICS-ON-THE-MOVE 


3872 NATURE'S WAY 


NOCHEMS 


AK 49972-5341 


31336 11/06/95 


11/06/95 NET 30 
EARLY BANTAM SEEDS 
NORTHERN PICKLING SEEDS 
FRENCH PICKLING SEEDS 
AFRICAN DAISY, SEEDS 
SUCCATASH SEEDS 
SOUR GRAPE SEEDS 
BLUE BELLES, BRIGHT BLUE 
HEAVY OAK 
BELLSTAR SEEDS 
BELLSTAR SEEDS 
PETERSBURG PALM TREE 
BLACK EYED BANANA 
HOPS BREWING LIGHT 
SUNNY SUNFLOWER SEEDS 
SEED SIFTER SET 
FRESH FRUIT CANNED CANNER 
POT POT 
PITLESS PEACH SEEDS 
TREE TRIMMER TUBING 
EARLIROUGE TOMATO SEEDS 
BLACK BEAUTY ZUCCHINI 
FROZEN JUICE PROCESSOR 


1.23 103.32 
.87 73.08 
5.90 59.00 
5.90 29.50 
2.19 21.90 
2.83 178.29 
2.83 183.95 
2.83 178.29 
CONTINUED 
Page 1 
12/06/95 
CHRIS SEEDER 
38 76 
39 78 
2.39 215.10 
2.35 235.00 
38 9.50 
715 6.75 
18.57 185.70 
129.09 6,454.50 
7.88 197.00 
7.88 15.76 
34.90 872.50 
3.01 18.06 
1.20 54.00 
1.23 12.30 
2,900.00 45,000.00 
22.97 413.46 
7.65 45.90 
97 970.00 
20 100.00 
49 2.94 
2.30 103.50 
109.90 549.50 
CONTINUED 
Page 2 


ORGANICS-ON-THE-MOVE 


3872 NATURE'S WAY 


NOCHEMS 


AK 49972-5341 


31336 11/06/95 


11/06/95 NET 30 


12/06/95 
CHRIS SEEDER 
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12/06/95 
ORGANIC GARDEN SUPPLIES 
546 PRODUCE WAY 
GOLDENOATS 
CO 945234852 


Thank You 
Because you have ordered 
over $500 of fruit this 
year, on your next fruit 
order you will receive 

a 10% discount. 


ee eee 


LOS ARBOLES DEL MUNDO SAME 
32483 ARBOL LANE 
MESA VERDE 
IL 54078-9390 
141 31341 11/06/95 
11/06/95 N10 
EA 0001200 ARBOLES DEL SUR 
EA 00001200 ARBOLES DEL SUR 
EA 00001200 ARBOLES DEL SUR 
EA 00001200 ARBOLES DEL SUR 
CT 11005011 LASSO RED SEEDS 
DZ 11005014 SCARLET NANTES SEEDS 
BZ 11005015 CHANTENAY SEEDS 
PK 11005018 EARLY BANTAM SEEDS 
PK 11005018 EARLY BANTAM SEEDS 
PK 11005018 EARLY BANTAM SEEDS 
BX 11057893 AFRICAN DAISY, SEEDS 
BX 11057893 AFRICAN DAISY, SEEDS 
EA 31321655 SEMILLAS DEL SUS SOMBEROS 
EA 31321655 SEMILLAS DEL SUS SOMBEROS 
BX 56413213 POT POT 
BX 56413213 POT POT 
PK 84512023 OREGON SPRING TOMATO SEED 
PK 84512023 OREGON SPRING TOMATO SEED 


12/06/95 
LOS ARBOLES DEL MUNDO 
32483 ARBOL LANE 
MESA VERDE 
IL 540789390 


THE LAST LEAF 
340 DESPERADO COURT 


Thank You 
Because you have ordered 
over $500 of trees this 
year, on your next tree 
order you will receive 

a 10% discount. 


Page 


12/ 
MICHE 


-00 
-00 
-00 
-00 
23 
-90 


Page 


CAMBIUM LAYER LIMITED 
2222 SAPLING CIRCLE 


LONGVIEW BARKERSVILLE 
CA 12345-6789 BC 47365-72 
154 31354 11/06/95 

TREE TRUCK 11/06/95 NET 15 

EA 00231300 SEED ROASTER OVEN SET 

EA 00231300 SEED ROASTER OVEN SET 

PK 03698741 STRING GRAPEFRUIT 

PK 3698741 STRING GRAPEFRUIT 

EA 11000146 AZALIA, GIANT ROSE SEEDS 

EA 11000146 AZALIA, GIANT ROSE SEEDS 


90 


199. 
199. 
2 
2. 


12/ 
MARY 
99 
99 


-O1 


01 


-55 
-55 


$148,739.80 
$148,739.80 


3 


06/95 
LE GOODACRE 
40,500. 
40,500. 


$151,315.56 
$151,315.56 


1 


06/95 

PINETREE 
1,799.91 
1,799.91 
8.04 
8.04 
165.00 
165.00 


1000 


11005010 
11005013 
11005013 
11005020 
12382910 
12382910 
13145340 
13145340 
32165478 
32165478 
44646510 
44646510 
45613712 
45613712 
65412384 
65412384 
65412384 
65412384 
84512130 
84512130 


THE LAST LEAF 


340 DESPERADO COURT 


LONGVIEW 
CA 12345-6789 
154 
TREE TRUCK 
PK 11005018 
PK 11005018 
PK = =11005018 
BX 11057893 
BX 11057893 
EA 31321655 
EA 31321655 
BX 56413213 


EARLY DWARF DANISH SEEDS 
MINCOR NANTES CARROT SEED 
MINCOR NANTES CARROT SEED 
FRENCH PICKLING SEEDS 
SUCCATASH SEEDS 

SUCCATASH SEEDS 

SOUR GRAPE SEEDS 

SOUR GRAPE SEEDS 

BLACK EYED BANANA 

BLACK EYED BANANA 

PLUMP RED PLUMS 

PLUMP RED PLUMS 

CRANAPPLE BERRY SEEDS 
CRANAPPLE BERRY SEEDS 
SEED SCRUBBER 

SEED SCRUBBER 

SEED SCRUBBER 

SEED SCRUBBER 

SUB-ARTIC TOMATO SEEDS 
SUB-ARTIC TOMATO SEEDS 


CAMBIUM LAYER LIMITED 


BC 47365-7290 


31354 11/06/95 


11/06/95 NET 15 
EARLY BANTAM SEEDS 
EARLY BANTAM SEEDS 
EARLY BANTAM SEEDS 
AFRICAN DAISY, SEEDS 
AFRICAN DAISY, SEEDS 
SEMILLAS DEL SUS SOMBEROS 
SEMILLAS DEL SUS SOMBEROS 
POT POT 


Thank You ..... 


Because you have ordered 
over $500 of trees this 


year, on your next stuff 


order you will receive 


a 10% discount. 


12/06/95 


THE LAST LEAF 
340 DESPERADO COURT 
LONGVIEW 


CA 


123456789 


2222 SAPLING CIRCLE 
BARKERSVILLE 


01 18.06 
.87 20.88 
.87 5.22 
39 57.36 
38 4.56 
38 4.56 
215 8.25 
15 8.25 
01 42.14 
01 42.14 
49 294.00 
49 294.00 
28 51.20 
28 51.20 
79 3,555.16 
79 3,555.16 
79 888.79 
79 888.79 
.84 46.08 
.84 46.08 
CONTINUED 
Page i 
12/06/95 
MARY PINETREE 
38 361.38 
38 17.48 
38 17.10 
35 9.40 
235 9.40 
95 2,495.00 
.95 2,495.00 
-65 7,650.00 
$26,882.54 
$26,882.54 
Page 2 
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Form Definition and Page Definition Source 


Let’s first look at several simple examples of formatting the Super Sun Seeds 
invoicing data. Page and form definitions do not necessarily need to be used 
together. They can be used independently and in conjunction with printer file 

options. 


SSSFD1—Example of a Form Definition 


For example, in following section of code, we have a form definition called SSSFD1 
that will create multiple, duplexed pages from each input page of invoice data. 


OO0100/* * * * * kk kK KK KK KK KK KK KR KR KK KK KR KR KKK K/ 


000200/* Formdef Name: SSSFD1 x/ 
000300/* * * * * kk kK KK KK KK KK KK KR KR KK RK RK RK RK KK K/ 
OOO400FORMDEF SSSFD1 /* SSSFD1 is the form definition x/ 
000500 REPLACE YES /* PPFA should replace existing copy x/ 
000600 DUPLEX NORMAL; /* Print on both sides of the paper x/ 
000700 

000800 COPYGROUP F1SEED /* Name of copy group */ 
000900 CONSTANT BACK; 

001000 

001100 /* You need to "register" overlays to be used in the copygroup */ 
001200 OVERLAY INV; /* OLINV - static design; lines, text */ 
001300 OVERLAY PACK; /* O1PACK - overlay for "PACK" copy x/ 
001400 OVERLAY FILE; /* OIFILE - overlay for "FILE" copy x/ 
001500 OVERLAY CUST; /* O1CUST - overlay for "Customer" copy*/ 
001600 OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
001700 OVERLAY SEED; /* O1SEED - Seed icon/picture */ 
001800 

001900 /* For each page of application data, 3 duplex pages must be */ 
002000 /* printed: Front side Back side x/ 
002100 /* Page 1 Packing list Blank x/ 
002200 /* Page 2 Customer Copy Terms & Conditions */ 
002300 /* Page 3 File Copy Blank */ 
002400 [*  ------- Packing List Copy -------- x/ 
002500 SUBGROUP FRONT COPIES 1/* Page 1 FRONT x/ 
002600 OVERLAY INV PACK; /* packlist */ 
002700 SUBGROUP BACK COPIES 1;/* BACK */ 
002800 [/*  ------- Customer Copy -------- */ 
002900 SUBGROUP FRONT COPIES 1/* Page 2 FRONT x/ 
003000 OVERLAY INV CUST; /* w/prices customer */ 
003100 SUBGROUP BACK COPIES 1/* BACK x/ 
003200 OVERLAY TERMS; /* Terms and Conditions «*/ 
003300 [*  ------- "File" Copy = -------- */ 
003400 SUBGROUP FRONT COPIES 1/* Page 3 FRONT x/ 
003500 OVERLAY INV FILE; /* w/prices file copy */ 
003600 SUBGROUP BACK COPIES 1;/* BACK */ 


This form definition has one copy group (F1SEED) that controls all pages. In the 
heading information for this copy group, the overlays that will be used in the 
subgroups—individual pages—are defined. In addition, the term "constant back” is 
specified to indicate that certain pages will be printed without invoice data. These 
pages may only contain an overlay. 


The subgroups define each of the pages, both front and back sides. For example, 
on the customer copy duplex page, the invoice data is printed on the front side, 
along with the invoice overlay (INV) and an overlay (CUST) with customer copy 
information. On the back side, an invoice terms-and-conditions overlay (TERMS) is 
printed by itself, without invoice data. This form definition takes one page of input 
invoice data and creates three physical pages—a packing list, a customer copy, and 


212  AS/400 Guide to AFP and PSF 


a file copy. To implement this application, a change or override to the invoicing 


printer file is made to include *LINE as the device type and SSSFD1 as the form 
definition. 


SSSPD1—Example of a Page Definition 


The page definition reads and formats the actual print line data. Line data differs 


from SCS print data in that line data contains all of the print lines, including the 


spacing and skipping lines. In the following example, we show page definition 
SSSPD1, a simple reformatting of the invoicing print lines. 


000100/* * * * * * ke kK KK KK KK KK KK KK KK KK KK KK KR KKK K/ 


000200/* Pagedef Name: SSSPD1 


*/ 


000300/* * * * * kk kK KK KK KK KK KK KK KK KK RK KK KK RK Ke K/ 


QOO400PAGEDEF SSSPD1 


000500 
000600 
000700 
000800 
000900 
001000 
001100 
001200 
001300 
001400 
001500 
001600 
001700 
001800 
001900 
002000 
002100 
002200 
002300 
002400 
002500 
002600 
002700 
002800 
002900 
003000 
003100 
003200 
003300 
003400 
003500 
003600 
003700 
003900 
004000 
004100 
004200 
004300 
004400 
004500 
004600 
004700 
004800 
004900 
005000 
005100 
005200 
005300 
005400 


REPLACE YES; 


FONT HELV 

CS H200A0 

CP V10037; 
FONT BOLD 440000; 
FONT ITAL 4300B0; 
FONT NORM 420000; 
SETUNITS 1 IN 1 IN 


LINESP 6 LPI; 


/* 
/* 
/* 
/* 
/* 
/* 
/* 
/* 
/* 
/* 
/* 
/* 


SSSPD1 is the page definition name ~*/ 
PPFA should replace existing copy */ 


Define font nicknames as follows: */ 
HELV is the short name */ 
COH200A0 is character set */ 
T1V10037 is code page x*/ 
Courier Roman Bold 10 Char/Inch */ 


Courier Italic Normal 12 Char/inch  */ 
Courier Roman Normal 10 Char/inch  +*/ 
This indicates that the default unit */ 
for all measurements is the inch */ 
Lines spacing at 6 lines/inch x/ 


[ROR ROR ORK OE ER OE OE Ee GE a we/ 


/* All print lines handled by this one page format */ 


[kk KR Kk RK KK KK KK KK KK KR KK KK KR KR RK RK KK K/ 


PAGEFORMAT 10F1; 


/* 


/* Customer Address Block - 


PRINTLINE 
CHANNEL 1 


POSITION 0 0 


FONT BOLD 
REPEAT 14; 
PRINTLINE 
POSITION 0 NEXT 
FONT BOLD; 
FIELD START 16 
LENGTH 5 


/* 
/* 
/* 
/* 
/* 
/* 


/* 
/* 
/* 
/* 
/* 


POSITION MARGIN -1 IN /* 


BARCODE 


TYPE POSTNET; 


/* 

PRINTLINE 
POSITION © NEXT 
FONT NORM 
REPEAT 35; 


/* 

PRINTLINE 
POSITION © NEXT 
FONT BOLD; 


/* 
PRINTLINE 


/* 
/* 


/* 
/* 
/* 


/* 
/* 
/* 


/* 


10Fl is page format name x/ 
first 14 lines of page */ 
When an input line has a first col. */ 


(CC) '1' value, this PRINTLINE gets */ 
control - meaning: top of a new page */ 


Horiz Pos:0 3; Vert Pos:Down 0" = */ 
Use bold font «/ 
Process 14 lines this way */ 


Last line of name and address 


Horiz Pos:0; Vert Pos:Next line */ 
Bold font x/ 
Parse zip code field out for bar */ 
code «/ 
Postnet bar code at page margin, 1" */ 
up from last line position */ 

x/ 

x/ 
Next 35 lines of page x*/ 
Horiz Pos:Margin; Vert Pos:Next line */ 
Normal font */ 

*/ 


Total due line 
Horiz Pos:Margin; Vert Pos: Down Next*/ 


Bold font x/ 
*/ 
Last 12 lines of page */ 
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005500 POSITION © NEXT /* Horiz Pos:Margin; Vert Pos:Next Line */ 
005600 FONT NORM /* Normal font to be used here */ 
005700 REPEAT 12; /* */ 


This page definition reads and prints each of the print lines with the following 
changes: 


¢ Invoice name and address is printed in bold. 
* The zip code field is selected and reprinted in bar code. 
* The total line is printed in bold. 


Looking at the SSSPD1 page definition, the heading information defines the fonts 
and line spacing to be used. Note that the prefix "CO" will be added in front of the 
character set name and the prefix "T1” will be added in front of the code page 
name. For the font name assigned HELV, the character set COH200A0 will be used. 
This set is Helvetica in Roman Medium typeface with a point size of eleven. 


This page definition contains one page format. All print lines will be processed by 
this format. Each input print line maps to a PRINTLINE statement. The first 
PRINTLINE has a CHANNEL keyword. This means that this PRINTLINE statement 
will assume control when the input print lines advance to the top of a new page 
(including the first page). This application has 66 print lines per page, including 
spacing and skipping, but this doesn’t require 66 PRINTLINE statements. The 
REPEAT keyword enables multiple, successive print lines to be handled by the 
same PRINTLINE statement. 


The first PRINTLINE statement handles the first 14 print lines. This includes the 
initial 12 blank lines and the first two print lines containing the invoice name and 
address. These lines are printed in the BOLD font, which is defined as 10-point 
Courier Bold and is found in character set C0440000. The next PRINTLINE 
statement handles the name and address print line that contains the US zip code. 
This print line is also printed in Courier Bold. However, the print line is then parsed 
(subdefined into individual fields) to define the zip code field. This field is then 
printed in US Postnet bar code. This bar code is printed at the current horizontal 
position (MARGIN), but placed one inch above the current vertical position. 
Therefore, the bar code will print directly above the name and address data just 
printed. 


The remaining PRINTLINE statements handle the rest of the print lines down the 
page. All of these lines, except for the total due line at line number 51, are printed 
in the NORM font. The total due line is printed in the font defined as BOLD. 


To implement this page definition, the invoice printer file would be changed or 
overridden to specify *LINE as the device type and SSSPD1 as the page definition 
name. If the previously described form definition (SSSFD1) was also used, then you 
would end up with three copies per input page with the line formatting handled by 
the page definition and the overlays applied as defined by the form definition. 


Additional Form Definition and Page Definition Formatting 
Functions 


ge 367] provides for far more 
formatting function than the page and form definitions just described. Based on the 
input invoice data, one of the following three output page types would be created: 


* Single page invoice 
* First or interior page of multi-page invoice 
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* Last, or summary, page of a multi-page invoice 


In order to create the output page type, conditional logic must be defined. Within 
the page definition (SEEDS), a PRINTLINE statement is parsed in order to look for 
the words "seeds", “trees”, and “fruits” that are found in the "Thank you” message 
found at the end of each invoice. Locating these words means that we are on the 
last page of an invoice. In addition, these words are also used as a trigger to place 
an image of a seed, tree, or fruit on that page. 


The page definition has three different PAGEFORMAT records corresponding to the 
three different output page types. Based on the conditional logic, control is switched 
dynamically to the correct PAGEFORMAT record. Control passes back to the first 
PAGEFORMAT record at the top of a new input page (because it contains the 
CHANNEL keyword). Note that the form definition contains seven copy groups, 
corresponding to the output page type and which image (seed, tree, or fruit) is 
required. The selection of the right copy group is defined within the page definition. 


Printer File Keyword Support when Using Page Definitions and Form 
Definitions 


With the introduction of line data, the AS/400 can receive layout and media handling 
instructions through existing Printer File Command keywords and from new page 
definition and form definition output-descriptors. You must, therefore, describe which 
keywords are ignored when a page definition or form definition is specified and 
which keywords are used when no page definition or form definition is specified. 


Print File Keywords Ignored when Line Data Is Specified and a 
Page Definition Is Used 


The following printer file keywords are ignored when line data is specified and a 
page definition is used: 


* CDEFNT 

* CHRID 

* CPI 

* FOLD 

* FONT 

* FNTCHRSET 
° LPI 

* LVLCHK 

¢ MULTIUP 
* PAGESIZE 
* PAGRTT 

* REDUCE 


Print File Keywords Ignored when Line Data Is Specified and a 
Form Definition Is Used 


The following printer file keywords are ignored when line data is specified and a 
form definition is used: 


* BACKMGN 
* DRAWER (if *FORMDF is specified) 
* DUPLEX (if *FORMDF is specified) 
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FOLD 
FORMFEED 
FRONTMGN 
LVLCHK 
MULTIUP 
PAGRTT 
PRTQLTY 
REDUCE 


The following printer file keywords, if used, override the values specified in a form 
definition. 


DRAWER (if *FORMDF is not specified) 
DUPLEX (if *FORMDF is not specified) 


Other Options for Page and Form Definitions 


You can use different methods to obtain page definitions and form definitions. In this 
chapter we have shown how you can create page definitions and form definitions 
with Page Printer Formatting Aid. You can, however, get page definitions and form 
definitions in other ways. The following list identifies sources for obtaining page 
definitions and form definitions: 


PSF/400 is shipped with a standard set of precompiled page definitions and form 
definitions to get you started immediately. The names and characteristics of these 
resources are included in the accompanying documentation. 

You can create page definition and form definition objects on other AFP 
platforms, such as MVS, VM, VSE, AIX, and OS/2 (using Business Partner 
products). 

The IBM Printing Systems Company Solutions Service Center. 

There are several graphical products available for creating page and form 
definitions interactively. The systems from two companies—ISIS and Elixir—are 
built on top of form design applications. This enables you to design the electronic 
form and then format the existing print lines on top of that form. 


Note: Contact your IBM representative for more information regarding these 


options. 
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Chapter 14. Using the AFP Toolbox for AS/400 


The AFP Toolbox provides a high-level, application-programming interface that 
enables programs written in the C, COBOL, and RPG programming languages to 
directly produce an AFP data stream. The MO:DCA-P documents created with AFP 
Toolbox are platform-independent and can be printed or viewed by the IBM AFP 
Printer Drivers on all supported platforms, such as System/390, AS/400, OS/2, 
RISC/6000, and AFP Workbench for Windows. AFP Toolbox output can be written 
to a file or returned to the application for further processing. 


AFP Toolbox provides an interface for ILE C, COBOL, and RPG applications. 


MA @ cule el n a @ 
shows the COBOL program for the Super Sun Seeds application as it could be 
implemented with AFP Toolbox function calls. 


Tasks You Can Do with the AFP Toolbox 


Page definitions provide powerful functions for formatting line data, but may not 
provide enough flexibility or formatting capabilities for every application. If you need 
more control of the appearance of your output, you should consider using the AFP 
Toolbox. 


The AFP Toolbox enables you to create new print applications with formatting 
tailored to the requirements of each page of data. For example, if you created the 
Super Sun Seeds case study example using AFP Toolbox, you can position rules 
and fixed or variable depth boxes depending on whether the customer’s last order 
falls on the page or whether the customer has one or many orders. 


You also can use a variety of typographic fonts, and include graphics or special 
messages at different points on each page according to the characteristics of the 
data. Each statement is designed to most effectively communicate the information 
needed by the individual customer. 


With AFP Toolbox, programmers familiar with the ILE C, COBOL, or RPG 
programming languages can invoke powerful AFP functions using familiar data 
structures, function calls, and objects that are easy to learn and understand. These 
functions enable the programmer to specify and change such AFP formatting 
options as the following: 


* Text position and orientation 

¢ Fonts used for printing lines and fields 

¢ Rules and boxes of varying sizes and positions 

* Color for rules, boxes, or fonts 

* Page segments, overlays, images, graphics, and bar codes 


Formatting with the AFP Toolbox 


AFP Toolbox also provides the following formatting capabilities: 
* Centering and aligning lines of text using typographic fonts 


¢ Flowing text into a paragraph, which can be left-aligned, right-aligned, centered, 
or fully justified. 
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* Querying the width and depth of a string of text before it is actually placed on the 
page to help the application make decisions about when to break a line or page 


* Creating bar code objects (BCOCA) 
* Creating graphic objects (GOCA) 


AFP Toolbox Document and Page Structure 


The AFP Toolbox is designed to hide the details of the data stream from 
applications that need to generate it. 


Applications that use the AFP Toolbox library functions need to follow the AFP 
hierarchy when building compound documents. Documents are made up of pages 
and the pages are made up of objects, as shown in 


Refer to [BM Advanced Function Presentation Toolbox for Multiple Operating 


Systems User’s Guide for a list showing a typical sequence of calls for an 
application using the AFP Toolbox Library functions. 


| 


Text Image Barcode Graphic 
Objects Objects Objects Objects 


FONTS & 
poia 9Point| | fade Doe| | iii 


Figure 129. AFP Toolbox Document and Page Structure 
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RPG programs utilizing the AFP Toolbox are coded in a similar manner to COBOL. 
B contains a simple RPG 


ng_A ooipox on page 


In summary, use of the AFP Toolbox with a HLL program represents a similar, 
though more complex, approach to developing AFP applications, when compared to 
using DDS. The choice of AFP Toolbox would be driven by specific application 
requirements, such as fully aligned text, that DDS cannot provide. 


Refer to IBM Advanced Function Presentation Toolbox for Multiple Operating 
Systems User’s Guide (S544-5292) for other examples. 


Indexing and Navigation of the AFP Data Stream 


AFP Toolbox enables the programmer to add indexing tags to the output document. 
These tags can be used by the Viewer application of AFP Workbench for Windows 
to navigate through the document and locate specific pages or groups of pages. 
The indexing tags also can be used by other applications such as archival and 
retrieval applications to select and locate specific pages. 


Super Sun Seeds Case Study Created with AFP Toolbox 


If you created the Super Sun Seeds case study example, as shown below, using 
AFP Toolbox, you could take advantage of such functions as: 


* Variable size boxes 

* Alignment of text with typographic fonts 
* Counting of pages as they are built 

* Creating individualized paragraphs 

* Building bar codes 


The AFP Toolbox is used in conjunction with a High-Level Language (HLL) program, 
such as RPG, COBOL, and C, to create documents that are composed of individual 
pages. Within each page, you can define page elements such as text, image, 
overlays, lines, boxes, and bar coding. The AFP architecture uses a series of 
structured fields to represent document and page composition. The AFP Toolbox 
provides subroutines to be called from a HLL program that handled these structured 
fields. The application developer focuses on document composition, not the 
resulting print datastream. 


To illustrate the concept described above, let’s look at the overall structure of a 
COBOL program that uses AFP Toolbox subroutines to generate an AFP 
application. The program flow is as follows: 


Set up general parameters 


Perform AFPINIT (Initialize) 

Set up document parameters 

Perform AFPBDOC (Begin document) 
Set up page parameters 

Perform AFPBPAGE (Begin page) 

Set up fonts to be used 

Perform AFPDFNAT (Define font) 


Set up text to be printed 
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Perform AFPNLINE (Line advance) 


Perform AFPWRITE (Write line) 

Set up and perform rest of page 

Perform AFPEPAGE (End Page) 
Repeat for all pages 

Perform AFPEDOC (End Document) 
Perform AFPEND (End Application) 


Description of Super Sun Seeds Application with AFP Toolbox 


Appendix VL 1oo!box 50 sie pe n Seed ase gy on page 9 
contains the entire COBOL program using AFP Toolbox subroutines to produce the 
Super Sun Seeds invoice application. There are several important differences in 
document formatting with AFP Toolbox support that this example illustrates. These 
include: 


* Typographic fonts can be used throughout, because Toolbox supports left, center, 
and right alignment of text. 


* Boxes surrounding transaction information can be drawn dynamically instead of 
always being of fixed dimensions. 

* Paragraphs of text can be defined and dynamically formatted. The text will be 
flowed and aligned based on the area of the page allotted for it. 


* Page groups (i.e., by customer invoice) can be numbered with pages "n of m.” 


Let’s look at several segments of the this Super Sun Seeds program. After 
initialization, the program sets up overall document information (including the output 
file name) and performs the begin document operation, as follows: 


017200000000 MOVE "SUPER SUN SEEDS" TO AFP-DOC-NAME. 

017400000000 MOVE "AS/400 COBOL Program" TO AFP-DOC-COMMENT. 
017600000000 MOVE FILED TO AFP-OUTPUT-TYPE. 

017700960322 MOVE "/QSYS.LIB/QAOCL.LIB/QAYTBRESCS.FILE/SUNSEEDS .MBR" 
017800000000 TO AFP-OUTPUT-FILENAME. 

018000000000 PERFORM AFPBDOC. 


Next, the page numbering fields are initialized and the "Begin Page” subroutine is 
called, as follows: 


028300000000 MOVE "Page 1" TO AFP-PAGE-NAME. 
028500000000 PERFORM AFPBPAGE. 


Various page elements are composed and placed on the page. An overlay 
comprising the top part of the invoice page (INVHEAD1) is positioned at a zero-zero 
offset from the page origin and written to the page, as follows: 


030300000000 Reon nnn nnn nn nn nnn nn nnn nn nnn nn nn nn nnn nen nn en nn enn e * 
030400000000 * INCLUDE THE OVERLAY * 
030500000000 Benn nnn nn nnn nnn nn nn nnn nn nn nn en nn nnn nnn nn nnn enn ee * 
030600000000 MOVE @ TO AFP-X-COORDINATE. 

030700000000 MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 

030800000000 MOVE @ TO AFP-Y-COORDINATE. 

030900000000 MOVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 

031000000000 PERFORM AFPSPOS. 

031100000000 

031200000000 MOVE "INVHEAD1" TO AFP-OVLY-NAME. 

031300000000 PERFORM AFPIOVL. 

031400000000 

031500000000 PERFORM PROCESS-THE-ADDRESS. 

031600000000 

031700000000 Benne nnn nn nn nn nn nn nnn nn nn nn nnn nnn nnn nn nnn een nn ee * 
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031800000000 * Start vertical rules under the shaded box * 
031900000000 *------------------------------------ = 2-2-2 oo enn enn * 
032000000000 MOVE 10 TO AFP-RULE-FAT-THICKNESS. 
032100000000 MOVE BASELINE-DIR TO AFP-DIRECTION. 
032200000000 

032300000000 MOVE 793 TO AFP-X-COORDINATE. 
032400000000 MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 
032500000000 MOVE 5442 TO AFP-Y-COORDINATE. 
032600000000 MOVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 
032700000000 PERFORM AFPSPOS. 

032800000000 PERFORM AFPBRULE. 

032900000000 SET RULEHNDL1 TO AFP-RULE-HANDLE. 
033000000000 MOVE 850 TO AFP-X-COORDINATE. 
033100000000 PERFORM AFPHMOVE. 

033200000000 PERFORM AFPBRULE. 

033300000000 SET RULEHNDL2 TO AFP-RULE-HANDLE. 
033400000000 MOVE 567 TO AFP-X-COORDINATE. 
033500000000 PERFORM AFPHMOVE. 

033600000000 PERFORM AFPBRULE. 

033700000000 SET RULEHNDL3 TO AFP-RULE-HANDLE. 
033800000000 MOVE 1474 TO AFP-X-COORDINATE. 
033900000000 PERFORM AFPHMOVE. 

034000000000 PERFORM AFPBRULE. 

034100000000 SET RULEHNDL4 TO AFP-RULE-HANDLE. 
034200000000 MOVE 4505 TO AFP-X-COORDINATE. 
034300000000 PERFORM AFPHMOVE. 

034400000000 PERFORM AFPBRULE. 

034500000000 SET RULEHNDL5 TO AFP-RULE-HANDLE. 
034600000000 MOVE 1304 TO AFP-X-COORDINATE. 
034700000000 PERFORM AFPHMOVE. 

034800000000 PERFORM AFPBRULE. 

034900000000 SET RULEHNDL6 TO AFP-RULE-HANDLE. 
035000000000 MOVE 1500 TO AFP-X-COORDINATE. 
035100000000 PERFORM AFPHMOVE. 

035200000000 PERFORM AFPBRULE. 

035300000000 SET RULEHNDL7 TO AFP-RULE-HANDLE. 


The program reads data from the input file and begins filling in the page. The 
customer name and address is written using a series of new lines (AFPNLINE) and 
writes (AFPWRITE). This text is left aligned: 


048400000000 PERFORM AFPNLINE. 

048500000000 CALL "TRIM" USING CUST-NAME, 

048600000000 BY CONTENT LENGTH OF CUST-NAME, 

048700000000 BY REFERENCE AFP-CHARACTER-STRING, 
048800000000 AFP-STRING-LENGTH. 

048900000000 

049000000000 ADD 1 TO AFP-STRING-LENGTH. 

049300000000 MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 

049400000000 MOVE TRU TO AFP-POSITION-OPTION. 

049500000000 PERFORM AFPWRITE. 

049600000000 

049700000000 ee * 
049800000000 * Write the customer address. * 
049900000000 ee * 
050000000000 PERFORM AFPNLINE. 

050100000000 

050200000000 CALL "TRIM" USING CUST-ST-ADDR, 

050300000000 BY CONTENT LENGTH OF CUST-ST-ADDR, 
050400000000 BY REFERENCE AFP-CHARACTER-STRING, 
050500000000 AFP-STRING-LENGTH. 

050600000000 

050700000000 ADD 1 TO AFP-STRING-LENGTH. 

051000000000 MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 

051100000000 MOVE TRU TO AFP-POSITION-OPTION. 

051200000000 PERFORM AFPWRITE. 

051300000000 
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051400000000 PERFORM AFPNLINE. 


051500000000 

051600000000 CALL "TRIM" USING CUST-CITY-STATE, 

051700000000 BY CONTENT LENGTH OF CUST-CITY-STATE, 
051800000000 BY REFERENCE AFP-CHARACTER-STRING, 
051900000000 AFP-STRING-LENGTH. 

052000000000 

052100000000 ADD 1 TO AFP-STRING-LENGTH. 

052300000000 MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 
052400000000 MOVE TRU TO AFP-POSITION-OPTION. 

052500000000 PERFORM AFPWRITE. 

052600000000 

052700000000 PERFORM AFPNLINE. 


Other invoice data, such as account number and invoice number is positioned and 
right-aligned within the page: 


038000000000 MOVE 2254 TO AFP-X-COORDINATE. 
038100000000 MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 
038200000000 MOVE 4335 TO AFP-Y-COORDINATE. 
038300000000 MOVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 
038400000000 PERFORM AFPSPOS. 

038500000000 

038600000000 MOVE ACCOUNT-NUM-IN TO ACCOUNT-NUM-OUT. 
038700000000 MOVE 4 TO AFP-STRING-LENGTH. 

038800000000 MOVE ACCOUNT-NUM-OUT TO AFP-CHARACTER-STRING. 
039000000000 MOVE RIGHT-ALIGN TO AFP-ALIGNMENT-OPTION. 
039100000000 MOVE FALS TO AFP-POSITION-OPTION. 
039200000000 PERFORM AFPWRITE. 

039300000000 

039400000000 MOVE 3121 TO AFP-X-COORDINATE. 
039500000000 PERFORM AFPHMOVE. 

039600000000 

039700000000 MOVE INVOICE-NUM-IN TO INVOICE-NUM-OUT. 
039800000000 MOVE 8 TO AFP-STRING-LENGTH. 

039900000000 MOVE INVOICE-NUM-OUT TO AFP-CHARACTER-STRING. 
040100000000 MOVE RIGHT-ALIGN TO AFP-ALIGNMENT-OPTION. 
040200000000 MOVE TRU TO AFP-POSITION-OPTION. 
040300000000 PERFORM AFPWRITE. 


As the invoice transaction data is placed down the page, the "frame” of lines 
surrounding that information is progressively extended down the page: 


065300000000 MOVE TRANS-UOM TO AFP-CHARACTER-STRING. 
065400000000 MOVE 2 TO AFP-STRING-LENGTH. 

065600000000 MOVE CENTER-ALIGN TO AFP-ALIGNMENT-OPTION. 
065700000000 MOVE TRU TO AFP-POSITION-OPTION. 
065800000000 PERFORM AFPWRITE. 


A key capability of AFP Toolbox is the ability to "flow’text like a word processing 
program. The space for a paragraph is defined and the text is positioned and 
aligned within that space as shown in the program statement below: 


057900000000 ko -------------------------------------------------------------- * 
058000000000 * If there is room, build a personalized paragraph. * 
058100000000 #o-------------------------------------------------------------- * 
058200000000 PERFORM AFPQUERY. 

058300960322 IF AFP-Y-COORDINATE < 8000 

058400000000 

058500960322 MOVE 4040 TO AFP-PARA-WIDTH 

058600960322 MOVE JUSTIFY-ALIGN TO AFP-FORMAT-OPTION 

058700960322 MOVE DEFAULT-LSP TO AFP-LINE-SPACING 

058800960322 MOVE 10000 TO AFP-PARA-MAXDEPTH 

058900960322 PERFORM AFPBPARA 

059000000000 

059100960322 MOVE LOW-VALUES TO AFP-CHARACTER-STRING 

059200960322 STRING AFP-STRING-1 
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059300960322 
059400960322 
059500000000 
059600960322 
059700960322 
060000960322 
060100000000 
060200960322 
060300000000 
060400000000 
060500960322 
060600000000 
060700960322 
061000960322 
061100000000 
061200960322 
061300960322 
061400960322 
061500960322 
061600960322 
061700960322 
061800960322 
062100000000 
062200960322 
062300960322 
062400960322 


DELIMITED BY SIZE INTO AFP-CHARACTER-STRING 
CALL "STRING-LENGTH" USING AFP-CHARACTER-STRING, 
BY CONTENT LENGTH OF AFP-CHARACTER-STRING, 
BY REFERENCE AFP-STRING-LENGTH 
ADD 1 TO AFP-STRING-LENGTH 
PERFORM AFPPTEXT 


CALL "TRIM" USING CUST-NAME, 
BY CONTENT LENGTH OF CUST-NAME, 
BY REFERENCE AFP-CHARACTER-STRING, 
AFP-STRING-LENGTH 


ADD 1 TO AFP-STRING-LENGTH 
PERFORM AFPPTEXT 


MOVE LOW-VALUES TO AFP-CHARACTER-STRING 
STRING AFP-STRING-2 
DELIMITED BY SIZE INTO AFP-CHARACTER-STRING 
CALL "STRING-LENGTH" USING AFP-CHARACTER-STRING, 
BY CONTENT LENGTH OF AFP-CHARACTER-STRING, 
BY REFERENCE AFP-STRING-LENGTH 
ADD 1 TO AFP-STRING-LENGTH 


PERFORM AFPPTEXT 
PERFORM AFPEPARA 


END-IF. 
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Chapter 15. Using the Print Format Utility 


The Print Format Utility, along with the Overlay Utility and the Resource 
Management Utility, is part of the IBM Advanced Function Printing Utilities for 


AS/400 (AFP Utilities). This chapter describes the Print Format Utility and how to 
use it. 


Introduction to the Print Format Utility 


The Print Format Utility allows you to print data from database file members 


(created by application programs or utilities) in various forms, such as text or bar 


codes, and in various formats on IPDS printers. You can also print summary 
information of the data in the database member, such as the total, average, or 
maximum of numeric fields. You can specify these items when designing your 


printout on the screen interactively and you can place images on the printed page 
as well. 


With Print Format Utility, you can: 
Design your desired layout of a record interactively in the same way as the 


With Print Format Utility, you can also create various kinds of output from one 
database file member. For example, you can print a list of products, product 


Overlay Utility. 


You can define headings, boxes, or logos that contain text, lines, images, bar 
codes, and graphics to be printed in addition to the data in the database file 


member. 


Design the page layout interactively in the same way as in the Overlay Utility. 


You can define headings, boxes, or logos that contain text, lines, boxes, images, 


bar codes, and graphics to be printed. 


Save the record layout and page layout as a printout format definition in your file. 


Print a database file member according to the printout format definition. 


descriptions, or even delivery labels from one database file member using different 


printout format definitions. 


With AFP Utilities, Version 4 Release 4, selective printing of any element in a record 


layout can be done by using Element Selection. Selection is determined by the 
values of one to five variable fields in the database file being printed. To use the 


function, press F9=Element selection on any of the following screens and specify 


the conditions under which the element should be printed: 
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Define text 
Change text 
Define line 
Change line 
Define box 
Change box 
Define bar code 
Change bar code 
Place graphics 
Change graphics 
Place page segment 


1999 


225 


* Change page segment 


Defining a Printout Format Definition (PFD Definition) 


With AFP Utilities, the forms and formats for printing are designed by defining a 
printout format definition (PFD definition) instead of writing your own application 


programs. 


Case Study Related Example with Print Format Utility 


Although Print Format Utility could be adapted to print a version of the Super Sun 
Seeds invoice, it is better suited to a related application: packing list bar coded 
labels. This application would create a label for each line item in a Super Sun 
Seeds customer order. Labels would be peeled off during order selection, and the 
bar code scanned to confirm the item selection. The labels are printed 3-up and up 
to 30 per 8-1/2 by 11 inch page. A sample of the order labels is shown below: 


Custd#: 


000141 


ust#: 000141 Cust#: 000141 


HORTTCUL te ATS 


3-4-87 


Bin Location 


ele “S 
313216 


SEEDS WastERS. 


Bin Locati 


$7 
56413213 


V-AD-1 |iililiilill | 7-4-96 


65 pe 
io ESALE ee wus S 4512023 


ARBOLES DEL SUR ee LASSO RED SEEDS : SCARLET NANTES SEEDS a 
Sone SEEDS) | els T eas WOLESALE’ SEEDS elas si — Sone seeds “eles pene 
4-L-31 {MMMM = O9-658 — UNMAMNMIM | OD-48S —HUUANT AL 
Cust#: 000141 Cust#: 000141 Custif: 000141 
CHANTENAY SEEDS - res BANTAM SEEDS ; AFRICAN DAISY SEEDS 
SOuERS alpen rae Omnia NATURE MIDELTS ie te ca SOT OBERY REEDS” "a i. ae be? 
O9-14 = IMINNMNMMNM «| C-2-12 ANTI» | B-3-99 (OMANI 
Bin Location Bin Location Bin Location 
Cust#: 000141 Cust#f: 000141 Cust#: 000141 
SEMILLAS DEL SUS POMBEROS FOr POT OREGON SPRING ove SEED 


Figure 130. Order Label Printout 


Since PFU works directly with the AS/400 database, we have created an expanded 
customer invoice file that joins the invoice file (SEEDDETL) and the item master file 
(SEEDITEM). This allows both invoice and item master information to be passed to 
PFU with each record processed. The specification for this joined file (GEEDJOIN) 

is shown below: 


SOURCE FILE «6 sss SAMPLER/QDDSSRC 
MEMBER: ese Soe ae Ae ae SEEDJOIN 
SEQNBR¥...t... 1 ...te.. 2 cceteee Bo veeteee 4a 
100 Ax Super Sun Seeds Invoice/Item Join LF 
200 A R ITMALL 
300 A J 
400 A 
500 Ax SEEDDETP FIELDS 
600 A RECNO 4S 0 
700 A 
800 A DELETE 1A 
900 A 
1000 A CUST# 6S 0 
1100 A 
1200 A STNAME 25A 
1300 A 
1400 A STSTRT 25A 
1500 A 
1600 A STCITY 25A 
1700 A 


226  AS/400 Guide to AFP and PSF 


JFILE(SEEDDETP SEEDITEM) 
JOIN(SEEDDETP SEEDITEM) 
JFLD(ITM1 ITEM#) 


COLHDG('Record' 'Number') 
TEXT('Record Number') 
COLHDG('Delete') 
TEXT('Delete Code (D)') 
COLHDG('Customer' 'Number') 
TEXT('Customer Number') 
COLHDG('SHIP-TO NAME') 
TEXT ('SHIP-TO-NAME ' ) 
COLHDG('SHIP STREET') 
TEXT('SHIP STREET') 
COLHDG('SHIP CITY') 
TEXT('SHIP CITY') 


1800 
1900 
2000 
2100 
2200 
2300 
2400 
2500 
2600 
2700 
2800 
2900 
3000 
3100 
3200 
3300 
3400 
3500 
3600 
3700 
3800 
3900 
4000 
4100 
4200 
4300 
4400 
4500 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 


STSTE 


STZIP 


SHPVIA 
TERMS 
QTY1 
ITM1 


* SEEDITEM FIELDS 
ITMDEL 


ITMDES 
ITMCLS 
SHPCDE 
UOM 
PCSUOM 
WHSLOC 
WEIGHT 
COST 


SELPRC 


UTSLY 
$YTDLY 
UTYTD 
$YTD 
SUPLR1 
SUPLR2 
DTESAL 
DTESHP 


K CUST# 
K ITM1 


SrPrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrry 


15A 


15A 


6S 


6S 


KKK * 


COLHDG('ST') 
TEXT('STATE ADDR') 
COLHDG('ZIP') 

TEXT ('ZIP+4') 
EDTWRD(' 2s 
COLHDG('SHIP VIA‘) 
TEXT('SHIP VIA') 
COLHDG('TERMS ') 
TEXT('TERMS  ') 


0 COLHDG('QTY@1') 
TEXT(‘QTYO1') 
0 COLHDG('ITMQ1') 


TEXT(‘ITMO1') 


COLHDG('DELETE CODE') 
TEXT('DELETE CODE') 
COLHDG(' ITEM DESCRIPTION') 
TEXT(‘ ITEM DESCRIPTION’) 
COLHDG('ITEM' 'CLASS') 
TEXT('ITEM CLASS') 
COLHDG('SHIP' 'CODE') 
TEXT('SHIP CODE') 
COLHDG('UNIT OF' 'MEAS') 
TEXT('UNIT OF MEASURE') 
COLHDG('PCS/' 'UOM') 
TEXT ('PIECES/UOM' ) 
COLHDG('WHSE' 'LOC') 
TEXT('WAREHSE LOC') 

1 COLHDG('#WEIGHT') 
TEXT (' #WEIGHT') 

2 COLHDG('COST') 
TEXT (‘ITEM COST') 

2 COLHDG('SELL' 'PRICE') 
TEXT('SELLING PRICE') 
EDTWRD(' , $0. ') 


0 COLHDG('UNITS' ‘LST YR') 
TEXT('UNITS LAST YEAR') 

2 COLHDG('SALES' 'LAST YEAR') 
TEXT('SALES LAST YEAR') 

0 COLHDG('UNITS' 'YTD') 
TEXT('UNITS YR-TO-DTE') 

2 COLHDG('SALES' 'YTD') 


TEXT('SALES YR-TO-DATE') 
COLHDG('SUPPLIER 1') 
TEXT('SUPPLIER 1') 
COLHDG('SUPPLIER 2') 
TEXT('SUPPLIER 2') 
COLHDG('LSTSAL') 
TEXT('LAST SALE') 
COLHDG('LSTSHP') 
TEXT('LAST SHIP') 


END OF SOURCE *** * 


PFU builds a print definition, or PFD, that defines how information from the 
database file will be merged with other output elements (such as text, page 
segments, overlays, and bar code). PFU defines a record layout and a page layout. 
The record layout defines the composition of one database record. In this example, 
each record is a line item within a customer invoice. The page layout defines how 

one or multiple record layouts are positioned on the page. This can be done 
through a one-to-one relationship, or as in this case, we can place up to 30 records 
or labels on a page. 
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A a CIE AR PO SU Te ES ART SEE sae PR 7 


AFPU IBM Advanced Function Printing Utilities for AS/400 
Select one of the following: 


Overlay Utility 
1. Work with source overlays 
2. Work with source overlay files 


Print Format Utility 
11. Work with PFD definitions 
12. Work with PFD definition files 
13. Print database file member 
14. Print AFP Utilities tutorial 


Resource Management Utility 
21. Convert to page segment 
22. Work with overlays 
23. Work with page segments 


Selection or command 
S==>1 1 
F3=Exit F4=Prompt F9=Retrieve  F12=Cancel F16=System main menu 


Figure 131. AFP Utilities Main Menu 


From the AFP Utilities main menu, options 11-14 are Print Format Utility functions. 
Since Print Format Utility can “compose” output that includes overlays and page 
segments, you could use Overlay Utility and Resource Management Utility to build 
and manage those resources. We select option “11” to build a print definition. 


(— Work with PFD Definitions ) 
Peiil@taeearsmesenem ce vow erratic ad QPFDDEF Name, F4 for list 
Lilbinanys exe cs es bees SAMPLER Name, *LIBL, *CURLIB 
PED MeTinitiOm «42 6 « *ALL Name, generic*, *ALL 
PoSHEION CO sts fey ce Starting characters 


Type options, press Enter. 
l=Create 2=Change 3=Copy 4=Delete 6=Print PFD definition 7=Rename 
9=Print database file 


PFD 
Opt Definition Text Changed 
BILL1 
2  ITEMLBL Order Labels for Super Sun Seeds 03/01/96 
SHLFLBL Shelf Lavel for Seed Items 03/01/96 


Bottom 
Parameters or command 
Sees 
F3=Exit F4=Prompt F5=Refresh F9=Retrieve F1l=Display names only 
F12=Cancel 


Figure 132. Work with PFD Definitions Display 


From the “Work with PFD Definitions” display, we select option “2” to change a 
definition called “ITEMLBL” for the Super Sun Seeds item labels. 
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Change PFD Definition 


PaO sce Js ahccee sais we: vase) | OPEDDER 


EVDRaryy co eee ce : SAMPLER 
PED detinition: x3 x + os :  ITEMLBL 
Type options, press Enter. 

1=Select 
Opt Action 


Define PFD specifications 

Work with PFD definition fonts 
Specify database file 

Specify break fields 

Design record layout 

Design page layout 

Specify record selection 
Define printout specifications 
Specify mapping object name 


PRP 


F3=Exit F5=Refresh F9=Select all F12=Cancel 


Figure 133. Change PFD Definition Display 


The main selection screen shows the options that can be used in building the 
application. We have selected the options to specify the database file, define break 
fields, design record layout, and design page layout. 


Specify Database File 


Type choices, press Enter. 


Database Tile 2 3 we a se oe SEEDJOIN Name, F4 for list 
[braRy: Soins oe ee eae ee we ence SAMPLER Name, *LIBL, *CURLIB 
RECOrO-TOrmat sos 6 wae ei ITMALL Name, *FIRST, F4 for list 


F3=Exit F4=Prompt F5=Refresh  F12=Cancel 


Figure 134. Specify Database File Display 


We select SEEDJOIN as the target database file for this application. 
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Design Record Layout Columns: 1- 74 
Control .. PED Detanition,... 6 <. .25. ITEMLBL 
Niccoreitieyevetonleonstsvsstee ofetni’ aieieeticvae eo wickove tes eer oe anette ae siolOis rer evoctuaneieuslO vroners heseswialeaterere 
001 *BOQQ1 -------------- *T010 &CUST#. 
002 : *T002 S. ; 
003 : *T005 OM. pcs &PCSUOM. wt &WEIGHT. prc &SELPRC. 
004 : *T007 1. *TQ09 TMCLS. : 
005 : *C003 
006 :&*T008 cation : 
Q07 +------------------------- + 
008 
009 
010 
011 
012 
013 
014 
015 
016 
017 
More... 
F3=Exit F6=Text F9=Line F10=Box 
Fll=Bar code F21=Element edit F22=Block edit F24=More keys 


Figure 135. Design Record Layout Display 


The “Design Record Layout” display shows the layout of a record (a label) in screen 
view mode. Design elements include text, bar code, lines, boxes, page segments, 
and database fields. Fields from the database are specified by using a “&” prefix 
and “.” suffix. For example, the specification “&WEIGHT;” is the field WEIGHT. 


When you press F4, the Change Text Detail screen is displayed. 


nn LR an. To na: 


Change Text Detail 
Mark: *T005 Measurement method: Inch 
Type choices, press Enter. 
Position: 
ACGOSSiaraseetcnrs arene cesarean re -20 0.00-22.75 
DOWMiteiseetecutseecuansoreaneos -40 0.00-22.75 
MeXt data soe) gee cote vo ee ses uom &UOM. pcs &PCSUOM. wt &WEIGHT. prc & 
SELPRC. 
F4 for list 
EWememit.” 2: cece cares) ves ces io eve Name 
POUMNGT we <ecceas oe ee wee ee nw 1 l=Horizontal, 2=Vertical 
Degree of rotation. .... 0 0, 90, 180, 270 
COO acetic eecae ort ators *DEFAULT *DEFAULT, 1=Blue, 2=Red 
3=Magenta, 4=Green, 5=Cyan 
6=Yellow, 7=Brown, 8=Black 
Wnderline: 2 2 4 sak & a4 N Y=Yes, N=No 
More... 
F3=Exit F4=Prompt F5=Refresh F6=Change measurement method 
F10=Edit numeric F12=Cancel 


Figure 136. Change Text Detail Display 


This displays the detail of the text line positioned at .20 inch down and .40 across. 
This text line contains both constant data (“uom’”) and fields from the database 
(“&uom;”). A continuation display prompts for the font to be used in printing the text 
and fields. 
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Design Record Layout 
Control .. PFD Definition... .. 4 4 ITEMLBL 
NBR ID NAME M ACROSS DOWN Parameters 
001 8B 2 0.000 0.000 END ACROSS= 2.660 END DOWN = 1.000 
002 T 1 3 2 FONT = 0 &ITMDES. 
003 C 2 1.400 0.660 &ITM1. 
004 T 2 0.100 0.850 FONT=0 &WHSLOC. 
005 T 2 0.200 0.400 FONT=0 uom &UOM. pcs &PCSUOM. wt &WEIGHT. prc 
006 T 2 1.700 0.570 FONT=0 &ITM1. 
007. T 2 0.200 0.500 FONT=0 &SUPLR1; 
008 T 2 0.250 0.980 FONT=0 Bin Location 
009 T 2 1.300 0.500 FONT=0 cls &ITMCLS. 
010 =~T 2 2.000 0.150 FONT=0 Cust#: &CUST.#; 
011 
012 
013 
014 
015 
016 

More... 

F3=Exit F6=Text F9=Line F10=Box 
Fll=Bar code F13=Place F14=Change F24=More keys 


Figure 137. Design Record Layout Display 


The Design Record Layout screen, with design elements of the label, can also be 
displayed in list view, as shown above. This view not only gives a summarized 
listing, but also facilitates line commands on specific elements (such as move, copy, 
remove, and restore. You can also change an item by placing the cursor on the 
desired line and pressing PF 14. 


Design Page Layout Columns: 1- 74 
Control .. PED Definition... < . ITEMLBL 
Hees ovett ave sie Lisusiecattinns east 2oevevsrscticcale co's eicvech soles tele, ouster ia sievsD evereua steve cis Orcarshectiarelle/a/ereuecs 
001 *RQO1-001 *ROO1-002 *ROO1-003 
002 


007 *RO01-004 *ROO1-005 *ROO1-006 


013 *RO01-007 *RO01-008 *ROO1-009 


016 
017 
More... 
F3=Exit F6=Text F9=Line F10=Box 
Fll=Bar code F21=Element edit F22=Block edit F24=More keys 


Figure 138. Design Page Layout Display 


With the “Design Page Layout” display, you can place one or more copies of the 
record layout on the page. Each record layout is filled by variable data from an 
individual record in the selected database file. With the Super Sun Seeds item 
labels, we want to use 8-1/2 by 11 inch label stock and position labels three across 
and ten deep. If we select the first record layout, we can see the record positioning. 
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( , \ 
Change Record Layout Detail 


Mark: *ROO1 Measurement method: Inch 


Type choices, press Enter. 


Position: 
ACROSS= pean er trae) ah ose tous .02 0.00-22.75 
DOWM i .-ee. ese een. eee: seh ws es .00 0.00-22.75 
Eemenits eetrsogsee.thcu cceerreseren he Name 
DIVeChION 5.96 eee we Ge A 1 1=Across, 2=Down 
Repetition: 
IACVOSSwee er cee ee cohen neem sere 3 1-99 
DOWMiieecrt.mretesas a: coaot ft rears 10 1-99 
Distance: 
ACROSS wetness teever ey cameras. Meas 2.74 0.00-22.75 
DOWN cere caesnecan eg gear aeear ales 1.07 0.00-22.75 


F3=Exit F4=Prompt F5=Refresh F6=Change measurement method  F12=Cancel 


Figure 139. Change Record Layout Detail Display 


This display shows that the record layout is replicated three across and ten down. 
Summary 


As you can see, Print Format Utility is very similar in format and interface to Query 
for AS/400. Unlike Query, PFU creates AFP pages, not simple reports. PFU’s ability 
to define “subpages” and then replicate those segments across and down a 
physical page makes it appropriate for use with applications such as multiple-up 
barcoded labels. In addition, since PFU works directly with a database file, it can be 
used for one-time or ad hoc reports and documents. 
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Chapter 16. Using the Client Access/400 AFP Viewer 


Advanced Function Presentation 


The use of the term Advanced Function Presentation for AFP indicates the 
extension of AFP architecture and support beyond printing. AFP creates documents 
that need to be viewed, faxed, merged with scanned information, indexed, and 
archived, in addition to be printed. 


The AFP Workbench Viewer provides the capability to resolve and view graphically 
AFP documents. It can also view other printed formats, such as SCS and ASCII, as 
well as a number of image file formats. Once viewed on the client, a document or 
image can be annotated, reprinted, or faxed from the client. The AFP Workbench 
Viewer is integrated into Client Access/400. 


Summary of View-Related Applications 


The ability to view a fully composed AFP document on a PC screen offers many 
advantages: 


* Increased end-user productivity 

— Allows you to proof your output before printing it 

— Allows you to view information online instead of printing it 
* Reduced paper use 

— Saves money by purchasing less paper 

— Is environmentally friendly 
* Enhanced customer service 


— Allows a customer service representative to immediately access a customer 
statement online 


— Provides a view of the complete customer statement just as it was printed 


Many AS/400 applications now take advantage of the AFP Workbench Viewer so 
their output may easily be viewed by users at intelligent workstations. 


* Client Access/400 now includes a subset of the AFP Workbench Viewer. This 
provides all users with a graphical interface that allows them to see a list of 
AS/400 spooled files. Double-clicking on any item in the list invokes the AFP 
Workbench Viewer, and brings up an image of that document on the PC display. 


* Facsimile Support for AS/400 uses the AFP Workbench Viewer to display 
incoming fax documents. 


* OnDemand for AS/400 supports the archival and retrieval of AFP and SCS 
documents. OnDemand can be used to display documents that have been 
retrieved. 


Designed for high volume, customer service environments, OnDemand for 
AS/400 provides hierarchical storage management across magnetic, optical, and 
tape devices. The OnDemand server allows indexes such as customer name and 
account number to be created and stored for AFP files, giving the user quick and 
simple navigation through thousands of statements. 


* ImagePlus/400 and Workfolder Application Facility (WAF) generate image 
documents on the AS/400. These documents can be viewed using the AFP 
Workbench Viewer. 
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IBM EDMSuite OnDemand for AIX provides archival and retrieval of AFP 
formatted documents, as well as line-mode and image documents, much like 
OnDemand for AS/400. 

AS/400 applications that require indexing, archival, and retrieval of a high volume 
of AFP documents can route their output to an OnDemand for AIX server for 
these functions. 


Client Access/400 Viewer Details 


AFP Workbench Viewer functions are available to all Client Access/400 clients. 


You can view OS/400 spooled files, as well as documents in shared folders, on a 
LAN, or on a PC. The standard PC file types are supported (TIFF, PCX, DCX, DIB, 
GIF). Also you can print the document on a locally attached printer, clip portions of 
a document to create new documents, use the IBM AFP Printer Driver for Windows 
to create AFP documents from PC applications, and annotate documents. 


The following functions are part of the AFP Workbench: 


Client management of OS/400 spooled files 

View AFP, SCS, and ASCII files 

View TIFF, PCX, DCX, and DIB image files 

Attach notes (annotation) to a displayed document 
Copy selected pages to a file 

Create AS/400 overlays and page segments from any Windows application 
Print viewed document or image 

Search spooled file for target keywords 

Select and copy data to clipboard 

Print (or any print driver operation, such as fax) 
View controls, including zoom, page rotation, etc. 


AFP External Resources 


A typical AFP document is “architected” with references to external page elements 
such as fonts, overlays, and images (page segments). The Client Access/400 AFP 
Viewer graphically displays the entire document, including these external elements. 
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Overlays and Page Segments 


Fonts 


Viewing AS/400 Spooled Files with Client Access/400 


AS/400 Server Shared Folder Windows or OS/2 Client 


Client Access/400 Viewer 


Physical a 
Ble Se 


Copy oe 
to File eer 


AFP 
Resources 


* Fonts 
* Overlays 
« Psegs 


Application | | Output Queue 


Spooled File 


DDS PSF/400 
Spooled File Writer 


Printer File 


Printer Local 


Spooled 
File Data 


Figure 140. Viewing AS/400 Output Using Client Access/400 


In order to understand this process, consider the case study of the Super Sun 
Seeds Invoice. When that job is a spooled file in an output queue, it contains 
references to page segments (Super Sun Seeds logo, and others like the 
strawberry, tree, and flower). It also contains references to several different AFP 
overlays (the different variations of the invoice form). These resources are not 
“inline” with the spooled file; they are simply referenced by the spooled file. If this 
job is released to an IPDS, AFP(*YES) printer, PSF/400 gathers all the resources 
and sends them to the printer along with the spooled file. 


For Windows 95 and Windows NT clients of Client Access, the spooled file is sent 
along with the externally-referenced overlays and page segments. For OS/2 and 
Windows 3.1 clients, these resources must be available in a shared folder or PC file 
directory. If these resources are not already available within a shared folder or PC 
file directory, they must be copied there. ee instructions for copying — Ss 


The AFP Workbench Viewer uses PC-resident fonts to display documents. This 
means that the font used in the AS/400 document will be matched as closely as 
possible with a font available on the PC when the document is displayed with the 
AFP Workbench Viewer. 


By default, the PC uses True Type fonts, which are included with Windows. If the 
PC also has Adobe Type Manager (ATM) fonts installed and active, the AFP 
Workbench Viewer uses these fonts to display documents. ATM must be purchased 
separately from the AFP Workbench Viewer. 
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For best fidelity when viewing AFP documents, you should use IBM Expanded Core 
fonts when creating a document, have ATM on your PC, and obtain the AFP 
Expanded Core Type 1 fonts for your PC. ATM Version 3.02 or higher is 
recommended. (ATM 3.0 or higher is needed for Windows 95. ATM NT is needed 
for Windows NT.) The Type 1 Expanded Core fonts for PC are available in the IBM 
AFP Font Collection product (5648-113) or by contacting the IBM Support Center 
and placing a request on the AFP Workbench queue. 


AFP Data Types Not Supported by the AFP Workbench Viewer 


The following types of AFP data are not supported by the AFP Workbench Viewer: 
* Bar Code Object Content Architecture (BCOCA) 
* Spooled files associated with a page definition, which may not display correctly 


Using Client Access/400 to View Spooled Files 


Follow this procedure to use Client Access/400 to view spooled files on your PC 
screen. 


Note: These instructions are for a Windows 95 or Windows NT environment. For 
OS/2 instructions, see Client Access/400 for OS/2 documentation and online 
help. 

1. Open the Client Access/400 Window. 


& D:\cawin\Client Access |. {OF x] 
File Edit View Help 


= ee. ee 


Service 45400 4S400 Client Access Client Access 
Connections Operations Properties User's Quide 


Navigator 
i r J ar 


Data Transfer Data Transfer Directory Internet ODBC Read Me 
From 45400 To 45400 Update Information Administration 


Service Pack Start Directory 
Read Me Update 


14 object(s) 


Figure 141. Client Access/400 Window 
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2. Double-click on the AS400 Operations Navigator icon (called System Object 
Access in Windows 3.1). You will see icons representing various AS/400 system 
information that can be accessed from the PC client. 
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Figure 142. Operations Navigator Window 


3. Double-click on the Output icon. This displays a list of AS/400 spooled files. This 
is the same information that would be displayed on the AS/400 using the 
WRKSPLF command, but it is presented in an easy to use graphical format. 

4. You can customize the information that appears in the Output List. Select View 
on the title bar of the Printer Output List window, and then select Columns. 
From here you can select which columns of information you want to see, and in 
what order. 


Columns 24x! 


Columns available to display: Columns to be displayed: 


Output name 
User-specified data 
User 

Status 

Printer 

Pages per copy 
Copies 

Time created 

Date created 


Job number 
Number 


Output queue 
Output queue library Add Before --> | 
Priority on output queue 

Add After --> | 


Remove <-- | 


Cancel | Help | 


Figure 143. Columns 
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5. You can also specify which printer output you want to list, by User, Printer, 
Output Queue, and so on. Select View on the title bar of the Output List 
window, and then select Include. You can make any changes to the following 
window: 


Figure 144. Include Printer Output 


6. Once you have the Output List organized to your liking, you can double-click on 
any spooled file in the list. This automatically invokes the AFP Workbench for 
OS/2 and Windows Viewer, which allows you to do the following: 


* See your spooled file on the display. 
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Figure 145. Spooled File Displayed 


¢ Use the AFP Workbench Viewer functions such as zooming, rotating, and so 


on. 


¢ Print the viewed spooled file to a locally attached printer (if function is 


available) 


Calling the AFP Workbench Viewer Directly from Your Application 


The AFP Workbench Viewer can also be called directly from your application 
program. You can use the Start PC Command (STRPCCMD) to invoke the Viewer 
program (CWBVIEWR). The program needs to be passed the complete ID of the 
targ et spooled file. For an example, see the SEGMENT and OVERLAY commands 
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Chapter 17. Using Facsimile Support, OfficeVision, and 
OnDemand for AS/400 


Electronic AFP documents enable changes in the ways documents have been 
traditionally handled within an organization. A document can be created, then used 
in a number of “downstream” business processes. Let’s take a look at several IBM 
AS/400 applications that work with AFP. 


Among the AS/400 applications that utilize AFP are: 
¢ Facsimile Support for AS/400 (FAX/400) 

* OnDemand for AS/400 (OnDemand) 

* OfficeVision/400 (OV/400) 


Using Facsimile Support for AS/400 


Facsimile Support for AS/400 provides comprehensive facilities to manage fax 
within your organization. It can handle inbound faxes, receiving, managing, viewing, 
and printing those documents. It can send any spooled information on your AS/400 
outbound, including setting up and managing the transmission. It can also send 
data from a PC client that is attached to the AS/400 via Client Access/400 and 
using the AFP device for IBM Facsimile Support for AS/400. This PC client can be a 
Windows NT, Windows 95, Windows 3.1, or OS/2 client. Facsimile Support for 
AS/400 emulates the AFP function of the IBM 3816 printer. This enables it to handle 
any image or coded (AFP) data, whether it is in the compressed image format of an 
inbound fax or in the AFP format of a spooled file. 


Super Sun Seeds Case Study 


Facsimile Support for AS/400 works well with the Super Sun Seeds case study by 
providing the ability to fax a copy of the Super Sun Seeds invoice to a customer. 
Assuming that the information being faxed, an invoice or set of invoices for a 
specific customer, resides in an individual spooled file. Faxing is done most easily 
by providing a reprint program that selects and reprints specific invoices. 


The following section shows how the invoice can be faxed. 


From the Facsimile Support for AS/400 main menu, select option 5, “Outbound 
Fax”. The Outbound Fax Commands Display appears. 
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Ts a TET ae ne 
FAXOUT Outbound Fax Commands 
System: BLDSYS1 


Select one of the following: 


Work with Fax Output Queue 
Work with Fax File Attributes 
Change Fax File Attributes 
Delete Fax File 

Send Fax 


OPwWNre 


Enhanced Services: 
21. Create Fax Note 
22. Check Fax Status 
23. Print Fax Status 
24. Submit Fax 


Selection or command 


F3=Exit F4=Prompt F9=Retrieve F12=Cancel F13=Information Assistant 
F16=System main menu 


y 
Figure 146. Outbound Fax Commands 
Select option “1” to work with a fax output queue. 
(~ Work with Fax Output Queue (WRKFAXQ) : 
Type choices, press Enter. 
Qutput: queue’ .. 6. ee bs super Name, *SNDQ, *SAVQ, *ERRQ 
LVDRARY™ aca Suneie eres ape ee qgpl Name, *LIBL, *CURLIB 
Select files for: 
WS Creer arco st csgay Roakeot «4 vo casarcrypents *CURRENT Name, *CURRENT, *ALL 
Wse@nidatas sieve. wuss: sneet ve *ALL *ALL, *CURRENT, *TIMED 
Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 
y 
Figure 147. Work with Fax Output Queue (WRKFAXQ) 
You are prompted for output queue information. Select output queue SUPER in 
library QGPL. 
‘a Work with Fax Output Queue » 
Queue: SUPER Library: QGPL 
Type options, press Enter. 
l=Send fax 3=Hold 4=Delete 5=Display 6=Release 
Opt File FNbr Job User Number User Data 
1 INVNEW2 1 QPADEVQ003 WCSHAFF 104946 INVNEW2 
QSYSPRT 2 QPADEVOO03 WCSHAFF 104946 
QSYSPRT 3 QPADEVO003 WCSHAFF 104946 
Bottom 
Parameters or command 
===> 
F3=Exit F4=Prompt F5=Refresh F9=Retrieve  F12=Cancel F17=Top 
F18=Bottom F20=QFAXOPR  F22=Printers 
(C) COPYRIGHT IBM CORP. 1991, 1995. 3 


Figure 148. Work with Fax Output Queue 
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The spooled files in the SUPER output queue are displayed. Select “1” (Send fax) 
to send the INVNEW2 spooled file as a fax. If you have set up a fax profile that has 
the environment of 2 = Enhanced, you will see the Submit Fax (SBMFAX) 
command. 


Send Fax (SNDFAX) ) 
Type choices, press Enter. 
Send to: 
Telephone number. ...... > 3039246300 
To line 1 for cover page . . . > ‘Improved Printing Corp' 
To line 2 for cover page . . . > ‘Performance Boulevard' 
To line 3 for cover page . . . > PRINTERSVILLE 
+ for more values 
Spoolled file 2. 3.3% 3c 24 > INVNEW2 Name 
JOO MANE: wae Gees tea clece eas eo a > QPADEVQ003 Name, * 
WS Ciieteccr tetas romps ach veneers remeeas >  WCSHAFF Name 
NUMBER. eines eves testes tes) aan ees > 104946 000000-999999 
Spooled file number ...... >1 1-9999, *ONLY, *LAST 
Transmission mode «4.4 6 « « « *FINE *FINE, *NORMAL 
Create cover page ....... > *YES *NO, *YES 
More... 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 
yy 


Figure 149. Send Fax Display 


Type in the fax information, including “send to” information, phone number, and 
company name: Improved Printing Corporation. Specify ““YES” in the “Create Cover 
Page” field to have Facsimile Support for AS/400 generate a cover sheet for the 
fax. 


Send Fax (SNDFAX) 


Type choices, press Enter. 


Cover page printer file 
Library 

Title line for cover page 

From lines: 
From line 1 for cover page. . 
From line 2 for cover page . . 
From line 3 for cover page. . 


QPFFCVP Name, *DFT 
Name, *CURLIB 


Invoice Confirmation 


Super Sun Seeds 
*BLANK 

*BLANK 

Please review 


Comment for cover page 
More... 
F3=Exit F4=Prompt F13=How to use this display 


F24=More keys 


F5=Refresh  F12=Cancel 


Figure 150. Send Fax Display (continued) 


On this continuation display for Send Fax, specify the printer file name for the cover 
page and the “To” information. The printer file QPFFCVP is an AFP data stream 
printer file used to support the fax transmission. The Super Sun Seeds fax cover 
page overlay is shown below: 
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wn 
400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 A Grorit Coxipanty Fes: 555-415.0704 


Fax Transmission 


This invoice overlay designed using IBM AFP Utilities400 


Figure 151. Sample FAX Overlay 


Specify the cover page overlay name (SSSFAX) as the front overlay name in the 
QPFFCVP printer file. 


‘a Work with Fax Output Queue a 


Queue: QFFSNDFAX Library: QUSRSYS 


Type options, press Enter. 
2=Change 3=Hold 4=Delete 5=Display 6=Release 8=Attributes 


Opt File FNbr Job User Number User Data 
INVNEW2 1 QPADEVQ003 WCSHAFF 104946 *CURRENT 
Bottom 
Parameters or command 
===> 
F3=Exit F4=Prompt F5=Refresh F9=Retrieve Fll=View 2. F12=Cancel 
F17=Top F18=Bottom F2Q=QFAXOPR  F22=Printers 


XN 


Figure 152. Work with Fax Output Queue 


Once the requested fax has been sent, it is listed on the outbound fax queue. The 
outbound fax (INVNEW2) is listed on this queue. When the fax is physically sent, 
the Super Sun Seeds cover page with the fax information also is sent, followed by 
the Super Sun Seeds invoice for Improved Printing. 
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From this display you can also select option “5” to display the spooled file being 
sent (the invoice). 


Display Spooled File >) 
File: 202 23 «2 INVNEW2 Page/Line 1/12 
CONENOl) <3). 4: Columns 1 - 78 
Bind? “s%s- 442 
Miotetartiereus cel saatava ste eve vie ia, cosa tyovevs ceiucteysontta tere A agar. etiesses t Oieiateta h cratcusi Onrevevecinere teed wassaec bene 
IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 45789-2637 
100 31300 3/09/96 4/09/96 
BEST WAY 3/09/96 NET 30 YOUR PRINTER RE 
1 PK = 01100517 SPARTAN SEEDS 2.39 2.39 
9 PK 04569870 NORTHERN LITE BLUE SPRUCE 858.32 7,724.88 
12 BX 11005004 BUSH GREEN SEEDS 2.50 30.00 
12 CT 11005011 LASSO RED SEEDS 892.23 10,706.76 
26 PK 11005018 EARLY BANTAM SEEDS 38 9.88 
5 BX 11057893 AFRICAN DAISY, SEEDS 2239) V7 5 
1 PK 15975365 HEAVY OAK 129.09 129.09 
33 BX 32746510 HOPS BREWING LIGHT 1.20 39.60 
6 EA 46578913 SEED SURVEYING SITE 50.00 300.00 
2 BX 56413213 POT POT 7.65 15.30 
More... 
F3=Exit F12=Cancel F19=Left F2Q=Right F24=More keys 
Bar codes not displayed. J 


Figure 153. Display Spooled File 


You can see a non-graphical display of the invoice. With Client Access/400 viewing 
support, you can display a complete graphical display of the invoice. 


Using OnDemand for AS/400 


IBM OnDemand for AS/400 (OnDemand, previously known as R/DARS) is an 
application solution to store large volumes of data and retrieve selective data, 
whether on disk, optical, or tape storage media. It provides computer output to laser 
disk (COLD) and extended archiving functions for the AS/400. 


OnDemand: 

* Provides a functionally rich, cost effective application solution to store and 
retrieve large volumes of data 

* Provides users with a powerful search and browse capability to locate specific 
information 

* Extracts index values, and compresses and stores data on disk, optical, or tape 
storage media 

¢ Manages the life cycle requirements of data and automatically moves data to the 
appropriate media 

* Helps reduce cost by eliminating the need to print to paper or microfiche, 
improving the usability of report information, increasing productivity, and 
enhancing customer service capabilities 

¢ Offers a powerful administration system, both menu-driven and graphical, for 
data definition, management, and security 
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Super Sun Seeds Case Study 


OnDemand complements the Super Sun Seeds invoicing application well, providing 
a comprehensive system to manage documents after they have been issued. The 
spooled file of multiple invoices can be defined to OnDemand, automatically 
indexed, compressed, and stored or archived to disk, optical, or tape media. Super 
Sun Seeds invoicing information can then be easily retrieved, down to the individual 
invoice. 


The invoice can also be reprinted or faxed (using Facsimile Support for AS/400). 
This saves the Super Sun Seeds Company money by not needing to print multiple 
copies of invoices for their records, not needing to send the data to microfiche, and 
not needing to keep large spooled files on their AS/400. It more significantly 
improves productivity and customer responsiveness by providing the capability for 
customer service representatives, for example, to view, print, and fax invoices right 
from their desks while speaking with customers. 


The following example shows how the invoice spooled file is defined by OnDemand 
using the menu-driven administration system. A new graphical report definition tool 
is also available for point-and-click definition of key values, etc. 


( Create Report Definition - Environment 0D400 » 
1/08/98 14:09:29 
REDORE Re apcte cae merce cnpwinrerete aren rercunsit i camcumeraecgtont > INVOICES 
VERSTON ence et ind ecw se ee ase sea ne accent amme OL 
Report.ctype:* s.5 3.0: 96) sess Gases) ee es eee eee se IDOE 
Input record length <<. 26s 2 es oe oe E 133 
Collectioncmame.® boi.) ee a eee ee tees se INVCOLL 
Report cover aye rec. cess en se oy Hevod ee fence vena cabis 
Reportudata. type. t.5 153 os eee em es eee RARRDS: 
REPORUCOMOUD a i. ee sie 6 a) Se) ee ee es oe 
Translate: print-control . . 26.0. 8 6 ss 8S N Y=Yes, N=No 
Pysiint evehilitcer uae eetced sete wesee cote esa beimcr en ast teaees 
ESN AS sates te Rice etm ty an. doe Oe rer enim ere mesrwre ce 
TOXt sock ae eS A a ee ee ee ee a | SUper ‘Suni-Seeds’ invoices 
Posting: datevkypec 12S) ay os eto ease te ne aes ones 
More... 
Press Enter to continue. 
F3=Exit F12=Cancel 


Figure 154. Create Report Definition - Environment 


Filling in the fields on the display begins the OnDemand definition of the Super Sun 
Seeds invoices. Identify the name by which users will retrieve the invoices 
(INVOICES). Enter information regarding the attributes of the report, and desired 
migration characteristics (when to move the compressed data to optical or tape; for 
example, defined elsewhere within OnDemand as Collection name INVCOLL). 
Identify that this is an AFP data stream spooled file, and enter a meaningful 
description of the spooled file for easy recognition by users. You can also tell 
OnDemand to take the invoice date that is printed on the invoice itself and use that 
as the date stamp by which users will later search for this set of invoices. 
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0D400 
1/08/98 14:09:38 


Create Report Definition - Segmentation 


Reportinamess st ss ae es ee ee | SENVOTCES 
VeRSTONesce suse os) ste. sole ta, Remees euee ees: | LOL 
Segmentation condition 1: 
Change/Match: (2% s.i. ea a 1=Change, 2=Match 
VENI ire caetetrs anoeciery Ei acneryT OmOR. Solectetraeren 
Length) one: ea Nese on A ae cee ee 5 
Goines ceo aececss spacers Nien beat caee tn rales 33 
[EVM Curt eres tookcoe sakes pesarcnesse aceon rats oe i) 
-OR- 


E@nGtlievrrcakegecautie sonra cur Mirena tace 

GOTiUMM2 Bede ce oon Gare oie: teh eee Aes 

Fan MNEZOtihSEL: ask ww ec ee ska te ete 
Condition) ‘combination... 4% 4 0. 0 O=None, 1l=And, 2=0r 

Bottom 


ooo 


Press Enter to continue. 
F3=Exit F12=Cancel 


Figure 155. Create Report Definition - Segmentation 


The definition display shown above tells OnDemand how to break up the entire 
spooled file into separate, multipage invoices. OnDemand doesn’t care how many 
pages belong to each invoice - that number can vary - as long as you tell 
OnDemand how to determine when one invoice ends and the next one begins 
within the spooled file. OnDemand has to do this “segmenting” so that users can 
retrieve a specific invoice rather than have to scroll through the entire spooled file to 
find a particular one. 


Specifically, the display tells OnDemand to look for a change in a 5-character field 
in column 33 on line 5. This field represents invoice number. This tells OnDemand 
to watch for a change in invoice number. When a change is detected, OnDemand 
knows that the end of the previous invoice has occurred, and that the start of a new 
invoice has begun. When a user retrieves an invoice, OnDemand knows what 
pages belong to what invoice. 


Create Report Definition - Keys 0D400 
1/08/98 14:09:47 
Reportziname: 2s. 2c0y ve, a0 on cay etree ce aemreces? UNVOTCES 
VERSIONE euteers eegee merce ea speeesecs a utonmceu Merete os 01 
Keyl smames mecvr fue wien Gptte cl as eee tek se ee Invoice # 
Feng Wigeaene ceo en ceect pe coer ae eee ep ues Mem see aes 5 
Minimum search characters .........:2 ik 
Location: 
COMMUIMINE “c-Si ts: een cise Ler Sah) see to Se, oeeates On teres as 33 
UVa pepe osc earn core RP ee cena tare te Satie ee ie Casta 5 
-OR- 


Deng thisesien acco ttc asin cee seater ene asec 

(GO: Uinta se sca sn ce, eae oh es eocsst ee ae es geucan sors 

$= MMe OTTSED a do sa we cs ee ek ew 
Lowercase Key: oa Sites) Ges ee ee IN Y=Yes, N=No 
Key? SCCURIEYs <2 5 ckuN os. sted ee eee es gN Y=Yes, N=No 
MuilitySk@y 2c £0 soos en Se, ce ce) ce tos ot ene not Seer ee a N Y=Yes, N=No 

More... 


ooo 


Press Enter to continue. 
F3=Exit  F12=Cancel 


Figure 156. Create Report Definition - Keys 


Chapter 17. Using Related Applications 247 


The display above shows the OnDemand definition for the first search field (key), 
which was chosen to be the invoice number. This tells OnDemand where the 
invoice number appears on the printed page. Notice that you can use pivot values 
(character literals that print near the data you are defining) if the key value is not 
always on the same line within the invoice. A pivot value was not needed to find 
invoice number in this example. 


The same technique can be used to define other keys used for retrieval, such as 
customer number and customer name. You can also define display fields such as 
invoice total, which can be valuable information to extract related to each invoice. 


The INVOICES are defined to OnDemand one time, and then each time the 
invoices spooled file is created (weekly or monthly, for example), the spooled file 
can be automatically captured and stored within OnDemand. There are a number of 
ways to automate the process so that no operator intervention is required. 


Once the invoices are stored, the real value of OnDemand becomes obvious, 
because it provides the capability to quickly and easily find any invoice ever stored. 
Once found, an invoice can easily be viewed, printed, or faxed using a variety of 
end-user interfaces, as illustrated below. 


Examples are presented beginning with those that show the least graphical 
interface, with samples of a 5250 interface on a non-programmable terminal. 
Examples at the end of this section show the new graphical user interface. 


For Non-programmable Workstation Users 


The next few screens show what is displayed on a non-programmable workstation. 


fe Specify Report Search 0D400 *) 
1/08/98 14:10:15 
KKKKKK ** KK KKKKKK KRKKKK KK KKK KKKKKK ** KK KKKKKK 
kk Kk KKK kk kk * ** ** Kk kk KK KK KKK KK KK * 
** Kk ORK * Kk KK Kk kK Kk kK KK * ** Kk Kk * Kk k* Kk 
kk Kk KK KK KK KK KK KKKKK ** *k * ** KRKKKKKK KK KK KK KK ** 
** Kk KK KKK KK KK KK ** ** ** ** KK KK KKK kk ** 
** ** kk wk KK Kk kK ** ** ** ** Kk Kk kK KK ** 
KKKKKK ** KK KKKKKK KKKKK ** * Kk KK Kk kk KK KKKKKK 400 
Type choices, press Enter. 
REDOWRE! och ot ones cer andes eae INVOICES Name, generic*, F4 for list 
-OR- 
Report Group: sew 3 Sas Name, generic*, F4 for list 
Date range: 
EV OM persue scuceue es concpouec ayers YYYYMMDD 
MOS Wie Begslet Be ee ee: YYYYMMDD 
F3=Exit F4=Prompt  F12=Cancel 


Figure 157. Specify Report Search 


As a user searching for an invoice, the first step is to tell OnDemand what you are 
looking for. In the case study, you are looking for INVOICES, so enter it in the 
display shown above. You also could have entered a partial report name (such as 
INV*) or pressed the F4 function key to see a list of all reports to which you are 
authorized. You can also enter a date range to narrow your search, or simply leave 
the date range blank to see all invoice runs stored in OnDemand. 
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0D400 
1/08/98 14:10:19 


Select Report Result 


Type option, press Enter. 


1=Select 
Sequence 
Opt Report Report date number Location Text 
1 INVOICES 1996-03-07 001 Disk Super Sun Seeds invoices 
INVOICES 1996-02-07 001 Disk Super Sun Seeds invoices 
INVOICES 1996-01-07 001 Disk Super Sun Seeds invoices 
INVOICES 1995-12-07 001 Optical Super Sun Seeds invoices 


Bottom 
F3=Exit F12=Cancel 
ey 
Figure 158. Specify Report Result 
Select the most recent run of invoices, and press Enter to continue. 
Specify Document Search 0D400 _ 
1/08/98 14:10:25 
Repont: vats ect aioe eee ee | INVOTCES: 
Report. typeos wc aon ee a DOC 
Type choices, press Enter. 
Key values: Required key length 
Le UNVOUCEL sce os aad 
2. Customer #.... Ire 3 
3. Cust Name .... 1 - 20 
Search all report sequence numbers ......... y; Y=Yes 
N=No 
Report ‘sequence number . <6.) se es ee ws 001 1-999 
Date range: 
FONE Perea ratetes eo ae Po, tree ae ee eet hen geet estat Be 19960307 YYYYMMDD 
AOD sete chsh ic Ne mee er Vane aety OA neater Weal canetee Mie hi aiaes 19960307 YYYYMMDD 
F3=Exit F12=Cancel 
4 


Figure 159. Specify Document Search 


On this display, enter the search criteria. You may know the actual invoice number 
or you may need to review all the invoices for a particular customer number or 
customer name for the last six months (by expanding the date range near the 
bottom of the display). You may also enter customer name IMP* to save keystrokes 
and let OnDemand find any invoices for customers with names beginning with IMP 
(such as IMPROVED PRINTING COMPANY). In the example, search for all 
invoices that begin with 313. 


Chapter 17. Using Related Applications 249 


ESET eT a ne 
0D400 


Specify Document Search 
1/08/98 14:10:43 
Report. 4s ee ee ee eC NVOTCES 
Report, type a. s Goa. IDOE 
Type choices, press Enter. 
Key values: Required key length 
I; Invoice:# = 2 <. 313% do= 5 
2.. Customer # <2 « s I= 3 
3. Cust Name .... 1 - 20 
Search all report sequence numbers ......... Y Y=Yes 
N=No 
Report sequence number ..... 62 2 ese eee 001 1-999 
Date range: 
ROMS ee cerst sees ses sae: es ecce ener gua e wean ea ceeeceh 19960307 YYYYMMDD 
| Boleanre mee Reet mrines Urveu erarR any ude (ureter Une. eres oer 19960307 YYYYMMDD 
F3=Exit F12=Cancel 
ey 
Figure 160. Specify Document Search with Invoice Number 
Pressing Enter after typing the search criteria results in the display below: 
(~ Work with Documents 0D400 > 
1/08/98 14:11:02 
Report ... : INVOICES Super Sun Seeds invoices 
Type choices, press Enter. 
5=Display 6=Print 7=Fax 
Opt Date Invoice # Customer # Cust Name Invoice Total 
19960307 31300 100 IMPROVED PRINTING CO $90,652.21 
19960307 31336 136 ORGANIC GARDEN SUPPL $147,561.56 
19960307 31341 141 LOS ARBOLES DEL MUND $99,991.52 
19960307 31354 154 THE LAST LEAF $6,070.64 
Bottom 
F3=Exit F12=Cancel 
oy 


Figure 161. Work with Documents 


The display above shows a list of all invoices found that meet the search criteria. 
Notice that this display shows the invoice date, the three key field values (invoice 
number, customer number, and customer name) and the informational field (invoice 
total). It is possible that you can answer a significant number of inquiries about 
invoices simply by coming to this display to tell a customer the total dollar amount 
on their invoice, and then faxing or reprinting a copy for them. 


a Work with Documents 0D400 . 


1/08/98 14:11:02 
Report ... : INVOICES Super Sun Seeds invoices 
Type choices, press Enter. 
5=Display 6=Print 7=Fax 


Opt Date Invoice # Customer # Cust Name Invoice Total 
5 19960307 31300 100 IMPROVED PRINTING CO $90,652.21 
19960307 31336 136 ORGANIC GARDEN SUPPL $147,561.56 
19960307 31341 141 LOS ARBOLES DEL MUND $99,991.52 
19960307 31354 154 THE LAST LEAF $6,070.64 
Bottom 


F3=Exit F12=Cancel 


Figure 162. Work with Documents - Selecting Option 5 


250  AS/400 Guide to AFP and PSF 


If you want to view the invoice, enter option “5” to display the invoice. Depending on 
your particular environment, you may see one of the following two resulting 
displays. 


When you select option “5” to display the invoice and you are working on a 
non-programmable terminal, then OnDemand will invoke a “best efforts” view of the 
data portion of the AFP data stream on the terminal. This enables users without a 
workstation to be able to view the data portion of an AFP data stream invoice at 
their desk. It appears as shown in Figura 164 


Display Spooled File 
Pahes Gece srcae OSVSPRI Page/Line 1/12 
Control ca. cs Columns 1 - 78 
Pind: tne eee 
ror acachonetevard vocaerc He ercnouee a: anera tier ey suaa ie eratticoetacelyeresvactec tier) seiatechn odete Olietetadtione todas crevedeneye 
IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 45789-2637 
100 31300 3/07/96 4/07/96 
BEST WAY 3/07/96 NET 30 YOUR PRINTER RE 
1 PK 01100517 SPARTAN SEEDS 2.39 2.39 
9 PK 04569870 NORTHERN LITE BLUE SPRUCE 858.32 7,724.88 
12 BX 11005004 BUSH GREEN SEEDS 2.50 30.00 
12 CT 11005011 LASSO RED SEEDS 892.23 10,706.76 
26 PK 11005018 EARLY BANTAM SEEDS 38 9.88 
5 BX 11057893 AFRICAN DAISY, SEEDS 2235 11.75 
1 PK 15975365 HEAVY OAK 129.09 129.09 
33 BX 32746510 HOPS BREWING LIGHT 1.20 39.60 
6 EA 46578913 SEED SURVEYING SITE 50.00 300.00 
2 BX 56413213 POT POT 7.65 15.30 
More... 
F3=Exit F12=Cancel F19=Left F2Q=Right F24=More keys 
Line numbers of file adjusted. + y 


Figure 163. Display Spooled File 


This invoice, in its fully-resolved form, can be reprinted or faxed, if available, from 
the non-programmable terminal. 


For Programmable Workstation Users with AFP Viewer 


The next few screens show what is displayed on a programmable workstation with 
AFP Viewer installed. 


Select option “5” to display the invoice, as described above, and if you are working 
on a programmable workstation that has the IBM Client Access/400 AFP Viewer 
software installed, then OnDemand will invoke the viewer to display a fully-resolved 
AFP data stream invoice (as shown in 
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File Edit View Search Notes Options Help 
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Peanadion 2Oe BOE fom Bree ih rly 
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TFRSYED «FROM IMS CORP 
FERFORIIALCE 8 EBOULEYARD 
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Humber: Da Lins ba La 


jug via; BEST WAL Shige noe: S139 penn: MET 30 Salmiman : 


01100517 SPRATAN = SFEIIS 2 2.39 
Odso9o70 MCRTHERN LITE BLUE SPRUCE e Te Teh. oe 
11005008 BUSH ‘SREEM SEEDS 7 30.00 
110050121 LA&SS> RED SEEDS F 10,706.76 
11005018 EARLY BANTAM SEEDG « 9.08 
11057993 SPRICAN DAISY, SEEDS “ 11.75 
TS97S 38S HERVY ORK ss 13909 
3276510 HOPS BREWIS LISHT 7 39.60 
d6570915 SURVEYING SITE = s00.00 
560413213 Prot Pot 7 15.30 
éSaie3ed SCRUBBER = 71,103.20 
SdSi202% ORESON SPRIMS TOTS 3 97 
96258 7d PINFR PPLE -ORARKSE SEEDS: S 2.58 
SodL2006 BLACK BERULY fUOCHINI * 25.30 
P55d6320 FROCDEM JUICE PROCESSOR : 5d9.50 
oooo0300 HIGH ALTITUDE WATERMELSGH eo 1.01 


FPR ARR ADR SR aoa 


Figure 164. CA/400 Viewer Display of Super Sun Seeds Invoice 


For Programmable Workstation Users with OnDemand Client 


For a completely graphical interface, OnDemand now offers a client/server end-user 
interface to the archived data. Rather than using a 5250 screen as described 
previously, end users can invoke the client directly from an icon on the Windows or 
OS/2 desktop. 


After logging into the server via the dialog box that appears when you click on the 


OnDemand icon, a list appears with folders (reports) to which you are authorized. 
The following screen is an example. 
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Open a Folder Ea 


- Check Image Folder 

- Credit Card Statement Folder Cancel | 
Customer Information - Demo Folder 
Insurance Policies - Demo Folder | 
Loan Delinquency Reports - Demo Folder 


OnDem Pubs w/text - OnDemand Publications el Deer aeyiyt 
OnDemand Publications - OnDemand Publications ected ae 


Student Information - Demo Folder Beeiton | 
System Log - OnDemand System Log Facility Wis 


system Migration - OnDemand System Migration Facility Eee | 


Figure 165. OnDemand Display of a Folder (Report) List 


To open a folder, double-click on a folder name or select a folder name and then 
choose Open. The Search Criteria and Document List dialog box is displayed. 


Etedonlt Intoimatice - Egarch Critteeia. and Docu nt Liat fie 
Semch Crem 
smi uw | [ a 
Suctememe tke | [| Camara | 
Dorumesityes _Egaito | [ = ss 


Dee _EaueTo | 
ose Folder | 


Loyioal 
Fano oops 


fra 
aif sesoa 
Pt ie de | 


on / ress ERLCESON, FETE B 
on / Peso : SCHILLING. JEFF #- 
Ao se be AAECLA, Ta FE. 
nn /re/o0 


Figure 166. OnDemand Search Criteria and Document List Dialog Box 


To search for documents, first enter your search criteria by typing text into any of 
the search entry fields and selecting a search operator. Then choose any of the 

powerful search operators, such as equal to, not equal to, like, between, greater 
than, and less than. Simply click on the operator to select it. 


When you have entered your search criteria and chosen your search operator, 
select Search. OnDemand fills the documents list with the documents that satisfy 
your search criteria and updates the status bar with a count of the documents. 
From this list, you can either choose a single document to view or select multiple 
documents to view simultaneously. 


Figure 167 on page 254) shows an example of a fully-resolved AFP data stream 
document displayed by the Client Viewer. You can either print or fax (if available) 
the document from your workstation. 
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Figure 167. OnDemand Display of a Fully Resolved AFP Data Stream Document 
Using OfficeVision/400 


OfficeVision/400 (OV/400) uses AFP function to significantly enhance the quality of 
documents it can produce. OV/400 can incorporate images, graphic data files, and 
electronic overlays into its documents. Combined with OV/400’s capabilities to 
merge application data into documents, this provides some very powerful 
application possibilities. 


For example, company logos, company letterhead, and business forms can all be 
merged into a document which is, in turn, merged with records from a database file. 
You can use OV/400 to create sales letters or dunning letters. You can create 
“form-intensive” applications, such as insurance or mortgage applications, that 
combine text, overlays, and application data into customer documents. 


Super Sun Seeds Case Study 
A complement to the Super Sun Seeds invoicing application is a sales or accounts 


receivable letter application. A marketing letter with OV/400 has been created and is 
to be sent to the Super Sun Seeds customers. The Overlay Utility of Advanced 


Function Printing Utilities for AS/400 was used to create a Super Sun Seeds 
letterhead overlay (BEANLTR), shown in Figure 168 on page 254 
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400 CPU Parkway 
Vegetation, NJ 35090 


Offices 555-499-2367 
Fax. 555-415-9794 


Figure 168. Sample BEANLTR Overlay 


Using the front overlay parameter of the printer file for the OfficeVision/400 
document, specify the BEANLTR overlay as shown in 
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| 


Revise Document {Data Field H ; |Adapted {Pg 1 
1 
1 


BEANLTR, PRINT400 Typestyle 155 (PSM) Ln 19 

SR eeerO De soualser arene aisieuesuseste sell lr eceqaularerecoMliVcreuedl sexe evedll Ofspevea  ecerenetllesecenealie ier red Os astaracretniese Glee 
&NAME@+4+4+4+ 

&STREE@++++ 


&CITY@+++++, &STATE@++++  &ZIP@tt+++++ 


ATTN: &CONTC@ 


Dear Valued Customer: 


Super Sun Seeds has a long tradition of providing some of the 
finest seed and garden products at competitive prices while also 
providing our continuing award-winning customer service. 


F1=Copy F7=Window F14=Get options F20=Format options 
F2=Move F8=Reset F15=Columns F21=Nondisplay keys 
F3=Exit/Save F9=Instructions Fl6=Adjust/Paginate F22=Spell functions 
F4=Delete Fll=Insert lines  F17=Functions F23=Word spell aid 
F5=Goto F12=Cancel F18=Search/Replace 
F6=Find F13=Edit options F19=Print/View 
XS wi 


Figure 169. Super Sun Seeds Letter on Office Vision/400 


The Super Sun Seeds customer letter (BEANLTR) is displayed above. It is being 
sent to Super Sun Seeds customers, and will be merged with variable data in the 
customer master file. 


a Print Options Page 1 of 4 > 
Documents 4o,45, 4, ea teone gets eer) (BEANITIR 
Type choices, press Enter. 
Page range: 
Startpage! ws te. cn eae wren *FIRST 0.01-9999.99, *FIRST, *LAST 
Endypages (seis) es. canes svete) cares *LAST 0.01-9999.99, *FIRST, *LAST 
*STRPAGE 
Number of copies ....... 1 1-99 
Output device: . 2.0 3 6 1 l=Printer, 2=Display 
3=File 
Brin ee wemsursarsens on rmn cma PRTOQ5 *USRPRF, *SYSVAL, *WRKSTN 
Printer ID 
Output queue> eo se es es ae *DEV Name, *DEV, *FILE, *WRKSTN 
EL Dianyeeceus ens soca e eer ereaccae, *LIBL Name, *LIBL 
QOuiEpUits fAaNel 2 eos, ee ee os, ov vee *DOC Name, *DOC, *FILE 
FROMM EY Pes ooo eet ie; et oo te ae Printer form 
Printer filien cts ven: tenes BEANLTR Name 
eV bRany 2 <4: i ee ee ee PRINT400 Name, *LIBL 
More... 
F3=Exit Fo=Print queue F9=Format options F12=Cancel 
F15=Merge data options F18=Additional page ranges 


Figure 170. Office Vision/400 Print Options 


On the OfficeVision/400 “Print Options” display, specify that the document will use 
the BEANLTR printer file. In the BEANLTR printer file, the Super Sun Seeds 
letterhead overlay (BEANLTR) is specified as the front overlay. 


OV/400 merges the sales letter document, the BEANLTR overlay, and variable data 


from the customer master to produce letters like the one shown in the following 
sample: 


256 AS/400 Guide to AFP and PSF 


@¢ Seeds 400 CPU Parkway 

A Growth Company Vegetation, NJ 55090 
Office: 555-499-2367 
Fax: 555-415-9794 


March 16, 1996 


Improved Printing Corp 
Performance Boulevard 
Printersyille, CO 45789-2637 


ATTN: IBM Printer Prospect 

Dear Valued Customer: 

Super Sun Seeds has a long tradition of providing some of the 
finest seed and garden products at competitive prices while also 
providing our continuing award-winning customer service. 
Recently, you may have seen in the media or may have received 
advertising pieces in the mail indicating that another seed supplier 
is "Biggest", "Best", or the ONLY "full service" distributor in the 


area. 


Needless to say, we at Super Sun Seeds have found those state- 
ments to be disturbing....to say the least. 


Let the record speak for itself. None of those claims amount to a 
hill of beans. 


Thank you for your 


eg Business, 
Lown’ 
Sonny Sunn 


President 


This letter was composed using OfficeVision/400. It was printed 
including an electronic overlay that contained the artwork. 


Figure 171. Sample BEANLTR Letter with Overlay and Text 


Because it also is possible to include a signature as an image in an 
OfficeVision/400 document, the signature can be omitted from the overlay and 
specified in the document. A signature included as an image in a document can be 
nog 


mages w 


Additional Examples of Overlays with OfficeVision/400 
Printing Front and Back (Odd and Even) Page Overlays 


You can print a page overlay on the front sides of a two-sided (duplex), multipage 
OfficeVision/400 document and print a different page overlay on the back sides of 
the document. This format is beneficial for publishing applications in which the 
finished document is bound on the left edge or placed in a notebook. 


In the following example, a company procedures manual is a multipage, duplexed 
OfficeVision/400 document. The front (odd) pages (1, 3, 5, and so on) have the 
company logo in the upper right corner, but the back (even) pages (2, 4, 6, and so 
on) have the company logo in the upper left corner. 


1. Preparation assumptions: 
* The front and back page overlays are already available on the AS/400 


* Aprinter file exists specifying the name of the front page overlay and the 
back page overlay 


2. At print time, specify the following in the OfficeVision/400 Print Options: 
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¢ The name of the printer file containing the names of the front and back page 
overlays 


* The type of page printing as duplex (two-sided) 


The front overlay prints on odd-numbered pages and the back overlay prints on 
even-numbered pages when you use a duplex-capable, AFP-configured printer. 


Printing a Letterhead Overlay Only on Page 1 of a 4-Page Letter 


In this example, the following is assumed: Barbara Brown has her own letterhead 
containing her name, the company name, address, and logo; her letterhead is used 
for page 1 only of her letters. Subsequent pages use plain paper. 


1. Preparation assumptions: 
* The letterhead page overlay is already available on the AS/400 


* Aprinter file exists specifying the name of the letterhead page overlay as the 
front page overlay and *NONE as the back page overlay 


¢ There is only one document for each spooled file 
2. At print time, specify the following in the OfficeVision/400 Print Options: 


¢ The name of the printer file containing the name of the letterhead page 
overlay. 


* The FORM TYPE is “$OVLxxx”, where “xxx” can be any characters you 
choose, or blanks. Specifying “FORM TYPE = $OVL” is the KEY to printing 
letterhead page overlays. “SOVL’” is the trigger that causes the front page 
overlay specified in the printer file to be used for page 1 only. 


Page 1 of the letter prints with a letterhead. The remaining three pages of the letter 
use plain paper. 


Using Images with OfficeVision/400 


OfficeVision/400 supports the use of images within OfficeVision/400 documents. The 
OfficeVision/400 office editor supports two image file types: IOCA and RFT. Usually, 
the IOCA file type has a file extension of “IMG” or “ICA”. Images used by 
OfficeVision/400 are stored as images in a folder. OfficeVision/400 cannot use page 
segments (images objectized for AS/400, then named and stored as AS/400 object 
type *PAGSEG). Use the following steps to implement images in your 
OfficeVision/400 documents: 

1. Start the OfficeVision/400 editor by entering WRKDOC on the command line or 
by using menu options. 

2. Either create a new document or revise an existing one. 

3. Store the image in the document. Do this by pressing “F5=Goto” and then 
entering “gg”, for Get Graphic. On the Get Graphic display, enter the file and 
folder name information. Make sure the folder that contains the image is the one 
listed on the folder name prompt. Press “F4” for a list of images in that folder. 
From this list, select the image you want to include in your document. You may 
have both IOCA and RFT images in this folder and will see that RFT image 
types may contain more than one image. Select your choice and press Enter. 
When you are returned to the Get Graphic display, press Enter again. A 


copied successfully”. 


4. At this point, the image is saved in the document but we have not specified 
where to physically place it for printing. To place it for printing, position your 
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cursor at the location where you want to print the image. After you have 
positioned the cursor, press “F5=Goto” and then enter “gr” to display the 
Graphic Instruction display. On the Graphic Instruction display, specify the image 
name, graphic type, size, margin, and instruction length information. Because it 
is possible to have more than one image in a document, you must supply the 
image name. Press “F4” to list the image names in the document. Select the 
image you want to print in the document. Press Enter. The “Graphic Instruction” 
display appears again. 

On the “Graphic Instruction” display, the Graphic Type will be “2=Image”, and 
“Width & Length” are normally the dimensions of the original graphic. You 
cannot resize or scale the image. If you enter a dimension smaller than the 
original graphic, the graphic will be cropped. “Print with text Y or N” is specified 
if you intend to have text and image on the same printed page. “Indent from 
paper edge” is the amount of space indented from the left edge of the paper, 
and “Instruction length” is the length of the graphic instruction you want to 
display on the edit display. 

5. You can view graphics by pressing “F5=View graphic”. After you have entered 
the information required on the Graphic Instruction display, press Enter to place 
the instruction in the document. Your graphic must be saved as compressed to 
view it on the display. To view graphics, you must have a workstation with 
graphic-viewing capability. 

6. You can now exit, save and print the document. 
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Chapter 18. Network Printing 


AS/400 printing traditionally meant printing lines of print records on 

twinax-connected impact printers. Much has changed - electronic printing 
applications, printer technology, LANs and LAN applications, the extended 
computing network. 


The emergence of LANs in AS/400 customer locations has created two separate 
print environments: AS/400 host-centric printing of SCS or AFP output and LAN 

printing of PC-generated output, usually in a PCL or PostScript format. More and 
more AS/400 customers are looking for ways to integrate these two separate 
takes a look at AS/400 requirements from an applications 


environments. 
perspective. 


Output 


Data Stream 
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Figure 172. SCS, AFP, and LAN Printing Applications 


Traditional AS/400 output is lines of text and/or data in SCS printed a line at a time 
on mostly impact printers. AFP applications are sophisticated pages of output in first 
AFP (system) then IPDS (printer) format printed on mostly laser printers. The 
AS/400 natively supports only AFP and SCS directly. ASCII is supported through 
transforms of AFP and SCS, or via an individual application (which is transparent to 
the AS/400). 


As the AS/400 is a multi-user, data processing system, the output applications tend 
to be line-of-business with significant page volumes. 


LAN applications also produce sophisticated pages of electronic output, most in 
either PCL or Postscript format. LAN applications tend to be personal with lower 
volumes. 


Many AS/400 customers have applications in all three categories and want the 
flexibility to handle the output with AS/400 print management and common printers. 
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Figure 173. Network Printing Flow 


Figure 174 takes a closer look at the network printing flow, revealing the complexity 
in moving output from application to printer. Applications work under different 
operating systems and use different resources and printer languages to compose 
pages. Once composed, print files may be managed by different operating systems 
and print managers. They may also move across the network, using different 
communication protocols (TCP/IP, SNA) and different LAN topologies (Token Ring, 
Ethernet). 


In a network-centric environment, TCP/IP is the standard communications protocol. 
TCP/IP has rapidly become a standard within AS/400 installations. AS/400 network 
printing enables print files to be moved from AS/400 to network, from network to 
AS/400, and from AS/400 to other systems. We will look at a number of these 
network printing scenarios. 


In many network print environments, print data must also be transformed. For SCS 
or AFP print files, the following perform conversion to ASCII formats: 
* Host Print Transform 

— SCS to ASCII 

— AFP to PCL 


* Advanced Print Services—Warp Server (formerly Print Services Facility for OS/2 
or PSF/2) 


* Print Services Facility for AIX 
* Client Access/400 and Rumba print emulators 


For Postscript and PCL print files, transforms are performed by: 
* Client Access/400 Virtual Print 

* Network Print Server (via APIs) 

* Print Services Facility for AIX 


Host Print Transform is covered in more detail at the end of this chapter. 
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AS/400 Output to LAN Printers 


Let’s look first at moving AS/400 print files to LAN-connected printers. [Eigure 174 
shows AS/400 print and attachment internals and a simplified LAN structure. 
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Figure 174. AS/400 to LAN printing 


Output files can be sent to: 


¢ LAN-attached IPDS printers directly, with complete print management 
¢ IPDS or PCL printers attached to Warp Server 

* Client Access/400-attached ASCII printers 

¢ ASCII printers attached to Non-Programmable Terminals (NPT) 

¢ Printers managed by the Netware integrated server 

¢ Other printers using Network Print Server APIs. 


LAN-attached IPDS Printer 


Until Version 3 of OS/400, printing to a system-attached twinax printer and printing 
to a network-attached printer were two very different propositions. With 
system-attached printers printing SCS and IPDS applications, you had printer file 
functionality, interactive print process management, and complete error recovery. 
With network-attached printers, much of this control and function was missing. 
Standard TCP/IP printing is done through a simple file transfer called Line Printer 
Requestor (LPR). Most of the AS/400 printer file function and all of the print 
management control is missing. The spooled file is simply sent to an IP address. An 
IPDS connection applies an interactive, bi-directional print protocol to this 


environment. Except for auto-configuration, LAN-attached IPDS printers function the 
same as system-attached printers. Eiguca 175 on page 264 illustrates the 
conceptual flow from AS/400 (using PSF/400) to the LAN-attached IPDS printer. 
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Figure 175. LAN-attached IPDS Printing. 


LAN Print Servers 


LAN print servers can receive print jobs from AS/400 and manage those files to 
either IPDS or ASCII printers. IBM LAN print servers include: 


¢ InfoPrint Manager for AIX 
* Print Services Facility for AIX (PSF/AIX) 
* Advanced Print Services for OS/2 (formerly Print Services Facility/2, or PSF/2) 


Printing can be asynchronous or synchronous. With an asynchronous connection, 
print files are transferred from AS/400 and handled independently by the LAN print 
server. With a synchronous connection, called Print Services Facility Direct or PSF 
Direct, printing passes through the LAN print server directly to the target printer. 
The printers defined to and attached to the LAN print server appear to AS/400 as 
direct-attached printers. 


Distributed Print Function (DPF) 


DPF is used to connect an AS/400 to a printer driven by Advanced Print Services. 
DPF can simultaneously route printed output from several AS/400 systems to 
different PC-attached printers. In DPF, each printer has a unique device definition 
on the PC workstation and each connection between an AS/400 and a printer has a 
unique DPF host receiver. The host receiver is responsible for spooling each 
AS/400 print file to the PC workstation spool. When the print file and print resources 
have arrived at the PC workstation, the DPF host receiver sends them to the printer 
queue. From the DPF printer queue, the print file is sent to the connected LAN print 
server printer. 


The combinations of AS/400s and printers supported is limited by the number of 
DPF sessions. A session is defined as a connection between a host and a printer, 
with the printer being equivalent to a host receiver. You can have up to ten AS/400s 
connected to the same printer, one AS/400 connected to 10 printers, or any 
combination of hosts and printers that equals ten. 
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PSF Direct 


PSF Direct enables you to print directly to printers attached to IBM’s LAN print 
servers - Advanced Print Services (Warp Server) and PSF for AIX. PSF Direct 
functions include: 


¢ Support for wide range of IPDS and non-IPDS printers 


* Host notification when print files have successfully completed printing, rather than 
when they were spooled 


* Immediate printing while subsequent pages are being transmitted 


* Support for additional AFP function such as multiple-up, printer-resident outline 
fonts, and host-resident outline fonts 


Client Access/400-attached ASCII Printer 


Emulated printer support (currently SNA) is available to send AS/400 output to 
printers attached or available to the Client Access/400 client. Data stream 
conversion from AS/400 SCS (or in some cases, AFP Data Stream) to ASCII is 
done either by the Client Access/400 print emulator, or by Host Print Transform 
(HPT). 


LAN-attached ASCII Printer (Lexlink Protocol) 


ASCII printers can be directly connected to the LAN using one of the following 
attachments: 


* IBM 4033 

¢ MarkNet XLe device 

e Lexmark MarkNet or MarkNet XL Integrated Network Option (sometimes referred 
to as Internal Network Adapter, or INA) 


The AS/400 uses a function, called the LAN Print Driver Program, to direct output to 
printers using these attachments. The IBM 3912/16 and 3112/16 printers are among 
those supported the OS/400 LAN Print Driver. 


LAN-attached ASCII Printers (TCP/IP) 


AS/400 can route print to LAN ASCII printers using TCP/IP. This includes the IBM 
Network Printer 12, 17, and 24 and the IBM 3130 as well as non-IBM ASCII printers 
with appropriate network attachments. There are two methods to direct print to 
these printers: (1) Send TCP/IP Spooled File, and (2) the PJL Driver. 


Send TCP/IP Spooled File 


Send TCP/IP Spooled File is the AS/400 implementation of the standard TCP/IP 
print file transfer, called LPR or Line Printer Requestor. The AS/400 spooled file is 
sent to an IP (Internet Protocol) address. The printer must be capable of receiving 
an LPR transmission—this capability is called LPD, or Line Printer Daemon. With 
Send TCP/IP Spooled File, the print file is simply sent. There is no print 
management by AS/400. The transmission has the following characteristics: 


* Entire file is sent. 

* Some printers ignore the control file that is sent along, losing job control. 
* This is a one-way transmission—no control, status, error recovery. 

* Entire spooled file is resent on transmission errors. 

* Most printer file parameters on AS/400 are inoperable. 
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¢ Cancel printing will yield unpredictable results. 
PJL File 


The PJL Driver (available with V3R7 and later releases) increases the network 
printing function beyond what is provided by Send TCP/IP Spooled File. With the 
PJL Driver, a printer device description is created (unlike the case with Send 
TCP/IP Spooled File). This facilitates a dialog between AS/400 and printer, although 
this dialog is limited in comparison with IPDS. The PJL Driver supports the copies 
and page range parameters of the printer file. Some status information is returned 
from the printer. 


Integrated Netware Print Support 


The Integrated Netware PC Server provides a closely-coupled Netware server 
under the covers of AS/400. AS/400 can send print files (after they are converted to 
ASCII by Host Print Transform) to any Netware-connected printer. 


Automatic Session Recovery 


Because customers have requested that PSF/400 have the ability to automatically 
attempt to re-establish an APPC or TCP/IP session with a printer or print server 
(PSF for OS/2 and PSF for AIX) when that session has been "lost,” PSF/400 V4R2 
now supports automatic session recovery. Lost sessions can occur because of 
network or printer problems that happen after a successful session has been 
started. Now you can correct the printer or network problem without having to 
monitor the status of the printer writer. 


The parameter AUTOSSNRCY of the CRT/CHG/PSFCFG commands lets you 
select *YES to automatically attempt to reconnect to a printer or print server when 
the connection has been lost after a connection was successfully started. You can 
control the number of pages that may be reprinted in the case of an automatic 
session recovery by changing the ACKFRQ (acknowledgment frequency) 
parameter. The default is 50, meaning that an IPDS acknowledgment request is 
sent to the printer after each 50 pages. Setting a lower number for ACKFRQ 
increases the frequency at which acknowledgments are sent, thus reducing the 
number of pages that may be reprinted after automatic session recovery. However, 
performance may be degraded by setting ACKFRQ to a small value. 


The configuration object parameter RETRY is now applicable to both 
APPC-attached and TCP/IP-attached printers. RETRY determines the total number 
of attempts to restart a session with a printer. For printers attached with TCP/IP, the 
wait time between retries is always approximately three minutes. For 
APPC-attached printers, the wait time between retries can be controlled by the 
RETRYDLY parameter in the configuration object. 


PC Output to AS/400 Printers 
Client Access/400 Virtual Print 


Virtual Print enables a user to print from PC applications, such as WordPerfect or 
Lotus 123, to AS/400-defined printers. For example, LPT2 can be mapped to 
PRT02. 
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Figure 174 shows one example of a basic network structure for moving client print 
applications to the AS/400. 
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Figure 176. Printing Client applications on AS/400 printers 


For full-page client applications (using Postscript or PCL), the print data stream 
must be converted into IPDS. shows how ASCII print from a Windows 


application flows to an AS/400-connected IPDS printer. The IBM AFP Printer Driver 
for Windows is used to generate AFP from the PC application, rather than an ASCII 
data stream like PCL or PostScript. This process is transparent to the user. The PC 
print job is automatically intercepted by Virtual Print and re-directed to an AS/400 
Output Queue associated with an IPDS printer. 
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Figure 177. Printing PC applications on AS/400 IPDS printers 
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Network Print Server 


The Network Print Server is the AS/400 component that handles virtual printing. The 
network print functions used with virtual printing are also available via APIs 
(Application Program Interfaces). These APIs enable client/server applications to 
invoke network print function. 


LAN Output to LAN Printers 


Providing SCS, AFP, and ASCII print support in a single printer does not necessarily 
require using print transform services. Some printers now provide all of these 
capabilities. These are workgroup or departmental printers, and they feature 
multiple attachments to multiple print servers (including the AS/400) while handling 
multiple print data streams. 


The IBM 3130 and the IBM Network Printers are examples of workgroup printers 
with these capabilities. They can be simultaneously connected to multiple systems 
(up to three). For example, they can be twinax connected to the AS/400 and 
Ethernet connected to the LAN. The printers will dynamically switch between print 
jobs sent by the connected systems. With a feature called automatic sensing, these 
printers determine which print data stream has been received and the print data 
stream is correctly resolved. Figure 174 shows a typical multi-connection 
environment for a workgroup printer. 
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Figure 178. Printing LAN applications on workgroup printers 
AS/400 Output to Other Systems’ Printers 


Network printing can also mean moving AS/400 print files to other AS/400s, to other 
AFP systems, and to other systems in general. Remote output queue and printer 
pass-thru enable one AS/400 to treat queues and printers on another AS/400 as if 
they were local resources. Once the connection is established, you have complete 
AS/400 print functionality. 


AFP print files can be sent to other AFP systems. All required AFP resources (i.e., 
fonts, overlays, page segments) must be on the target system in order to print. 
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Finally, any print file can be sent to another system and printed using LPR/LPD 
support. This is a TCP/IP facility for sending and receiving print files. Some 
considerations on LPR/LPD printing: 


* Target system must be accessed by TCP/IP 


* Once sent, there is feedback on when the print file has been spooled, but no 
feedback on whether or not the file has been printed. 


* Certain job characteristics contained in the AS/400 printer file are not sent and 
SNDNETSPLF will lose certain job characteristics when a file is sent to another 
system. 


Host Print Transform 


Host Print Transform is a print writer subsystem that converts native AS/400 print 
formats (SCS, AFP, and IPDS) into ASCII format. The basic transforms are: 


* SCS to ASCII 
¢ AFP to HP-PCL or Lexmark PPDS 


With Version 4 Release 2, the transform facility has been extended to include the 
following: 


¢ Postscript, GIF, and BMP formats as input 
¢ AFP and HP-PCL formats as output 


These additional print and image transforms can be handled automatically through 
the spooling system, or invoked separately through AS/400 commands. 


Note: IPDS is not supported as input to HPT. 


Host Print Transform services are automatically invoked when the target printer 
device is an ASCII printer. That determination is made by the Host Print Transform 
parameter in either the printer device description or the output queue description (in 
the case of remote output queue). 
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Figure 179. Host Print Transform 
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HPT is based on a set of tables, called Workstation Customization Objects (WSC 
Objects) that contain objects defining how SCS and AFP print data are to be 
translated into ASCII (for example, PCL or PPDS) to support a specific printer. 
These tables, in essence, are printer drivers for these printers. They 
cross-reference SCS and AFP printer controls to the ASCII equivalents for a given 
printer. The tables also filter out commands that a specific printer cannot handle. 


You do not have to specify the WSC Object directly. The Manufacturer Type and 
Model! parameter of the printer device description provides an extensive list of ASCII 
printers. Selecting a printer from this list will in turn point to the appropriate WSC 
Object. It is possible to modify the WSC Object if necessary (for example, to map 
the DRAWER parameter on the AS/400 to a specific input drawer on the printer). 
Understanding that the Workstation Customization Object is the driver behind Host 
Print Transform becomes important if you need to change any aspect of the way 
the Workstation Customization Object works. Workstation Customization Objects 
are provided in both source and object form. You can use Source Entry Utility 
(SEU) to modify the table information within a Workstation Customization Object. 


Modifying the printer input drawer is an example of an change you might want to 
make. For this example, assume that your print job is printing envelopes and using 
the manual input feeder for those envelopes. The DRAWER parameter in the 
AS/400 printer file is set to “ENV. This parameter is translated by the Workstation 
Customization Object for the specific ASCII printer as the manual input drawer on 
the printer. If you upgrade your printer by adding an automatic envelope feeder, the 
table in the Workstation Customization Object has to be modified so that is now 
translates the *ENV parameter to the new automatic envelope feeder. The target 
command has to be changed to the ASCII control codes that select the automatic 
envelope feeder. For SCS print files, HPT assumes that the target printer can 
emulate an IBM 3812 SCS printer. Again, HPT filters out any print function the 
target printer cannot perform. 


The AFP to ASCII print transform is automatically invoked when the input print job is 
AFP Data Stream. HPT converts the AFP data stream into HP PCL or Lexmark 
PPDS print data streams. This transform works in one of two ways: raster or 
mapping. Raster mode builds an image of the page in AS/400 memory to send to 
the printer. This method provides support for non-page printers such as ink jets. 
This method provides the best fidelity, but the worst performance. In Mapping 

mode, AFP data stream commands are mapped into similar commands in the PCL 
or PPDS data stream. This method is generally faster than Raster mode, but limits 
function to that supported by the ASCII printer, so fidelity may be an issue. Fonts, 
as always, can cause trouble when using HPT. In raster mode, host resident fonts 
are always used to get the character images. Printer resident fonts used in the AFP 
document are mapped to host resident fonts. In mapping mode, HPT can convert 
AS/400 host resident fonts to PCL and PPDS fonts and download them to the ASCII 
printer. This provides good fidelity and consistency, but impacts performance. 
Requests for printer resident fonts are passed to the ASCII printer and the "best fit” 
logic of the ASCII printer determines the actual font that is used. This may result in 
unpredictable and inconsistent output. 


The AFP to ASCII Host Print Transform has the following limitations or 
considerations: 


¢ No Multi-up 

* No GOCA (includes large characters created using CHRSIZE) 
* No OV/400 or other SCS documents with overlays 

¢ No IPDS error recovery 
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* Font fidelity 
e« Performance 


Using the AFP transform services of Host Print Transform can complement your 
AFP applications. HPT facilitates the use of ASCII printers when IPDS printers are 
not available or not required. An example might be the Super Sun Seeds invoicing 
application. The normal invoicing run can be printed using an IPDS printer. When a 
specific invoice needs to be reprinted, either locally or in a remote office, then the 
AFP to PCL transform can be used with an ASCII printer. In such a case, you trade 
the advantages of AFP for cost and convenience. 
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Chapter 19. Cross-System Printing 


In many work environments today, printing across networked computer systems is a 
daily requirement. As an architected, structured print system, AFP can help you 
print to and from IBM and non-IBM systems. The same printing subsystem runs in 
all IBM operating systems, and data stream transforms are available in some of 
these to transform common data streams from other systems. AS/400 further helps 
printing on remote systems through the Start Remote Writer (STRRMTWTR) 
command, which enables spooled output files to be sent automatically to other 
systems using SNA Distribution Services (SNADS) or Transmission Control 
Protocol/Internet Protocol (TCP/IP). 


Cross-System Printing Overview 


Cross-system printing involves transmitting print requests from one system to 
another. 


On AS/400, the creation of print files is similar to that on other platforms, but the 
implementation is different. AS/400 uses a printer file to define the attributes of the 
printed output, and the spooled file, with attributes, is passed to the target system. 


Other systems cannot process the AS/400 printer file but may map some or all 
attributes specified in the printer file to corresponding attributes in the AS/400 
system. The architected AFP resource objects (form definition, overlays, fonts, and 
images) can be processed in all operating systems. Page definitions can be 
processed in all AFP environments except OS/2 with PSF/2, which requires 
additional business partner software. 


PSF/400 is included as a chargeable feature on AS/400 as part of the OS/400 
operating system. PSF/400 is similar to PSF in other operating systems, although 
the interfaces to it are different in each system. 


Supported Data Streams and Formats 


AS/400 applications can produce spooled files in the following data streams: 
* SCS (SNA Character String) 

¢ IPDS (Intelligent Printer Data Stream) 

¢ AFP Data Stream (Advanced Function Printing Data Stream) 

¢ LINE (Line-mode data stream, or IBM 1403 printer data stream on S/370) 
¢ AFPDSLINE (Line-mode data stream mixed with AFP data stream) 

¢ USERASCII (ASCII data stream, including PostScript) 


An ASCII data stream, including PostScript, can also be placed in a spooled file, 
in which case the device type is USERASCII. Such a spooled file could be 
created by a PC or Network Station application and spooled to AS/400 by the 
virtual print function of PC Support/400. You also can create or purchase AS/400 
applications that build their own data stream in ASCII. 


The type of data stream produced is determined by the DEVTYPE parameter of 
the printer file associated with the application. 

If you intend to send print files to another system, you should limit your use of 
DEVTYPE to data streams that can be printed on the target system or that can 
be transformed by network software programs. 
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Managing Resources Across Systems 


Managing resources across systems involves device and system interchangeability 
(inline as opposed to externally referenced resources), transferring resources 
across systems, and automatic resource management with Print Services Facility 
for OS/2 and PSF/AIX. 


Device and System Interchangeability 


An AFP data stream spooled file created using Advanced Function Printing Utilities 
for AS/400 or sent from S/370 may contain references to AFP resources (overlays, 
page segments, fonts, and so on). Spooled AFP data stream files refer to these 
AFP resources as either inline resources or external resources. Inline and external 
resources are described as follows: 


Inline resource 
The AFP resource object is physically contained in the spooled AFP data 
stream file. Control characters are placed around individual resources in the 
spooled file to indicate where the resources begin and end. 


If an AFP data stream file contains the AFP resources inline, they do not 
need to be sent to the target system separately. 


Note: You can only create an AFP data stream spooled file that includes 
inline resources if you use the AFP Toolbox or PrintWanager/400. 


External resource 
The AFP resource is a separate object from the AFP data stream file. The 
spooled file has a reference to a resource name at the position where the 
resource is to be printed. When an AFP data stream file that refers to 
external AFP resources is sent to the target system, the external resources 
must be sent to the target system as a separate step. 


If the AFP resources are not resident on the target system or not inline in the 
spooled AFP data stream file, the spooled file will not print correctly. 


Transferring Resources Across Systems 


With cross-system AFP printing, you will need to transfer AFP print resources 
between systems. The following sections describe transferring resources between 
these systems: 


* One AS/400 System to Another AS/400 System 
* MVS to AS/400 

* AS/400 to MVS 

¢ VM to AS/400 

* AS/400 to VM 


Transferring Resources using TCP/IP: The following TCP/IP commands can be 
used to transfer resources between systems instead of the SNA commands. When 
using TCP/IP, you transfer the file by FTPing it. Complete the following instructions 
to FTP the file. The basic FTP commands are printed in bold. 


1. ftp xxxxx (xxxxx = system name or IP address that you are accessing) 
2. Enter Login User ID. 

3. Enter Password. 

4. bin (to set binary image mode) 
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5. put XXXXX.xxxx (XXXXX.xxxx is the name of the resource to be sent to the 
remote system.) 


6. quit (to end FTP session) 


Other useful FTP commands: 

* Ipwd = local directory 

* pwd = remote directory (Library on AS/400) 

* get = get file from remote system and place on local system 
* Is or dir = list files 

* mget or mput = get or put multiple file (Example: mput afp*) 
* help = list of commands available on this server 


Transferring Resources from AS/400 to AS/400: \n certain instances, if you 
have Advanced Function Printing Utilities for AS/400 installed on only one system 
for example, you may want to transfer AFP print resources from one AS/400 system 
to another AS/400 system. 


If both systems have a common media (tapes or diskettes), the resources can be 
placed in a library and saved to the media using the SAVLIB command, or the 
resources can be saved individually using the SAVOBJ command. On the receiving 
system, the libraries and objects are restored using the RSTLIB and RSTOBJ 
commands. 


You also can transfer resources using a communications line by putting the 
resources in a save file and then sending the save file to the target system. This 
procedure is described below: 


1. Create the save file by issuing the following command: 
crtsavf savf(transfer) lib(afplib) text 


2. Save the AFP resources to the save file by entering savobj and then pressing 
the F4 key. The Save Object Command panel is displayed. Enter the values you 
want in the fields of the Save Object Command panel and press Enter. 


3. Send the file to the target system by issuing one of the following commands: 
With SNA: 
sndnetf file(afplib/transfer) tousrid(elwood rchasm01) 
With TCP/IP (FTP): 
put XXXXX.XXxx 


(file name of resource to be sent to remote system) 


Note: When sending savefiles to another AS/400, a blank savefile must 
exist on the receiving AS/400 and the (replace parm specified on the 
put command. The command = put savefile.savf (replace 


4. Before receiving the file on the target system, check to see if the target system 
has a file to receive the data. If one does not exist, create it by issuing the 
following command: 


crtsavf file(afplib/transfer) 


5. With SNA only: Receive the file on the target system by issuing the following 
command: 


rcvnetf fromfile(transfer) tofile(afpfile/transfer) 


Note: Skip this step if you if you used FTP to send the file. 
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6. Restore the object from the save file by entering rstobj and pressing the F4 
key. The Restore Object Command panel is displayed. Enter the values you 
want in the fields of the Restore Object Command panel and press Enter. 


Notes: 


a. lf you restore the AFP resources into a new library, add the library name to 
the library list of the receiver of the spooled files. 


b. If you want to use tape or diskettes to transfer you AFP resources, just 
replace *SAVF in the Device filed of the Restore Object Command panel 
with the device name; for example, TAPO1 or DKTO1. 


Transferring Resources from MVS to AS/400: AFP print resources can be 
transferred from MVS to AS/400 either by tape or, if a telecommunication 
connection is available between MVS and AS/400, by using the MVS transmit 
command (XMIT) to send the resources and the AS/400 RCVNETF command to 
receive them. 


The MVS command to send the resources might look like the following: 
xmit node.userid da(levell.level2(member)) seq 


Note: The SEQ parameter is required so that the resources being sent can be ina 
form that the AS/400 can accept when the corresponding RCVNETF 
command is issued to receive the resources. 


Transferring Resources from AS/400 to MVS: AFP print resources on the 
AS/400 are objects, such as overlays (of the type *OVL) and page segments 
(*PAGSEG). These resources can only be transferred to MVS after they have been 
converted, using a program like Advanced Function Printing Utilities for AS/400, to 
physical file members. The physical file member then can be sent to MVS and 
received as an AFP resource without further conversion. 


Transferring Resources from VM to AS/400: AFP print resources can be 
transferred from VM to AS/400 either by placing the resources inline with the print 
file or by making them available in an AS/400 library before the print request is 
submitted. 


The resources file is either moved to a tape file using the MOVEFILE command in 
VM and then moved manually to the AS/400 system, or it is sent by way of a 
communications link to the AS/400. On the AS/400 system, the file then is either 
copied from tape onto disk using the CPYFRMTAP command, or it is received with 
the RCVNETF command as a physical file member. 


Transferring Resources from AS/400 to VM: AFP print resources on the AS/400 
are objects, such as overlays (of the type *OVL) and page segments (“PAGSEG). 
These resources can only be transferred to VM after they have been converted, 
using a program like Advanced Function Printing Utilities for AS/400, to physical file 
members. The physical file member then can be sent to VM and received as an 
AFP resource without further conversion. 


Note: When putting an AS/400 savefile (savf) to VM, enter FTP command site 


fixrecfm 528 to specify fixed record format with 528 byte records before 
entering the put command. 
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Printing Between AS/400 and System/390 


Table 5. VM System/390 Parameters 


When printing jobs between AS/400 and System/390 (S/390), you need to take into 
account print job attributes, data stream considerations, resource management, and 
print job management. 


When working with print job attributes, S/390 parameters and AS/400 printer file 
parameters, you need to know how they match across systems. The MVS S/390 


FCB parameter, for example, which specifies the printer file used, is the FILE 
parameter on AS/400. See Table 4 and [table 6 an page 27d for a more complete 
listing of these matching parameters. 


The S/390 parameters shown in able 4 and [Table 6 on page 278 are supported 


when data is sent directly to the output queue of a user on the AS/400 system. 


If an S/390 printer parameter that is not in the following tables is specified and there 
is no matching or equivalent AS/400 printer file parameter, the S/390 printer 
parameter is ignored when the data is printed on the AS/400 system. 


The following System/390 parameters are supported when data is sent directly to 
the output queue of a user on the AS/400 system. 


If a System/390 printer parameter that is not in this table is specified, and there is 
no matching or equivalent AS/400 printer file parameter, the System/390 printer 
parameter is ignored when the data is printed on the AS/400 system. 


System/390 Printer 
Parameter Names 
BIN 


CC 
CHARS 
COPY 
DATACK 


DEST 


DUPLEX 
FCB 
FORM 
FORMDEF 
PAGEDEF 
PRMODE 


TRC 


VM Commands 


Function 


AS/400 Printer File 
Parameter Names 


PSF Specifies which drawer or bin the paper is DRAWER 
taken from. 
PRINT, PSF Specifies control characters. CTLCHAR' 
SPOOL Specifies a table of coded fonts. AFPCHARS 
SPOOL Specifies the number of copies. COPIES 
PSF Specifies whether or not the printer will block No equivalent AS/400 
print positioning and invalid character errors. parameter 
Twinaxial attached printers will always block 
print positioning and invalid character errors 
unless the printer file used to create the 
spooled file has the fidelity parameter value set 
to “ABSOLUTE. 
TAG Specifies node and user ID. No equivalent AS/400 
parameter 
PSF Specifies if duplex printing is to be used. DUPLEX 
SPOOL, TAG Specifies the printer file used. FILE 
SPOOL Specifies the form type to be used. FORMTYPE 
PSF Specifies the form definition to be used. FORMDF 
PSF Specifies the page definition to be used. PAGDFN 
PSF Specifies the device type, ideographic character DEVTYPE, IGCDTA, 
data, processing shift-out/shift-in characters. IGCSOSI 
PRINT, PSF Specifies if the data stream contains table TBLREFCHR 


reference codes. 
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Table 6. MVS System/390 Parameters 


System/390 Printer 
Parameter Names 
CHARS 

CONTROL 


COPIES 
DATACK 


DCB=RECFM 
DEST 


FCB 
FORMDEF 
FORMS 
PAGEDEF 
PRMODE 


TRC 


MVS JCL AS/400 Printer File 
Statements Function Parameter Names 
DD, OUTPUT Specifies a table of coded fonts. AFPCHARS 
OUTPUT Specifies line spacing. No equivalent AS/400 
parameter 
DD, OUTPUT Specifies the number of copies. COPIES 
OUTPUT Specifies whether or not the printer will No equivalent AS/400 
block print positioning and invalid character parameter 
errors. Twinaxial attached printers will 
always block print positioning and invalid 
character errors unless the printer file used 
to create the spooled file has the fidelity 
parameter value set to “ABSOLUTE. 
DD Specifies control characters. CTLCHAR? 
DD, OUTPUT Specifies node and user ID. No equivalent AS/400 
parameter 
DD, OUTPUT Specifies the printer file used. FILE 
OUTPUT Specifies the form definition to be used. FORMDF 
OUTPUT Specifies the form type to be used. FORMTYPE 
OUTPUT Specifies the page definition to be used. PAGDFN 
OUTPUT Specifies the device type, ideographic DEVTYPE, IGCDTA, 
character data, processing shift-out/shift-in IGCSOSI 
characters. 
OUTPUT Specifies if the data stream contains table TBLREFCHR 


reference codes. 


You should be aware of the following considerations when working with S/390 MVS 
parameters: 


FCB 


If you specify the FCB parameter on MVS, the printer file of that name in 
the library list of the user receiving the spooled file on the AS/400 system is 
used. If the FCB parameter is not specified, the AS/400system printer file 
QSYSPRAT is used. 


BIN and DUPLEX 


If neither the BIN nor DUPLEX parameter values nor the form definition is 
specified from MVS, the values for the AS/400 system DRAWER and 
DUPLEX parameters are taken from the printer file specified in the FCB 
parameter. If the FCB parameter is not specified, the DRAWER and 
DUPLEX values are set to *FORMDEF, which means that the values are 
taken from the form definition. 


FORMDEF 


If the form definition (FORMDEF) parameter is not specified from MVS, the 
AS/400 system form definition parameter value is set to *DEVD, and *LIBL 
is used for the library. *DEVD means the form definition used is the one 
specified in the device description for the printer you want to use. 


AS/400 produces SCS, IPDS, AFP, USERASCII, and AFPDSLINE data streams. If 
you are using NJE, the SCS data stream will be transformed into EBCDIC line data 
when sent from AS/400 to the S/390. If you generate an AFP data stream print job 
on the AS/400, you must use the STRRMTWTR command to send it to the S/390. 


1. In order to correctly print System/390 line data with first-character forms control, each channel value specified in the CTLCHAR 
parameter must have a unique line number associated with that channel value. 


2. In order to correctly print System/390 line data with first-character forms control, each channel value specified in the CTLCHAR 
parameter must have a unique line number associated with that channel value. 
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The AFPDSLINE data stream (line-mode data stream mixed with AFP data stream) 
also is supported when printing between AS/400 and S/390. The IPDS and 
USERASCII data streams are not currently supported when printing between 
AS/400 and S/390. See 
more information on supported data streams. 


The management of resources when printing between AS/400and S/390 is the 
same as that between AS/400 and any other system; see (Managing Resources 
for more information. 


After data has reached the S/390 spool, all job management is done by the S/390 
system. No print job completion messages and no accounting information are sent 
to the AS/400. 


Using the VM/MVS Bridge and NJE 


The VM/MVS bridge provides the following functions: 

¢ Distribution services between an AS/400 SNADS and an S/390 Virtual 
Machine/Remote Spooling Communication Subsystem (VM/RSCS) using either 
BSC or SNA. The bridge must be SNA if the Network Job Entry (NJE) protocol is 
used. 

¢ Distribution services between an AS/400 SNADS and Multiple Virtual Storage/Job 
Entry Subsystem (MVS/JES), either JES2 or JES3, using SNA. 

¢ Sending or receiving of files, messages, input streams, and spooled files 
between S/390 and object distribution users. 

* Distribution of documents created by a document interchanges session. 

* Distribution of PC files, RFT/FFT documents, notes, and messages between 
users on OfficeVision/400, DISOSS, or any DIA/SNADS node connected to the 
bridge. 


Using Network Services and the Remote Writer 


A remote writer is an OS/400 program that takes spooled output files from a remote 
output queue and sends them to the specified remote system. The remote writer, 
which is a system job, sends the spooled output files using SNADS or TCP/IP. This 
process is called remote system printing on AS/400 and the Start Remote Writer 
(STRRMTWTR) command is used to begin remote system printing. 


Printing Between AS/400 and AIX 


AS/400 users can print their AS/400 files on printers attached to the RISC 
System/6000 (RISC/6000) and RISC/6000 users can print their files on printers 
attached to AS/400. You can send print files between the two systems in all of the 
major data streams: ASCII, PostScript, AFP, IPDS, and so on. The connection 
between the two systems can be either SNA or TCP/IP. 


Refer to IBM AS/400 Printing |V for more information. 
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Using an AFP Printer to Print PostScript Output 


If you use an IBM Network Station or PC to run applications that generate a 
PostScript data stream, you can print on an AS/400-connected printer. The AS/400 
converts the PostScript data stream to AFP data stream so that it can print on an 
AS/400 IPDS printer. For example, many Web browsers generate PostScript data 
streams only. If you are working on a Network Station connected to an AS/400 
server, you can print from the browser on an AS/400-supported printer—an IBM 
3160, for example. 


In order to enable this conversion from PostScript to AFP data stream, you must set 
the IMGCFG parameter in the printer’s device description correctly for that printer. 


Table 7. Image Configuration Objects by Printer 


Printer IMGCFG Parameter 
IBM 3130, 3160-1 AF Printer (240-pel mode) *IMGCO1 
IBM 3130 AF Printer (300-pel mode), 3935 AF Printer *“IMGC02 
IBM 3825, 3827, 3828 AF Printer *IMGCO9 
IBM 3825, 3827, 3828 AF Printer (w/AFIG) *“IMGCO1 
IBM 3829 AF Printer *IMGCO1 
IBM 3835-001, IBM 3835-002, 3900AF Printer (w/AFIG) *“IMGCO5 
IBM 3912, 3916 Page Printer with IPDS features (twinax) *IMGCO06 
IBM 4028 LaserPrinters *“IMGCO6 
IBM 4312, 4317, 4324 NP w/IPDS feature (twinax and LAN) *IMGC06 
IBM InfoPrint 20 and InfoPrint 32 *“IMGCO6 
IBM InfoPrint 60 *“IMGCO03 
IBM InfoPrint 62 Model 2 *IMGC05 
IBM InfoPrint 62 Model 3 *“IMGC06 
IBM InfoPrint 3000 *IMGCO5 
IBM InfoPrint 4000 *IMGCO5 
IBM InfoPrint 4000 High Resolution *“IMGCO6 


The following table presents descriptions of the image configuration parameters 
listed in the previous table. 


Table 8. Image Configuration Descriptions 


IMGCFG Parameter IDPS Printer 

*IMGCO1 IPDS 240-dpi printer 

*IMGC02 IPDS 300-dpi printer 

*IMGC03 IPDS 600-dpi printer 

*IMGC04 IPDS 1200-dpi printer 

*IMGC05 IPDS 240-dpi printer with no-print border 
*IMGCO06 IPDS 300-dpi printer with no-print border 
*IMGCO07 IPDS 600-dpi printer with no-print border 
*IMGC08 IPDS 1200-dpi printer with no-print border 
*IMGCO9 IPDS 240-dpi printer (IM/1 image) 
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Table 8. Image Configuration Descriptions (continued) 


IMGCFG Parameter 


IDPS Printer 


*“IMGC10 


IPDS 240-dpi printer (IM/1 image) with no-print border 


*“IMGC11 


IPDS 240-dpi printer (CCITT G4) 


Chapter 19. Cross-System Printing 


281 


282  AS/400 Guide to AFP and PSF 


Appendix A. IBM Printers and Compatibility Considerations 


This appendix lists IBM Printers for AS/400. 


IBM Printers for the AS/400 (Impact - Twinax & ASCIl) 


Twinax or ASCII Attachment, Impact Printers 
IBM Printer Rated Technology | Resolution Attachment Emulation/Data_ | Features 
Speed Stream 
4224-1C2 400 cps Dot Matrix 18 144 x 144 Twinax (-1XX), Serial IPDS (-1XX), Withdrawn from Mktg 
-3C2 600 cps wire (-8XX) ASCII (-3XX) Color 
4230-101 375 cps Dot Matrix 9 144 x 144 Twinax (-1XX), Twinax IPDS Heavy Duty 
“111 375 cps wire OR Serial/Parallel (-111,-102,-413), | IPDS graphics, 
-1S2, -102 480 cps (-4XX), SCS bar code 
-4S3, -413 600 cps (-101,-1S2,-4S3), | Easy to use 
ProPrinter or | Dual Twinax/ASCIl 
4224-3XX (-4XX) | attachment (-4XX 
Mods) 
Very Quiet (53 dBA) 
4232-302 600 cps Dot Matrix 9 144 x 144 Serial or Parallel ProPrinter or Heavy duty 
wire 4224-3XX Easy to use 
Very quiet (53 dBA) 
4234-08 475 lpm Dot Band 144x144 | Twinax (-08,-12), IPDS (-08,-12), | Replaced by 
-12 800 lpm Serial/Parallel (-09,13) ProPrinter 6400-xxx 
-09 475 lpm (-09,-13) Withdrawn from Mktg 
-13 800 |pm IPDS graphics, 
bar code 
4247-A00 700 cps Dot Matrix 18 144 x 144 Twinax Serial/Parallel | ASCII (A0QO) Up to 6 inputs 
-001 -002 (-A00, -001), | wire LAN via NPS IPDS (-001) 2 continuous forms 
400 cps SCS (-001) Up to 8-part forms 
(-002) ProPrinter Quiet (55 dBA) 
or Epson 
FX80-1050 
6400-004 475 |pm Line Matrix Varies by print | Twinax, ProPrinter Heavy Duty 
-004P 800 |pm quality mode | Serial/Parallel, Printronics Very Quiet (52 dBA) 
-005 1200 lpm LAN via NPS Emulation Low cost of operation 
-005P Epson Code V, IGP bar code 
-008 Graphics options, 
-008P Opt. IPDS option 
SCS, IPDS 
-009 Opt. Cde 
-009P V, IGP 
-012 
-014 
6408-CTO 800 lpm Line Matrix Varies by print | Twinax SCS (-CTO), Replaced by 
-A00 quality mode | (-CTO), ProPrinter, 6400-xxx 
-CTA Serial/Parallel Epson Withdrawn from Mktg, 
(-A00), Graphics, Heavy Duty 
Twinax OR (-A00) Very Quiet (52 dBA) 
Serial/Parallel Opt. IPDS (-CTA)] Low cost of operation 
(-CTA) Opt. Code V, Code V, IGP bar code 
Opt. IGP options, IPDS option 
(-CTA) 
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Twinax or ASCII Attachment, Impact Printers 


IBM Printer Rated Technology | Resolution Attachment Emulation/Data | Features 
Speed Stream 
6412-CT0O 1200 lpm ‘| Line Matrix Varies by print | Twinax SCS (-CTO), Replaced by 
-A00 quality mode | (-CTO), ProPrinter, 6400-xxx 
-CTA Serial/Parallel Epson Withdrawn from Mktg 
(-A00), Graphics, Heavy Duty 
Twinax OR (-A00) Very Quiet (55 dBA) 
Serial/Parallel Opt. IPDS Low cost of operation 
(-CTA) (-CTA), Code V, IGP bar code 
Opt. Code V, options, 
Opt. IGP IPDS option (-CTA) 
6252-T08 800 Ipm Engraved Fixed Twinax (-TXX), SCS (-TXX), Quiet (55 dBA) 
-712 1200 Ipm Character Character | Serial/Parallel (-AXX) ProPrinter (-AXX) | Very Small footprint 
-AP8,-AS8 800 lpm Band Total front access 
-AP2,-AS2 1200 lpm 
6262-T12 1200 lpm Engraved Fixed Twinax SCS (-TXX), All except -X22 
-T14 -T22 1400 lpm Character Character | (-TXX), ProPrinter models withdrawn 
-A12 -A14 2200 Ipm Band Serial/Parallel High speed 
-A22 1200 Ipm (-AXX) (-AXX) line printing, 
1400 lpm High-speed 
2200 |Ipm forms stacking, 
Small footprint 


Note: All IBM printers feature round-the-clock IBM maintenance. 


IBM Printers for the AS/400 (Non-Impact - Twinax & ASCII) 


Twinax or ASCII Attachment, Non-Impact Printers 


IBM Printer Rated Technology Resolution Attachment Emulation/Data | Features 
Speed Stream 
4028-AS1 10 ipm EP - Laser 300 x 300 Twinax IPDS Good AFP Performer 
Envelope option 20,000 
imp/month Cut 
sheet/simplex 
3112-001 12 ipm EP - Laser 300 x 300, Twinax, IPDS No longer available 
600 x 600 Serial/Parallel, SCS Internal INA Option 
1,200 x Ethernet, PCL5e 50,000 imp/month 
1,200 Token Ring, PostScript Lev 2| Cut sheet/duplex 
(PostScript) LocalTalk 
3116-001 16 ipm EP - Laser 300 x 300, Twinax, IPDS Internal INA Option 
-002 600 x 600 Serial/Parallel, SCS 50,000 imp/month 
-003 1,200 x 1,200 | Ethernet, PCL5e -001 
(PostScript) Token Ring, PostScript Lev 2] 75,000 imp/month 
LocalTalk -002 
75,000 imp/month 
-003 
Cut sheet/duplex 
3912-ASO 12 ipm EP - Laser 300 x 300, Twinax, IPDS (-AS1) No longer available 
-AS1 600 x 600 Serial/Parallel SCS (-ASO) Envelope option 
(PostScript) Ethernet, HP-PCL5 50,000 imp/month 
Token Ring PostScript Cut sheet/duplex 
3916-ASO 16 ipm EP - Laser 300 x 300, Twinax, IPDS (-AS1) No longer available 
-AS1 600 x 600 Serial/Parallel, SCS (-ASO) Envelope option 
(PostScript) Ethernet, HP-PCL5 75,000 imp/month 
Token Ring PostScript Cut sheet/duplex 
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Twinax or ASCII Attachment, Non-Impact Printers 


TCP/IP Token Ring 
or Ethernet 


IBM Printer Rated Technology Resolution Attachment Emulation/Data | Features 
Speed Stream 
Network 12 ipm EP - Laser 300 x 300 Twinax, IPDS "Real” IPDS 
Printer 12 (IPDS), Serial/Parallel, SCS 1 Internal NIC Option 
(4312) 600 x 600 Ethernet, PCL5e Cut sheet/duplex 
(PCL, Token Ring, PostScript Lev 2 
PostScript) 
Network 17 ipm EP - Laser 300 x 300 Twinax, IPDS "Real" IPDS 
Printer 17 (IPDS), Parallel, SCS 2 Internal 
(4317) 600 x 600 Ethernet, PCL5e NIC Options 
(PCL, Token Ring, PostScript Lev 2} 10 bin mailbox 
PostScript) Cut sheet/duplex 
InfoPrint 20 20 ipm EP - Laser 300 x 300 Twinax, IPDS "Real" IPDS 
(IPDS), Parallel, SCS 2 Internal NIC Opt. 
600 x 600 Ethernet, PCL5e Cut sheet/duplex 
(PCL, Token Ring PostScript Lev 2 
PostScript) 
Network 24 ipm EP - Laser 300 x 300 Twinax, IPDS "Real” IPDS 
Printer 24 (IPDS), Parallel, SCS 2 Internal NIC Opt. 
(4324) 600 x 600 Ethernet, PCL5e Jogger/Stapler 
(PCL, Token Ring PostScript Lev 2] Cut sheet/duplex 
PostScript) 
InfoPrint 32 32 ipm EP - Laser 300 x 300 Twinax, IPDS "Real” IPDS 
(IPDS), Parallel, SCS 2 Internal NIC Opt. 
600 x 600 Ethernet, PCL5e Jogger/Stapler 
(PCL, Token Ring PostScript Lev 2] Cut sheet/duplex 
PostScript) 
Network 3 ipm Color] EP - Laser 600 x 600 | Parallel PostScript Lev 2 | Limited AS/400 
Color Printer | 12 ipm Ethernet support 
(4303) Mono Photographic color 
quality 
EFI Fiery controller 
RIP-while-print 
3816-01S 24 ipm EP - LED 240 x 240 =| Twinax or IPDS (twinax), Replaced by 3930 
-01D Serial/Parallel ASCII Withdrawn from mkig 
(Serial/Parallel) | 80,000 imp/month 
Cut sheet/duplex 
3130-01S 30 ipm EP - Laser 240 x 240 or | Twinax, IPDS AFCCU control Unit 
-02S 300 x 300 SNA SDLC, HP PCL5e 5 input bins 
-02D SNA Token Ring, PostScript Lev | 3 output bins 
-03S TCP/IP Token Ring | 2 200,000 imp/month 
or Ethernet Cut sheet/duplex 
3930-02S 30 ipm EP - LED 240 x 240 Twinax (-02X), IPDS (-02X), Withdrawn 4/26/96 
-02D (-02X), Serial/Parallel PPDS (-03X), High Reliability, 
-03S 300 x 300 (-03X), HP-PCL5 (-03X),| Improved 
-03D (-03X) Ethernet (Opt.) PostScript performance 
(-03X) (Opt) (-03X) over 3816, 
150,000 imp/month 
Cut sheet/duplex 
3935-001 35 ipm EP - Laser 300 x 300 ‘| Twinax, IPDS Withdrawn 4/26/96 
SNA Token Ring, AFCCU control unit 
SNA SDLC, 4 input bins 


200,000 imp/month 
Cut sheet/duplex 


Note: On all of these printers, duplex is feature or model dependent. All IBM printers feature round-the-clock IBM maintenance. 
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IBM Printers for the AS/400 (Production Printers) 


High Speed Production Printers 


IBM Printer Rated Technology Resolution | Attachment Data Features 
Speed Stream 
3935 35 ipm EP - Laser 300 x 300 | Twinax, IPDS Withdrawn 4/26/96 
SNA Token AFCCU control unit 
Ring, 4 input bins 
SNA SDLC, 200,000 imp/month 
TCP/IP Cut sheet/duplex 
Token Ring 
or Ethernet 
S/370 
Channel 
(PSF/2) 
3160 60 ipm EP - Laser 240 x 240 | SNA IPDS High speed/capacity 
Token Ring, AFCCU 
TCP/IP control unit 
Token Ring or 4 input bins 
Ethernet, 750,000 imp/month 
S/370 Parallel Cut sheet/duplex 
Channel 
(PSF/2) 
3825 58 ipm EP - Laser 240 x 240 | S/370 Channel IPDS No longer available 
(PSF/2 or 1 million 
PSF/6000) imp/month 
Cut sheet/duplex 
3828 92 ipm EP - LED 480 x 480 | S/370 Channel IPDS High speed 
(PSF/2 or MICR printing 
PSF/6000) (uses MICR 
toner only) 
2 million 
imp/month 
Cut sheet/duplex 
3829 92 ipm EP - LED 480 x 480 | S/370 IPDS High speed 
Channel Emulator/A cut sheet 
Adapter printing, 
(PSF/2 or Smallest footprint 
PSF/6000) in its class, 
2 million 
imp/month 
Cut sheet/duplex 
3835-001 88 ipm EP - Laser 240 x 240 | S/370 Channel IPDS Reliable paper path, 
-002 (-001), (PSF/2 or Enhanced print 
91 ipm PSF/6000) quality 
(-002) (-002), 
Intelligent 
Post-Processing 
1.8 million imp/month 
Continuous form 
3900-001 ; 229 ipm, EP - Laser 240 x 240 | SNA Token IPDS Exceptional reliability 
-OW1 -OW3 | 354 ipm Ring, High speed, 
-D01, -DO2 | (2-up) TCP/IP high volume, 
-DW1, -DW2 | 232 ipm Token Ring Enhanced print 
(2-up) or Ethernet, quality (-001,-OWX), 
300 ipm S/370 Channel 18” print web 
(duplex) (PSF/2 or (-OWX), 
464 ipm PSF/6000) Duplex (-DXX), 
(dup, 2-up) Mod -001 Intelligent 
is Channel Post-Processing, 
attach only 5.6 million imp/month 


Continuous form 
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High Speed Production Printers 


IBM Printer Rated Technology Resolution | Attachment Data Features 
Speed Stream 
InfoPrint 60 60 ipm EP - Laser 600 TCP/IP IPDS High speed, high 
Token Ring, volume, AFCCU 
Ethernet, control unit, 750,000 
imp/month, 
2,000—sheet input, 
Cut sheet/duplex 
InfoPrint 62 62 ipm EP - Flash 240, 300 | TCP/IP Token Ring IPDS High speed, 
Fuser or Ethernet, high volume, 
S/370 Multiple medias, 
Parallel Channel especially labels 
AFCCU control unit, 
600,000 imp/month, 
Continuous Form 
InfoPrint 112 ipm EP - Laser 480 TCP/IP Token Ring IPDS High speed, 
3000 (ES1) 480/600 TCP/IP Ethernet, high volume, 
224 ipm 600 S/390 Continuous Form 
(ED1/ED2) ESCON Channel 
FDDI (TCP/IP) 
InfoPrint up to 1002 _| EP - Laser 240 TCP/IP Token Ring, IPDS High speed, 
4000 ipm 240/300 TCP/IP Ethernet high volume, 
480/600 S/390 Continuous Form 
3900 DR1 600 ESCON channel, 
3900 DR2 FDDI (TCP/IP) 
ID1/ID2 
ID3/ID4 
IR1/IR2 
IR3/IR4 
IS1, IS2 


Note: All IBM printers feature round-the-clock IBM maintenance. 
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Appendix B. Additional DDS Examples 


showed the Super 
Sun Seeds invoicing with the INVNEW1 program. This example provided a nice 
electronic invoice, including the tailoring of the invoice pages to the application data. 
The chapter closed with a discussion of several enhancements that could be made 
to the invoicing application. 


In the following sections, two different invoicing applications, INVNEW2 and 
INVNEW3S, are shown and described. INVNEW2 provides for multiple copies, 
duplex, and price suppression. INVNEWS illustrates the use of a floating form, 
precisely tailoring the invoice form to the data. 


Figure 180 shows a sample of the output for INVNEW2. 


ml Co 
Super 
A 
Sun 
Seeds 
. Growth Company 
TT | i 
IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
es 45789-2637 | LL | 
== Sold To -- == Ship To — 
reir 100 wavoice = 3.1300 qaveice 3/13/96 Payment 4/13/96 
Ship Via:BEST WAY Shipped Date: 3/13/96 terms:NET 30 Salesman: YOUR PRINTER REP 


1| PK 01100517 | SPARTAN SEEDS 2,39 2.39 
9| PK 04569870] NORTHERN LITE BLUE SPRUCE 858.32 7,724.88 
12) Bx 11005004] BUSH GREEN SEEDS 2,50 30,00 
12/cT 11005011] LASSO RED SEEDS 892.23 10,706.76 
26) PE 11005018 EARLY BANTAM SEEDS 38 9,88 
5/BxX | 11057893] AFRICAN DAISY, SEEDS 2255 11.75 
1| PK 15975365 | HEAVY OAK 129.09 129.09 
33|BX | 32746510] HOPS BREWING LIGHT 1.20 39.60 
6/BA 46578913 SEED SURVEYING SITE 50.00 300.00 
2) BX 56413213] POT PoT 7.65 15.30 
80) PE 65412364 | SEED SCRUBBER 888.79 71,103.20 
1/PK 84512023 | OREGON SPRING TOMATO SEED -o7 OF 
2\/DZ | 96325874] PINEAPPLE-ORANGE SEEDS 1.29 2.58 
11) Bz 98412006 | BLACK BEAUTY ZUCCHINI 2.30 25.30 
§| BA 98546320] FROZEN JUICE PROCESSOR 109,90 649,50 
1jeT | 00000300] HIGH ALTITUDE WATERMELON 1.01 1.01 
Maree You 22.2. 
Pees you have ordered 
over $500 of seeds this 
year, on your next seed 
order you will receive 
10% discount. 
This invoice overlay designed using IBM AFF Uiilitiew400 Total Due $90,652.21 
Return this tear-off sirip with your paym ent. diate Checks Payable to. Super Sun Seeds 
Payment is due by: 4/13/96 Amount Due is: $90,652.21 


IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
CO 467892637 


Customer Copy Page 1 


Figure 180. INVNEW2 Sample Invoice 


INVNEW2 Enhanced Super Sun Seeds Invoicing 


In order to produce multiple collated copies of each page, the invoice detail must be 
stored. Once each logical page is complete, the customer copy, packing list, and file 
copy can be printed. As each detail record in the invoice file (SEEDDETL) is 
processed, the fields for the invoice detail line are stored in the DETDS data 
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structure instead of being printed. This data structure stores up to 48 detail lines. A 
page is completed either through overflow (38 detail lines for page one, 48 details 
line for a continuation page) or through end of the customer invoice. 


The fields PAGCNT and PAGTYP keep track of the page number and page type, 
and in combination, determine what kind of page is being printed. INVNEW2 
executes the subroutine PAGSR for each page to be printed (customer copy, 
packing list, and file copy). In turn, the subroutine PRTDET is called to print the 
invoice line items out of the DETDS data structure. Indicator 51, set for the packing 
list, controls the suppression of the price and extension fields. A terms and 
conditions overlay (INVBAC) is printed only on the back of the customer copy. After 
all the copy pages have been printed, subroutine BLKDET is called to blank the 
DETDS data structure. 


INVNEW2 RPG Source 


The RPG source for INVNEW2 is as follows: 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:47:37 i 
SOURCE FILE. ...... SAMPLER/QRPGSRC 
MEMBER ......... INVNEW2 


SEQNBR¥ e.cctPiuc: Td actions. 2 esetiien, 3 senthias A caste 5 anctesn 0 cncteed 7 cactane 8 


100 * INVNEW2 - Super Sun Seeds Electronic Invoice 

200 * Example 2 

300 * 

400 * This is an enhancement to INVNEW1 that adds the following 

500 * output functionality: 

600 * 

700 * 1. Multiple copies of invoice with routing designation - 

800 * "Customer Copy", "Packing List", "File Copy" 

900 * 2. Overlay specifying terms and conditions to print on back of 
1000 * customer copy. 

1100 * 3. Packing List copy suppresses price information. 

1200 * 

1300 * This program reads a transaction file (SEEDDETL), retrieves info 

1400 * from item master (SEEDITEM) and customer master (SEEDCUST), then 

1500 * prints invoices. 

1600 * 

1700 * Different electronic overlays are used depending on whether this 

1800 * iS a one page or multi-page invoice, as well as whether there is 

1900 * room remaining on the invoice to print a customer offer. The following 
2000 * overlays are used: 
2100 * 
2200 * INVALL 1-page invoice (full address at top, payment at bottom) 
2300 * INVFST Page 1 of multi-page invoice (no payment at bottom) 
2400 * INVMID Continuation page (No address, payment at bottom) 
2500 * INVLST Last page of multi-page invoice 
2600 * INVBAC Back side Terms and Conditions overlay 
2700 * 
2800 * Invoice detail lines are processed until either end of customer order 
2900 * or end of the page (38 lines for page 1 and 48 lines for continuation 
3000 * pages), at which time the invoice page is printed. At end of 
3100 * order, a check is made to see if there are more than 18 detail lines 
3200 * to print. If there are, that would not leave room in the invoice body 
3300 * to print the customer offer. In this case, the page is printed, and a 
3400 * new final page is built with the offer and the payment coupon. 
3500 * 
3600 * The offer is a message (and corresponding image, or page segment) based 
3700 * on item sales in the customer master. For example, a flower image 
3800 * would print if seed sales exceeded $500. 
3900 * 
4000 * ENHANCEMENTS: 
4100 *& Ssssssssssss 
4200 * Electronic printing offers wide opportunities for increasing 
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4300 
4400 
4500 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 
8800 
8900 
9000 
9100 
9200 
9300 
9400 
9500 
9600 
9700 
9800 
9900 
10000 
10100 
10200 
10300 
10400 
10500 
10600 
10700 
10800 
10900 


* the value of your documents. Several additional enhancements 
* that could be made to Example 2 include: 
* 
* 1. Use of "floating" forms. With DDS dynamic positioning of 
* document elements (ie. line, box, segment, overlay, etc.), 
* the invoice information could be floated. This means that 
* the grid for detail lines is drawn as transactions are 
* processed, and the grid is closed at the end of a specific 
* customer's transactions. All other document elements 
* could be similarly floated. 
* 2. Use of multiple input and output bins of the printer to 
* utilize different stock for different pages. For example, 
* the packing list might use stock that embeds a barcoded 
* packing label on it. 
* 
FSEEDDETLIP E K DISK 
FSEEDITEMIF E K DISK 
FSEEDCUSTIF E K DISK 
FINVNEW2 OE PRINTER 
* 
E WDS 1 40 24 Text for Offer 
E CPY 1 325 Text for Copy 
* 
TINVCDETL 01 
I STNAME 32 
I CUST# L1 
ICUSTDATA 02 
ITITEMDATA 03 
* 
* Data structure to store up to 48 detail lines 
* 
IDETDS DS 48 
I 1 40QTY 
I 5 6 UOM 
I 7 1401TEM# 
I 15 39 ITMDES 
I 40 452SELPRC 
I 46 522EXTPRC 
* 
IBARTOT DS 
I 1 60CUST# 
I 7 152TOTDUE 
* 
IPAYDAA DS 
I 1 20PAYMO 
I 3. AQPAYDA 
I 5 6QPAYYR 
* 
* First pass only 
* 
C *IN90 IFEQ '0' 
6 SETON 90 
C EXSR DATESR 
C EXSR BLKDET 
C MOVEL'Page' PAGCON 4 
C ENDIF 
* 
* Start of Customer 
* 
C *INL1 IFEQ '1' 
C CUST# ADD 31200 INVC# 60 Invent Invoice# 
C Z-ADDO TOTDUE 92 Reset Totals/Ctrs 
C Z-ADDO ITMCNT 30 
C Z-ADDO PAGCNT 20 
C MOVEL' : PAGTYP 3 
C CUST# CHAINSEEDCUST 20 Get Cust Master 
C 32 MOVEL' Same' STNAME Ship to Name Is Blank 
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11000 C SETOF 30 

11100 C Z-ADDZIP ZIPPN 90 

11200 ¢ ENDIF 

11300 * 

11400 * Process invoice detail 

11500 * 

11600 C *INOQ1 CABNE'1' ENDDET Item Processing 
11700 ¢ Z-ADDO SELPRC 

11800 C IT™1 CHAINSEEDITEM 21 

11900 C *IN21 CABEQ'1' ENDDET 

12000 Cx 

12100 C ADD 1 ITMCNT 

12200 G Z-ADDO EXTPRC 

12300 C QTY1 MULT SELPRC EXTPRC 72 

12400 C Z-ADDQTY1 QTY 40 

12500 C EXTPRC ADD TOTDUE TOTDUE 

12600 Cx 

12700 C ITMCNT OCUR DETDS Set up DS 
12800 Cx 

12900 C PAGCNT IFEQ 0 

13000 C ITMCNT CABLT38 ENDDET 38 lines on Page 1 
13100 C ELSE 

13200 C ITMCNT CABLT48 ENDDET 48 lines on Page n 
13300 ¢ ENDIF 

13400 Cx 

13500 ¢ MOVEL'OF ! PAGTYP 3 

13600 C MOVELCPY,1 PAGNAM 25 

13700 C ADD 1 PAGCNT 

13800 Cc EXSR PAGSR Print Cust Copy 
13900 Cx 

14000 (e SETON 51 

14100 C MOVELCPY,2 PAGNAM 25 

14200 C EXSR PAGSR Packing List 
14300 ¢ SETOF 51 

14400 Cx 

14500 ¢ SETON 52 

14600 C MOVELCPY ,3 PAGNAM 25 

14700 C EXSR PAGSR File Copy 
14800 ¢ SETOF 52 

14900 Cx 

15000 C Z-ADDO ITMCNT 

15100 ¢ MOVE ' : PAGTYP Reg or OF Page Type 
15200 C EXSR BLKDET 

15300 ¢ ENDDET TAG 

15400 Cx 

15500 Cx End of Customer Invoice 

15600 Cx 

15700 CL1 ITMCNT IFGT 18 No Room for PSEG 
15800 CL1 MOVE 'OF ' PAGTYP OF page 

15900 CL1 MOVELCPY,1 PAGNAM 25 

16000 CL1 ADD 1 PAGCNT 

16100 CL1 EXSR PAGSR Customer Copy 
16200 Cx 

16300 CEL SETON 51 

16400 CL1 MOVELCPY ,2 PAGNAM 25 

16500 CL1 EXSR PAGSR Packing List 
16600 CL1 SETOF 51 

16700 Cx 

16800 CL1 SETON 52 

16900 CL1 MOVELCPY ,3 PAGNAM 25 

17000 CL1 EXSR PAGSR File Copy 
17100 CL1 SETOF 52 

17200 ELI EXSR BLKDET Blank DS 
17300 CL1 ENDIF 

17400 Cx 

17500 CLI MOVE BARTOT BARPRC 150 Load Totals 
17600 CL1 Z-ADDTOTDUE TOTD@2 92 
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17700 
17800 
17900 
18000 
18100 
18200 
18300 
18400 
18500 
18600 
18700 
18800 
18900 
19000 
19100 
19200 
19300 
19400 
19500 
19600 
19700 
19800 
19900 
20000 
20100 
20200 
20300 
20400 
20500 
20600 
20700 
20800 
20900 
21000 
21100 
21200 
21300 
21400 
21500 
21600 
21700 
21800 
21900 
22000 
22100 
22200 
22300 
22400 
22500 
22600 
22700 
22800 
22900 
23000 
23100 
23200 
23300 
23400 
23500 
23600 
23700 
23800 
23900 
24000 
24100 
24200 
24300 


CL1 
CL1 
CL1 
CL1 
CL1 
C* 

CL1 
CL1 
CL1 
CL1 
CL1 
C* 

CL1 
CL1 
CL1 
CL1 
C* 

CL1 
CL1 
CL1 
CL1 
C* 


Cx Based on page number and page 


C* use 
C* 
CSR 


30 


SD CDC CV CIO OD CPCI SDC OD CRI CD 1D OD CMD CD: CD OD: CWDS: CIM CD CVs CD: CF CF CD: 


C* 


PAGSR 
PAGTYP 
PAGCNT 


PAGTYP 
PAGCNT 


PAGTYP 


PAGNAM 


ENDP 


MOVE NAME 
MOVE STREET 
MOVE CITY 
MOVE STATE 
MOVE ZIP 


EXSR OFFSR 
MOVE 'END' 
MOVELCPY,1 
ADD 1 

EXSR PAGSR 


SETON 
MOVELCPY,2 
EXSR PAGSR 
SETOF 


SETON 
MOVELCPY,3 
EXSR PAGSR 
SETOF 


BEGSR 

IFEQ ‘OF ' 
IFEQ 1 

MOVE 'INVFST 
WRITEINVTOP 
ELSE 
WRITEINVTP2 
MOVE 'INVMID 
ENDIF 

ENDIF 


IFEQ 'END! 
IFEQ 1 

MOVE 'INVALL 
WRITEINVTOP 
ELSE 
WRITEINVTP2 
MOVE 'INVLST 
ENDIF 

ENDIF 


EXSR PRTDET 
WRITEPAGEOF 
WRITEOFFER 
WRITEPAGSEG 
IFEQ 'END! 
WRITEINVBOT 
ENDIF 
WRITEPRTOVL 
WRITEENDPAG 


IFEQ CPY,1 
MOVE 'INVBAC 
WRITEPRTOVL 
ENDIF 
WRITEENDPAG 


ENDSR 


NAME@2 25 
STRE@2 25 
CITY@2 25 


STAT@2 
ZIP@2 


PAGTYP 
PAGNAM 
PAGCNT 


PAGNAM 


PAGNAM 


"OVRLAY 


"OVRLAY 


"OVRLAY 


"OVRLAY 


"OVRLAY 8 


2 
9 


51 


51 


52 


52 


Cx Print invoice detail lines from data structure 


C* 
CSR 


PRTDET 


BEGSR 


Last Page 


Customer Copy 


Packing List 


File Copy 


type, determines what overlay to 


Print details 
Pg 1 of n Msg 
Write Offer 

Write Segment 


Invoice Totals 
Print Overlay 


End Page 


Back Overlay 
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24400 
24500 
24600 
24700 
24800 
24900 
25000 
25100 
25200 
25300 
25400 
25500 
25600 
25700 
25800 
25900 
26000 
26100 
26200 
26300 
26400 
26500 
26600 
26700 
26800 
26900 
27000 
27100 
27200 
27300 
27400 
27500 
27600 
27700 
27800 
27900 
28000 
28100 
28200 
28300 
28400 
28500 
28600 
28700 
28800 
28900 
29000 
29100 
29200 
29300 
29400 
29500 
29600 
29700 
29800 
29900 
30000 
30100 
30200 
30300 
30400 
30500 
30600 
30700 
30800 
30900 
31000 
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Z-ADD1 

DO 48 
OCUR DETDS 
IFGT 0 
WRITEDETLIN 
ENDIF 

END 

ENDSR 


BEGSR 

DO 48 
OCUR DETDS 
MOVEL*BLANKS 
MOVEL*BLANKS 
Z-ADDO 
Z-ADDO 
Z-ADDO 
Z-ADDO 

END 

ENDSR 


BEGSR 
Z-ADDUDAY 
ADD 1 

IFGT 12 
Z-ADD1 

ADD 1 

ELSE 
Z-ADDUYEAR 
ENDIF 

MOVE PAYDAA 
Z-ADDPAYDAT 
ENDSR 


* Set up Offer at end of invoice 


BEGSR 

IFGE 500 
Z-ADD1 

MOVE 'FLWRNB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 
Z-ADD7 

MOVE 'STRWNB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 
Z-ADD13 

MOVE 'TREENB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 
Z-ADD19 

MOVE 'BETLNB 
SETON 

GOTO WRTOFR 
ENDIF 


GOTO ENDOFR 


¢ 

C 1 

¢ xX 

C ITEM# 
C 

C 

C 

CSR 

C* 

C*x Blank out data structure 
C* 

CSR BLKDET 
¢ 1 

C xX 

C 

C 

C 

C 

Gi 

C 

¢ 

CSR 

Cx Set up Date 

CSR DATESR 
C 

C UMONTH 
C PAYMO 
C 

C UYEAR 
C 

¢ 

¢ 

C 

¢ 

CSR 

* 

* 

CSR OFFSR 
C SLSSED 
C 

C 

C 

C 

C 

C SLSFRT 
C 

C 

¢ 

C 

C 

¢ SLSSUP 
C 

¢ 

C 

C 

G 

C SLSCHM 
¢ 

C 

C 

¢ 

C 

C* 

C 

C* 

¢ WRTOFR 


TAG 


X 


UOM 
ITMDES 
QTY 
ITEM# 
SELPRC 
EXTPRC 


PAYDA 
PAYMO 


PAYMO 
PAYYR 


PAYYR 


PAYDAT 
PAYDA@ 


IX 
"PSEG 


IX 
"PSEG 


IX 
"PSEG 


IX 
"PSEG 


20 


60 
60 


20 


30 


30 


30 


30 


Seed 


Strawberry 


Tree 


Beetle 


31100 C MOVE WDS,IX OFFR@1 24 Build Offer Text 
31200 C ADD 1 IX 
31300 C MOVE WDS,1X OFFR@2 24 
31400 C ADD 1 IX 
31500 C MOVE WDS,1X OFFR@3 24 
31600 C ADD 1 IX 
31700 C MOVE WDS,1X OFFR@4 24 
31800 C ADD 1 IX 
31900 C MOVE WDS,1X OFFR@5 24 
32000 C ADD 1 IX 
32100 C MOVE WDS,1X OFFR@6 24 
32200 CSR ENDOFR ENDSR 
32300 Cx 
32400 * 
32500 «* WDS WORDS FOR OFFER 
32600 Thank You ..... 
32700 Because you have ordered 
32800 over $500 of seeds this 
32900 year, on your next seed 
33000 order you will receive 
33100 a 10% discount. 
33200 Thank You ..... 
33300 Because you have ordered 
33400 over $500 of fruit this 
33500 year, on your next fruit 
33600 order you will receive 
33700 a 10% discount. 
33800 Thank You ..... 
33900 Because you have ordered 
34000 over $500 of trees this 
34100 year, on your next tree 
34200 order you will receive 
34300 a 10% discount. 
34400 Thank You ..... 
34500 Because you have ordered 
34600 over $500 of stuff this 
34700 year, on your next stuff 
34800 order you will receive 
34900 a 10% discount. 
35000 
35100 ** CPY Copy Name 
35200 Customer Copy 
35300 Packing List 
35400 File Copy 
**e** * END OF SOURCE ** * * 
INVNEW2 DDS Source 
The DDS source for INVNEW2 is as follows: 
5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:48:15 it 
SOURCE FILE 4.45. sox? & <. % SAMPLER/QDDSSRC 
MEMBER: <i: e-em Ser se we cae’ INVNEW2 
SEQNBR¥ secs, Li ccseePecm itty cate aan DO rand tines A” whee hire OD: aie eae 6 wittReans 7 see Farwie 0 
100 Ax INVNEW2 - Printer File DDS for Super Sun Seeds Invoice 
200 Ax Example 2 (copies and duplex function added) 
300 Ax 
400 Ax Printer File Create or Change Parameters: 
500 Ax - Printer Device Type (DEVTYPE) *AFPDS 
600 Ax = Overflow Line (OVRFLW) 64 
700 Ax - Print on Both Sides (DUPLEX) *YES 
800 Ax if running on duplex printer 
900 Ax 
1000 Ax Page 1 Header 
1100 Ax- includes Postnet Zipt+4 
1200 Ax 
1300 A R INVTOP SKIPB(10) 
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1400 A ZIPPN 9S 12 BARCODE(POSTNET) 
1500 A SPACEA(2) 

1600 A NAME 25A 12 

1700 A STNAME 25A 48 

1800 A SPACEA(1) 

1900 A STREET 25A 12 

2000 A STSTRT 25A 48 

2100 A SPACEA(1) 

2200 A CITY 25A 12 

2300 A STCITY 25A 48 

2400 A SPACEA(1) 

2500 A STATE 2A 12 

2600 A ZIP 9S 16 EDTWRD(' - ') 
2700 A STSTE 2A 48 

2800 A STZIP 9S 52 EDTWRD(' - ') 
2900 A SPACEA(3) 

3000 A CUST# 6S 0 14 EDTCDE(Z) 

3100 A INVC# 6S 0 32 EDTCDE(Z) 

3200 A 49DATE EDTCDE(Y) 

3300 A PAYDAT 6S 0 66EDTCDE (Y) 

3400 A SPACEA(2) 

3500 A SHPVIA 10A 14 

3600 A 34DATE EDTCDE(Y) 

3700 A TERMS 10A 47 

3800 A SLSMAN 16A 64 

3900 A SPACEA(4) 

4000 Ax 

4100 Ax Page 2 Header 

4200 Ax 

4300 A R INVTP2 SKIPB(10) 

4400 A NAME 25A 12 

4500 A SPACEA(2) 

4600 A CUST# 6S 0 14 EDTCDE(Z) 

4700 A INVC# 6S 0 32 EDTCDE(Z) 

4800 A A49DATE EDTCDE(Y) 

4900 A PAYDAT 6S 0 66EDTCDE(Y) 

5000 A SPACEA(4) 

5100 Ax 

5200 Ax Detail Lines 

5300 Ax 

5400 A R DETLIN SPACEA(1) 

5500 A QTY 4s 0 8 EDTCDE(Z) 

5600 A UOM 2A 13 

5700 A ITEM# 8S 0 18 

5800 A ITMDES 25A 28 

5900 A N51 SELPRC 6S 2 58 EDTCDE(J) 

6000 A N51 EXTPRC 7S 2 70 EDTCDE(J) 

6100 Ax 

6200 Ax Multipage Message 

6300 Ax 

6400 A R PAGEOF 

6500 A PAGCON 4A POSITION(10.7 7.3) 
6600 A FNTCHRSET(COH200A0 T1V10037) 
6700 A PAGCNT 2S 0 POSITION(10.7 7.8) 
6800 A FNTCHRSET(COH200A0 T1V10037) 
6900 A EDTCDE(Z) 

7000 A PAGNAM 25A POSITION(10.7 3.8) 
7100 A FNTCHRSET(COH400B0 T1V10037) 
7200 Ax 

7300 Ax Invoice Totals 

7400 Ax - includes Interleaf 2 of 5 barcode 

7500 Ax 

7600 A R INVBOT SKIPB(51) 

7700 A N51 TOTDUE 9S 2 67 EDTWRD(' , » $0. -') 
7800 A SPACEA(4) 

7900 A 51 67. %-" 

8000 A SPACEA(4) 
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8100 A PAYDA@ 6S 0 25 EDTCDE(Y) 
8200 A N51 TOTD@2 9S 2 67 EDTWRD(' , , $0. -') 
8300 A SPACEA(2) 
8400 A 51 67 | ' 

8500 A SPACEA(2) 
8600 A NAME@2 25A 12 

8700 A SPACEA(1) 
8800 A STRE@2 25A 12 

8900 A BARPRC 15S 0 52BARCODE(INTERL20F5 3) 
9000 A SPACEA(1) 
9100 A CITY@2 25A 12 

9200 A SPACEA(1) 
9300 A STAT@2 2A 12 

9400 A ZIP@2 9A 16 

9500 Ax 

9600 Ax Offer Print 

9700 Ax - Font 92 is Courier Italic 12-pitch 

9800 Ax 

9900 A R OFFER SKIPB (43) 
10000 A FONT (92) 
10100 A OFFR@1 24A 36 

10200 A SPACEA(1) 
10300 A OFFR@2 24A 36 

10400 A SPACEA(1) 
10500 A OFFR@3 24A 36 

10600 A SPACEA(1) 
10700 A OFFR@4 24A 36 

10800 A SPACEA(1) 
10900 A OFFR@5 24A 36 

11000 A SPACEA(1) 
11100 A OFFR@6 24A 36 

11200 A SPACEA(1) 
11300 Ax 

11400 Ax Images/Page Segments 

11500 Ax - variable page segment name from program 
11600 Ax 

11700 A R PAGSEG PAGSEG(&PSEG 7.0 2.6) 
11800 A PSEG 8A P 

11900 Ax 

12000 Ax 

12100 Ax Images/Page Segments 

12200 Ax - variable overlay name from program 

12300 Ax 

12400 A R PRTOVL OVERLAY (&0VRLAY © 0) 
12500 A OVRLAY 8A P 

12600 Ax 

12700 Ax Forces page advance 

12800 Ax 

12900 A R ENDPAG ENDPAGE 


x**x** END OF SOURCE *** * 


INVNEWS3 Floating Super Sun Seeds Invoicing 


This version of the Super Sun Seeds invoice demonstrates a dynamic or “floating” 
document. It uses the capabilities of variable or dynamic positioning within DDS. 
The invoice is not limited by the structure of the electronic overlay, but is tailored by 
the customer data. 


Figure 181 on page 298) shows a sample of the output for INVNEWS. 
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400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 Growth Company Few: 555-415-0704 


IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 


PRINTERSVILLE 

(eas 45789-2637 xij L | 
-- Sold To -- -- Ship To -- 
Suumer 100, piss 31300 eis? a/i3/o6 Fame 4/13/96 
Ship via:BEST WAY shipped pate: 3/13/96 terms:NET 30 Salesman: YOUR PRINTER REP 
1) PEK 01100517 | SPARTAN SEEDS 2439 2,39 
9) PK 04569870 | NORTHERN LITE BLUE SPRUCE 858.32 7,724.88 
12|BE 11005004 | BUSH GREEN SEEDS 2,50 30,00 
12)/cT 11005011] LASSO RED SEEDS 892,23 10,706.76 
26 | PK 11005018 | EARLY BANTAM SEEDS 38 9.88 
5/ Bx 11057893 | AFRICAN DAISY, SEEDS 2.35 11.75 
1)/PK | 15975365 | HEAVY OAK 129.03 129,09 
33|BK 32746510 HOPS BREWING LIGHT 1.20 39.60 
6/EA 46578913 | SEED SURVEYING SITE 50.00 300.00 
2/Bx 56413213 | POT POT 7.65 15.30 
80 | PE 65412384 | SEED SCRUBBER 888.79 71,103.20 
1) PK 84512023 | OREGON SPRING TOMATO SEED OF OF 
2|DzZ 96325874 PINEAPPLE-ORANGE SEEDS 1.29 2.58 
11)/Bx 98412006 | BLACK BEAUTY ZUCCHINI 2.30 25.30 
5 /EA 98546320 | FROZEN JUICE PROCESSOR 109.90 549.50 
1jer 00000300 HIGH ALTITUDE WATERMELON 1.01 Leo. 
Total Due $90,652.21 
Thank You ..... ____] 


order you will receive 
10% discount. 


% Because you have ordered 
over $500 of seeds this 
= year, on your next seed 


This invoice overlay designed using IBM AFF Uitilities/400 


Return this tear-off strip with your paym ent. Make Checks Payable ta. Super Sun Seeds 
Payment is due by: 4/13/96 Amount Due is: $90,652.21 


IMPROVED PRINTING CORP 
PERFORMANCE BOULEVARD 
PRINTERSVILLE 
cO 457892637 


Customer Gopy Page 1 


Figure 181. INVNEW3 Sample Invoice 


Although the output looks similar, the approach is very different. Only the very top 
(invoice heading) and bottom (payment coupon) of the invoice are overlays. 


The invoice heading overlay (INVHEAD) for page 1 is shown below. 


Super 
un 
400 CPU Parkway Seeds Offices 555-490-2367 
Vegetation, WJ 35090 ceayeth sommpiany Fax: S5-415.0704 
T~ ls * OS =) 
u -- Sold To -- 4 Lu -- Ship To -- a) 
Customer Invoice Invoice Payment, 
Number: Nunber: Date: Date: 
Ship Via Shipped Date: Terms: Salesman: 


Figure 182. Invoice Heading Overlay for Page 1 


The middle, where the actual invoice data is printed, is built as you go. The invoice 
grid lines are drawn vertically with each line item. At an invoice or page break, the 
grid for the invoice data is “closed” with a horizontal line. If this is the end of the 
invoice, a total box is drawn. 
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The INVNEW3 program is very similar to INVNEW2, except that it uses variations 
of the overlays - INVHEAD, INVHEAD2, and INVPAY. It also includes printer file 
writes as follows: 


DTGRID 

Extends the vertical lines .167 inches (6 lines per inch) with each detail line 
CLOSE 

Draws the horizontal line to close the transaction grid 
TOTAL 


Draws the total box, and prints the totals 


INVNEW3 RPG Source 


The INVNEWS3 RPG source is shown below: 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:47:38 1 
SOURCE FILE. ...... SAMPLER/QRPGSRC 
MEMBER ......... INVNEW3 
SEQNBR*s.cc#se0. L Geeta 2 casteag 3 aictiaw 4 oestise iD aictoas O oxtine 7 sastaic: 6 
100 * INVNEW3 - Super Sun Seeds Electronic Invoice 
200 * Example 3 - Floating Invoice 
300 * 
400 * This is an enhancement to INVNEW1 and INVNEW2 that adds the 
500 * following function: 
600 * 
700 * 1. Multiple copies of invoice with routing designation - 
800 * "Customer Copy", "Packing List", "File Copy" 
900 * 2. Overlay specifying terms and conditions to print on back of 
1000 * customer copy. 
1100 * 3. Packing List copy suppresses price information. 
1200 * 4. The invoice is a floating document. Only the invoice 
1300 * header and payment coupon are static overlays. The 
1400 * main part of the invoice is built dynamically using 
1500 * line commands. Output format DTGRID extends the vertail 
1600 * lines of the invoice detail area down. Output format 
1700 * CLOSE draws the horizontal line to close the grid. Format 
1800 * TOTAL draws the "Total Due" box. 
1900 * 
2000 * This program reads a transaction file (SEEDDETL), retrieves info 
2100 * from item master (SEEDITEM) and customer master (SEEDCUST), then 
2200 * prints invoices. 
2300 * 
2400 * Different electronic overlays are used depending on whether this 
2500 * 7S a one page or multi-page invoice, as well as whether there is 
2600 * room remaining on the invoice to print a customer offer. The following 
2700 * overlays are used: 
2800 * 
2900 * INVHEAD l-page invoice header 
3000 * INVHEAD2 Continuation page invoice header 
3100 * INVPAY Payment coupon at bottom 
3200 * INVBAC Back side Terms and Conditions overlay 
3300 * 
3400 * Invoice detail lines are processed until either end of customer order 
3500 * or end of the page (38 detail lines for page 1, 48 detail lines for 
3600 * the continuation pages) is reached. At the end of an order, 
3700 * a check is made to see if there are more than 18 detail lines left 
3800 * to print. If there are, that would not leave room in the invoice body 
3900 * to print the customer offer. In this case, the page is printed, and a 
4000 * new final page is built with the offer and the payment coupon. 
4100 * 
4200 * The offer is a message (and corresponding image, or page segment) based 
4300 * on item sales in the customer master. For example, a flower image 
4400 * would print if seed sales exceeded $500. 
4500 * 
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4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 
8800 
8900 
9000 
9100 
9200 
9300 
9400 
9500 
9600 
9700 
9800 
9900 
10000 
10100 
10200 
10300 
10400 
10500 
10600 
10700 
10800 
10900 
11000 
11100 
11200 
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* 
FSEEDDETLIP 
FSEEDITEMIF 
FSEEDCUSTIF 
FINVNEW3 0 

* 

E 
E 

* 
TINVCDETL 
I 
I 
ICUSTDATA 
ITITEMDATA 


* 


mmmrme 


01 


02 
03 


K DISK 
K DISK 
K DISK 
PRINTER 
WDS 1 40 24 
CPY 1 3 25 


Text for Offer 
Text for Copy 


STNAME 


32 


CUST# L1 


* Data structure to store up to 48 detail lines 


* 


IDETDS 


oe ee 


* 


DS 


48 
1 
Li} 
7 

15 

40 

46 


40 

6 
140 
39 
452 
522 


* Cust# and Total Amount to print in bar code 


* 
IBARTOT 
I 
I 

* 
IPAYDAA 
I 
I 


* 


* First pass only 


* 


Cp 1 o> aap JE cap Jl sap ak Sap a p> a} 


* 


* Start of Customer 


* 


32 


DAADIADAADAADAANAANAANAAND 


* 


DS 


DS 


*IN9O 


*INL1 
CUST# 


CUST# 


* Process invoice detail 


* 


Cp 1 > 1 Sap Ja aa 


*INO1 


ITM1 
*IN21 


1 
7 
ih 
3 
5 
IFEQ '0! 
SETON 
EXSR DATESR 
EXSR BLKDET 
MOVEL'Page' PAGCON 
MOVEL'Total' TOTCON 
MOVE 'Due' TOTCON 
ENDIF 
IFEQ '1' 
ADD 31200 INVC# 
Z-ADDO TOTDUE 
Z-ADDO ITMCNT 
Z-ADDO PAGCNT 
MOVEL' : PAGTYP 
CHAINSEEDCUST 
MOVEL' SAME ' STNAME 
Z-ADDZIP ZIPPN 
SETOF 
ENDIF 
CABNE'1' ENDDET 
Z-ADDO SELPRC 
CHAINSEEDITEM 
CABEQ'1' ENDDET 


60 
152 


20 
40 
60 


oot 


QTY 
UOM 
ITEM# 
ITMDES 
SELPRC 
EXTPRC 


CUST# 
TOTDUE 


PAYMO 
PAYDA 
PAYYR 


90 


20 


21 


Invent Invoice# 
Reset Totals/Ctrs 


Get Cust Master 


11300 
11400 
11500 
11600 
11700 
11800 
11900 
12000 
12100 
12200 
12300 
12400 
12500 
12600 
12700 
12800 
12900 
13000 
13100 
13200 
13300 
13400 
13500 
13600 
13700 
13800 
13900 
14000 
14100 
14200 
14300 
14400 
14500 
14600 
14700 
14800 
14900 
15000 
15100 
15200 
15300 
15400 
15500 
15600 
15700 
15800 
15900 
16000 
16100 
16200 
16300 
16400 
16500 
16600 
16700 
16800 
16900 
17000 
17100 
17200 
17300 
17400 
17500 
17600 
17700 
17800 
17900 


C* 


aQ 
* 


+ 


* 


Se ae A 


C* 


QTY1 


EXTPRC 


ADD 1 
Z-ADDO 

MULT SELPRC 
Z-ADDQTY1 
ADD TOTDUE 


ITMCNT 
EXTPRC 
EXTPRC 72 
QTY 40 
TOTDUE 


Load item detail fields into data structure 


ITMCNT 
Check end of page 


PAGCNT 
ITMCNT 


ITMCNT 


OCUR DETDS 


IFEQ 0 
CABLT39 
ELSE 
CABLT48 
ENDIF 


If end of page, print 


ENDDET 


MOVEL'OF ' 
MOVELCPY,1 
ADD 1 

EXSR PAGSR 


SETON 
MOVELCPY,2 
EXSR PAGSR 
SETOF 


SETON 
MOVELCPY,3 
EXSR PAGSR 
SETOF 


Z-ADDO 

MOVE ' : 
EXSR BLKDET 
TAG 


Cx End of Customer Invoice 


C* 

CL1 
CL1 
CL1 
CL1 
CL1 
Cx* 

CL1 
CL1 
CL1 
CL1 
C* 

CL1 
CL1 
CL1 
CL1 
C* 

CL1 
CL1 
Cx* 


ITMCNT 


IFGT 18 
MOVE 'OF 
MOVELCPY,1 
ADD 1 
EXSR PAGSR 


SETON 
MOVELCPY,2 
EXSR PAGSR 
SETOF 


SETON 
MOVELCPY , 3 
EXSR PAGSR 
SETOF 


EXSR BLKDET 
ENDIF 


Cx Setup payment coupon fields 


C* 

CL1 
CL1 
CL1 


MOVE BARTOT 
Z-ADDTOTDUE 
MOVE NAME 


ENDDET 


ENDDET 


PAGTYP 3 
PAGNAM 25 
PAGCNT 


PAGNAM 25 


PAGNAM 25 


ITMCNT 


PAGTYP 


PAGTYP 
PAGNAM 25 
PAGCNT 


PAGNAM 25 


PAGNAM 25 


BARPRC 150 


TOTD@2 92 
NAME@2 25 


51 


51 


52 


52 


51 


51 


52 


52 


Set up DS 


35 lines on Pl 


48 lines on Pn 


Print Cust Copy 


Packing List 


File Copy 


Reg or OF Page 


No Room for PSEG 


OF page 


Customer Copy 


Packing List 


File Copy 


Blank DS 
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18000 
18100 
18200 
18300 
18400 
18500 
18600 
18700 
18800 
18900 
19000 
19100 
19200 
19300 
19400 
19500 
19600 
19700 
19800 
19900 
20000 
20100 
20200 
20300 
20400 
20500 
20600 
20700 
20800 
20900 
21000 
21100 
21200 
21300 
21400 
21500 
21600 
21700 
21800 
21900 
22000 
22100 
22200 
22300 
22400 
22500 
22600 
22700 
22800 
22900 
23000 
23100 
23200 
23300 
23400 
23500 
23600 
23700 
23800 
23900 
24000 
24100 
24200 
24300 
24400 
24500 
24600 
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CL1 
CL1 
GLI 
CL1 
C* 

CL1 
CL1 
GLI 
CL1 
CL1 
C* 

CL1 
CL1 
CL1 
CL1 
C* 

CL1 
CL1 
CL1 
CL1 
C* 


Cx Based on page number and page 


C* use 

C* 

CSR PAGSR 
PAGTYP 
PAGCNT 


PAGTYP 
PAGCNT 


30 


PAGTYP 


DWN 
DWN 


+ 


PAGNAM 


IOUVAVIUAIAIAAagAaAIAIOWAAaPA AAA AIAAAO AAA AAAAOAAIA OQ AO CO Mo 


MOVE STREET STRE@2 25 
MOVE CITY CITY@2 25 
MOVE STATE STAT@2 2 
MOVE ZIP ZIP@2 9 
EXSR OFFSR 

MOVE 'END' PAGTYP 
MOVELCPY,1 PAGNAM 
ADD 1 PAGCNT 
EXSR PAGSR 

SETON 

MOVELCPY ,2 PAGNAM 
EXSR PAGSR 

SETOF 

SETON 

MOVELCPY ,3 PAGNAM 
EXSR PAGSR 

SETOF 


BEGSR 

IFEQ ‘OF ' 
IFEQ 1 

MOVE 'INVHEAD 
WRITEINVTOP 
ELSE 
WRITEINVTP2 
MOVE 'INVHEAD2'OVRLAY 
ENDIF 

ENDIF 


'OVRLAY 


IFEQ 'END! 
IFEQ 1 

MOVE 'INVHEAD 
WRITEINVTOP 
ELSE 
WRITEINVTP2 
MOVE 'INVHEAD2'OVRLAY 
ENDIF 

ENDIF 


'OVRLAY 


EXSR PRTDET 
WRITEDTGRID 
ADD .167 DWN 
WRITECLOSE 
WRITEPAGEOF 
WRITEOFFER 
WRITEPAGSEG 
WRITEPRTOVL 


IFEQ 'END' 
WRITEINVBOT 
MOVE 'INVPAY 
WRITEPRTOVL 
ADD .5 

ADD .35 
WRITETOTAL 
ENDIF 


'OVRLAY 


DWN2 
DWN3 


WRITEENDPAG 


IFEQ CPY,1 


MOVE 'INVBAC 'OVRLAY 


8 


8 


51 


51 


52 


52 


Last Page 


Customer Copy 


Packing List 


File Copy 


type, determines what overlay to 


Full Header 


Abbrev. Header 


Full Header 


Abbrev. Header 


Print details 
Extend grid 
.167 inch down 
Close grid 

Pg 1 of n Msg 
Write Offer 
Write Segment 
Print Overlay 


Invoice Totals 
Print Overlay 


Offset - Total 
Box 


End Page 


Back Overlay 


24700 
24800 
24900 
25000 
25100 
25200 
25300 
25400 
25500 
25600 
25700 
25800 
25900 
26000 
26100 
26200 
26300 
26400 
26500 
26600 
26700 
26800 
26900 
27000 
27100 
27200 
27300 
27400 
27500 
27600 
27700 
27800 
27900 
28000 
28100 
28200 
28300 
28400 
28500 
28600 
28700 
28800 
28900 
29000 
29100 
29200 
29300 
29400 
29500 
29600 
29700 
29800 
29900 
30000 
30100 
30200 
30300 
30400 
30500 
30600 
30700 
30800 
30900 
31000 
31100 
31200 
31300 


WRITEPRTOVL 
ENDIF 
WRITEENDPAG 


ENDSR 


Cx Print invoice detail lines from DS 


C 

C 

C 

C* 

CSR ENDP 
C* 

C* 

CSR PRTDET 
C PAGCNT 
C 

C 

C 

C 

C* 

C 

C 1 

C X 

C ITEM# 
C 

C 

C 

C 

C 

CSR 

C* 


Cx Blank out DS 
Cx* 


BEGSR 
IFEQ 1 
Z-ADD3.75 
ELSE 
Z-ADD2. 42 
ENDIF 


Z-ADD1 

DO 48 
OCUR DETDS 
IFGT 0 
WRITEDETLIN 
WRITEDTGRID 
ADD .167 
ENDIF 

END 

ENDSR 


BEGSR 

DO 48 

OCUR DETDS 
MOVEL*BLANKS 
MOVEL*BLANKS 
Z-ADDO 
Z-ADDO 
Z-ADDO 
Z-ADDO 

END 

ENDSR 


BEGSR 
Z-ADDUDAY 
ADD 1 

IFG@T 12 
Z-ADD1 

ADD 1 

ELSE 
Z-ADDUYEAR 
ENDIF 

MOVE PAYDAA 
Z-ADDPAYDAT 
ENDSR 


* Set up Offer at end of invoice 


CSR BLKDET 
C 1 

C X 

C 

C 

C 

C 

C 

C 

C 

CSR 

Cx Set up Date 

CSR DATESR 
C 

C UMONTH 
C PAYMO 

C 

C UYEAR 

C 

C 

C 

C 

C 

CSR 

CSR OFFSR 

C SLSSED 
C 

C 

C 

C 

C 

C SLSFRT 
C 

C 

C 

C 

C 

C SLSSUP 


BEGSR 

IFGE 500 
Z-ADD1 

MOVE 'FLWRNB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 
Z-ADD7 

MOVE 'STRWNB 
SETON 

GOTO WRTOFR 
ENDIF 

IFGE 500 


DWN Offset for grid 


X 20 


DWN 


X 


UOM 
ITMDES 
QTY 
ITEM# 
SELPRC 
EXTPRC 


PAYDA 
PAYMO 


PAYMO 
PAYYR 


PAYYR 


PAYDAT 60 
PAYDA@ 60 


IX 20 
"PSEG 8 
30 


Seed 


IX Strawberry 
"PSEG 
30 
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31400 C Z-ADD13 IX 

31500 C MOVE 'TREENB 'PSEG Tree 
31600 C SETON 30 

31700 C GOTO WRTOFR 

31800 C ENDIF 

31900 C SLSCHM IFGE 500 

32000 C Z-ADD19 IX 

32100 C MOVE 'BETLNB- 'PSEG Beetle 
32200 C SETON 30 

32300 C GOTO WRTOFR 

32400 C ENDIF 

32500 Cx 

32600 C GOTO ENDOFR 

32700 Cx 

32800 C WRTOFR TAG 

32900 C MOVE WDS,IX OFFR@1 24 Build Offer Text 
33000 C ADD 1 IX 

33100 C MOVE WDS,IX OFFR@2 24 

33200 C ADD 1 IX 

33300 C MOVE WDS,IX OFFR@3 24 

33400 C ADD 1 IX 

33500 C MOVE WDS,IX OFFR@4 24 

33600 C ADD 1 IX 

33700 Cc MOVE WDS,IX OFFR@5 24 

33800 C ADD 1 IX 

33900 C MOVE WDS,IX OFFR@6 24 

34000 CSR ENDOFR ENDSR 

34100 Cx 

34200 * 


34300 ** WDS WORDS FOR OFFER 
34400 Thank You ..... 
34500 Because you have ordered 
34600 over $500 of seeds this 
34700 year, on your next seed 
34800 order you will receive 
34900 a 10% discount. 
35000 Thank You ..... 
35100 Because you have ordered 
35200 over $500 of fruit this 
35300 year, on your next fruit 
35400 order you will receive 
35500 a 10% discount. 
35600 Thank You ..... 
35700 Because you have ordered 
35800 over $500 of trees this 
35900 year, on your next tree 
36000 order you will receive 
36100 a 10% discount. 
36200 Thank You ..... 
36300 Because you have ordered 
36400 over $500 of stuff this 
36500 year, on your next stuff 
36600 order you will receive 
36700 a 10% discount. 
36800 
36900 ** CPY Copy Name 
37000 Customer Copy 
37100 Packing List 
37200 File Copy 

**x** END OF SOURCE ** * * 


INVNEW3 DDS Source 


In the INVNEW3 DDS source, several program variables (DWN, &DWN2, and 
&DWNS) are used to control spacing down the page for the DTGRID, CLOSE, and 
TOTAL record formats. 
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The INVNEW3 DDS printer file source is shown below: 
5763PW1 V3R2M0 960917 


SOURCE FILE 
MEMBER 


SEU SOURCE LISTING 03/03/96 17:48:16 


SAMPLER/QDDSSRC 
INVNEW3 


SEQNBR¥éastaee L vaste 2 cectice DO aeatiad 4 cactise FD ce oties 6 svatias 7 
Ax INVNEW3 - Printer File DDS for Super Sun Seeds Invoice 


100 

200 

300 

400 

500 

600 

700 

800 

900 
1000 
1100 
1200 
1300 
1400 
1500 
1600 
1700 
1800 
1900 
2000 
2100 
2200 
2300 
2400 
2500 
2600 
2700 
2800 
2900 
3000 
3100 
3200 
3300 
3400 
3500 
3600 
3700 
3800 
3900 
4000 
4100 
4200 
4300 
4400 
4500 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 


Ax Example 3 (floating grid) 

Ax 

Ax Printer File Create or Change Parameters: 

Ax - Printer Device Type (DEVTYPE) *AFPDS 

Ax = Overflow Line (OVRFLW) 64 

Ax = Print on Both Sides (DUPLEX) *YES 

Ax if running on duplex printer 

Ax 

Ax Page 1 Header 

Ax- includes Postnet Zipt+4 

Ax 

A R INVTOP SKIPB(10) 

A ZIPPN 9S 12 BARCODE(POSTNET) 
A SPACEA(2) 

A NAME 25A 12 

A STNAME 25A 48 

A SPACEA(1) 

A STREET 25A 12 

A STSTRT 25A 48 

A SPACEA(1) 

A CITY 25A 12 

A STCITY 25A 48 

A SPACEA(1) 

A STATE 2A 12 

A ZIP 9S 16 EDTWRD(' - ') 
A STSTE 2A 48 

A STZIP 9S 52 EDTWRD(' - ') 
A SPACEA(3) 

A CUST# 6S 0 14 EDTCDE(Z) 

A INVC# 6S 0 32 EDTCDE(Z) 

A A49DATE EDTCDE(Y) 
A PAYDAT 6S 0 66EDTCDE(Y) 

A SPACEA(2) 

A SHPVIA 10A 14 

A 34DATE EDTCDE(Y) 
A TERMS 10A 47 

A SLSMAN 16A 64 

A SPACEA(4) 

Ax 

Ax Page 2 Header 

Ax 

A R INVTP2 SKIPB(10) 

A NAME 25A 12 

A SPACEA(2) 

A CUST# 6S 0 14 EDTCDE(Z) 

A INVC# 6S 0 32 EDTCDE(Z) 

A A9DATE EDTCDE(Y) 
A PAYDAT 6S 0 66EDTCDE(Y) 

A SPACEA (4) 

Ax 

Ax Detail Lines 

Ax 

A R DETLIN SPACEA(1) 

A QTY 4S 0 8 EDTCDE(Z) 

A UOM 2A 13 

A ITEM# 8S 0 18 

A ITMDES 25A 28 

A N51 SELPRC 6S 2 58 EDTCDE(J) 

A N51 EXTPRC 7S 2 70 EDTCDE(J) 

Ax 


Ax Floating Grid 
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6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 
8800 
8900 
9000 
9100 
9200 
9300 
9400 
9500 
9600 
9700 
9800 
9900 
10000 
10100 
10200 
10300 
10400 
10500 
10600 
10700 
10800 
10900 
11000 
11100 
11200 
11300 
11400 
11500 
11600 
11700 
11800 
11900 
12000 
12100 
12200 
12300 
12400 
12500 
12600 
12700 
12800 
12900 
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a a aaa ae 


> 
+ 


Ax 


rrr>t 
% 


> 
+ 


Ax 


rr> 
% 


PrPrrrrrrr> 


Ax 


rr> 
% 


R DTGRID 


DWN 
Close Grid 
R CLOSE 
DWN 
Total Box 


R TOTAL 


TOTCON 
N51 TOTDUE 
DWN 
DWN2 
DWN3 
Multipage Message 


R PAGEOF 
PAGCON 
PAGCNT 


PAGNAM 


Invoice Totals 


5S 


5S 


9A 
9S 
5S 


5S 
5S 


4A 


2S 


25A 


- includes Interleaf 2 of 5 


R INVBOT 

PAYDA@ 

N51 TOTD@2 
51 

NAME@2 


STRE@2 
BARPRC 


CITY@2 


STAT@2 
ZIP@2 


Offer Print 


6S 
9S 


25A 


25A 
15S 


25A 


2A 
9A 


- Font 92 is Courier Italic 


R OFFER 


OFFR@1 


24A 


LINE(&DWN .55 0.167 *VRT *NARROW) 
LINE(&DWN 1.15 0.167 *VRT *NARROW) 
LINE(&DWN 1.55 0.167 *VRT *NARROW) 
LINE(&DWN 2.55 0.167 *VRT *NARROW) 
LINE(&DWN 5.65 0.167 *VRT *NARROW) 
LINE(&DWN 6.55 0.167 *VRT *NARROW) 
LINE(&DWN 7.94 0.167 *VRT *NARROW) 
3P 


LINE(&DWN .55 7.40 *HRZ *NARROW) 
3P 


LINE(&DWN 6.55 @.5 *VRT *NARROW  ) 
LINE(&DWN 7.93 @.5 *VRT *NARROW  ) 
LINE(&DWN2 6.55 1.4 *HRZ *NARROW ) 
POSITION(&DWN3 5.1) 
FNTCHRSET (COH200A0 T1V10037) 

2 EDTWRD(' , , $0. -') 
POSITION(&DWN3 6.5) 


POSITION(10.7 7.3) 

FNTCHRSET (COH200A0 T1V10037) 
0 POSITION(10.7 7.8) 

FNTCHRSET (COH200A0 T1V10037) 

EDTCDE(Z) 

POSITION(10.7 3.8) 

FNTCHRSET (COH400B0 T1V10037) 


barcode 


SKIPB(55) 
0 25 EDTCDE(Y) 
2 67 EDTWRD(', , $0. -') 
SPACEA(2) 
67 I i 
SPACEA(2) 
12 
SPACEA(1) 
12 
0 52BARCODE(INTERL20F5 3) 
SPACEA(1) 
12 
SPACEA(1) 
12 
16 


12-pitch 
SKIPB (43) 


FONT (92) 
36 


13000 
13100 
13200 
13300 
13400 
13500 
13600 
13700 
13800 
13900 
14000 
14100 
14200 
14300 
14400 
14500 
14600 
14700 
14800 
14900 
15000 
15100 
15200 
15300 
15400 
15500 


rPrrrrrrrrryYp 


OFFR@2 


OFFR@3 


OFFR@4 


OFFR@5 


OFFRC6 


24A 


24A 


24A 


24A 


24A 


Images/Page Segments 


- variable page segment 


R PAGSEG 
PSEG 


8A P 


Images/Page Segments 


- variable overlay name 


R PRTOVL 
OVRLAY 


R ENDPAG 


8A P 


SPACEA(1) 
36 

SPACEA(1) 
36 

SPACEA(1) 
36 

SPACEA(1) 
36 

SPACEA(1) 
36 

SPACEA(1) 


name from program 


PAGSEG(&PSEG 7.0 2.6) 


from program 


OVERLAY (&0VRLAY 0 0) 


ENDPAGE 


x*x** END OF SOURCE *** * 


Appendix B. Additional DDS Examples 


307 


308 AS/400 Guide to AFP and PSF 


Appendix C. Setting Up the Client Access/400 Viewer to View 
AFP Resources 


Client Access/400 supports viewing AS/400 spooled files on personal computer 
(PC) displays. This enables you to see what your spooled file looks like before you 
print it. 


The Viewer that is shipped with Client Access/400 Optimized for Windows 95/NT 
Mod3 is able to view AFP resources (overlays and page segments) automatically. 
However, the Viewer that is shipped with previous releases of the Optimized client, 
as well as all versions of the client for Window 3.1 and OS/2, requires that AFP 
resources be copied manually to a shared folder or PC hard drive to be viewed with 
the spooled file. Before you can use the Client Access/400 Viewer to display a 
spooled file with AFP resources included in it, you must complete the following 
setup procedure: 

1. Modify the Client Access/400 Viewer initialization file to specify which PC or 
shared folder directory contains the needed AFP resources: The following 
instructions assume you are storing resources in a shared folder. 

a. On the AS/400, create a folder to store your resources in. At the AS/400 
command line, type CRTFLR and press Enter. Specify the following: 


FOLDER 
Resource (folder name) 


INFOLDER 
*NONE 


TEXT DESC. 
‘Folder for AFP Resources for Viewer’ 

b. From the Windows desktop, double-click on the MS-DOS prompt icon on the 
Main window. 

c. At the C:\WINDOWS prompt, type CD\CAWIN and press Enter to change to 
the Client Access/400 for Windows directory. 

d. At the C:\CAWIN prompt, tyoe E EHNSPORT.INI or CWBSPORT.INI and 
press Enter to start an editor that enables you to change the Client 
Access/400 Viewer initialization file. 

e. Page down in the Client Access/400 Viewer initialization file until you find 
the Preferences section. Add the following entries to the bottom of the 
Preferences section (you can add lines by placing the cursor before the 
position where you want lines to be added and then pressing Enter): 


ResourceDataPath=I : \QDLS\RESOURCE 
ExportExt=*.OLY 
PageSegExt=*.PSG 


where RESOURCE is the folder you defined earlier. 

f. Check the PaperSize setting in the SFLVIEW section of the Client 
Access/400 Viewer initialization file. If this value is anything other than 0, 
reset it to 0. A value of 0 ensures that your spooled files will be displayed as 
letter size (8.5 x 11) pages. 

g. Press F4 to file the revised EHNSPORT.INI or CWBSPORT.INI file and exit 
the editor. 

2. Copy all needed AFP resources into the shared folder (described earlier). 
If your AFP resources were created using a PC package or the IBM AFP Printer 
Driver for Windows, then you probably already have a copy of them either on 


© Copyright IBM Corp. 1996, 1999 309 


your PC or in a shared folder. If you do, then the only setup required is to 

ensure that in the Client Access/400 initialization file, EHNSPORT.INI or 

CWBSPORT.INI, the Resource Data Path is pointing to the directory that 

contains the resources. This was described in the first step above. 

If your AFP resources were created on the AS/400 using Advanced Function 

Printing Utilities for AS/400 or if you received them as *OVL or *PAGSEG 

objects from an application service provider, you will need to perform two steps 

for each resource: 

a. Convert the resource into a physical file member. This removes the 
AS/400-specific object code from the resource, enabling it to be viewed on a 
PC. This is sometimes referred to as “de-objectizing”. 


Note: This step requires Advanced Function Printing Utilities for AS/400. 


b. Copy the “de-objectized” resource into a shared folder that can be accessed 
by a PC. 


Use the following procedure for AS/400 *OVL or *PAGSEG resources: 

a. Copy page segments to a file that can be used by the PC. With the 
Advanced Function Printing Utilities for AS/400 installed, you can copy page 
segments to a shared folder as follows: 

1) Click on your AS/400 window to activate it. 

2) If Advanced Function Printing Utilities for AS/400 is not active, start it 
again by typing the command STRAFPU and then pressing Enter. 

3) Select option 23 to Work with Page Segments. 

4) Select option 9 to Convert to File (you also can use the CVTPAGSPFM 
command). 


(~ Convert Page Segment to PFM (CVTPAGSPFM) » 


Type choices, press Enter. 


Page Segment cn teece: vey Vernet oss cot axs PAGSEG > PSEGNAME 
[IDA verse csiese eniten veh Wen ere >  MYLIB 

Formatcofodatav. i aoa se vsos, see DTAFMT > *CONTINUOUS 

Aekuuililli eae cure cca cy ae FILE > psegtemp 
LVDRARY 2 coc coe vivsen orice, eh en ee mylib 

OsMeEMbOR hey soot sesso aes ess as MBR *PAGSEG 

Text: “description? «4. a sa: 4 3s TEXT *PSGTXT 

Replace: 3. | we ee SR Se REPLACE > *YES 

Greate Tile, we. eis a) aloe, a) tenes CRTFILE > *YES 

Text: “description... 4. 6 3 a: 16 FILETEXT *BLANK 


Bottom 


F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 


Figure 183. Convert Page Segment 


b. Copy this file into a PC document in your shared folder. 
1) At the AS/400 command line, type CPYTOPCD and press Enter. 
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Copy To PC Document (CPYTOPCD) 


Type choices, press Enter. 


Frome tile: cs vs sae wee es FROMF ILE > psegtemp 
Eero) etc AYAn enero meh oer aire crunarh oe mylib 
MOPMONGSR save cated he po neee tae TOFLR resource 
Frommember 2s). ss we FROMMBR *FIRST 
MO-COGUMENTS t> Fire ei ce fo ce, use cer cs TODOC psegname.psg 
Replace document ........ REPLACE *yes 
Translate ‘table . ss 5 wa % « TRNTBL *none 
baibRaVye tas ose seceens ensuite eae 
Format.of PGsdata 3.4.43 TRNFMT *notext 


Bottom 


F3=Exit F4=Prompt F5=Refresh F1Q=Additional parameters  F12=Cancel 


F13=How to use this display F24=More keys , 
Figure 184. Copy to PC Document 
c. Copy overlays to a file that can be used by the PC. With the Advanced 
Function Printing Utilities for AS/400 installed, you can copy overlays to a 
shared folder as follows: 
1) Click on your AS/400 window to activate it. 
2) If Advanced Function Printing Utilities for AS/400 is not active, start it 
again by typing the command STRAFPU and then pressing Enter. 
3) Select option 22 to Work with Overlays. 
4) Select option 9 to Convert to File (you also can use the CVTOVLPFM 
command). 
Convert Overlay to PFM (CVTOVLPFM) ) 
Type choices, press Enter. 
Overidy' 2. hes coat ce uot eve st te OVL ovl name 
DAV vesccssec eee cors escort an mylib 
Ronmatrof datas. tal nc - ert es DTAFMT *continuous 
TOs Mal MC ewes auewcecit een eevee es RIEE ovltemp 
INDIAN Yee eee te ceneeeus: ounce -ahce mylib 
ROMMEMD CVs y..o ote vee tase ctaseuaseeee ns MBR *OVL 
Text. sdes CripesiOnr i 3. 3, es eee ee TEXT *OVLTXT 
Replaces 4s. 4-46 os aes Se REPLACE *yes 
Create mile: 2s ese ec t-cepeee cals CRTFILE *yes 
Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys ) 


Figure 185. Convert Overlay to Physical File Member 


d. Copy this file into a PC document in your shared folder. 
1) At the AS/400 command line, type CPYTOPCD and press Enter. 
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ITT LAT a 


Copy To PC Document (CPYTOPCD) 

Type choices, press Enter. 
From file: 2 4. 2 cee ee FROMFILE > ovltemp 

Lsiflo} efct AY euere rea eee i. omer cent rec >  MYLIB 
Mos olde ns cee. verse. 2 ae yer een sc/esu ms TOFLR > RESOURCE 
From-member .. «5 2 «6 2 =< FROMMBR *FIRST 
Tor document: 3. saris cis, cece eee bs TODOC > oviname.oly 
Replace document ........ REPLACE > *YES 
Translate table: «2.4 2. 2% % TRNTBL > *NONE 

[iD aeVieeeass wen teeredkcd cc Meross en ee 
Rormat-of: (P@sdata. +. 292) & 4: a TRNFMT > *NOTEXT 

Bottom 

F3=Exit F4=Prompt F5=Refresh F10Q=Additional parameters  F12=Cancel 
F13=How to use this display F24=More keys 


Figure 186. Copy to PC Document 


312 AS/400 Guide to AFP and PSF 


Appendix D. Page Definitions Supplied by PSF/400 


This appendix describes the page definitions supplied with PSF/400. Page 
definitions are available for the various paper sizes used by the printers supported 
by PSF/400. For information about the paper sizes your printer uses, refer to your 
printer publications. 


Page Definitions for IPDS Matrix Printers 


The IPDS Matrix printers include those listed below: 
* 4224 

* 4230 

° 4234 

¢ 4247 

* 6400 (All Models) 

* 6408 

* 6412 


Page definitions for IPDS Matrix printers are supplied for formatting some of the 
more common paper sizes, as shown in the following tables. These page definitions 
are designed for printing on continuous-forms paper. They are not designed for 
printing on the 4224, 4230, or 4247 with cut-sheet paper or with the 
document-on-demand device feature. 


The IPDS Matrix printers support different fonts, depending on the print quality level 
set for the printer. Therefore, be sure to select a font that is supported at the print 
quality level set for your printer. Refer to Advanced Function Presentation: Printer 
Informationtor more information. Each of these page definitions assigns a channel-1 
(carriage) control character to the first line of the page. 


[Table ol describes the page definitions for continuous-forms paper that measures 
12 x 8.5 inches. 


Table 9. Page Definitions for Continuous-Forms Paper 12 by 8.5-Inches 


Page Printable Areaj Print Lines Page Recommended] Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, In Down/Across 

Inches 
P1J04964 10.67 x 8.17 |49 at 6 Ipi 30/0 GT10 Across Landscape 
P1J06484 10.67 x 8.17 |64 at 8.01 lpi | 30/0 GT12 Across Landscape 


[Table 10 on page 314) describes the page definitions for continuous-forms paper that 
measures 9.5 x 11 inches. 


3. Position down and position across are shown in logical units, with 240 logical units per inch. For example, 24 logical units is equal 
to .10 inch. Measurements specified in logical units are the same for all PSF/400-supported printers, regardless of the resolution or 


pel density of the printer. 
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Table 10. Page Definitions for Continuous-Forms Paper 9.5 by 11-Inches 


Page Printable Area] Print Lines Page Recommended] Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, In Down/Across 

Inches 
P1A06462 8.17 x 10.67 |64 at 6 Ipi 30/0 GT10 Across Portrait 
P1A08584 8.17 x 10.67 |85 at 8.01 Ipi {30/0 GT12 Across Portrait 


[Table 11] describes the page definitions for continuous-forms paper 14.88 x 11 
inches. The width of the printable area in these page definitions is 13.2 inches for 
the 4224, 4230, 4234, and 6412 printers, and 13.6 inches for the 6408 and all 
models of the 6400 printers. To print records having a line length of 13.2 inches (for 
example, 132-byte records printed with a GT10 font) you must use a form definition 
that positions the page at the left margin. 


Table 11. Page Definitions for Continuous-Forms Paper 14.88 by 11-Inches 


Page Printable Area; Print Lines Page Recommended] Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, In Down/Across 

Inches 
P1L06464 13.2 x 10.67 |64 at 6 Ipi 30/0 GT10 Across Landscape 
P1L08584 13.2 x 10.67 |85 at 8.01 lpi 30/0 GT12 Across Landscape 


Page Definitions for PCL4 and PPDS Printers 


Page definitions for PCL4 and PPDS printers are supplied for formatting some of 
the more common paper sizes, as shown in the following tables. These page 
definitions must be used in combination with the form definitions for PCL4 and 
PPDS printers. For information about the paper sizes supported for your printer, 
refer to your printer publications. 


Each of these page definitions specifies a channel-1 (carriage) control character to 
position at the top of the next page. 


The following table describes the page definitions for cut-sheet A4 paper, which is 
8.27 inches wide by 11.69 inches high. 


Table 12. Page Definitions for A4¢ Paper 


Printable Area Paac 
Width by Print Lines , 9 3 |Recommended Printing Page 
Name ; Position: : ; P 
Height, In Per Page Font Direction Presentation 
Down/Across 
Inches 

P1Q09182 7.77 x 11.29 91 at 8.2 Ipi 25/0 GT12 Across Portrait 
P1X04863 10.60 x 7.77 48 at 6.1 Ipi 30/0 GT10 Down Landscape 
P1X06483 10.60 x 7.77 64 at 8.2 Ipi 24/0 GT12 Down Landscape 
P1X06683 10.60 x 7.77 66 at 8.5 Ipi 24/224 * GT15 Down Landscape 


The following table describes the page definitions for cut-sheet B4 paper, which is 
10.12 inches wide by 14.33 inches high. 


4. The user-printable area is 9.67 x 7.77 because of the 224 logical unit offset in the Position Down/Position Across column. 
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Table 13. Page Definitions for B4 Paper 


Printable Area Page 
Width by Print Lines ‘ 9 ._3  |Recommended Printing Page 
Name é Position: : i ‘ 
Height, In Per Page Font Direction Presentation 
Down/Across 
Inches 

P1T08362 9.62 x 13.93 83 at 6 Ipi 30/0 GT10 Across Portrait 
P1T11382 9.62 x 13.93 | 113 at 8.2 Ipi 24/0 GT12 Across Portrait 
P1T05963 13.93 x 9.62 59 at 6.1 Ipi 30/0 GT10 Down Landscape 
P1T07983 13.93 x 9.62 79 at 8.2 Ipi 24/0 GT12 Down Landscape 


The following table describes the page definitions for cut-sheet letter paper, which is 
8.5 inches wide by 11 inches wide. 


Table 14. Page Definitions for Letter Paper 


Printable Area 


Width by Print Lines Page _ |Recommended| Printing Page 
Name ? Position: . ‘ ‘ 
Height, In Per Page Font Direction Presentation 
Down/Across 
Inches 

P1P06362 8.00 x 10.60 63 at 6 Ipi 30/0 GT10 Across Portrait 
P1P08682 8.00 x 10.60 86 at 8.2 Ipi 24/0 GT12 Across Portrait 
P1X04763 10.60 x 7.77 47 at 6.1 Ipi 30/0 GT10 Down Landscape 
P1X06483 10.60 x 7.77 64 at 8.2 lpi 24/0 GT12 Down Landscape 
P1X06683 10.60 x 7.77 66 at 8.5 Ipi 24/224 + GT15 Down Landscape 


The following table describes the page definitions for cut-sheet legal paper, which is 
8.5 inches wide by 14 inches high. 


Table 15. Page Definitions for Legal Paper 


Printable Area 


Width by Print Lines Page |Recommended| Printing Page 
Name : Position: ' ‘ : 
Height, In Per Page Font Direction Presentation 
Down/Across 
Inches 

P1R08162 8.00 x 13.60 81 at 6 Ipi 30/0 GT10 Across Portrait 
P1R11082 8.00 x 13.60 | 110 at 8.2 Ipi 24/0 GT12 Across Portrait 
P1R04763 13.60 x 8.00 47 at 6 Ipi 30/0 GT10 Down Landscape 
P1R06683 13.60 x 8.00 66 at 8.2 Ipi 24/0 GT12 Down Landscape 


Page Definitions for All Other PSF/400-Supported Printers 


[Table 16 on page 314 describe the page definitions supplied with PSF/400 for all 
printers other than the IPDS Matrix, and PCL4 and PPDS printers. PSF/400 

provides common page definitions for printers other than these three to promote 
interchange of documents between different printers. 


PSF/400 provides page definitions to format the commonly-used cut-sheet and 
continuous-forms paper sizes. The following tables show the page definitions for 
each paper size. For information about the paper sizes supported for your printer, 
refer to your printer publications. 


Each of these page definitions specifies a channel-1 (carriage) control character to 
position at the top of the next page. 
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[Table 14 describes the page definitions for cut-sheet A4 paper, which is 8.27 inches 

wide by 11.69 inches high. 
Table 16. Page Definitions for A4 Paper 
Page Printable Area| Print Lines Page Recommended] Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, In Down/Across 

Inches 

P1C09182 7.94 x 11.36 |91 at 8.2 Ipi 25/0 GT12 Across Portrait 
P1V04863 10.67 x 7.94 |48 at 6.1 Ipi 30/0 GT10 Down Landscape 
P1V06483 10.67 x 7.94 |64 at 8.2 Ipi 24/0 GT12 Down Landscape 
P1V06683 10.67 x 7.94 |66 at 8.5 Ipi 24/224 °® GT15 Down Landscape 

[Table 171 describes the page definitions for cut-sheet B4 paper, which is 10.12 

inches wide by 14.33 inches high. 
Table 17. Page Definitions for B4 Paper 
Page Printable Area| Print Lines Page Recommended) Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, In Down/Across 

Inches 

P1D08462 9.79 x 14 84 at 6 Ipi 30/0 GT10 Across Portrait 
P1D11382 9.79 x 14 113 at 8.2 lpi | 24/0 GT12 Across Portrait 
P1D06063 14 x 9.79 60 at 6.1 Ipi 30/0 GT10 Down Landscape 
P1D08083 14 x 9.79 80 at 8.2 Ipi 24/0 GT12 Down Landscape 


Table 18. Page Definitions for Letter and Continuous-Forms Paper 12 x 8.5-Inches or 9.5 x 11-Inches 


[Table 18 describes the page definitions for any of the following paper sizes: 


* Cut-sheet: Letter, which is 8.5 inches wide by 11 inches high 


* Continuous-forms: 12 inches wide by 8.5 inches high 
* Continuous-forms: 9.5 inches wide by 11 inches high 


Page Printable Area| Print Lines Page Recommended] Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, In Down/Across 

Inches 
P1A06462 8.17 x 10.67 |64 at 6 Ipi 30/0 GT10 Across Portrait 
P1A08682 8.17 x 10.67 | 86 at 8.2 Ipi 24/0 GT12 Across Portrait 
P1V04863 10.67 x 7.94 |48 at 6.1 Ipi 30/0 GT10 Down Landscape 
P1V06483 10.67 x 7.94 |64 at 8.2 lpi 24/0 GT12 Down Landscape 
P1V06683 10.67 x 7.94 |66 at 8.5 Ipi 24/224 °® GT15 Down Landscape 


[Table 19 on page 317] describes the page definitions for any of the following paper 


sizes: 


* Cut-sheet: Legal, which is 8.5 inches wide by 14 inches high 


* Continuous-forms: 14.88 inches wide by 11 inches high 


5. The user printable area is 9.74 x 7.94 because of the 224 logical unit offset in Position Down/Position Across column. 
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Table 19. Page Definitions for Legal and Continuous-Forms Paper 14.88 x 11-Inches 


Page Printable Area| Print Lines Page Recommended| Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, In Down/Across 

Inches 
P1B08262 8.17 x 13.67 | 82 at 6 Ipi 30/0 GT10 Across Portrait 
P1B11082 8.17 x 13.67 |110 at8.2 lpi | 24/0 GT12 Across Portrait 
P1B04963 13.67 x 8.17 |49 at 6 Ipi 30/0 GT10 Down Landscape 
P1B06683 13.67 x 8.17 |66 at 8.2 Ipi 24/0 GT12 Down Landscape 


[Table 20 describes the page definitions for multiple-up printing on any of the 
following paper sizes: 


* Cut-sheet: Letter, which is 8.5 inches wide by 11 inches high 
* Cut-sheet: A4, which is 8.27 inches wide by 11.69 inches high 


* Continuous-forms: 12 inches wide by 8.5 inches high 
* Continuous-forms: 9.5 inches wide by 11 inches high 


Table 20. Multiple-Up Page Definitions 


Page Printable Areaj Print Lines Page Recommended| Printing Page 
Definition Width by Per Page Position: * Font Direction Presentation 
Name Height, in Down/Across 
Inches 
P1W120C2 7.94 x 10.67 |60 at 12 Ipi 16/160 GT20 Across Portrait: 
60 at 12 Ipi 1344/160 Over/Under 
P1W12883 10.67 x 7.94 | 64 at 8.2 Ipi 64 | 24/0 24/1281 GT15 Down Landscape: 
at 8.2 Ipi Side-by-Side 
P1W240F3 10.67 x 7.94 /60at15.2 Ipi | 16/48 968/48 | GT24 Down Landscape: 
60 at 15.2 Ipi | 16/1322 Over/Under 
60 at 15.2 Ipi | 968/1322 Side-by-Side 
60 at 15.2 Ipi 


The phrases Side-by-Side and Over/Under in [able 20] describe the placement of 
the subpages, which appear as separate logical pages on the physical page, as 


shown in 


Figure 187 on page 31d 
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Side-by-Side 


Figure 187. Placement of Multiple-Up Logical Pages on the Physical Pages 


Side-by-Side 


Over/ 
Under 


[able 21] lists page definitions for printing on a variety of sizes of 3-hole punched 
paper. The page definitions specify that the printing direction is Up, and they offset 
printing to accommodate 3-hole punched paper. You must use these page 


definitions with the form definitions whose names begin with “F1H”. 


Table 21. Page Definitions for Printing on 3-hole Punched Paper 
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Page Printable Area; Print Lines Page Recommended| Printing Page 
Definition Width by Per Page Position: Font Direction Presentation 
Name Height, in 3 
Inches Down/Across 
P1B0446B 13.67 x 7.34 |44 at 6 Ipi 30/0 GT10 Up Landscape 
P1B0608B 13.67 x 7.34 |60 at 8.2 Ipi |24/0 GT12 Up Landscape 
P1D0556B 14.0 x 8.96 55 at 6.1 Ipi | 30/0 GT10 Up Landscape 
P1D0748B 14.0 x 8.96 74 at 8.2 Ipi | 24/0 GT12 Up Landscape 
P1V0436B 10.67 x 7.11 |43 at 6.1 Ipi {30/0 GT10 Up Landscape 
P1V0588B 10.67 x 7.11 |58 at 8.2 Ipi |24/0 GT12 Up Landscape 
P1V0608B 10.67 x 7.11 |60 at 8.5 Ipi | 24/224 GT15 Up Landscape 
P1W1168B 10.67 x 7.11 |58 at 8.2 Ipi | 24/0 GT15 Up Landscape 
58 at 8.2 Ipi | 24/1281 
P1W216FB 10.67 x 7.11 |54 at 15.2 Ipi | 16/48 GT24 Up Landscape 
54 at 15.2 Ipi | 890/48 
54 at 15.2 Ipi | 16/1322 
54 at 15.2 Ipi | 890/1322 


Page Definition Line-Spacing Values and Fonts 


The following tables list the line-spacing values for some of the PSF/400-supplied 
page definitions. The tables also list fonts by group according to the lines per inch 
at which each font is printed. 


[Table 24 shows the line-spacing values for each of the page definitions for the IPDS 
Matrix printers. 


Table 22. Cross-Reference of Line Spacing and Page Definitions for the IPDS Matrix 


Printers. 
Line Spacing Page Definition Name 
6 Ipi P1J04964 
P1J06462 
P1L06464 
8.01 Ipi P1J06484 
P1A08584 
P1L08584 


shows the line-spacing values for each of the page definitions for cut-sheet 
A4 paper for the PCL4 and PPDS printers. 


Table 23. Cross-Reference of Line Spacing and Page Definitions for Cut-Sheet A4 Paper for 
the PCL4 and PPDS Printers. 


Line Spacing Page Definition Name 
6.1. Ipi P1X04763 
8.2 Ipi P1Q09182 
P1X06483 
8.5 Ipi P1X06683 


[Table 24 shows the line-spacing values for each of the page definitions for cut-sheet 


B4 paper for the PCL4 and PPDS printers. 


Table 24. Cross-Reference of Line Spacing and Page Definitions for Cut-Sheet B4 Paper for 


the PCL4 and PPDS Printers. 


[Table 24 shows the line-spacing values for each of the page definitions for all other 


printers. 


Table 25. Cross-Reference of Line Spacing and Page Definitions for Other Printers 


Line Spacing Page Definition Name 
6 Ipi P1T08362 
6.1 Ipi P1T05963 
8.2 Ipi P1T11382 
P1T07983 


Line Spacing 


Page Definition Name 


6 Ipi 


P1D08462 
P1B08262 
P1B04963 
P1A06462 
P1B0446B 
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Table 25. Cross-Reference of Line Spacing and Page Definitions for Other 
Printers (continued) 


Line Spacing Page Definition Name 


6.1 Ipi P1D06063 
P1V04863 
P1D0556B 
P1V0436B 


8.2 Ipi P1C09182 
P1D11382 
P1D08083 
P1A08682 
P1V06483 
P1B11082 
P1B06683 
P1W12883 
P1B0608B 
P1D0748B 
P1V0588B 
P1W1168B 


8.5 Ipi P1V0608B 
P1V06683 


12 Ipi P1W120C2 


15.2 Ipi P1W240F3 
P1W216FB 


Any font that can be printed at the specified line spacing (or at a larger line-spacing 
value) can be used with a page definition. Table Dd describes the line spacing for 
commonly used monospaced fonts provided with PSF/400. 


Table 26. Cross-Reference of Line Spacing and Commonly Used PSF/400 Monospaced 
Fonts 


Line Spacing Fonts 


6 Ipi CE10 
CE12 
Cl10 
CR10 
GB10 
GF10 
GS10 
GT10 
LB12 
LR12 
PB12 
Pl12 
PR10 
PR12 


8 Ipi GB12 
GF12 
GF15 
Gli2 
GP12 
GS12 
GS15 
GT12 
GT15 


10 Ipi GC15 
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Table 26. Cross-Reference of Line Spacing and Commonly Used PSF/400 Monospaced 


Fonts (continued) 


Line Spacing 


Fonts 


12 Ipi 


GFC 
GSC 
GUC 


Special 


AE20° 
GT20® 
GT24” 


For more information about these fonts or about fonts not listed in this table, refer to 


the font technical references. 


6. Fonts AE20 and GT20 are printed at 12.8 lines per inch. Font GT20 is specified in page definition P1M132C1. To print an 
application using font AE20, you can use PPFA/370 to change the source for P1M132C1 to specify font AE20. 


7. Font GT24 is printed at 8.8 lines per inch as defined in page definition P1M13280. 
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Appendix E. Form Definitions Supplied by PSF/400 


This appendix describes the form definitions supplied by IBM with PSF/400. 


Form Definitions for PCL4 and PPDS Printers 


The following table describes the form definitions supplied with PSF/400 for printing 
on PCL4 or PPDS printer through PSF/2. These form definitions must be used in 
combination with page definitions for the PCL4 and PPDS printers. Each of these 
form definitions specifies: 


* One copy 
* No overlays 


* No offset stacking or copy marking 


Table 27. Form Definitions for PCL4 and PPDS Printers 


Form Definition Page Position, In 

Name Copy Group Inches Duplex Paper Source 
F1CP0110 F2CP0110 0.250,0.200 Duplex off Primary 
F1CP0120 F2CP0120 0.250,0.200 Duplex off Alternate 
F1CP0111 F2CP0111 0.250,0.200 Normal duplex Primary 
F1CP0121 F2CP0121 0.250,0.200 Normal duplex Alternate 
F1iCP0112 F2CP0112 0.250,0.200 Tumble duplex Primary 
F1CP0122 F2CP0122 0.250,0.200 Tumble duplex Alternate 


Form Definitions for Printers Other than the PCL4 and PPDS Printers 


[Table 28 describes the form definitions for printers other than the PCL4 and PPDS 
printers, with the name and a description of each. Note that printing near the edge 


of the paper on some printers can result in poor print quality in the border area. 


Some of the form definitions enable you to use the third paper source, if the printer 
has one. Refer to your printer publications for the limitations on your printer. Each of 
these form definitions specifies: 


* One copy 
* No overlays 


* No offset stacking or copy marking 


Table 28. Form Definitions for All Printers Other than the PCL4 and PPDS Printers 


Form Definition Page Position, In 

Name Copy Group Inches Duplex Paper Source 
F1A10110 F2A10110 0.165, 0.165 Duplex off Primary 
F1A10120 F2A10120 0.165, 0.165 Duplex off Alternate 
F1A10130 F2A10130 0.165, 0.165 Duplex off Third 
F1A10111 F2A10111 0.165, 0.165 Normal duplex Primary 
F1A10121 F2A10121 0.165, 0.165 Normal duplex Alternate 
F1A10131 F2A10131 0.165, 0.165 Normal duplex Third 
F1A10112 F2A10112 0.165, 0.165 Tumble duplex Primary 
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Table 28. Form Definitions for All Printers Other than the PCL4 and PPDS Printers (continued) 


Form Definition 


Page Position, In 


Name Copy Group Inches Duplex Paper Source 
F1A10122 F2A10122 0.165, 0.165 Tumble duplex Alternate 
F1A10132 F2A10132 0.165, 0.165 Tumble duplex Third 
F1A10140 F2A10140 0.165, 0.165 Duplex Off Fourth 
F1A10141 F2A10141 0.165, 0.165 Normal Duplex Fourth 
F1A10142 F2A10142 0.165, 0.165 Tumble Duplex Fourth 


Note: The 3820 lines up B4-size paper differently from other paper because of the 
B4 paper length. To compensate for this, you can create a form definition 
with a page position of 0.10, 0.00 inch. 


[able 29 lists form definitions that enable you to print envelopes and use the 
manual input bin on the 4028 printer. 


Table 29. Form Definitions for Printing Envelopes on the 4028 


Form Definition 


Page Position, In 


Name Copy Group Inches Duplex Paper Source 
F1A101E0 F2A101E0 0.165,0.165 Duplex off Envelope 
F1A000E0 F2A000E0 0,0 Duplex off Envelope 
F1A101MO F2A101MO 0.165,0.165 Duplex off Manual 
F1A000MO F2A000MO 0,0 Duplex off Manual 


Table 30. Form Definitions with a 0,0 Offset 


Form Definition 


[able 30 lists form definitions that specify a 0,0 offset. 


Page Position, In 


Name Copy Group Inches Duplex Paper Source 
F1A00010 F2A00010 0,0 Duplex off Primary 
F1A00011 F2A00011 0,0 Normal duplex Primary 
F1A00012 F2A00012 0,0 Tumble duplex Primary 
F1A00020 F2A00020 0,0 Duplex off Alternate 
F1A00021 F2A00021 0,0 Normal duplex Alternate 
F1A00022 F2A00022 0,0 Tumble duplex Alternate 
F1A00030 F2A00030 0,0 Duplex off Third 
F1A00031 F2A00031 0,0 Normal duplex Third 
F1A00032 F2A00032 0,0 Tumble duplex Third 
F1A00040 F2A00040 0,0 Duplex Off Fourth 
F1A00041 F2A00041 0,0 Normal Duplex Fourth 
F1A00042 F2A00042 0,0 Tumble Duplex Fourth 


The following table lists form definitions for N_UP 2 printing. These form definitions 
define two pages on a side. Refer to Page Printer Formatting Aid/370: User’s Guide 
and Reference for additional information on creating N_UP form definitions using 
the N_UP subcommand. 
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Table 31. Form Definitions for N_UP 2 Printing 


Form Definition 


Page Position, In 


Name Copy Group Inches Duplex Paper Source 
F1N20010 F1N20010 0,0 Duplex off Primary 
F1N20011 F1N20011 0,0 Normal duplex Primary 
F1N20012 F1N20012 0,0 Tumble duplex Primary 
F1N20110 F1N20110 0.165,0.165 Duplex off Primary 
F1N20111 F1N20111 0.165,0.165 Normal duplex Primary 
F1N20112 F1N20112 0.165,0.165 Tumble duplex Primary 
F1N20130 F1N20130 0.165,0.165 Duplex off Third 
F1N20131 F1N20131 0.165,0.165 Normal duplex Third 
F1N20132 F1N20132 0.165,0.165 Tumble duplex Third 


[able 39 lists form definitions designed for use with 3-hole punched paper. You can 
use any of these form definitions with any of the 3-hole punched page definitions. 


Table 32. Form Definitions for 3-Hole Punched Paper 


Form Definition 


Page Position, In 


Name Copy Group Inches Duplex Paper Source 

F1H10110 F2H10110 1.000,0.165 Duplex off Primary 

F1H10111 F2H10111 1.000,0.165 Normal duplex Primary 
0.165,0.165 

F1H10112 F2H10112 1.000,0.165 Tumble duplex Primary 
1.000,0.165 

F1H10120 F2H10120 1.000,0.165 Duplex off Alternate 

F1H10121 F2H10121 1.000,0.165 Normal duplex Alternate 
0.165,0.165 

F1H10122 F2H10122 1.000,0.165 Tumble duplex Alternate 
1.000,0.165 

F1H10130 F2H10130 1.000,0.165 Duplex off Third 

F1H10131 F2H10131 1.000,0.165 Normal duplex Third 
0.165,0.165 

F1H10132 F2H10132 1.000,0.165 Tumble duplex Third 
1.000,0.165 

F1H10140 F2H10140 1.000,0.165 Duplex Off Fourth 

F1H10141 F2H10141 1.000,0.165 Normal Duplex Fourth 
0.165,0.165 

F1H10142 F2H10142 1.000,0.165 Tumble Duplex Fourth 
0.000,0.165 


Compatibility Form Definitions for the 3831, 3835, and 3900 Printers 


[Table 39 describes compatibility form definitions supplied with PSF/400 for printing 
on the 3831, 3835, and 3900 printers. Compatibility form definitions enable you to 
print data formatted for other printers. Use one of the compatibility form definitions 
when printing data formatted for landscape presentation on a cut-sheet printer. 


These form definitions specify the following: 
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* One copy group ® 

* One copy 

* No offset stacking or copy marking 
¢ Primary paper source 

* No overlays 


Table 33. Compatibility Form Definitions for the 3831, 3835, and 3900 Printers 


Form 

Definition Compatible Presentation Print Page Position, 

Name With Mode Direction Duplex In Inches 

F1C010110 Cut-sheet Landscape Down Duplex off 0.165, 0.165 
printers 

F1C10111 Cut-sheet Landscape Down Normal 0.165, 0.165 
printers duplex 

F1C010112 Cut-sheet Landscape Down Tumble 0.165, 0.165 
printers duplex 

F10101PD 3800 printer Portrait Down Duplex 0.00, 0.50 
wide forms off 

F10101LA 3800 printer Landscape Across Duplex 0.00, 0.50 
wide forms off 

F10101PA 3800 printer Portrait Across Duplex 0.00, 0.50 
narrow forms off 

F10101LD 3800 printer Landscape Down Duplex 0.00, 0.50 
narrow forms off 


You can also use these form definitions when printing on the printers for which the 
data was formatted so that you do not need to change form definitions. 


Table 34. N_UP Compatibility Form Definitions for the 3835 and 3900 Printers 


Form 
Definition 
Name 


Compatible 
With 


Presentation 
Mode 


Print Direction | Duplex 


In Inches 


Page Position, 


N_UP 


F1iN201PD 


FIN201LA 


3800 printer 
wide forms 
(N_UP of 
None) 


3800 printer 
wide forms 
(N_UP of 
None) 


Portrait Down 


Landscape Across 


Duplex off 


Duplex off 


0.00, 0.50 


0.00, 0.50 


F1N201PA 


3800 printer 
narrow forms 
(N_UP of 
None) 


Portrait Across 


Duplex off 


0.00, 0.50 


F1iN201LD 


3800 printer 
narrow forms 
(N_UP of 
None) 


Landscape Down 


Duplex off 


0.00, 0.50 


8. The name of the copy group is the same as the name of the form definition, except for the prefix. For example, form definition 
F10101PA has one copy group named F20101PA. 
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Table 34. N_UP Compatibility Form Definitions for the 3835 and 3900 Printers (continued) 


Form 
Definition 
Name 


Presentation 
Mode 


Compatible 
With 


Page Position, 


Print Direction | Duplex In Inches N_UP 


Note: Use of the above N_UP form definitions on the 3800 will result in PSF/400 issuing messages APS2831 or 
APS284l. The output will be printed appropriately. 


Refer to Advanced Function Presentation: Printer Information for more information 
about when to use each of these form definitions. 


Form Definitions for Special Purpose Jobs 


The following table describes the form definitions supplied with PSF/400 for special 
purposes. You can use these form definitions on any AFP printer. Each of these 
form definitions specifies: 


* One copy 

* No offset stacking or copy marking 
¢ Primary paper source 

* Duplex off 

* Nor forms flash 


Table 35. Form Definitions for Special Purpose Jobs 


Form Definition Name Copy Group Page Position, in Inches | Overlay 
F1IBM IBM 0.0, 0.5 O1IBM 
F1OGL OGL/370 0.0, 0.0 none 


Form definition F1IBM is provided for installation verification. It prints a supplied 
overlay that contains the IBM logo. 


Form Definitions for use with Finishing Options 


Table 36. Simple form definitions with finishing 


PSF/400 supplies two types of form definitions for use with print jobs that use 


finishing operations: 


* Simple form definitions with finishing 
¢ Finishing form definitinos for multiple copy groups 


Form Definition Page Position, In 
Name Inches Duplex Paper Source Finishing Operation 
F1FC0010 0,0 Duplex off Bin 1 Corner staple, top left 
F1FC0111 0,0 Normal duplex Bin 1 Corner staple, top left 
F1FC0112 0,0 Tumble duplex Bin 1 Corner staple, top left 
F1FE0010 0,0 Duplex off Bin 1 Edge staple, left 
F1FE0020 0,0 Normal duplex Bin 1 Edge staple, left 
F1FE0012 0,0 Tumble duplex Bin 1 Edge staple, left 
F1FS0010 0,0 Duplex off Bin 1 N-Up 2, saddle stitch 
F1FS0011 0,0 Normal duplex Bin 1 Enhanced N-Up 2, 
saddle stitch 
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Table 36. Simple form definitions with finishing (continued) 


Form Definition Page Position, In 

Name Inches Duplex Paper Source Finishing Operation 

F1FS2031 0,0 Normal duplex Bin 3 N-Up 2, saddle stitch 

F1FZ0030 0,0 Duplex off Bin 3 Enhanced N-Up 2, 
ZFold 

F1FZ2031 0,0 Normal duplex Bin 3 N-Up 2, ZFold 

F1FELO10 0,0 Duplex off Bin 1 2 edge staples, left 

F1FERO010 0,0 Duplex off Bin 1 3 edge staples, right 


Table 37. Finishing Form Definitions with Multiple Copy Groups 


Copy 
Page Group Paper 
Form definition Copy Group Posi- Finishing | Size Print File 
name name tion Duplex | Paper Source Operation Finishing 
F1FECO010 COVERPAG 0,0 Off Bin 7 None 85x11 |2 edge 
in staples, 
DOCPAGES 0,0 Off Bin 1 None [85x {lef 
in 
F1FEZ010 ZFOLDPGS 0, 0 Off Bin 3 Z-fold 11x17 2 edge 
in staples, 
DOCPAGES 0,0 Off Bin 1 None [85x11 |'et 
in 
F1FZ1021 BO2ZDN1R 0, 0 Normal Bin 2 Z-fold 11x17 Device 
in default 
BO1INF 0, 0 Normal | Bin 1 None B5xi1 [edge 
‘ni staple 
F1FZ2021 BO2ZDN2R 0, 0 Normal Bin 2 Z-fold 11x17 Device 
enhanced | in default 
N-Up 2 edge 
BO1INF 0, 0 Normal | Bin 1 None 85x11. |Staple 
in 


Note: You can obtain additional form definitions from: 
ftp.software.ibm.com/printers. The additional form definitions IBM 
supplies include: 


F1FZ0030 
F1FS2031 
F1FEC010 
F1FELO010 
F1FER010 
F1FEZ010 
F1FZ1021 
F1FZ2021 
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Z-fold from Bin 3 


Saddle stitch, 2—up 


Left edge stitch, cover sheet from bin7 


2 left-edge staples 


3 right-edge staples 
Edge stitch with Z-fold sheets from bin 3 


Z-fold ledger, 1—up landscape 


Z-fold ledger, 2—up portrait 


Appendix F. Data Description Specifications (DDS) Reference 


The following is a listing of DDS keywords associated with printer files. 


;— Remember 
DDS and its associated keywords can be used only if the SRCFILE parameter 
contains the name of the file and the SRCMBR parameter contains the name 
of the member in which the DDS source resides. 


The following list contains all the DDS keywords that you can use to help control 
how your printed output will look. Remember, some DDS keywords can be used 
only if the target printer supports them. 


ALIAS 
Alternative Name. Use this field-level keyword to specify an alternative name for 
a field. When the program is compiled, the alternative name is brought into the 
program instead of the DDS field name. The high-level language compiler in 
use determines if the alternative name is used. Refer to the appropriate 
high-level language reference publication for information about ALIAS support 
for that language. 


BARCODE 
Bar Code. Use this field-level keyword to print a field as a user-specified bar 
code. BARCODE is valid for IPDS printers. (A bar code is a pattern of bars of 
various widths containing data to be interpreted by a scanning device.) 


BLKFOLD 
Blank Fold. Use this field-level keyword for named fields that overflow onto 
subsequent print lines, to cause folding to occur at a blank rather than at the 
end of a line. If the blank fold keyword is not specified, the line folds at the end 
of the physical print line. 


BOX 
Box. Use this record-level keyword to specify the position where a box will be 
drawn on a page. You can specify the corners of the box and the weight 
(thickness) of the lines in the box. 


CDEFNT 
Coded Font. Use this record- or field-level keyword to specify the coded font for 
printing a named or constant field or fields within a record. 


For outline fonts only: The optional point size parameter can be used to 
further define a numeric font specifying a point size. It is specified as an 
expression of the form (*POINTSIZE value). The valid values for the parameter 
are 0.1 through 999.9. 


CHRID 
Character identifier. Use this field-level keyword to specify that a graphic 
character set and code page other than the device default can be used for this 
field. This can be important when extended alphabetics (characters such as u 
with an umlaut or c with a cedilla) are to be printed. 


CHRSIZ 
Character Size. Use this record- or field-level keyword to expand the width and 
height of a record or field. This applies to SCS double-byte characters and to 
IPDS and AFP data stream single-byte characters. 
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CPI 
Characters per Inch. This record- or field-level keyword specifies the horizontal 
printing density for the record format or field you are defining. Use CPI to: 
¢ Darken logos and other printed graphics that you create using the DFNCHR 
keyword 


¢ Place more data in less space on printed forms 
¢ Fit the appearance of a form to your needs 


CVTDTA 
Convert Data. This field-level keyword converts character data to hexadecimal 
data when the field is passed to the printer. You can use the CVTDTA keyword 
to define: 


* Logos or emblems for a letterhead on your forms 
¢ Alternative character sets or symbols (such as a copyright symbol) 


* The appearance of a physical form (by adding vertical and horizontal lines 
that act as boundaries on the form or between positions on an invoice) 


¢ IPDS bar code commands 


DATE 
Date. Use this field-level keyword to display the current job date. 


DFNCHR 
Define Character. The DFNCHR keyword enables you to define characters of 
your own design at the file or record level for the 5224 Printer and 5225 Printer. 
With this keyword you can specify DFNCHR more than once at the file or 
record level, or as many as 50 characters each time you specify DFNCHR. 


DFT 
Default. Use the DFT keyword to specify a constant value for constant 
(unnamed) fields. 


DLTEDT 
Delete Edit. Use this field-level keyword to specify that the OS/400 program is 
to ignore any edit code or edit word keywords specified for the referenced field. 
If a field description is referred to from a database file, DLTEDT prevents 
certain information from being referenced. 


DRAWER 
Drawer. Use this record-level keyword to specify the drawer from which 
noncontinuous forms will be selected. 


DTASTMCMD 
Data Stream Command. Use record- or field-level keyword to store a data 
stream command in a MO:DCA-P NOOP structured field in the data stream of a 
spooled file. This information can be used to determine how to process a record 
or field on a particular page of a spooled file. The DTASTMCMD keyword is 
only valid for printer files that have the device type specified as *~AFPDS. 


DUPLEX 
Duplex. Use this record-level keyword to specify whether output is printed on 
one or two sides of the paper. 


EDTCDE 
Edit Code. Use this keyword to edit output-capable numeric fields. 


An edit code is a letter or number indicating that editing should be done 
according to a defined pattern before a field is displayed or printed. 
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EDTWRD 
Edit Word. If you cannot accomplish the desired editing by using the EDTCDE 
keyword, specify an edit word instead. 


An edit word is a user-defined word that specifies the form in which the field 
values are to print and clarifies the data by inserting characters, such as 
decimal points, commas, floating- and fixed-currency symbols, and credit 
balance indicators. Also use it to suppress leading zeros and to provide asterisk 
fill protection. 


ENDPAGE 
End Page. Use this record-level keyword to specify that the page should eject. 
Page ejection occurs after the record format is processed. 


FLTFIXDEC 
Floating-Point to Fixed Decimal. Use this field-level keyword to print a number 
in a floating point field in fixed decimal notation. 


FLTPCN 
Floating-Point Precision. Use this keyword to specify the precision of a 
floating-point field. 


FNTCHRSET 
Font Character Set. Use this record- or field-level keyword to specify the font for 
printing a named or constant field or fields within a record. 


For outline fonts only: The optional point size parameter can be used to 
further define a numeric font specifying a point size. It is specified as an 
expression of the form (*POINTSIZE value). The valid values for the parameter 
are 0.1 through 999.9. 


FONT 
Font. Use the FONT keyword to specify the font ID for printing a named or 
constant field or fields within a record. 


The optional point size parameter can be used to further define a numeric font 
specifying a point size. It is specified as an expression of the form (*POINTSIZE 
value). The valid values for the parameter are 0.1 through 999.9. 


FORCE 
Force. Use this record-level keyword to force a new sheet of paper to be fed. 
FORCE is different from ENDPAGE, because with duplex printing, FORCE 
ejects the sheet of paper (ENDPAGE only ejects the sheet of paper when 
printing on the back side of the sheet). 


FORMDF 
Form Definition. Use this keyword to specify the form definition to be used with 
the current application. 


GDF 
Graphics Data Format File. Use this record-level keyword to specify the 
inclusion of a graphic data file at a specific location on a page. 


HIGHLIGHT 
Highlight. Use this record- or field-level keyword to indicate that a field should 
be printed in bold letters. 


IGCCDEFNT 
DBCS Coded Font. Use this record- or field-level keyword to print DBCS data 
contained in the AFP data stream. 
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For outline fonts only: The optional point size parameter can be used to 
further define a numeric font specifying a point size. It is specified as an 
expression of the form (*POINTSIZE value). The valid values for the parameter 
are 0.1 through 999.9. 


INDARA 
Indicator Area. Use this keyword to remove option indicators from the buffer 
(also called the record area) and place them in a 99-byte separate indicator 
area. 


INDTXT 
Indicator Text. Use this file-, record-, or field-level keyword to associate 
descriptive text (indicating intent or use) with a specific indicator. You can 
specify INDTXT once for each indicator. 


INVMMAP 
Invoke Medium Map. Use this keyword to invoke a new medium map. The 
medium map is in a form definition and enables you to select or change print 
parameters (input drawer, page rotation, and overlays). 


You can specify the medium map name as a constant or program-to-system 
field. 


LINE 
Line. Use this record-level keyword to position where a line will be drawn on a 
page. You can specify the weight (thickness) of lines. Only horizontal and 
vertical lines can be drawn. 


LPI 
Lines Per Inch. Use this keyword to change lines per inch within a file. If you do 
not specify LPI for a record, the LPI value is set from the LPI value on the 
CRTIPRTF, CHGPRTF, or OVRPRTF command. 


MSGCON 
Message Constant. Use this field-level keyword to indicate that the text for a 
constant field is contained in a message description. If the message description 
does not exist at DDS compile time, the file is not created. If you change the 
message description, you must create the file again. 


OUTBIN 
Outbin. Use this record-level keyword to specify the destination bin of the output 
on printers that support multiple output bins. 


OVERLAY 
Overlay. Use this record-level keyword to specify the inclusion of an overlay to 
be printed at a specific location on a page. 


PAGEDFN 
Page Definition. Use this keyword to specify the page definition to be used with 
the current application. 


PAGNBR 
Page Number. Use this field-level keyword to specify the location of an 
unnamed, four-digit, zoned decimal field to contain the page number. 


PAGRTT 
Page Rotation. Use this record-level keyword to specify the degree of rotation 
of the text with respect to the way the page is loaded into the printer. The 
PAGRTT keyword is valid only for the 3812, 3816, 3820, 3825, 3827, 3828, 
3829, 3831, 3835, 3900, 3912, 3916, 3935, and 4028 Printers. If you do not 
specify a PAGRTT keyword for a record, the page rotation is set from the value 
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specified on the Create Printer File (CRTPRTF), Change Printer File 
(CHGPRTF), or Override Printer File (OVRPRTF) commands. 


Note: Overlays and page segments are not rotated with the rest of the page. 


PAGSEG 
Page Segment. Use this record-level keyword to specify the inclusion of a page 
segment to be printed at a specific location on a page. 


POSITION 
Position. Use this field-level keyword to specify the position of a field using the 
units specified on the unit of measure (UOM) printer file parameter. 


PRTQLTY 
Print Quality. Use this record- or field-level keyword to vary the print quality 
within the file. 


The PRTQLTY keyword is allowed only on records or fields for which a CHRSIZ 
or BARCODE keyword applies. 


REF 
Reference. Use this file-level keyword to specify the name of a file from which 
field descriptions are to be retrieved. 


REFFLD 

Referenced Field. Use this field-level keyword when referring to a field under 

one of these three conditions: 

¢ The name of the referenced field is different from the name in positions 19 
through 28. 

¢ The name of the referenced field is the same as the name in positions 19 
through 28, but the record format, file, or library of the referenced field is 
different from that specified with the REF keyword. 

¢ The referenced field occurs in the same DDS source file as the referencing 
field. 


SKIPA 
Skip After. Use this file-, record-, or field-level keyword to specify that the printer 
device skips to a specific line number after it prints one or more lines. 


SKIPB 
Skip Before. Use this file-, record-, or field-level keyword to specify that the 
printer device skips to a specific line number before it prints the next line(s). 


SPACEA 
Use this record- or field-level keyword to specify that the printer device spaces 
some number of lines after it prints one or more lines. 


SPACEB 
Space Before. Use this record- or field-level keyword to specify that the printer 
device is to space some number of lines before it prints the next line or lines. 


TEXT 
Text. Use this record- or field-level Keyword to supply a text description (or 
comment) for the record format or field. 


TIME 
Time. This field-level keyword prints the current system time. 


TRNSPY 
Transparency. This field-level keyword prevents code points you have redefined 
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(using the DFNCHR keyword) from being interpreted as SCS printer control 
commands when your program sends an output operation that prints the field 
you are defining. 


TXTRTT 
Text Rotation. Use this field-level keyword to specify the rotation of the text on a 
page. 

UNDERLINE 
Underline. Use this field-level keyword to specify that the OS/400 program is to 
underline the field when it is printed. 

ZFOLD 


Z-fold. Use this record-level keyword to specify that either a ledger- or A3—sized 
sheet of paper is to have the z-fold operation applied to it. 


For more detailed information on how to create and code DDS source files and to 


find out which printers support which DDS keywords, refer to AS/400 Data 
Description Specifications Reference. 
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Appendix G. Control Language (CL) Commands Used for 
Printing Tasks 


The Control Language (CL) commands described in the sections below are used 
while working with printing tasks. 


CL Commands Most Frequently Used for Printing Tasks 


Among the CL commands most frequently used for printing tasks are the following: 


CRTPRTF 

Create a printer file. 
CHGPRTF 

Change a printer file. Changes to a printer file are permanent. 
OVRPRTF 


Override a printer file. Overrides to a printer file are in effect only for the 
current session. 


Other CL Commands Used for Printing Tasks 


Other CL commands used for printing tasks include those used with spooled files 
and with output queues. These sets of commands are described below. 


CL Commands Used with Spooled Files 


You can use the following commands to work with spooled files. 


WRKSPLF 
Work with Spooled Files. Enables you to display or print a list of all spooled 
files on the system. 

WRKSPLFA 
Work with Spooled File Attributes. Shows the current attributes of a spooled 
file. 

CHGSPLFA 
Change Spooled File Attributes. Enables you to change some attributes of a 
spooled file, such as the output queue name or the number of copies 
requested, while the spooled file is on an output queue. 

CPYSPLF 


Copy Spooled File. Copies a spooled file to a specified database file. The 
database file may then be used for other applications, such as those using 
microfiche or data communications. 


DLTSPLF 

Delete Spooled File. Deletes a spooled file from the output queue. 
DSPSPLF 

Display Spooled File. Enables you to display data records of a spooled file. 


HLDSPLF 


Hold Spooled File. Stops the processing of an output file by a printer writer. 
The next spooled file in line is processed. 
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RLSSPLF 
Release Spooled File. Releases a previously held spooled output file for 
processing by the printer writer. 


SNDNETSPLF 
Send Network Spooled Files. Enables you to send spooled files to another 
system. 


CL Commands Used with Output Queues 


The following commands may be used to work with output queues. 


WRKOUTQ 
Work with Output Queue. Shows the overall status of all output queues or 
the detailed status of a specific output queue. 


WRKOUTQD 
Work with Output Queue Description. Shows descriptive information for an 
output queue. 


CLROUTQ 
Clear Output Queue. Removes all spooled files from an output queue. 


CRTOUTQ 
Create Output Queue. Creates a new output queue. 


DLTOUTQ 
Delete Output Queue. Deletes an output queue from the system. 


HLDOUTQ 
Hold Output Queue. Prevents all spooled files from being processed by the 
printer writer. 


RLSOUTQ 
Release Output Queue. Releases a previously held output queue for 
processing by the printer writer. 


CL Commands Used with PSF Configuration Objects 


You can use the following commands to work with PSF configuration objects. 


CRTPSFCFG 
Create a PSF Configuration Object. Creates a PSF configuration object. 


DSPPSFCFG 
Display a PSF Configuration Object. Displays a PSF configuration object. 


DLTPSFCFG 
Delete a PSF Configuration Object. Deletes a PSF configuration object. 


CHGPSFCFG 
Change a PSF Configuration Object. Changes a PSF Configuration Object. 


WRKPSFCFG 
Work with a PSF Configuration Object. Works with a list of PSF 
configuration objects from one or more libraries. 


CL Commands Used with Font Resources 


You can use the following commands to work with PSF configuration objects. 
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CHGFNTRSC 
Change a font resource. Changes a font resource. 


CRTFNTRSC 
Create a font resource. Creates a font resource. 


WRKFNTRSC 
Work with a font resource. Enables you to work with all the font resource 
space objects from the system or user libraries. 


DSPFNTRSCA 
Display the attributes of a font resource. Shows the attributes of the 
specified font resource. 


DSPCDEFNT 
Display a coded font. Displays a coded font from the specified library. 


CHGCDEFNT 
Change a coded font. Enables you to mark font character set and code 
page pairs referenced in the coded font as resident in the printer. (often 
used when dealing with double-byte fonts) 


CL Commands Used with Font Tables 


You can use the following commands to work with font tables. 


CRTFNTTBL 

Create a font table. Creates a font mapping table to be used by PSF/400. 
DSPFNTTBL 

Display a font table. Displays a font table. 
DLTFNTTBL 

Delete a font table. Deletes the specified font table. 
CHGFNTTBLE 

Change a font table entry. Changes an entry in the specified font table. 
ADDFNTTBLE 

Add a font table entry. Adds an entry in the specified font table. 
RMVFNTTBLE 


Remove a font table entry. Removes an entry in the specified font table. 
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Appendix H. Printer File Parameters 


The following list contains selected printer file parameters. 


FILE 


DEV 
DEVTYPE 


PAGESIZE 


LPI 


UOM 


CPI 


OVRFLW 
RPLUNPRT 


FIDELITY 


CTLCHAR 


PRTQLTY 


FORMFEED 


DRAWER 


OUTBIN 
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Specifies the qualified name by which the printer file being called is 
known. 


Specifies the name of a printer device description. 


Specifies the type of data stream created for a printer file. This 
parameter indicates whether the resulting data stream should be an 
intelligent printer data stream (IPDS), an SNA character stream 
(SCS), an ASCII data stream (“USERASCII), an Advanced Function 
Printing data stream (*“AFPDS), line data (“LINE), or mixed data 
(*“AFPDSLINE). 


Specifies the length and width of the printer forms used by this 
printer file. 


Specifies the line spacing setting on the printer, in lines per inch, 
used by this printer file. 


Specifies the unit of measure to be used for various measurements 
used in printing. Possible values are: 

* *INCH (Use inches as the unit of measure.) 

* *CM (Use centimeters as the unit of measure.) 


Specifies the printer character density, in characters per inch (CPI), 
used by this printer file. 


Specifies the line number where an overflow message is issued. 


Specifies (1) whether unprintable characters are replaced and (2) 
which substitution character (if any) is used. 


Specifies whether the spooled file should continue printing if errors 
are encountered. Possible values are: 


*CONTENT 
If errors are encountered, the spooled file continues to print. 


*ABSOLUTE 
If errors are encountered, the spooled file does not print. 


Specifies whether the printer file supports input with print control 
characters. 


Specifies, for the 4214, 4224, 4230, 4234, and 5219 printers, the 
quality of print produced. 


Specifies, for the 3916, 4028, 4214, 4224, 4230, 5219, and 5553 
printers, the form feed attachment used by this printer file. 


Specifies the source drawer used when automatic cut sheet feed 
mode is used. 


Specifies the destination bin of the output on printers that support 
multiple output bins. Possible values are: 


*DEVD 
The destination of the output is the default output bin for the 
printer device. 
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FONT 


CHRID 


FNTCHRSET 


CDEFNT 


PAGRTT 


PRTTXT 


JUSTIFY 


DUPLEX 


SPOOL 
SCHEDULE 


IGCDTA 


IGCEXNCR 


IGCCHRTT 


IGCCPI 


IGCSOSI 
IGCCDEFNT 
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Output Bin 
For printed output, specifies the output bin to be used on 
the printer device. 


Valid values range from 1 through 65535. 


Specifies the font identifier and the point size of the font used with 
this printer. 


Specifies the character identifier (graphic character set and code 
page) for fields identified with the CHRID DDS keyword. 


Specifies the font character set and the code page to be used at 
printing time. 


The font character set identifier provides the size and style of the 
character. 


For outline fonts, you must specify a point size. 


The code page identifies which characters in a font are available for 
printing. 


Specifies the coded font to be used at printing time. 


A coded font is an AFP resource that is made up of a font character 
set name and a code page name. 


For outline fonts, you must specify a point size. 

Specifies the degree of text rotation. 

Note: Overlays and page segments are not rotated with the rest of 
the page. 

Specifies the printing of a line of text at the bottom of each page. 


For the 5219 and 3812 SCS only, specifies the printing positions of 
the characters on a page so the right-hand margin of printing is 
regular. 


Specifies whether the output is printed on only one or on two sides 
of the paper. 


Specifies whether the output data for the printer file is spooled. 


Specifies, for spooled files only, when the spooled file is made 
available to the printer writer program. 


Specifies, for program-described printer files, whether the printer file 
processes double-byte character set data. 


Specifies whether the system processes double-byte character 
extension characters. 


Specifies whether the printer should rotate double-byte characters 
90 degrees counterclockwise when printing. 


Specifies the printer character density of double-byte characters, in 
characters per inch. 


Specifies how the system prints shift control characters. 


Specifies the font that the system uses to print DBCS data to an 
IPDS printer. The printer must be configured AFP(*YES). 


For outline fonts, you must specify a point size. 


WAITFILE 


SHARE 


LVLCHK 


GENLVL 


FOLD 


ALIGN 


CHLVAL 


REDUCE 


MULTIUP 


FRONTMGN 


BACKMGN 


FRONTOVL 


BACKOVL 


MAXRCDS 


FORMDF 
PAGEDFN 


Specifies the number of seconds the program waits for allocation of 
the file resources when the file is opened. 


Specifies whether the open data path (ODP) for the printer file can 
be shared with other programs in the same routing step. 


Specifies whether the level identifiers of the record formats in this 
printer file are checked when the file is opened by the program. 


Specifies the severity level of DDS messages that cause file 
creation to fail. 


Specifies whether all positions in a record are printed when the 
record length exceeds the page width (specified by the PAGESIZE 
parameter). 


Specifies whether the page alignment must be verified by the 
operator before printing is started. 


Specifies a list of channel numbers with their assigned line 
numbers. Use this parameter only if CTLCHAR(*FCFC) has been 
specified. 


Specifies whether or not to reduce the output when doing multiple 
up printing. Multiple up printing refers to the Pages Per Side 
parameter of the printer file. Possible values are: 


*TEXT Reduce the text output when doing multiple up printing. 


*NONE 
Do not reduce the output when doing multiple up printing. 


Specifies how many logical pages of output can be printed on one 

physical page of paper. The values are 1 through 4. 1 is the default 

value. 

Specifies the margin to be used on the front side of a piece of 

paper. 

Specifies the margin to be used on the back side of a piece of 

paper. 

Specifies the overlay to be used on the front side of a piece of 

paper. Possible values are: 

¢ *NONE (No overlay is used.) 

* Qualified overlay-name (The name of the overlay to be used and 
the library it is in.) 

Specifies the overlay to be used on the back side of a piece of 

paper. Possible values are: 


¢ *FRONTOVL (Use the overlay specified for the FRONTOVL 
parameter.) 


¢ *NONE (No overlay is used.) 


* Qualified overlay-name (The name of the overlay to be used and 
the library it is in.) 


Specifies, for spooled output only, the maximum number of records 
in the spooled file for spooled jobs using this printer file. 


Specifies the name of a form definition to be used. 


Specifies the name of a page definition to be used. 
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AFPCHARS 


TBLREFCHR 


CORNERSTPL 


EDGESTITCH 


SADLSTITCH 


FNTRSL 


IPDSPASTHR 


USRRSCLIBL 
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Specifies one or more AFP coded fonts to be used with line data 
and a page definition. 


Specifies whether table reference characters are present in the line 
data. 


Specifies the reference corner to be used for a corner stable by 
devices that support this function. 


Specifies where one or more staples are driven into the media 
along the finishing operation axis by devices that support this 
function. 


Specifies where one or more stapes are driven into the media along 
the finishing axis by devices that support this function. 


Specifies the resolution PSF/400 uses when printing to a multiple 
resolution device configured to report multiple resolutions for a 
spooled file that does not specify the font metrics and resolution for 
the requested font. 


Specifies whether IPDS spooled files may pass through PSF to the 
printer. 


Specifies the list of user resource libraries to be used for searching 
for AFP resources for a spooled file. 


Appendix I. AS/400 SEGMENT and OVERLAY Commands 


This appendix describes the AS/400 SEGMENT and OVERLAY commands and 
gives examples of their displays and of corresponding CL command information and 
RPG and COBOL source programming material. These commands are not available 
until they are downloaded. 


The OVERLAY and SEGMENT commands automate the processing of overlay and 
page segment resources created on the client. The general process is: 


¢ Create a temporary physical file 

* Copy resource from folder to the physical file 

* Create the overlay or page segment object 

¢ Print a proof of the resource 

* Optionally, use the Client Access/400 Viewer to view the resource 


You can download the SEGMENT and OVERLAY commands from the IBM Printers 
Home Page (http:/Awww.printers.ibm.com). Look for the AS/400 Sampler. 


SEGMENT Command 


The SEGMENT command is composed of the following: 
* SEGMENT command 

* SEGMENT CL program 

¢ SEGO1 RPG program to print the proof 

¢ SEGO1 DDS printer file source 


The following figure shows the SEGMENT command display: 


Create/Print Page Segment (SEGMENT) a 
Type choices, press Enter. 
ROLdGH sc ce ee Ae Re ew resource 
Document Name ......... sunlogo.psg Character value 
Segment Description ...... Super Sun Seeds Logo 
Page Segment Name ....... sunlogo Character value 
EVD MANY Woes ee te vet at ce ie sets sampler Character value 
Display Segment ........ *YES *NO, *YES 
Output Queue . ss hw ee es 'xJOB ' Character value 
Output Queue Library. ..... '*LIBL' Character value 
Replace Old Segment ...... *YES *NO, *YES 

Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 
4 


Figure 188. Create/Print Page Segment (SEGMENT) Display 


Source for the SEGMENT command is as follows: 


5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:51:03 
SOURCE FILE. ...... SAMPLER/QCMDSRC 
MEMBER ......... SEGMENT 


SEQNBR¥ ens Piece. 1 seated 2 cocPans DS sect 4 ote DS aattion O chia FT aacttase8 


100 CMD PROMPT('Create/Print Page Segment') 


PARM KWD(FOLDER) TYPE(*CHAR) LEN(13) + 
300 PROMPT ('Folder') 
400 PARM KWD(DOCNAM) TYPE(*CHAR) LEN(12) MIN(Q) + 
500 PROMPT ('Document Name') 
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600 PARM KWD(DOCTXT) TYPE(*CHAR) LEN(25) MIN(O) + 

700 PROMPT('Segment Description’) 

800 PARM KWD(SEG) TYPE(*CHAR) LEN(10) MIN(Q) + 

900 PROMPT('Page Segment Name') 

1000 PARM KWD(LIB) TYPE(*CHAR) LEN(10) + 

1100 MIN(@) PROMPT('Library') 

1200 PARM KWD(VIEW) TYPE(*CHAR) LEN(4) RSTD(*YES) + 
1300 DFT(*NO) VALUES(*NO *YES) MIN(Q) + 

1400 PROMPT('Display Segment ') 

1500 PARM KWD(OUTQ) TYPE(*CHAR) LEN(10) + 

1600 DFT('*JOB ') MIN(O) + 

1700 PROMPT (‘Output Queue') 

1800 PARM KWD(OUTQLIB) TYPE(*CHAR) LEN(10) + 

1900 DFT('*LIBL') MIN(@) PROMPT('Output Queue + 
2000 Library') 

2100 PARM KWD(replace) TYPE(*CHAR) LEN(4) RSTD(*YES) + 
2200 DFT(*yes) VALUES(*NO *YES) MIN(0) + 

2300 PROMPT ('Replace Old Segment') 

**** END OF SOURCE * * * * 

5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:48:52 
SOURCE FILE 4. se es SAMPLER/QCLSRC 
MEMBER. «© %:%: 3 a 6 a © 8 SEGMENT 
SEQNBRe cc tince dL vastoed 2 oeateas 3 Goatees 4 waeteds, DB deaekies O avetecue 7 

100 /* SEGMENT: processes an segment file residing in a folder, */ 

200 /* executing the following steps: */ 

300 /* - Create PSGPF work file */ 

400 /* - Copy segment file from folder to work file (CPYFRMPCD) */ 

500 /* - Create page segment object (CRTPAGSEG) */ 

600 /* - Print page segment (SEGO1 program) */ 

700 /* - Optionally, launch CA/400 Viewer and display segment on PC */ 

800 /* */ 

900 PGM PARM(&FOLDER &DOCNAM &DOCTXT &SEG &LIB &VIEW + 
1000 &0UTQ &0UTQLIB &REPLACE) 

1100 /* Input */ 

1200 DCL &FOLDER *CHAR 13 

1300 DCL &DOCNAM «CHAR 12 

1400 DCL &LIB *CHAR 10 

1500 DCL &SEG *CHAR 8 

1600 DCL &DOCTXT *CHAR 25 

1700 DCL aVIEW *CHAR 4 

1800 DCL &0UTQ *CHAR 10 

1900 DCL &OUTQLIB *CHAR 10 

2000 /* Work */ 

2100 DCL &CMD *CHAR 70 

2200 DCL &SPLNBR *DEC 4 0 

2300 DCL &SPLCHR *CHAR 4 

2400 DCL &WRK *CHAR 10 

2500 /* Job */ 

2600 DCL &STSMSG = *CHAR 75 

2700 DCL &JOB *CHAR 10 

2800 DCL &USER *CHAR 10 

2900 DCL &NBR *CHAR 6 

3000 DCL &SYS *CHAR 9 

3100 DCL &JOUTQ  *CHAR 10 

3200 DCL &JOUTQLIB  »*CHAR 10 

3300 /*  */ 

3400 DCL &TEXT *CHAR 40 

3500 DCL &REPLACE *CHAR 4 

3600 /* = */ 

3700 DCL &MSGKEY *CHAR 4 

3800 DCL &MSGDTA *CHAR 100 

3900 DCL &MSGID *CHAR 7 

4000 /**/ 

4100 /* General error handling */ 
4200 /**/ 

4300 MONMSG MSGID(CPFO000) EXEC(GOTO CMDLBL(GENERR) ) 

4400 /x*/ 
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4500 /* Retrieve job values for spooled file name */ 
4600 /**/ 


4700 RTVJOBA JOB(&JOB) USER(&USER) NBR(&NBR) OUTQ(&JOUTQ) + 
4800 OUTQLIB (&JOUTQLIB) 

4900 RTVNETA SYSNAME (&SYS) 

5000 /**/ 

5100 CHGVAR &STSMSG (&SEG *TCAT ' Segment being processed') 

5200 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) MSGDTA(&STSMSG) + 
5300 TOPGMQ(*EXT) MSGTYPE(*STATUS) 

5400 /**/ 

5500 /* Create work file (PSGPF) for page segment copy */ 
5600 /**/ 

5700 DLTF FILE(QTEMP/PSGPF) 

5800 MONMSG MSGID(CPF2105) 

5900 CRTPF FILE(QTEMP/PSGPF) RCDLEN(8192) MBR(*NONE) + 
6000 MAXMBRS (*NOMAX) LVLCHK(#NO) 

6100 ADDPFM FILE(QTEMP/PSGPF) MBR(&SEG) 

6200 MONMSG MSGID(CPF5812 CPF7306) 

6300 /**/ 

6400 /* Copy page segment file from folder to file */ 
6500 /**/ 

6600 CPYFRMPCD FROMFLR(&FOLDER) TOFILE(QTEMP/PSGPF) + 

6700 FROMDOC(&DOCNAM) TOMBR(&SEG) + 

6800 TRNTBL(*NONE) TRNFMT (*NOTEXT) 

6900 /* */ 

7000 CHGVAR &STSMSG (&SEG *TCAT ' copied to PSGPF temporary file') 
7100 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) MSGDTA(&STSMSG) + 
7200 TOPGMQ(*EXT) MSGTYPE(*STATUS) 

7300 

7400 /* — */ 

7500 CHKOBJ OBJ(QSYS/&LIB) OBJTYPE(*LIB) 

7600 MONMSG MSGID(CPF9801) EXEC(GOTO GENERR) 

7700 ADDLIBLE  LIB(&LIB) 

7800 MONMSG MSGID(CPF2103) 

7900 

8000 /**/ 

8100 /* Create page segment object */ 
8200 /**/ 

8300 CRTPAGSEG PAGSEG(&LIB/&SEG) FILE(QTEMP/PSGPF) + 

8400 MBR(&SEG) TEXT(&DOCTXT) REPLACE(&REPLACE) 
8500 

8600 CHGVAR &STSMSG (&SEG *TCAT ' CREATED WITH CRTPAGSEG') 
8700 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) MSGDTA(&STSMSG) + 
8800 TOPGMQ(*EXT) MSGTYPE(*STATUS) 

8900 

9000 /**/ 

9100 /* Print proof of page segment */ 
9200 /**/ 

9300 OVRPRTF FILE(SEGO1) DEVTYPE(*AFPDS) PAGESIZE(11 8.5 + 
9400 *UOM) OVRFLW(66) FIDELITY(*CONTENT) + 

9500 PAGRTT(0) FRONTOVL(*NONE) + 

9600 OUTQ(&0UTQ) USRDTA(&LIB) + 

9700 SPLFNAME(&SEG) SECURE(*YES) 

9800 /* PRINT SEGMENT */ 

9900 CALL SEGO1 (&SEG &LIB &SPLNBR) 

10000 

10100 CHGVAR &STSMSG (&SEG *TCAT ' segment print complete') 

10200 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) MSGDTA(&STSMSG) + 
10300 TOPGMQ(*EXT) MSGTYPE(*STATUS) 

10400 /* +*/ 

10500 /* Launch CA/400 Viewer and display overlay */ 
10600 /* */ 

10700 /* Invoke by command: STRPCCMD PCCMD('CWBVIEWR splfid /V:form') */ 
10800 /* - splfid is: splfname/sp1fnum/jobname/jobnum/user/system */ 


10900 /* - ie. CWBVIEWR INVOICE/12/WS1/074178/USER1/MAIN400 /V:LETTER */ 
11000 /* = */ 
11100 IF (&VIEW *EQ '*YES') (DO) 
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11200 CHGVAR VAR(&SPLCHR) VALUE (&SPLNBR) 


11300 CHGVAR &CMD ('CWBVIEWR OVERO1/') 
11400 CHGVAR &CMD (&CMD *TCAT &SPLCHR *TCAT '/') 
11500 CHGVAR &CMD (&CMD *TCAT &JOB *TCAT '/') 
11600 CHGVAR &CMD (&CMD *TCAT &NBR *TCAT '/') 
11700 CHGVAR &CMD (&CMD *TCAT &USER *TCAT '/') 
11800 /* CHGVAR &CMD (&CMD *TCAT &SYS) */ 
11900 CHGVAR &CMD (&CMD *TCAT 'S1019640') 
12000 CHGVAR &WRK (' /V:LETTER') 
12100 CHGVAR &CMD (&CMD *TCAT &WRK) 
12200 STRPCCMD PCCMD(&CMD) PAUSE(*NO) 
12300 ENDDO 
12400 
12500 END: RETURN 
12600 /* x/ 
12700 GENERR: 
12800 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) + 
12900 MSGDTA('Unexpected error - use PF10 to review detailed + 
13000 messages') MSGTYPE(*ESCAPE) 
13100 /* x/ 
13200 ENDJOB: ENDPGM 
**e*** END OF SOURCE ** * * 
5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:47:58 1 
SOURCE FILE «4. < 2% 3 SAMPLER/QRPGSRC 
MEMBER ......... SEGO1 


SEQNBRY¥ acted Ll actPewnce> sdb ai O atatnew A dati O xtectaet. O atten I neaties, 8 


100 * SEGO1 - prints page segment (called by SEGMENT command). Also 

200 * passes the spooled file number (SNO) back to the calling SEGMENT 

300 * program for use with the invocation of the external AFP viewer. 

400 * 

500 FSEGQl O E PRINTER 

600 F KINFDS INFO 

700 TINFO DS 

800 I 81 82 TYPE 

900 I 103 112 SNAME 

1000 I 113 122 SLIB 

1100 I B 123 1240SNO 

1200 C *ENTRY PLIST 

1300 C PARM SEG 8 

1400 C PARM LIB 10 

1500 C PARM SPLNBR 40 

1600 Cx 

1700 C MOVEL' ' BLK8& 8 

1800 C MOVEL'Segment:'PROMP1 8 

1900 C MOVEL'Library:'PROMP2 8 

2000 C WRITEREC1 

2100 C WRITEREC2 

2200 C WRITEREC3 

2300 C Z-ADDSNO SPLNBR 

2400 ¢ SETON LR 

**** END OF SOURCE *«* ** 

5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:48:43 1 
SOURCE: FILE «6 aw wo SAMPLER/QDDSSRC 
MEMBER ......... SEGO1 
SEONBRecc.cttece d-aaccttieus, 12) a eitticiees O° ach ekin A inches Drstestheng, (0, Sattasaed eaatian 10 

100 Ax SEGO1 - Printer file DDS for printing Page Segment 

200 Ax (called by SEGMENT command) 

300 Ax 

400 Ax Printer File Create or Change Parameters: 

500 Ax = Printer Device Type (DEVTYPE) *AFPDS 

600 Ax - Overflow Line (OVRFLW) 65 

700 Ax 

800 A R REC1 

900 A PROMP1 8A POSITION(0.5 0.5) 

1000 A SEG 8A POSITION(0.5 1.5) 

1100 A PROMP2 8A POSITION(0.7 0.5) 
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1200 A LIB 10A POSITION(0.7 1.5) 
1300 A R REC2 PAGSEG(&LIB/&SEG 5 4) 
1400 A LIB 10A P 

1500 A SEG 8A P 

1600 A R REC3 ENDPAGE 


x**** END OF SOURCE ** * * 


OVERLAY Command 


The OVERLAY command is composed of the following: 
* OVERLAY command 

* OVERLAY CL program 

* OVERO1 RPG program to print the proof 

* OVERO1 DDS printer file source 


The following figure shows the OVERLAY command display: 


Create/Print Overlay (OVERLAY) » 
Type choices, press Enter. 
[oll el) pee renee eee bre cme eeterens resource 
Full Document Name. ...... invbac.ovl Character value 
Overlay Description ...... Terms and Conditions 
Overlay Iibrary 2s as a Ss sampler Character value 
Overlay Name: 3 ss ee 8 invbac Character value 
Resolution: 3 2-6 ce ae ee a '*300' *240, *300 
Displays Overiiay: 2 x26. 2 cu he & *YES *NO, *YES 
Output Queue: nc. cs a ee '*JOB Character value 
Output Queue Library. ..... '*LIBL' Character value 
Replace Existing Overlay .... *YES *NO, *YES 
Recordilengthy 3.69%) 22 6 acs 2313 Number 
Bottom 
F3=Exit F4=Prompt F5=Refresh  F12=Cancel F13=How to use this display 
F24=More keys 
ey 
Figure 189. Create/Print Overlay (OVERLAY) Display 
Source for the OVERLAY command is as follows: 
5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:51:03 1 
SOURCE.FILE a: 4. 6:08. we) “8 SAMPLER/QCMDSRC 
MEMBER «2 « «6 6% % @ a % OVERLAY 
SEQNBR eisai dL: cathe: ce cet ane OP aattned: Aastha 2D) wstehecde Onweet eats F inetaisie cd: 
100 CMD PROMPT('Create/Print Overlay') 
200 PARM KWD(FOLDER) TYPE(*CHAR) LEN(13) + 
300 PROMPT ('Folder') 
400 PARM KWD(DOCNAM) TYPE(*CHAR) LEN(12) MIN(O) + 
500 PROMPT ('Full Document Name') 
600 PARM KWD(DOCTXT) TYPE(*CHAR) LEN(25) MIN(O) + 
700 PROMPT ('Overlay Description') 
800 PARM KWD(LIB) TYPE(*CHAR) LEN(10) MIN(@) + 
900 PROMPT('Overlay Library') 
1000 PARM KWD(OVL) TYPE(*CHAR) LEN(10) + 
1100 MIN(@) PROMPT('Overlay Name') 
1200 PARM KWD(RES) TYPE(*CHAR) LEN(4) RSTD(*YES) + 
1300 DFT('*300') VALUES('*240' '*300') MIN(O) + 
1400 PROMPT ('Resolution') 
1500 PARM KWD(VIEW) TYPE(*CHAR) LEN(4) RSTD(*YES) + 
1600 DFT(*NO) VALUES(*NO *YES) MIN(Q) + 
1700 PROMPT('Display Overlay ') 
1800 PARM KWD(OUTQ) TYPE(*CHAR) LEN(10) + 
1900 DFT('*JOB ') MIN(Q) + 
2000 PROMPT ('Output Queue') 
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2100 PARM KWD(OUTQLIB) TYPE(*CHAR) LEN(10) + 
2200 DFT('*LIBL') MIN(@) PROMPT('Output Queue + 
2300 Library') 
2400 PARM KWD(REPLACE) TYPE(*CHAR) LEN(4) RSTD(*YES) + 
2500 DFT(*YES) VALUES(*NO *YES) MIN(@) + 
2600 PROMPT('Replace Existing Overlay') 
2700 PARM KWD(RECL) TYPE(*DEC) LEN(6) DFT(2313) MIN(Q) + 
2800 PROMPT ('Record Length') 
**** END OF SOURCE ** * * 
5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:48:51 
SOURCE FILE. ...... SAMPLER/QCLSRC 
MEMBER ......... OVERLAY 
SEQNBRe vate e di -vacPies 2 teateas So vewtec: 4 seated, 5 duties O vaetone 7 
100 /* OVERLAY: processes an overlay file residing in a folder, */ 
200 /* executing the following steps: */ 
300 /* - Create OVERLAY work file */ 
400 /* - Copy overlay file from folder to work file (CPYFRMPCD) */ 
500 /* - Ensure font libraries are in library list */ 
600 /* - Create OVERLAY object (CRTOVL) */ 
700 /* - Print overlay (OVERQ1 RPG program) */ 
800 /* - Optionally, launch CA/400 Viewer and display overlay on PC */ 
900 /* */ 
1000 PGM PARM(&FOLDER &DOCNAM &DOCTXT &LIB &OVL &RES &VIEW + 
1100 &0UTQ &OUTQLIB &REPLACE &RECL) 
1200 /* Input */ 
1300 DCL &FOLDER *CHAR 13 
1400 DCL &DOCNAM «CHAR 12 
1500 DCL &DOCTXT CHAR 25 
1600 DCL &LIB *CHAR 10 
1700 DCL &0VL *CHAR 8 
1800 DCL &RES *CHAR 4 
1900 DCL &RECL *DEC 6 
2000 DCL aVIEW *CHAR 4 
2100 DCL &REPLACE *CHAR 4 
2200 DCL &0UTQ *CHAR 10 
2300 DCL &OUTQLIB *CHAR 10 
2400 DCL &STSMSG *CHAR 75 
2500 DCL &CMD *CHAR 75 
2600 DCL &WRK *CHAR 10 
2700 DCL &FILEEXT *CHAR 13 
2800 DCL &TEST  *CHAR 12 
2900 DCL &FNAME CHAR 8 
3000 /* Job */ 
3100 DCL &J0B *CHAR 10 
3200 DCL &USER *CHAR 10 
3300 DCL &NBR *CHAR 6 
3400 DCL &SYS *CHAR 8 
3500 DCL &JOUTQ ¥*CHAR 10 
3600 DCL &JOUTQLIB  »*CHAR 10 
3700 DCL &SPLNBR *DEC 2 0 
3800 DCL &SPLCHR *CHAR 2 
3900 /* General message handling */ 
4000 /*  x/ 
4100 MONMSG MSGID(CPFQ000) EXEC(GOTO CMDLBL(GENERR) ) 
4200 /* x/ 
4300 CHGVAR &STSMSG (&0VL *TCAT ' overlay being processed') 
4400 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) MSGDTA(&STSMSG) + 
4500 TOPGMQ(*EXT) MSGTYPE(*STATUS) 
4600 /* Retrieve job info */ 
4700 /*  x/ 
4800 RTVJOBA JOB(&JOB) USER(&USER) NBR(&NBR) OUTQ(&JOUTQ) + 
4900 OUTQLIB (&JOUTQLIB) 
5000 RTVNETA SYSNAME (&SYS) 
5100 /* Check/Create OVERLAY PF */ 
5200 /* = */ 
5300 DLTF FILE(QTEMP/OVERLAY) 
5400 MONMSG MSGID(CPF2105) 
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5500 
5600 
5700 
5800 
5900 /* 
6000 /* 
6100 /* 
6200 
6300 
6400 
6500 /* 
6600 
6700 
6800 
6900 
7000 /* 
7100 /* 
7200 /* 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 /* 
8800 /* 
8900 /* 
9000 
9100 
9200 
9300 
9400 
9500 
9600 
9700 
9800 
9900 
10000 
10100 
10200 
10300 
10400 /* 
10500 /* 
10600 /* 
10700 
10800 
10900 /* 
11000 
11100 
11200 
11300 /* 
11400 /* 
11500 /* 
11600 
11700 
11800 
11900 /* 
12000 
12100 


CRTPF FILE(QTEMP/OVERLAY) RCDLEN(&RECL) MBR(*NONE) + 
MAXMBRS (*NOMAX) LVLCHK(*NO) 

ADDPFM FILE(QTEMP/OVERLAY) MBR(&0VL) 

MONMSG MSGID(CPF5812 CPF7306) 


* 
/ 
Copy overlay file from folder to OVERLAY file */ 
* 
/ 
CPYFRMPCD FROMFLR(&FOLDER) TOFILE(QTEMP/OVERLAY) + 
FROMDOC(&DOCNAM) TOMBR(&OVL) + 
TRNTBL(*NONE) TRNFMT(*NOTEXT) 
* 
/ 
IF (R0UTQ *EQ '*JOB') (DO) 
CHGVAR &0UTQ &JOUTQ 
CHGVAR &OUTQLIB &JOUTQLIB 
ENDDO 
*/ 
Place 240 dpi font libraries in library list */ 
* 
/ 
IF (&RES *EQ '*240') (DO) 
ADDLIBLE —LIB(QFNTCDEPAG) 
MONMSG MSGID(CPF2103 CPF2110) 
ADDLIBLE _LIB(QFNTCF_LA1) 
MONMSG MSGID(CPF2103 CPF2110) 
ADDLIBLE _LIB(QFNTCPL) 
MONMSG MSGID(CPF2103 CPF2110) 
ADDLIBLE  LIB(QFNT240LA1) 
MONMSG MSGID(CPF2103 CPF2110) 
RMVLIBLE LIB(QFNT300CPL) 
MONMSG MSGID(CPF2110 CPF2104) 
RMVLIBLE LIB(QFNT300LA1) 
MONMSG MSGID(CPF2110 CPF2104) 
ENDDO 
*/ 
Place 300 dpi font libraries in library list */ 
* 
/ 
IF (&RES *EQ '*300') (DO) 
ADDLIBLE LIB(QFNTCDEPAG) 
MONMSG MSGID(CPF2103 CPF2110) 
ADDLIBLE LIB(QFNTCF_LA1) 
MONMSG MSGID(CPF2103 CPF2110) 
ADDLIBLE _LIB(QFNT300CPL) 
MONMSG MSGID(CPF2103 CPF2110) 
ADDLIBLE _LIB(QFNT300LA1) 
MONMSG MSGID(CPF2103 CPF2110) 
RMVLIBLE —LIB(QFNTCPL) 
MONMSG MSGID(CPF2110 CPF2104) 
RMVLIBLE  LIB(QFNT240LA1) 
MONMSG MSGID(CPF2110 CPF2104) 
ENDDO 
*/ 
Create overlay object, using CRIOVL command */ 
* 
/ 
CRTOVL OVL(&LIB/&0VL) FILE(QTEMP/OVERLAY) MBR(&OVL) + 
TEXT(&DOCTXT) REPLACE (&REPLACE) 
* 
/ 
CHGVAR &STSMSG (&0VL *TCAT ' Overlay Created') 
SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) MSGDTA(&STSMSG) + 
TOPGMQ(*EXT) MSGTYPE(*STATUS) 
* 
/ 
Override printer file and print overlay */ 
* 
/ 
OVRPRTF FILE(OVERO1) TOFILE(*FILE) + 
FIDELITY(*CONTENT) + 
OUTQ(&0UTQ) USRDTA(&0VL) 
* 
/ 


CALL OVERO1 PARM(&OVL &LIB &SPLNBR) 
CHGVAR &STSMSG (80VL *TCAT ' Sent to Out Queue') 
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12200 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) MSGDTA(&STSMSG) + 


12300 TOPGMQ(*EXT) MSGTYPE(*STATUS) 
12400 /* */ 
12500 /* Launch CA/400 Viewer and display overlay */ 
12600 /* */ 
12700 /* Invoke by command: STRPCCMD PCCMD('CWBVIEWR splfid /V:form') */ 
12800 /* - splfid is: splfname/sp1fnum/jobname/jobnum/user/system */ 
12900 /* - ie. CWBVIEWR INVOICE/12/WS1/074178/USER1/MAIN400 /V:LETTER */ 
13000 /* */ 
13100 IF (VIEW *EQ '*YES') (DO) 
13200 CHGVAR VAR(&SPLCHR) VALUE (&SPLNBR) 
13300 CHGVAR &CMD ('CWBVIEWR OVERO1/') 
13400 CHGVAR &CMD (&CMD *TCAT &SPLCHR *TCAT '/') 
13500 CHGVAR &CMD (&CMD *TCAT &JOB *TCAT '/') 
13600 CHGVAR &CMD (&CMD *TCAT &NBR *TCAT '/') 
13700 CHGVAR &CMD (&CMD *TCAT &USER *TCAT '/') 
13800 /* CHGVAR &CMD (&CMD *TCAT &SYS) */ 
13900 CHGVAR &CMD (&CMD *TCAT 'S1019640') 
14000 CHGVAR &WRK (' /V:LETTER') 
14100 CHGVAR &CMD (&CMD *TCAT &WRK) 
14200 STRPCCMD PCCMD(&CMD) PAUSE(*NO) 
14300 ENDDO 
14400 END: RETURN 
14500 /* x/ 
14600 GENERR: 
14700 SNDPGMMSG MSGID(CPF9898) MSGF(QCPFMSG) + 
14800 MSGDTA('Unexpected error - use PF10 to review detailed + 
14900 messages') MSGTYPE(*ESCAPE) 
15000 /* x/ 
15100 ENDJOB: ENDPGM 
**** END OF SOURCE * * * * 
5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:47:58 1 
SOURCE FILE. « «-% 5 « « SAMPLER/QRPGSRC 
MEMBER: es secs cen dees, ces we OVERO1 


SEQNBReiccaPede cl acta 22. seta Owes can Fett ien wbstess, 0 ayn aans 10: wate ast, oO 


100 * QVERO1, called by the OVERLAY command, prints a sample of the 

200 * overlay that has just be created. It also passes the spooled file 

300 * number (SNO) back to the OVERLAY CL program for use with the 

400 * jnvocation of the external AFP viewer. 

500 * 

600 FOVEROl O CE PRINTER 

700 EF KINFDS INFO 

800 IINFO DS 

900 I 81 82 TYPE 

1000 I 103 112 SNAME 

1100 I 113 122 SLIB 

1200 I B 123 1240SNO 

1300 C *ENTRY PLIST 

1400 C PARM OVER 8 

1500 C PARM LIB 10 

1600 C PARM SPLNBR 20 

1700 Cx 

1800 C MOVEL' ' BLK8 8 

1900 ¢ MOVEL'Overlay:'PROMP1 8 

2000 C MOVEL'Library:'PROMP2 8 

2100 ¢ WRITEREC1 

2200 C WRITEREC2 

2300 C WRITEREC3 

2400 ¢ Z-ADDSNO SPLNBR 

2500 C SETON LR 

**** END OF SOURCE * * * * 

5763PW1 V3R2M0 960917 SEU SOURCE LISTING 03/03/96 17:48:39 1 
SOURCE FILE....... SAMPLER/QDDSSRC 
MEMBER ......... OVERO1 
SEQNBR¥escFisee Lo asstaes. 2 acctiian 3 sectsaw 4 cactacs 5 act Fawa 6 ocaBace 7 wee 8 

100 Ax OVERO1 - Printer File DDS for OVERLAY command 
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200 
300 
400 
500 
600 
700 
800 
900 
1000 
1100 
1200 
1300 
1400 


rrrrrrrrrrrye 
+ 


Printer File Create or Change Parameters: 


- Printer Device Type (DEVTYPE) 


R REC1 
PROMP1 
OVER 
PROMP2 
LIB 

R REC2 
LIB 
OVER 

R REC3 


*AFPDS 


POSITION(0.1 
POSITION(0.1 
POSITION(0.1 
POSITION(0.1 
OVERLAY (&LIB 


ENDPAGE 


**** END OF SOURCE ** * * 
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Appendix J. Font Samples 


This appendix presents a sampling of various fonts provided by IBM. Refer to /BM 
AFP Fonts: Font Samples for a more complete description and illustration of fonts 


provided by IBM. 


FONT NAME 


Times New Roman Medium 6pt 

Times New Roman Medium 7pt 

Times New Roman Medium 8pt 

Times New Roman Medium 9pt 
Times New Roman Medium 10pt 


Times New Roman Medium 11pt 
Times New Roman Medium 12pt 


Times New Roman Medium 14pt 
Times New Roman Medium 1 6pt 


Times New Roman Medium 18pt 
Times New Roman Medium 20pt 


Times New Roman Medium 24pt 
Times New Roman Medium 30pt 


Times New Rom Med 36pt 


Figure 190. Times New Roman Medium 


© Copyright IBM Corp. 1996, 1999 


Point 
Size 


Character 
Set 


CON20060 
CON20070 
CON20080 
CON20090 
CON20000 


CON200A0 
CON200B0 


CON200D0 


CON200F0 


CON200HO 


CON200JO 


CON200NO 


CON200T0 


CON200Z0 


353 


FONT NAME Point 

Size 
Times New Roman Bold 6pt 6 
Times New Roman Bold 7pt 7 
Times New Roman Bold 8pt 8 
Times New Roman Bold 9pt 9 
Times New Roman Bold 10pt 10 
Times New Roman Bold 11pt 1 
Times New Roman Bold 12pt 2 
Times New Roman Bold 14pt 14 
Times New Roman Bold 16pt 6 
Times New Roman Bold 18pt 8 
Times New Roman Bold 20pt 20 
Times New Roman Bold 24pt 24 
Times New Roman Bold 30pt _ . 
Times New Rom Bold 36pt .. 


Figure 191. Times New Roman Bold 
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Character 
Set 


CON40060 
CON40070 
CON40080 


CON40090 
CON40000 
CON4O0A0 


CON400B0 


CON400D0 


CON400F0 


CON400HO 


CON400J0 


CON400NO 


CON400T0 


CON400Z0 


FONT NAME Point Character 


Size Set 
Times New Roman Italic Medium 6pt 6 CON30060 
Times New Roman Italic Medium 7pt 7 CON30070 
Times New Roman Italic Medium 8pt 8 CON30080 
Times New Roman Italic Medium 9pt 9 CON30090 
Times New Roman Italic Medium 10pt 10 CON30000 
Times New Roman Italic Medium IIpt 11 CON300A0 
Times New Roman Italic Medium 12pt 12 CON300B0 
Times New Roman Italic Medium 14pt 14 CON300D0 
Times New Roman Italic Medium 1 6pt 16 CON3OOFO 
Times New Roman Italic Medium 18pt 18 CON3OOHO 
Times New Roman Italic Medium 20pt 20 CON3000 


Times New Roman Italic Medium 24pt 24 cON300NO 
Times New Roman Italic Med 30 pt» co 


Times New Rom Itl Med 3 6 pt. evs: 


Figure 192. Times New Roman Italic Medium 
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FONT NAME Point 
Size 
Times New Roman Italic Bold 6pt 6 
Times New Roman Italic Bold 7pt 7 
Times New Roman Italic Bold 8pt 8 
Times New Roman Italic Bold 9pt 9 
Times New Roman Italic Bold 10pt 10 
Times New Roman Italic Bold IIpt 11 
Times New Roman Italic Bold 12pt 12 
Times New Roman Italic Bold 14pt 14 
Times New Roman Italic Bold 16pt 16 
Times New Roman Italic Bold 18pt 18 


Times New Roman Italic Bold 20pt 20 
Times New Roman Italic Bold 24pt 24 
Times New Roman Ital Bold 30pt « 


Times New Rom Itl Bld 3 6pt. 


Figure 193. Times New Roman Italic Bold 
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Character 
Set 


CON50060 
CONS50070 
CONS0080 
CON50090 
CONS0000 
CONSOOAO 


CONSOOBO 


CONSOODO 


CONSOOFO 


CONSOOHO 


CONS00J0 


CONSOONO 


CONSOOTO 


CONS00Z0 


FONT NAME Point 


Size 
Helvetica Roman Medium 6pt 6 
Helvetica Roman Medium 7pt 7 
Helvetica Roman Medium 8pt 8 
Helvetica Roman Medium 9pt 9 
Helvetica Roman Medium 1 Opt 10 
Helvetica Roman Medium 1ipt a 
Helvetica Roman Medium 12pt 12 
Helvetica Roman Medium 14pt 14 
Helvetica Roman Medium 16pt IG 
Helvetica Roman Medium 18pt 18 
Helvetica Roman Medium 20pt 20 


Helvetica Roman Medium 24pt 24 
Helvetica Roman Medium 30pt .. 


Helvetica Rom Med 36pt . 


Figure 194. Helvetica Roman Medium 


Character 
Set 


COH20060 
COH20070 
COH20080 
COH20090 
COH20000 
COH200A0 
COH200B0 
COH200D0 
COH200F0 


COH200HO 


COH200J0 


COH200NO 


COH200T0 


COH200Z0 
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FONT NAME 


Helvetica Roman Bold 6pt 

Helvetica Roman Bold 7pt 

Helvetica Roman Bold 8pt 

Helvetica Roman Bold 9pt 
Helvetica Roman Bold 10pt 
Helvetica Roman Bold 11pt 


Helvetica Roman Bold 12pt 
Helvetica Roman Bold 14pt 
Helvetica Roman Bold 16pt 


Helvetica Roman Bold 18pt 
Helvetica Roman Bold 20pt 


Helvetica Roman Bold 24pt 
Helvetica Roman Bold 30pt 


Helvetica Rom Bld 36pt 


Figure 195. Helvetica Roman Bold 
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30 


36 


Character 
Set 


CoH40060 
COH40070 
COH40080 
COH40090 
CoH40000 
COH400A0 


COH400B0 


COH400D0 


COH400FO 


COH400HO 


COH400J0 


COH400NO 


COH400T0 


COH400Z0 


FONT NAME Point Character 


Size Set 
Helvetica Italic Medium 6pt 6 COH30060 
Helvetica Italic Medium 7pt 7 COH30070 
Helvetica Italic Medium 8pt 8 COH30080 
Helvetica Italic Medium 9pt 9 COH30090 
Helvetica Italic Medium 10pt 10 COH30000 
Helvetica Italic Medium 11pt 11 COH300A0 
Helvetica Italic Medium 12pt 12 COH300B0 
Helvetica Italic Medium 14pt 14 COH300D0 
Helvetica Italic Medium 16pt 16 COH300FO 
Helvetica Italic Medium 18pt 18 COH300HO 


Helvetica Italic Medium 20pt 29 CoH300U0 
Helvetica Italic Medium 24pt 24 CoHdOONO 
Helvetica Italic Medium 30pt x cso 


Helvetica Italic Med 36 pt x s.iv 


Figure 196. Helvetica Italic Medium 


Appendix J. Font Samples 359 


FONT NAME 


Helvetica Italic Bold 6pt 

Helvetica ltalic Bold 7pt 

Helvetica ltalic Bold 8&pt 
Helvetica lialic Bold 9pt 
Helvetica Italic Bold 10pt 
Helvetica Italic Bold 11pt 


Helvetica Italic Bold 12pt 
Helvetica Italic Bold 14pt 
Helvetica Italic Bold 16pt 


Helvetica Italic Bold 18pt 
Helvetica Italic Bold 20pt 


Helvetica Italic Bold 24pt 
Helvetica Italic Bold 30pt 


Helvetica Italic Bld 36pt 


Figure 197. Helvetica Italic Bold 
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36 


Character 
Set 


COHS0060 
COH50070 
COHS0080 
COHS0090 
COHS0000 
COHSO0A0 


COHSOO0BO 


COHSO0DO 


COHSOOFO 


COHSOOHO 


COHS500J0 


COHSOONO 


COHSOOTO 


COHS500Z0 


FONT NAME Point Character 


Size Set 
Courier Roman Medium 7pt 7 ©C0420070 
Courier Roman Medium 8pt 8 C0420080 
Courier Roman Medium 10pt 10 ©0420000 
Courier Roman Medium 12pt 12 C04200B0 
Courier Roman Medium 14pt 14 C04200D0 
Courier Roman Medium 2 Opt 20 C04200J0 
Courier Roman Bold 7pt 7 ©C0440070 
Courier Roman Bold 8pt 8 C0440080 
Courier Roman Bold 10pt 10 ©0440000 
Courier Roman Bold 12pt 12 C04400B0 
Courier Roman Bold 14pt 14 C04400D0 
a 
Courier Roman Bold 20pt 20 Co4400J0 
Courier Italic 7pt 7 ©€0430070 
Courier Italic 8pt 8 C0430080 
Courier Italic 10pt 10 C0430000 
Courier Italic 12pt 12 0430080 
Courier Italic 14pt 14 C04300D0 
Courier Italic Z0pDE 20 C04300J0 
Courier Italic Bold 7pt 7 ©C0450070 
Courier Italic Bold 8pt 8 C0450080 
Courier Italic Bold 10pt 10 C0450000 
Courier Italic Bold 12pt 12 ©04500B0 
Courier Italic Bold 14pt 14 CO04500D0 
az a 
Courier Italic Bold 2 Opt 20 C04500J0 


Figure 198. Courier Font Samples 
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Appendix K. AFP Fonts for AS/400 


This appendix lists the fonts in the AFP Fonts for AS/400 font product. You can 
order each font family separately. 


These fonts are downloadable raster fonts for 240-pel only. 


Table 38. AFP Fonts for AS/400 


Weight & Library 
Family Posture Point size Name 
Feature # 5051 Sonoran Serif 
Sonoran Serif Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNTO1 
Bold, Italic, Italic | 24, 30, and 36 
Bold 
Feature # 5052 Sonoran Serif Headliner 
Sonoran Serif Roman, Roman | 48, 60, 72 QFNT02 
Bold, Italic, Italic 
Bold 
Feature # 5053 Sonoran Sans Serif 
Sonoran Sans Serif Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNTO3 
Bold, Italic, Italic | 24, 30, and 36 
Bold 
Feature # 5054 Sonoran Sans Serif Headliner 
Sonoran Sans Serif Roman, Roman | 48, 60, 72 QFNT04 
Bold, Italic, Italic 
Bold 
Feature # 5055 Sonoran Sans Serif Condensed 
Sonoran Sans Serif Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNTO5 
Bold, Italic, Italic | 24, 30, and 36 
Bold 
Feature # 5056 Sonoran Sans Serif Expanded 
Sonoran Sans Serif Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNTO6 
Bold, Italic, Italic | 24, 30, and 36 
Bold 
Feature # 5057 Monotype Garamond 
Monotype Garamond Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNTO7 
Bold, Italic, Italic /24, 30, and 36 
Bold 
Feature # 5058 Century Schoolbook 
Century Schoolbook Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNTO8 
Bold, Italic, Italic | 24, 30, and 36 
Bold 
Feature # 5059 Pi and Specials 
Pi Serif, Pi Sans Serif Roman, Roman _|6, 8, 10, 12 QFNTO09 
Bold 
Sonoran Display Roman 20, 26 QFNTO9 
Sonoran Roman 4 QFNTO09 
Feature # 5060 ITC Souvenir 
363 
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Table 38. AFP Fonts for AS/400 (continued) 


Weight & Library 
Family Posture Point size Name 
ITC Souvenir Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNT10 

Bold, Italic, Italic | 24, 30, and 36 

Bold 
Feature # 5061 ITC Avant Garde Gothic 
ITC Avant Garde Gothic Roman, Roman |6 through 12, 14, 16, 18, 20, | QFNT11 

Bold, Italic, Italic | 24, 30, and 36 

Bold 
Feature # 5062 Math and Science 
Math Format Roman 6 through 12, 14, 16, 18, 20, | QFNT12 

22, 24, 30, 32, 36, 40, 44, 4 
8, 54, 60, 72 

Math Symbols Serif, Math Roman, Roman |6 through 12, 14, 16, 18, 24, | QFNT12 
Symbols Sans Serif Bold 36 
Feature # 5063 DATA1 
Math Symbols Serif, Math Roman, Roman /|8 QFNT13 
Symbols Sans Serif Bold, Italic 
Feature # 5064 APL2 
APL2, APL2 Gothic, APL2 Roman, Italic 8,9, 10 QFNT14 
Text 
APL2 Roman 5 QFNT14 
Feature # 5065 OCR A and OCR B 
OCR A, OCR B Roman 10 QFNT15 
Table 39. AFP DBCS Fonts for AS/400 

Weight & Library 
Family Posture Point size Name 
Feature # 5071 Japanese 
Japanese Gothic Medium, Upright |5,6,7,10,10.5,12,14,18 QFNT61 
Japanese Half Size Gothic Medium, Upright | 8,10.5,12,14,18 QFNT61 
Japanese Half Size Mincho |Medium, Upright | 8,10.5,12,14,16,18 QFNT61 
Japanese Half Size Round |Medium, Upright | 10.5,12,14,18 QFNT61 
Gothic 
Japanese Mincho Medium, Upright |5,7,8,10,10.5,12,13,14,16,18 | QFNT61 
Japanese Round Gothic Medium, Upright | 10.5,12,14,18 QFNT61 
Feature # 5072 Korean 
Korean Gothic Medium, Upright | 5,7 QFNT62 
Korean Mincho Medium, Upright | 7,9,10.5,12,14,18 QFNT62 
Korean Half Size Gothic Medium, Upright | 5,7 QFNT62 
Korean Half Size Mincho Medium, Upright | 7,9,10.5,12,14,18 QFNT62 
Feature # 5073 Traditional Chinese 
Traditional Chinese Gothic Medium, Upright |5 QFNT63 
Traditional Chinese Ming Medium, Upright | 7,10,12 QFNT63 


Feature # 5074 Simplified Chinese 


364 AS/400 Guide to AFP and PSF 


Table 39. AFP DBCS Fonts for AS/400 (continued) 


Weight & Library 
Family Posture Point size Name 
Simplified Chinese Gothic Medium, Upright |5 QFNT64 
Simplified Chinese Song Medium, Upright |8,10,12 QFNT64 
Feature # 5075 Thai 
Thai Italic Medium, Italic 18 QFNT65 
Thai OFFICIAL Medium, Upright | 12,18 QFNT65 
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Appendix L. Page Definition and Form Definition Source Code 
for Super Sun Seeds 


Page Definition Source Code 


The PPFA source code needed to 


generate the 


page definition for the line data 


5763PW1 V3R2M0 960917 


SOURCE FILE. ...... AFPLIB/PPFASRC 
MEMBER = 3 Sieve eb hee ee 8 SEEDS 
SEQNBR¥...t... 1 cccteee 2 ceetece 3 ccetece 4occetics 5 ceeties 6 ceeteee Tae 
100 /* * * * ke KK KK WHAT THIS Is Ok ER eo 9 
200 /* The following statements, written as PPFA/400 source statements, ~*/ 
300 /* describe how to process output from a specific application. The */ 
400 /* application-generated output was used along with a specification */ 
500 /* of the desired print format to create the following pagedef and +*/ 
600 /* formdef. PPFA/400 is required to process these source statements */ 
700 /* and from them make a pagedef and a formdef object which PSF/400 */ 
800 /* uses when printing. */ 
900 /* * * kk kK KK KK KK KK KK KK KK KK KK KK KR KR KK eK K/ 
1000 
1100 /* * * * kK KK KR KR KK KR RK RK KK KK KK KK KK KK KK KK */ 
1200 /* pagedef Name: SEEDS */ 
1300 /* Conditional Processing inside this pagedef: */ 
1400 /* This is a somewhat complicated pagedef since there are actually */ 
1500 /* three Pageformats within the pagedef. The following describes */ 
1600 /* how the page formats work together to allow dynamical format */ 
1700 /* changing based upon the content of the application data: */ 
1800 /* 10F1 - First and only page of a single-page billing. */ 
1900 /* This Pageformat is given control initially under the x/ 
2000 /* assumption that the customer's billing is 1 page long */ 
2100 /* (logic within this Pageformat will switch to the following */ 
2200 = /* 10FMULTI Pageformat if the customer's billing data turns out */ 
2300 /* to span multiple pages). x/ 
2400 /*  1OFMULTI - First & interior pages of a multi-page billing. */ 
2500 /* This Pageformat is given control from the 10F1 Pageformat */ 
2600 /* and will continue processing pages until the last/summary pagex/ 
2700 /* is reached (at which point logic within this Pageformat will +*/ 
2800 /* switch to the following NOFMULTI Pageformat) . */ 
2900 /* NOFMULTI - Last/summary page of a multi-page billing. */ 
3000 /* One page will be processed, and control will be returned */ 
3100 /* unconditionally to Pageformat 10F1 for the next billing. */ 
3200 /* «/ 
3300 /* Flow Start-> 10F1 ->-+--> 1OFMULTI ->-+--> NOFMULTI ->-+ */ 
3400 /* Summary: A A V */ 
3500 /* V $--<---+ Vo x/ 
3600 /x +----<-+------------------------ <-------- + */ 
3700 /e¥ * kK KKK RK RK RK RK KR KR KR KR KR KR RK RK KR RK KR RR KK KK] 
3800 
3900 /x**** GENERAL SECTION * & * * & & ke ek ek & #/ 
4000 /* pagedef Name: SEEDS */ 
4100 /* Here we specify characteristics of the pagedef x/ 
4200 /* * * kk KK KK KK KK KK KK KK KK KK KK KK KR KK KKK K/ 
4300 PAGEDEF SEEDS /* PPFA will produce P1SEEDS as output */ 
4400 REPLACE YES; /* PPFA should replace existing copy */ 
4500 /* Define font nicknames as follows: */ 
4600 FONT BOLD CB10; /* Courier Roman Bold 10 Char/Inch */ 
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SEU SOURCE LISTING 
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4700 
4800 
4900 
5000 
5100 
5200 
5300 
5400 
5500 
5600 
5700 
5800 
5900 
6000 
6100 
6200 
6300 
6400 
6500 
6600 
6700 
6800 
6900 
7000 
7100 
7200 
7300 
7400 
7500 
7600 
7700 
7800 
7900 
8000 
8100 
8200 
8300 
8400 
8500 
8600 
8700 
8800 
8900 
9000 
9100 
9200 
9300 
9400 
9500 
9600 
9700 
9800 
9900 
10000 
10100 
10200 
10300 
10400 
10500 
10600 
10700 
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FONT ITAL CI12; /* Courier Italic Normal 12 Char/inch  +*/ 
FONT NORM CR10; /* Courier Roman Normal 10 Char/inch  +*/ 
SETUNITS 1 IN 1 IN /* This indicates that the default unit */ 
/* for all measurements is the inch */ 
LINESP 6 LPI; /* Lines spacing at 6 lines/inch */ 
[RR eR PAGEFORMAT 10F1 ROR OR ROR RK ROR K/ 
/* 10Fl - This Pageformat lays out billing data to correspond x/ 
/* around the 0110Fl Overlay. This overlay has a customer */ 
/* account section at the top of the page, followed by room x/ 
/* for up to 26 lines of billing details and 6 lines of a x/ 
/* "Thank You" message. At the bottom of the page is a pay- */ 
/* ment slip to contain the customer address and "Amount Due". */ 
/* Processing Logic Note: */ 
/* Pageformat 10Fl gets control at the beginning since it is */ 
/* the first Pageformat listed in the pagedef. It also */ 
/* receives control from Pageformat NOFMULTI if the previous */ 
/* billing spanned multiple pages. It is always true, then,  */ 
/* that the current data is on a first billing page. During */ 
/* processing, it will be determined whether this is a single ~*/ 
/* page bill (in which case control stays in this Pageformat) ~*/ 
/* or a multiple-page billing (in which case control is passed */ 
/* to 10FMULTI to reprocess). */ 
[kk Kk RK RK KK KK KK KK KK KK KK KK KK KR KK KK K/ 
PAGEFORMAT 10F1; /* Name */ 
/* Customer Address Block - 4 input lines, 4 output lines x/ 
PRINTLINE 
CHANNEL 1 /* When an input line has a first col. */ 
/* (CC) '1' value, this PRINTLINE gets */ 
/* control - meaning: top of a new page */ 
POSITION MARGIN 1.8 /* Horiz Pos:Margin; Vert Pos:Down 1.8" «/ 
FONT BOLD /* Customer name in bold print */ 
REPEAT 4; /* Process 4 input lines this way */ 
/* Customer account data - 1 input line, 1 output line x/ 
PRINTLINE 
POSITION MARGIN 2.9 /* Horiz Pos:Margin; Vert Pos:Down 2.9" */ 
FONT NORM; /* Normal font to be used here */ 
/* Shipping information - 1 input line, 1 output line */ 
PRINTLINE 
POSITION MARGIN 3.2 /* Horiz Pos:Margin; Vert Pos:Down:3.2" */ 
FONT NORM; /* Normal font to be used here */ 
/* Billing Detail Section - 20 lines of input, 20 lines of outputx/ 
/* Process the first 20 lines of billing details */ 
PRINTLINE 
POSITION MARGIN 3.8 /* Horiz Pos:Margin; Vert Pos: Down 3.8"*/ 
FONT NORM /* Normal font to be used here x/ 
REPEAT 20; /* Same processing for 20 lines */ 
FIELD START 1 LENGTH 57; /* This field always printed */ 
FIELD START 58 LENGTH 22 /* Note: Positioning is assumed by */ 
/* default to follow previous FIELD */ 
/* - which in this case is desirable. */ 
SUPPRESSION PRICES ; /* Copygroup will decide if to print. */ 
/* These next 6 lines are either 6 more billing lines or 6 lines */ 
/* of "Thank You" text. - 6 lines of input, 6 lines of output */ 
/* Process the first 2 lines as if they are Thank You (Italic) */ 


PRINTLINE 


10800 
10900 
11000 
11100 
11200 
11300 
11400 
11500 
11600 
11700 
11800 
11900 
12000 
12100 
12200 
12300 
12400 
12500 
12600 
12700 
12800 
12900 
13000 
13100 
13200 
13300 
13400 
13500 
13600 
13700 
13800 
13900 
14000 
14100 
14200 
14300 
14400 
14500 
14600 
14700 
14800 
14900 
15000 
15100 
15200 
15300 
15400 
15500 
15600 
15700 
15800 
15900 
16000 
16100 
16200 
16300 
16400 
16500 
16600 
16700 
16800 


POSITION MARGIN NEXT  /* 
FONT ITAL /* 
REPEAT 2; /* 


Horiz Pos:Margin; Vert Pos:continue */ 
Italic font to be used here */ 
Same processing for 2 lines */ 


/* We must check line 3 to ensure it really is in the Thank You */ 


/* area and, therefore, a fi 


rst page of a single-page billing. x/ 


/* Furthermore, the field we check will indicate which "icon" */ 


/* (the little picture of a 
/* includes. The inclusion 
/* correct Copygroup. Note: 


seed, tree, or fruit) this page */ 
is controlled here by specifying the */ 
The default icon is the seed icon; */ 


/* if it is determined to be correct, no switch is necessary. */ 
/* If the field has a non-icon value, we are in the middle of */ 
/* a valid first page of a multiple-page billing and we must */ 
/* immediately switch to the 1OFMULTI Pageformat, which will */ 
/* reprocess the page correctly. */ 
PRINTLINE 

POSITION MARGIN NEXT /* Horiz Pos:Margin; Vert Pos: continue */ 

FONT ITAL; /* Italic font to be used here */ 


CONDITION GOTO10FM /* 
/* 

START 49 LENGTH 5 /* 
WHEN EQ 'seeds' /* 

/* 

/* 

WHEN EQ 'trees' /* 


Check if really first of single-page */ 
Note: comparisons are case sensitive*/ 
look for... */ 
Yes, 1 of 1 - although seeds is the */ 
default icon, we need to check for */ 
it or OTHERWISE would get control! = */ 
Yes, 1 of 1 - bring in trees picture «/ 


BEFORE SUBPAGE COPYGROUP 10F1TREE /* same Pageformat */ 


WHEN EQ 'fruit' /* 


Yes, 1 of 1 - bring in fruit picture «/ 


BEFORE SUBPAGE COPYGROUP 10F1FRUI /* same PageFormat +*/ 


OTHERWISE /* 


No, 1 of Multi - switch to 1OFMULTI +*/ 


BEFORE SUBPAGE COPYGROUP 1OFMULTI PAGEFORMAT 10FMULTI; 


/* If above conditions did not switch processing to NOFMULTI */ 
/* (Switching Copygroup does not affect flow of control), then */ 
/* this page really is the first of a single-page billing, so */ 


/* continue processing through the end of the page. */ 
PRINTLINE 
POSITION MARGIN NEXT /* Horiz Pos:Margin; Vert Pos: continue */ 
FONT ITAL /* Normal font to be used here */ 
REPEAT 3; /* 3 remaining "Thank you" lines */ 
/* "Total Due" line - 1 line of input, 1 line of output */ 
PRINTLINE 
POSITION MARGIN 8.4 /* Horiz Pos:Margin; Vert Pos:Down 8.5" */ 
FONT NORM; /* Normal font to be used here */ 


FIELD START 1 LENGTH 79 
SUPPRESSION PRICES ; /* 


/* Date/Total Line - 1 line 
PRINTLINE 
POSITION MARGIN 9.17 /* 


Copygroup will decide if to print. */ 
of input, 1 line of output */ 


Horiz Pos:Margin; Vert Pos:Down 8.5" */ 


FONT NORM; /* Normal font to be used here */ 
FIELD START 1 LENGTH 60; /* Always print the date */ 
FIELD START 61 LENGTH 19 /* Total may be suppressed */ 


SUPPRESSION PRICES ; /* 


/* Footer Billing info - 5 1] 
PRINTLINE 
POSITION MARGIN 9.50 /* 
FONT NORM /* 
REPEAT 53 /* 


Copygroup will decide if to print. */ 
ines of input, 5 lines of output */ 
Horiz Pos:Margin; Vert Pos:Down 9.33"*/ 


Normal font to be used here */ 
five lines input file lines output ~*/ 
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16900 
17000 
17100 
17200 
17300 
17400 
17500 
17600 
17700 
17800 
17900 
18000 
18100 
18200 
18300 
18400 
18500 
18600 
18700 
18800 
18900 
19000 
19100 
19200 
19300 
19400 
19500 
19600 
19700 
19800 
19900 
20000 
20100 
20200 
20300 
20400 
20500 
20600 
20700 
20800 
20900 
21000 
21100 
21200 
21300 
21400 
21500 
21600 
21700 
21800 
21900 
22000 
22100 
22200 
22300 
22400 
22500 
22600 
22700 
22800 
22900 
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/»*** PAGEFORMAT 1LOFMULTY* * * * * & & x */ 
/* 1OFMULTI - This Pageformat lays out billing data to */ 
/* correspond around the 0110FM Overlay. This overlay has a */ 
/* customer account section at the top of the page, followed */ 
/* by room for up to 26 lines of billing details. */ 
/* Processing Logic Note: */ 
/* Pageformat 10F1 has already determined the current data to */ 
/* be the first of a multiple-page billing. Now, this x/ 
/* Pageformat will be used to process data until it determines */ 
/* the last/summary page has been reached, at which time it */ 
/* gives control to Pageformat NOFMULTI. */ 
[ROR HR ROR RT KR ROR RR I OR REO OR ROROH H ROR ee e/ 
PAGEFORMAT 10FMULTI; /* Name */ 
/* Customer Address Block - 4 input lines, 4 output lines */ 
PRINTLINE 
CHANNEL 1 /* When an input line has a first col. */ 
/* (CC) '1' value, this PRINTLINE gets */ 
/* control - meaning: top of a new page */ 
POSITION MARGIN 1.8 /* Horiz Pos:Margin; Vert Pos:Down 1.8" */ 
FONT BOLD /* Customer name in bold print */ 
REPEAT 4; /* Process 4 input lines this way */ 
/* Customer account data - 1 input line, 1 output line */ 
PRINTLINE 
POSITION MARGIN 2.9 /* Horiz Pos:Margin; Vert Pos:Down 2.9" «/ 
FONT NORM; /* Normal font to be used here */ 
/* Shipping information - 1 input line, 1 output line x/ 
PRINTLINE 
POSITION MARGIN 3.2 /* Horiz Pos:Margin; Vert Pos:Down:3.2" */ 
FONT NORM; /* Normal font to be used here */ 
/* For the details section, change to 4 LPI to "fill out" area. ~*/ 
SETUNITS LINESP 4 LPI; /* 4 lines per inch */ 
/* Billing Detail Section - 26 lines of input, 26 lines of output»/ 
/* Process the first 22 lines of billing details */ 
PRINTLINE 
POSITION MARGIN 3.8 /* Horiz Pos:Margin; Vert Pos: Down 3.8"*/ 
FONT NORM /* Normal font to be used here x/ 
REPEAT 22; /* Same processing for 22 lines */ 
FIELD START 1 LENGTH 57; /* This field always printed */ 
FIELD START 58 LENGTH 22 /* Note: Positioning is assumed by */ 
/* default to follow previous FIELD */ 
/* - which in this case is desirable. */ 
SUPPRESSION PRICES ; /* Copygroup will decide if to print. */ 
/* We must check billing detail line 23 for the possibility that ~/ 
/* this page is last/summary page. If it is, we switch to the */ 
/* NOFMULTI Pageformat, which will reprocess the page correctly. */ 
PRINTLINE 
POSITION MARGIN NEXT /* Horiz Pos:Margin; Vert Pos: continue */ 
FONT NORM; /* Normal font to be used here */ 
FIELD START 1 LENGTH 57; /* This field always printed */ 
FIELD START 58 LENGTH 22 /* Note: Positioning is assumed by */ 
/* default to follow previous FIELD */ 
/* - which in this case is desirable. */ 
SUPPRESSION PRICES ; /* Copygroup will decide if to print. */ 


23000 
23100 
23200 
23300 
23400 
23500 
23600 
23700 
23800 
23900 
24000 
24100 
24200 
24300 
24400 
24500 
24600 
24700 
24800 
24900 
25000 
25100 
25200 
25300 
25400 
25500 
25600 
25700 
25800 
25900 
26000 
26100 
26200 
26300 
26400 
26500 
26600 
26700 
26800 
26900 
27000 
27100 
27200 
27300 
27400 
27500 
27600 
27700 
27800 
27900 
28000 
28100 
28200 
28300 
28400 
28500 
28600 
28700 
28800 
28900 
29000 


CONDITION GOTONOF /* 
/* 

START 49 LENGTH 5 /* 
WHEN EQ 'seeds' /* 


Check if need to process last/summary*/ 
Note: comparisons are case sensitivex/ 


look for... 
Yes, N of Multi - get seed picture 


BEFORE SUBPAGE COPYGROUP NOFMSEED PAGEFORMAT NOFMULTI 


WHEN EQ ‘trees! /* 


Yes, N of Multi - get tree picture 


BEFORE SUBPAGE COPYGROUP NOFMTREE PAGEFORMAT NOFMULTI 
Yes, N of Multi - get fruit picturex/ 
BEFORE SUBPAGE COPYGROUP NOFMFRUI PAGEFORMAT NOFMULTI; 


WHEN EQ ‘fruit! = /* 


/* If above conditions did not switch processing to NOFMULTI, 
/* then this page is still an internal page, so continue on. 


PRINTLINE 
POSITION MARGIN NEXT /x 
FONT NORM /x 
REPEAT 3; /* 


Horiz Pos:Margin; Vert Pos: continue 
Normal font to be used here 
Same processing for lines 24-26 


FIELD START 1 LENGTH 57; /* This field always printed 
FIELD START 58 LENGTH 22 /* Note: Positioning is assumed by 


/* 
/* 
SUPPRESSION PRICES ; /* 


/* "CONTINUED" line - 1 
PRINTLINE 
POSITION MARGIN 10.5 /* 
FONT ITAL; /* 
/* "Page x" line - 1 
PRINTLINE 
POSITION MARGIN NEXT /* 
FONT NORM; /* 


default to follow previous FIELD 

- which in this case is desirable. 
Copygroup will decide if to print. 
input line, 1 output line 


Horiz Pos:Margin; Vert Pos:Down 10.5" 
Italic font to be used here 


input line, 1 output line 


Horiz Pos:Margin; Vert Pos: continue 
Normal font to be used here 


/x*** PAGEFORMAT NOFMULTY* * * * * * * * 
/* NOFMULTI - This Pageformat lays out billing data to 

/* correspond around the O1NOFM Overlay. This overlay has 

/* one line for a customer name at the top, and a large 

/* payment slip at the bottom to contain customer address and 
/* "Amount Due". In the middle of the page there is room for 
/* up to 26 lines of billing details and 6 lines for a "Thank 


/* You" message. 
/* Processing Logic Note: 


/* Pageformat 10FMULTI has already determined the current data 
/* to be the last of a multiple-page billing. Now, this 
/* Pageformat will process this last page and return control 


/* to Pageformat 10F1 for 


the next customer's billing. 


[* kK KK RK KK KK KK KR KR KK RK KR KK KK KR RK KK KK 


PAGEFORMAT NOFMULTI; /* 
SETUNITS LINESP 6 LPI; /* 


/* Customer Address Block - 


Name 
6 lines per inch 


4 input lines, 1/2 output line 


/* We want to output part of the lst line, and suppress the 

/* remaining 3 input lines (historically the application needed 
/* to output the information, but it no longer should be printed 
/* (Note: this feature shows how we are protected from changing 


/* (the application) 


PRINTLINE 
CHANNEL 1 /* 
/* 
/* 


POSITION MARGIN 1.6; = /* 


When an input line has a first col. 
(CC) '1' value, this PRINTLINE gets 
control - meaning: top of a new page 
Horiz Pos:Margin; Vert Pos: Down 1.6" 


/ 
/ 


*/ 


*/ 
*/ 


*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 


*/ 


*/ 
*/ 


*/ 


*/ 
*/ 


*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 


*/ 


*/ 
*/ 
*/ 
*/ 
*/ 
*/ 


*/ 
*/ 
*/ 
*/ 
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29100 
29200 
29300 
29400 
29500 
29600 
29700 
29800 
29900 
30000 
30100 
30200 
30300 
30400 
30500 
30600 
30700 
30800 
30900 
31000 
31100 
31200 
31300 
31400 
31500 
31600 
31700 
31800 
31900 
32000 
32100 
32200 
32300 
32400 
32500 
32600 
32700 
32800 
32900 
33000 
33100 
33200 
33300 
33400 
33500 
33600 
33700 
33800 
33900 
34000 
34100 
34200 
34300 
34400 
34500 
34600 
34700 
34800 
34900 
35000 
35100 
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FIELD START 1 LENGTH 44/* Just put out "Sold to" Customer Name */ 

FONT BOLD; /* Customer name in bold print */ 

/* Before we forget, make a note that after finishing this page */ 

/* we switch control back to Pageformat 10F1. This condition x*/ 

/* has no connection with the above PRINTLINE, it could be x/ 

/* attached to any PRINTLINE in the Pageformat. */ 
CONDITION GOTO10F1 
START 1 LENGTH 1 


WHEN GE X'00' /* Unconditional switch when finished +*/ 
/* Note: seeds icon is made default for */ 
/* the next customer billing here. */ 


AFTER SUBPAGE COPYGROUP 10F1SEED PAGEFORMAT 10F1; 


/* Extra address lines - 3 input lines, 0 output lines (suppress) */ 
PRINTLINE 


POSITION MARGIN SAME /* Positioning doesn't matter */ 

REPEAT 3; /* For three lines x/ 

FIELD TEXT '' '; /* Just put out blanks instead */ 
/* Customer account data - 1 input line, 1 output line */ 
PRINTLINE 

POSITION MARGIN 1.9 /* Horiz Pos:Margin; Vert Pos:Down 1.9" */ 

FONT NORM; /* Normal font to be used here */ 


/* Shipping information - 1 input line, 0 output lines (suppress) */ 
PRINTLINE 
POSITION MARGIN SAME; /* Positioning doesn't matter */ 
FIELD TEXT ' '; /* Just put out blanks instead */ 


/* Billing Detail Section - 20 lines of input, 20 lines of outputx/ 


/* for the packing list copy. x*/ 
PRINTLINE 
POSITION MARGIN 2.67  /* Horiz Pos:Margin; Vert Pos: Down 2.67*/ 
FONT NORM /* Normal font to be used here x/ 
REPEAT 20; /* Same processing for 20 lines */ 
FIELD START 1 LENGTH 57; /* This field always printed */ 


FIELD START 58 LENGTH 22 /* Note: Positioning is assumed by */ 
/* default to follow previous FIELD */ 

/* - which in this case is desirable. */ 

SUPPRESSION PRICES ; /* Copygroup will decide if to print. */ 


/* Thank You Section 6 lines of input, 6 lines of output/ 


PRINTLINE 
POSITION MARGIN NEXT /* Horiz Pos:Margin; Vert Pos: continue */ 
FONT ITAL /* Italic font to be used here x/ 
REPEAT 6; /* Same processing for 6 lines */ 
/* "Total Due" line - 1 line of input, 1 line of output */ 
PRINTLINE 
POSITION MARGIN 8.4 /* Horiz Pos:Margin; Vert Pos:Down 8.4" */ 
FONT NORM; /* Normal font to be used here */ 


FIELD START 1 LENGTH 79 
SUPPRESSION PRICES ; /* Copygroup will decide if to print. */ 


/* Date/Total Line - 1 line of input, 1 line of output */ 
PRINTLINE 
POSITION MARGIN 9.17. /* Horiz Pos:Margin; Vert Pos:Down 8.5" */ 
FONT NORM; /* Normal font to be used here */ 
FIELD START 1 LENGTH 60; /* Always print the date */ 
FIELD START 61 LENGTH 19 /* Total may be suppressed x*/ 


35200 
35300 
35400 
35500 
35600 
35700 
35800 


SUPPRESSION PRICES ; /* Copygroup will decide if to print. */ 


/* Footer Billing info - 5 lines of input, 5 lines of output */ 
PRINTLINE 
POSITION MARGIN 9.50 /* Horiz Pos:Margin; Vert Pos:Down 9.33"*/ 
FONT NORM /* Normal font to be used here */ 
REPEAT 5; /* five lines input five lines output  */ 


Form Definition Source Code 


The PPFA source code needed to 


shown in 


shown in the following example. 


35900 
36000 
36100 
36200 
36300 
36400 
36500 
36600 
36700 
36800 
36900 
37000 
37100 
37200 
37300 
37400 
37500 
37600 
37700 
37800 
37900 
38000 
38100 
38200 
38300 
38400 
38500 
38600 
38700 
38800 
38900 
39000 
39100 
39200 
39300 
39400 
39500 
39600 
39700 
39800 
39900 
40000 
40100 
40200 


[* kk * GENERAL SECTION kok kK kK kK KK Rk KK K/ 
/*formdef Name: SEEDS */ 
/* Here we specify characteristics of the formdef */ 
/* */ 
/* Conditional Logic within the pagedef will switch us between the */ 
/« different Copygroups. It is necessary to switch Copygroups */ 
/* to allow the application data to control if we use a first page */ 
/* overlays or a last/summary page overlay. Also, application data */ 
/* determines which "icon" (seed, tree, or fruit) is to be included */ 
/* on the summary sheet. «/ 
/* Note: formdefs play no part in the switching logic - they are */ 
/* subject to the logical decisions made within the pagedefs. */ 
/* */ 
/* Multiple output copies and Suppressible field design notes: */ 
/* Another requirement of the output is to produce three pages of */ 
/* output for each input page, one page for a packing list, one */ 
/* page for the customer, and one page for a "File" copy. Moreover, */ 
/* the prices should be suppressed from the packing list printout, */ 
/* and each copy should be uniquely designated "Packing", "Customer" */ 
/* or "File". Producing multiple copies is the responsibility of */ 
/* the formdef alone. For the suppression to work correctly, both  */ 
/* the pagedef and formdef play a part; the pagedef identifies which */ 
/* fields are suppressible, and the formdef turns on Suppression as */ 
/* iS necessary. */ 
/* */ 
/* There need to be seven Copygroups in this formdef (so many are */ 
/* needed since there are multiple combinations of icons to be */ 
/* merged onto summary-type sheets). There are 3 Copygroups for the */ 
/* 3 10F1 scenarios (10FISEED, 10F1TREE, and 10F1FRUI), 1 Copygroup */ 
/* for the 10FMULTI, and 3 Copygroups for the 3 10FMULTI scenarios */ 
/* (1OFMSEED, 10FMTREE, and 10FMFRUI). */ 
LR RK RO BOR OR ROR ERI ROR RE RR RO TE RR I ke 
FORMDEF SEEDS /* PPFA will produce F1SEEDS as output */ 
REPLACE YES /* PPFA should replace existing copy */ 
DUPLEX NORMAL; /* Print on both sides of the paper */ 
SUPPRESSION PRICES; /* Prices will be suppressed on packing */ 


/* lists below. */ 


/e*** COPYGROUP 1OFISEED** * * * & * & & ¥/ 


/* 10F1SEED - This Copygroup provides the overlay for the */ 
/* first page of a single-page billing. Also, it merges in */ 
/* the seed icon at a fixed location so that the picture */ 
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40300 
40400 
40500 
40600 
40700 
40800 
40900 
41000 
41100 
41200 
41300 
41400 
41500 
41600 
41700 
41800 
41900 
42000 
42100 
42200 
42300 
42400 
42500 
42600 
42700 
42800 
42900 
43000 
43100 
43200 
43300 
43400 
43500 
43600 
43700 
43800 
43900 
44000 
44100 
44200 
44300 
44400 
44500 
44600 
44700 
44800 
44900 
45000 
45100 
45200 
45300 
45400 
45500 
45600 
45700 
45800 
45900 
46000 
46100 
46200 
46300 
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/* 


COP 


/* 
/* 
/* 
/* 


appears next to the "Thank You" message. x/ 
[kk KR KK KK RK RK KK KK KK KK KK KK KK KR KKK KK K/ 
YGROUP 10F1SEED /* Name x/ 
CONSTANT BACK; 
/* No variable data on back page x*/ 
/* You need to "register" overlays to be used in the copygroup */ 
OVERLAY 10F1; /* 0110F1 - static design; lines, text */ 
OVERLAY PACK; /* O1PACK - overlay for "PACK" copy */ 
OVERLAY FILE; /* O1FILE - overlay for "FILE" copy x/ 
OVERLAY CUST; /* O1CUST - overlay for "Customer" copy*/ 
OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
OVERLAY SEED; /* OISEED - Seed icon/picture */ 
/* For each page of application data, 3 duplex pages must be */ 
/* printed: Front side Back side x/ 
/* Page 1 Packing list w/out prices Terms & Conditions */ 
/* Page 2 Customer Copy with all data Terms & Conditions */ 
/* Page 3 File Copy with all data Terms & Conditions */ 
[*®  wnn---- Packing List Copy -------- x*/ 
SUBGROUP FRONT COPIES 1/* Page 1 FRONT */ 
SUPPRESSION PRICES /* no prices */ 
OVERLAY 10F1 PACK /* packlist = */ 
SEED; /* seed icon */ 
SUBGROUP BACK COPIES 1/* BACK x*/ 
OVERLAY TERMS; /* Terms and Conditions */ 
/*  ------- Customer Copy -------- */ 
SUBGROUP FRONT COPIES 1/* Page 2 FRONT */ 
OVERLAY 10F1 CUST /* w/prices customer */ 
SEED; /* seed icon */ 
SUBGROUP BACK COPIES 1/* BACK x/ 
OVERLAY TERMS; /* Terms and Conditions */ 
[*  ------- "File" Copy = -------- x/ 
SUBGROUP FRONT COPIES 1/* Page 3 FRONT x*/ 
OVERLAY 10Fl FILE /* w/prices file copy */ 
SEED; /* seed icon */ 
SUBGROUP BACK COPIES 1/* BACK x/ 
OVERLAY TERMS; /* Terms and Conditions */ 
*** COPYGROUP L1OFITREE* * * * * * & & x */ 
10F1TREE - This Copygroup provides the overlay for the */ 
first page of a single-page billing. Also, it merges in */ 
the tree icon at a fixed location so that the picture */ 
appears next to the "Thank You" message. */ 


/* 
/* 
COP 


Be FR aR I Pe Re RR Re ge SR: GR a Ge A Qe Re ae 


YGROUP 10F1TREE 
CONSTANT BACK; 


/* 


/* You need to "register" 


Name 


*/ 


overlays to be used in the copygroup */ 


OVERLAY 10F1; /* 0110F1 - static design; lines, text */ 
OVERLAY PACK; /* O1PACK - overlay for "PACK" copy */ 
OVERLAY FILE; /* O1FILE - overlay for "FILE" copy x/ 
OVERLAY CUST; /* O1CUST - overlay for "Customer" copy*/ 
OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
OVERLAY TREE; /* OITREE - Tree icon/picture */ 
/* For each page of application data, 3 duplex pages must be */ 
/* printed: Front side Back side x/ 
/* Page 1 Packing list w/out prices Terms & Conditions */ 
/* Page 2 Customer Copy with all data Terms & Conditions */ 
/* Page 3 File Copy with all data Terms & Conditions */ 

/* ------- Packing List Copy -------- */ 


46400 
46500 
46600 
46700 
46800 
46900 
47000 
47100 
47200 
47300 
47400 
47500 
47600 
47700 
47800 
47900 
48000 
48100 
48200 
48300 
48400 
48500 
48600 
48700 
48800 
48900 
49000 
49100 
49200 
49300 
49400 
49500 
49600 
49700 
49800 
49900 
50000 
50100 
50200 
50300 
50400 
50500 
50600 
50700 
50800 
50900 
51000 
51100 
51200 
51300 
51400 
51500 
51600 
51700 
51800 
51900 
52000 
52100 
52200 
52300 
52400 


/* 
/* 
/* 
/* 
/* 
/* 


COPYGROUP 10F1FRUI 


SUBGROUP FRONT COPIES 
SUPPRESSION PRICES 
OVERLAY 10F1 PACK 


SUBGROUP BACK 


OVERLAY TERMS; 


SUBGROUP FRONT COPIES 
OVERLAY 10F1 CUST 


SUBGROUP BACK 


OVERLAY TERMS; 


SUBGROUP FRONT COPIES 
OVERLAY 10F1 FILE 


SUBGROUP BACK 


OVERLAY TERMS; 


* * * 


COPYGROUP 


1/* Page 1 FRONT 


/* n 
/* 

TREE; /* 

COPIES 1/* BACK 
/* T 


J® sessess 
1/* 
/* 
/* 
1/* BACK 

/* T 
|x "Fi 
1/* Page 3 FRONT 
/* 

/* 

1/* BACK 

/* T 


Cust 
Page 2 FRONT 


TREE; 
COPIES 


TREE; 
COPIES 


oO prices 
packlist 
tree icon 


erms and Conditions 
omer Copy = -------- 
customer 

tree icon 


w/prices 


erms and Conditions 
le" Copy = -------- 
w/prices file copy 


tree icon 


erms and Conditions 


10F1FRUI - This Copygroup provides the overlay for the 


first page 


of a single-page billing. 


Also, it merges in 


the fruit icon at a fixed location so that the picture 
appears next to the "Thank You" message. 
kK KR RK KK KR KR KR KR RK RK KK KK KK KK KK KK K/ 


CONSTANT BACK; 


/* You need to "register" 


/* Name 


*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 


1OFI1FRUI«** * * * * * * * */ 


*/ 
*/ 
*/ 
*/ 


*/ 


overlays to be used in the copygroup «/ 


OVERLAY 10F1; /* 0110F1 - static design; lines, text */ 
OVERLAY PACK; /* OIPACK - overlay for "PACK" copy */ 
OVERLAY FILE; /* OIFILE - overlay for "FILE" copy */ 
OVERLAY CUST; /* OICUST - overlay for "Customer" copy*/ 
OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
OVERLAY FRUI; /* OIFRUI - Fruit icon/picture */ 
/* For each page of application data, 3 duplex pages must be */ 
/* printed: Front side Back side */ 
/* Page 1 Packing list w/out prices Terms & Conditions */ 
/* Page 2 Customer Copy with all data Terms & Conditions */ 
/* Page 3 File Copy with all data Terms & Conditions */ 
[/* ------- Packing List Copy -------- */ 

SUBGROUP FRONT COPIES 1/* Page 1 FRONT */ 
SUPPRESSION PRICES /* no prices */ 
OVERLAY 10F1l PACK /* packlist */ 
FRUI; /* fruit icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 

/*  ------- Customer Copy’ -------- */ 

SUBGROUP FRONT COPIES 1/* Page 2 FRONT */ 
OVERLAY 10F1 CUST /* w/prices customer */ 
FRUI; /* fruit icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 

[*  ------- "File" Copy = -------- */ 

SUBGROUP FRONT COPIES 1/* Page 3 FRONT */ 
OVERLAY 10F1 FILE /* w/prices file copy */ 
FRUI; /* fruit icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 
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52500 
52600 
52700 
52800 
52900 
53000 
53100 
53200 
53300 
53400 
53500 
53600 
53700 
53800 
53900 
54000 
54100 
54200 
54300 
54400 
54500 
54600 
54700 
54800 
54900 
55000 
55100 
55200 
55300 
55400 
55500 
55600 
55700 
55800 
55900 
56000 
56100 
56200 
56300 
56400 
56500 
56600 
56700 
56800 
56900 
57000 
57100 
57200 
57300 
57400 
57500 
57600 
57700 
57800 
57900 
58000 
58100 
58200 
58300 
58400 
58500 
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/* 
/* 
/* 
/* 
CoP 


/* 
/* 
/* 
/* 
/* 
/* 
COP 


x*** COPYGROUP 


1OFMULTI«** * * * * * * * */ 


10FMULTI - This Copygroup provides the overlay for the x/ 
first & internal pages in a multiple-page billing. */ 
kK KR KK KK KR KR KR KR KR RK KK KK KK KK KK KK */ 
YGROUP 10FMULTI /* Name x*/ 
CONSTANT BACK; 
OVERLAY 10FM; /* O110FM - static design; lines, text */ 
OVERLAY PACK; /* O1PACK - overlay for Packing List */ 
OVERLAY FILE; /* OIFILE - overlay for "FILE" copy */ 
OVERLAY CUST; /* O1CUST - overlay for "Customer" copy*/ 
OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
/* For each page of application data, 3 duplex pages must be */ 
/* printed: Front side Back side x/ 
/* Page 1 Packing list w/out prices Terms & Conditions */ 
/* Page 2 Customer Copy with all data Terms & Conditions */ 
/* Page 3 File Copy with all data Terms & Conditions */ 
[*  wnn---- Packing List Copy -------- x*/ 
SUBGROUP FRONT COPIES 1/* Page 1 FRONT x/ 
SUPPRESSION PRICES /* no prices */ 
OVERLAY 10FM PACK; /* packlist = */ 
SUBGROUP BACK COPIES 1/* BACK x*/ 
OVERLAY TERMS; /* Terms and Conditions */ 
[*  ------- Customer Copy -------- */ 
SUBGROUP FRONT COPIES 1/* Page 2 FRONT */ 
OVERLAY 10FM CUST; /* w/prices customer */ 
SUBGROUP BACK COPIES 1/* BACK x/ 
OVERLAY TERMS; /* Terms and Conditions */ 
[*  ------- "File" Copy = -------- x/ 
SUBGROUP FRONT COPIES 1/* Page 3 FRONT x*/ 
OVERLAY 10FM FILE; /* w/prices file copy */ 
SUBGROUP BACK COPIES 1/* BACK x*/ 
OVERLAY TERMS; /* Terms and Conditions */ 
*** COPYGROUP NOFMSEED* * * * * * & & x */ 
NOFMSEED - This Copygroup provides the overlay for the x/ 
last page of a multi-page billing. Also, it merges in */ 
the seed icon at a fixed location so that the picture */ 
appears next to the "Thank You" message. x*/ 
kK KR KK KR KR KR KR KR KR RK KK KK KK KK KK KK */ 
YGROUP NOFMSEED /* Name x/ 
CONSTANT BACK; 
/* You need to "register" overlays to be used in the Copygroup */ 
OVERLAY NOFM; /* OINOFM - static design; lines, text */ 
OVERLAY PACK; /* O1PACK - overlay for "PACK" copy */ 
OVERLAY FILE; /* OIFILE - overlay for "FILE" copy */ 
OVERLAY CUST; /* O1CUST - overlay for "Customer" copy*/ 
OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
OVERLAY SEED; /* OISEED - Seed icon/picture */ 


/* For each page of application data, 3 duplex pages must be */ 


/* printed: Front side Back side x*/ 
/* Page 1 Packing list w/out prices Terms & Conditions */ 
/* Page 2 Customer Copy with all data Terms & Conditions */ 
/* Page 3 File Copy with all data Terms & Conditions */ 
[*. seeeee- Packing List Copy -------- x/ 

SUBGROUP FRONT COPIES 1/* Page 1 FRONT x/ 
SUPPRESSION PRICES /* no prices */ 
OVERLAY NOFM PACK /* packlist +*/ 


58600 
58700 
58800 
58900 
59000 
59100 
59200 
59300 
59400 
59500 
59600 
59700 
59800 
59900 
60000 
60100 
60200 
60300 
60400 
60500 
60600 
60700 
60800 
60900 
61000 
61100 
61200 
61300 
61400 
61500 
61600 
61700 
61800 
61900 
62000 
62100 
62200 
62300 
62400 
62500 
62600 
62700 
62800 
62900 
63000 
63100 
63200 
63300 
63400 
63500 
63600 
63700 
63800 
63900 
64000 
64100 
64200 
64300 
64400 
64500 
64600 


/* 
/* 
/* 
/* 
/* 
/* 


COPYGROUP NOFMTREE 


/* 
/* 


SEED; /* seed icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 

[*  ------- Customer Copy. -------- */ 

SUBGROUP FRONT COPIES 1/* Page 2 FRONT */ 
OVERLAY NOFM CUST /* w/prices customer */ 
SEED; /* seed icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 

[*  ------- "File" Copy oo -------- */ 

SUBGROUP FRONT COPIES 1/* Page 3 FRONT */ 
OVERLAY NOFM FILE /* w/prices file copy */ 
SEED; /* seed icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 
***x COPYGROUP NOFMTREE*®** * * * * * x x/ 
NOFMTREE - This Copygroup provides the overlay for the */ 
last page of a multi-page billing. Also, it merges in */ 
the tree icon at a fixed location so that the picture */ 
appears next to the "Thank You" message. */ 


OK ORK ROR OR ROR OR ER KR OR HR ROR OR OR RO OER RH He R/ 


CONSTANT 


/* You ne 


/* Name 
BACK; 


ed to "register" 


*/ 


overlays to be used in the Copygroup «/ 


OVERLAY NOFM; /* OINOFM - static design; lines, text */ 
OVERLAY PACK; /* O1PACK - overlay for "PACK" copy */ 
OVERLAY FILE; /* OIFILE - overlay for "FILE" copy */ 
OVERLAY CUST; /* O1CUST - overlay for "Customer" copy*/ 
OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
OVERLAY SEED; /* OISEED - Seed icon/picture */ 
/* For each page of application data, 3 duplex pages must be */ 
/* printed: Front side Back side */ 
/* Page 1 Packing list w/out prices Terms & Conditions */ 
/* Page 2 Customer Copy with all data Terms & Conditions */ 
/* Page 3 File Copy with all data Terms & Conditions */ 
[*®  wnnn--- Packing List Copy -------- */ 

SUBGROUP FRONT COPIES 1/* Page 1 FRONT */ 
SUPPRESSION PRICES /* no prices */ 
OVERLAY NOFM PACK /* packlist */ 
TREE; /* tree icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 

[*  ------- Customer Copy -------- */ 

SUBGROUP FRONT COPIES 1/* Page 2 FRONT */ 
OVERLAY NOFM CUST /* w/prices customer */ 
TREE; /* tree icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 

[*  ------- "File" Copy = -------- */ 

SUBGROUP FRONT COPIES 1/* Page 3 FRONT */ 
OVERLAY NOFM FILE /* w/prices file copy */ 
TREE; /* tree icon */ 

SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 
***x COPYGROUP NOFMFRUI*** * * * * * x x/ 
/* NOFMFRUI - This Copygroup provides the overlay for the */ 
last page of a multi-page billing. Also, it merges in */ 
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64700 
64800 
64900 
65000 
65100 
65200 
65300 
65400 
65500 
65600 
65700 
65800 
65900 
66000 
66100 
66200 
66300 
66400 
66500 
66600 
66700 
66800 
66900 
67000 
67100 
67200 
67300 
67400 
67500 
67600 
67700 
67800 
67900 
68000 
68100 
68200 
68300 
68400 
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/* the fruit icon at a fix 

/* appears next to the "Th 

[kk Kk kK RK KR KK KK KKK 

COPYGROUP NOFMFRUI /* 
CONSTANT BACK; 


/* You need to "register" 


ed location so that the picture */ 


ank You" message. */ 
kok kK kK kK kK KK KK KK KK */ 


Name «/ 


overlays to be used in the Copygroup «/ 


OVERLAY NOFM; /* OINOFM - static design; lines, text */ 
OVERLAY PACK; /* O1PACK - overlay for "PACK" copy */ 
OVERLAY FILE; /* OIFILE - overlay for "FILE" copy */ 
OVERLAY CUST; /* O1CUST - overlay for "Customer" copy*/ 
OVERLAY TERMS; /* O1TERMS - Terms and Conditions ovly */ 
OVERLAY FRUI; /* O1FRUI - Fruit icon/picture */ 
/* For each page of application data, 3 duplex pages must be */ 
/* printed: Front side Back side */ 
/* Page 1 Packing list w/out prices Terms & Conditions */ 
/* Page 2 Customer Copy with all data Terms & Conditions */ 
/* Page 3 File Copy with all data Terms & Conditions */ 
fe wsesse2 Packing List Copy -------- x*/ 
SUBGROUP FRONT COPIES 1/* Page 1 FRONT x/ 
SUPPRESSION PRICES /* no prices */ 
OVERLAY NOFM PACK = /* packlist */ 
FRUI; /* fruit icon */ 
SUBGROUP BACK COPIES 1/* BACK x*/ 
OVERLAY TERMS; /* Terms and Conditions */ 
[*  ------- Customer Copy -------- */ 
SUBGROUP FRONT COPIES 1/* Page 2 FRONT x/ 
OVERLAY NOFM CUST /* w/prices customer */ 
FRUI; /* fruit icon */ 
SUBGROUP BACK COPIES 1/* BACK x*/ 
OVERLAY TERMS; /* Terms and Conditions */ 
[*  ------- "File" Copy oo -------- */ 
SUBGROUP FRONT COPIES 1/* Page 3 FRONT x*/ 
OVERLAY NOFM FILE /* w/prices file copy */ 
FRUI; /* fruit icon */ 
SUBGROUP BACK COPIES 1/* BACK */ 
OVERLAY TERMS; /* Terms and Conditions */ 
**** END OF SOURCE *** * 


Appendix M. Toolbox Source for Super Sun Seeds Case Study 


This appendix contains source code for a COBOL program and an RPG program, 
both using the AFP Toolbox. 


Sample COBOL Program using AFP Toolbox 


The sample COBOL program shown in this appendix creates the familiar “Super 


Sun Seeds” appl 
Toolbox function 


Overlay 


ication (shown in 
calls. 


as it could be implem 


IN 


Various 
Alignments 
with 


Typographic 
Fonts 


Page 
_———=-| 
WD Segment 
4 Super 
aw Sun 
400 CPU Parkway Seeds Office: 555-499-2367 
Vegetation, NJ 55090 A Growth Company Fax: 555-415-9794 
[7 Wldistattocstallalelsboaldbshalloohtil 1 T “7 
Los Arboles Del Mundo 
32483 Arbol Lane SAME 
Mesa Verde 
IL 65478-9390 
~ Sold To -- | L. ~ Ship To -- 
Customer Invoice Invoice Payment 
Number: 141 Number: 31341 Date: _—_— 7/28/95 Date. 8/28/95 
Ship Via: Ship Date: 7/28/95 Terms: N10 Salesman: Michele Goodacre 
56413213) Pot Pot 7,650.00 
11005015] Chantenay Seeds 98.55 
900 00001200] Arboles Del Sur 40,500.00 - 
98 84512023] Oregon Spring Tomato Seed 95.06 Variable 
4 11057893] African Daisy, Seeds 9.40 . 
951 41005011} Lasso Red Seeds 48,510.73 Size Boxes 
46 11005014| Scarlet Nantes Seeds 271.40 
100 31321655| Semillas Del Sus Somberos 2,495.00 


Page 
Number 
Count 


Thank You Los Arboles Del Mundo 
Because almost half of your order 
was Lasso Red Seeds, you will 


receive a 10% discount on your 
next order. 


Page 1 of 1 


Return this tear-off strip with your payment. 


Payment is due by: 8/28/95 


Los Arboles Del Mundo 
32483 Arbol Lane 
Mesa Verde 

IL 65478-9390 


Total Due 


Make Checks Payable to: Super Sun Seeds 
Amount Due is: 


$99,630.14 
101 


0001410099630146 


Figure 199. Super Sun Seeds Case Study Created with AFP Toolbox 


$99,630.14 


ented with AFP 


Personalized 
|| Paragraph 


Bar Code 


_ 


Only portions of the sample program are shown here to illustrate some of the 
Toolbox functions. A description of the COBOL program listing follows the source 


code. 


Refer to IBM Advanced Function Presentation Toolbox for Multiple Operating 
Systems (S544-5292) for instruction on how to execute the sample programs. 


The entire source for this program can be found in library 
QAOCL/QAYTBSAMPS(CBLTEST) once the Toolbox product is installed. The copy 
files to declare the AFP variables and PERFORM statements are provided in 
QAOCL/QAYTBDECLS(AOCLCBLH) and QAOCL/QAYTBDECLS(QAOCLCBLP), 


respectively. 


© Copyright IBM Corp. 1996, 1999 
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The sample data is supplied in QAOCL/QAYTBSAMPS(SUNSEEDATA). 


000100000000 
000200000000 
000300000000 
000400000000 
000500000000 
000600000000 
000700000000 
000800000000 
000900000000 
001000000000 
001100000000 
001200000000 
001300000000 
001400000000 
001500000000 
001600000000 
001700000000 
001800000000 
001900000000 
002000000000 
002100000000 
002200000000 
002300000000 
002400000000 
002500000000 
002600000000 
002700000000 
002800000000 
002900000000 
003000000000 
003100000000 
003200000000 
003300000000 
003400000000 
003500000000 
003600000000 
003700000000 
003800000000 
003900000000 
004000000000 
004100000000 
004200000000 
004300000000 
004400000000 
004500000000 
004600000000 
004700000000 
004800000000 
004900000000 
005000000000 
005100000000 
005200000000 
005300000000 
005400000000 
005500000000 
005600000000 
005700000000 
005800000000 
005900000000 
006000000000 
006100000000 
006200000000 
006300000000 
006400000000 
006500000000 
006600000000 
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IDENTIFICATION DIVISION. 


KKKKKKKKKEKRRERK REE ERR RRR RRR RRR RRR RRR KERR KERR KEKE RK KKK RRR KKERKKERKERE 


COBOL PROGRAM -- AFP TOOLBOX SUPER SUN SEEDS 


This program invokes the AFP Toolbox to produce a sample 
customer billing statement. See the "AFP Toolbox AS/400 
User's Guide" for a picture of the printed output produced 
by this program, and for more information about the Toolbox 
function calls. This sample program is also provided in 
member CBLTEST of the QAOCL/QAYTBSAMPS file. 


+ + FF F FF F 
+ + F FF F F F 


KKKKKKKKKKKKEK KK KEK KEKE KKK KE KR KE KKK KERR KEK KEK KKK KKK KEKE KKK KKK KKKRKKKEKKERE 


PROGRAM-ID. SUNSEEDS. 
ENVIRONMENT DIVISION. 


CONFIGURATION SECTION. 
SOURCE-COMPUTER. IBM. 
OBJECT-COMPUTER. IBM. 


INPUT-OUTPUT SECTION. 
FILE-CONTROL. 
SELECT INPUT-DATA 
ASSIGN TO DISK-SUNSEEDATA 
ORGANIZATION TS SEQUENTIAL 
FILE STATUS IS FILE-STATUS. 


KKKKKE KKK KKK KKK KKK KEK KKK KKK KKK KKK KKK KERR KKK EK KKK KKK KKK KKK RRR KRRKRERE 
* * 
* DATA DIVISION * 
* * 
KKEKKKKK KKK KKK KKK KKK KK KK KKK KKK KKK KK KEKE KK EK KKK KK KK KKK KKR KR KKRKERE 
DATA DIVISION. 

FILE SECTION. 

FD INPUT-DATA 

RECORD CONTAINS 80 CHARACTERS. 
01 INPUT-RECORD. 


03 TRANS-QUANTITY PIC 9(4). 
03 TRANS-UOM PIC X(2). 
03 TRANS-ITEMNUM PIC X(8). 
03 TRANS-DESCRIPTION PIC X(25). 
03 TRANS-AMOUNT-IN PIC $9(7)V9(2). 
03 TRANS-CUST-NUM PIC 9(4). 


03 TRANS-INVOICE-NUM PIC 9(8). 
03 TRANS-INVOICE-DATE PIC 9(6). 
03 TRANS-PAYMENT-DATE PIC 9(6). 
03 TRANS-EXTRA PIC X(8). 


WORKING-STORAGE SECTION. 


O01 FILE-STATUS PIC 99. 

O01 CUST-IN. 

03 CUST-NAME PIC X(25) VALUE SPACES. 
Q@3 CUST-ST-ADDR PIC X(30) VALUE SPACES. 
Q3 CUST-CITY-STATE PIC X(35) VALUE SPACES. 
03 ACCOUNT-NUM-IN PIC 9(4) VALUE ZERO. 

03 INVOICE-NUM-IN PIC 9(8) VALUE ZERO. 

03 INVOICE-DATE-IN PIC 9(6) VALUE ZERO. 

03 PAYMENT-DATE-IN PIC 9(6) VALUE ZERO. 

03 SHIP-DATE-IN PIC 9(6) VALUE ZERO. 

03 TERMS-IN PIC X(4) VALUE SPACES. 
03 SALESMAN-IN PIC X(25) VALUE SPACES. 


Q@1 TRANSACTION-PROCESSING-VARS. 
03 PAGE-HEADER-DEPTH PIC 9(5)V9(4) BINARY 
VALUE 0.0. 


03 PAGE-BODY PIC 9(5)V9(4) BINARY 


006700000000 
006800000000 
006900000000 
007000000000 
007100000000 
007200000000 
007300000000 
007400000000 
007500000000 
007600000000 
007700000000 
007800000000 
007900000000 
008000000000 
008100000000 
008200000000 
008300000000 
008400000000 
008500000000 
008600000000 
008700000000 
008800000000 
008900000000 
009000000000 
009100000000 
009200000000 
009300000000 
009400000000 
009500000000 
009600000000 
009700000000 
009800000000 
009900000000 
010000000000 
010100000000 
010200000000 
010300000000 
010400000000 
010500000000 
010600000000 
010700000000 
010800000000 
010900000000 
011000000000 
011100000000 
011100000001 
011100000002 
011200000000 
011200000001 
011200000002 
011200000003 
011300000000 
011400000000 
011500000000 
011600000000 
011700000000 
011800000000 
011900000000 
012000000000 
012100000000 
012200000000 
012300000000 
012400000000 
012500000000 
012600000000 
012700000000 
012800000000 


03 


03 


BOTTOM-MARGIN 
NUM-CUSTOMER-PAGES 


CUST-OUT. 
ACCOUNT-NUM-OUT 
INVOICE-NUM-OUT 
OLD-BALANCE-OUT 
MIN-AMOUNT-DUE-OUT 
SHIP-DATE-OUT 
INVOICE-DATE-OUT 
TRANSACTION-DATE-OUT 
TRANS-AMOUNT -OUT 
EXTENS TON-AMOUNT-OUT 
NUM-CUSTOMER-PAGES-OUT 


PROCESSING-SWITCHES. 
DATA-REMAINS-SWITCH 
NEW-CUSTOMER 
EXTENS ION-AMOUNT-COMP 
TOT-AMOUNT-DUE-COMP 


EXCLAMATION 


FONT-IDS. 

05 TIM1OMED 

05 TIM1OBOLD 
RULE-HANDLES. 
RULEHNDL1 

RULEHNDL2 

RULEHNDL3 
RULEHNDL4 
RULEHNDL5 
RULEHNDL6 
RULEHNDL7 
RULEHNDL8 
AFP-STRING-VARIABLES. 
AFP-STRING-1 

VALUE "Thank you ". 
AFP-STRING-2 


VALUE 0.0. 

PIC 9(5)V9(4) BINARY 
VALUE 20.0. 

PIC 99 BINARY VALUE 1. 


PIC 
PIC 
PIC 
PIC 
PIC 
PIC 
PIC 
PIC 
PIC 
PIC 


9999. 
99999999. 
$$,$$5,$$9.99. 
$$$$,$$9.99. 
99/99/99. 
99/99/99. 
99/99/99. 
$$,$$9,999.99. 
$$,$99,999.99. 
Z9. 


PIC 
PIC 
PIC 
PIC 


X(3) VALUE "YES". 
X(3) VALUE "NO ". 
9(7)V99. 
9(7)V99. 


PIC X VALUE X"4f". 


PIC 9(4) BINARY VALUE 0. 
PIC 9(4) BINARY VALUE 0. 


USAGE IS 
USAGE IS 
USAGE IS 
USAGE IS 
USAGE IS 
USAGE IS 
USAGE IS 
USAGE IS 


POINTER. 
POINTER. 
POINTER. 
POINTER. 
POINTER. 
POINTER. 
POINTER. 
POINTER. 


PIC X(10) 


PIC X(160) 


VALUE "Because almost half your order was Lasso Sun S 


"eeds, you will receive a 10% discount on your next ord 
W u 
er.". 


KKKKKKKEKKKEKKEK KERR RRR RRR ERR RR RRR RRR RRR ERR KERR ERK KKK KKK KK KKRKRERE 


* 


* Include the provided copy file that contains 
* the AFP Toolbox variables 


* 


* 
* 
* 
* 


KKKKKKKKKKKKEKR REE ERR ERR RKKR ERK RRR KKK KK KREKKERE 


COPY AOCLCBLH. 


KKKKKKKKKKKKK KKK KK KEK KEKE KERR RR KERR KERR KEK KKK KKK KKK KKK KKK KKK KRKKKEKKERE 


* 


+ F FF FF F F HF HF 


MAINLINE 


This program produces a sample customer statement. 


The statement contains an overlay with the Super 


Sun Seeds logo and other fixed data. 


The 


customer transactions are formatted into columns 
of text that are right, left, center, and 
character-aligned to demonstrate the different 


Toolbox functions. 


Variable size boxes are also 


drawn to create the columns. 
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012900000000 KR KKK IK RRR IK KKK RK RRR IK RIK IKK KKK IKK IKK RE KKK KKK RK IKKE RIK RRR IK 


013000000000 PROCEDURE DIVISION. 

013100000000 

013200000000 

013300000000 MAINLINE. 

013400000000 

013500000000 OPEN INPUT INPUT-DATA. 

013600000000 IF FILE-STATUS NOT = ZEROS 

013700000000 DISPLAY "UNABLE TO OPEN INPUT FILE" 

013800000000 DISPLAY "FILE STATUS" FILE-STATUS 

013900000000 STOP RUN. 

014000000000 

014100000000 PERFORM SETUP-AFPTBOX. 

014200000000 PERFORM READ-DATA. 

014300000000 PERFORM PROCESS-A-CUSTOMER UNTIL DATA-REMAINS-SWITCH 
014400000000 = "NO". 

014500000000 PERFORM END-PROCESSING. 

014600000000 

014700000000 CLOSE INPUT-DATA. 

014800000000 DISPLAY "SUNSEEDS COMPLETED". 

014900000000 STOP RUN. 

015000000000 

015100000000 

015200000000 [ nnn nn nn nnn nnn nnn nn nn nnn nnn nen nnn nn nnn nnn nnn nnn nn nnn ee 
015300000000 ko -------------------------------------------------------------- 
015400000000 * 

015500000000 * SETUP-AFPTBOX. 

015600000000 * Initialize the session. 

015700000000 * Begin a document. 

015800000000 * Define the fonts. 

015900000000 * 

016000000000 #--------------------------------------------------------------- 
016100000000 

016200000000 

016300000000 SETUP-AFPTBOX. 

016400000000 PERFORM AFPINIT. 

016500000000 

016600000000 #o-------------------------------------------------------------- 
016700000000 * 

016800000000 * Begin the document and specify the output file. 
016900000000 * 

017000000000 * 

017100000000 ko -------------------------------------------------------------- 
017200000000 MOVE "SUPER SUN SEEDS" TO AFP-DOC-NAME. 

017400000000 MOVE "AS/400 COBOL Program" TO AFP-DOC-COMMENT. 
017600000000 MOVE FILED TO AFP-OUTPUT-TYPE. 

017700960322 MOVE "/QSYS.LIB/QAOCL.LIB/QAYTBRESCS.FILE/SUNSEEDS .MBR" 
017800000000 TO AFP-OQUTPUT-FILENAME. 

018000000000 PERFORM AFPBDOC. 

018100000000 

018200000000 #o-------------------------------------------------------------- 
018300000000 * 

018400000000 * Define the fonts. 

018500000000 * 

018600000000 &--------------------------------------------------------------- 
018700000000 MOVE "T1V10500" TO AFP-CODE-PAGE. 

018900000000 MOVE "TIMES NEW ROMAN LATINI" TO AFP-DESCRIPTIVE-NAME. 
019100000000 MOVE 100 TO AFP-POINT-SIZE. 

019200000000 MOVE MEDIUM TO AFP-WEIGHT. 

019300000000 MOVE NORMAL TO AFP-FONT-WIDTH. 

019400000000 MOVE ROMAN TO AFP-STYLE. 

019500000000 PERFORM AFPDFNTAT. 

019600000000 MOVE AFP-FONT-ID TO TIM1OMED. 

019700000000 MOVE BOLD TO AFP-WEIGHT. 

019800000000 PERFORM AFPDFNTAT. 

019900000000 MOVE AFP-FONT-ID TO TIM1@BOLD. 

020000000000 
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020100000000 
020200000000 
020300000000 
020400000000 
020500000000 
020600000000 
020700000000 
020800000000 
020900000000 
021000000000 
021100000000 
021200000000 
021300000000 
021400000000 
021500000000 
021600000000 
021700000000 
021800000000 
021900000000 
022000000000 
022100000000 
022200000000 
022300000000 
022400000000 
022500000000 
022600000000 
022700000000 
022800000000 
022900000000 
023000000000 
023100000000 
023200000000 
023300000000 
023400000000 
023500000000 
023600000000 
023700000000 
023800000000 
023900000000 
024000000000 
024100000000 
024200000000 
024300000000 
024400000000 
024500000000 
024600000000 
024700000000 
024800000000 
024900000000 
025000000000 
025100000000 
025200000000 
025300000000 
025400000000 
025500000000 
025600000000 
025700000000 
025800000000 
025900000000 
026000000000 
026100000000 
026200000000 
026300000000 
026400000000 
026500000000 
026600000000 
026700000000 


READ-DATA. 
READ INPUT-DATA AT END 


MOVE "NO" TO DATA-REMAINS-SWITCH 


END-READ. 
IF FILE-STATUS NOT = ZEROS AND FILE-STATUS NOT = 10 


DISPLAY "READ ERROR" 
DISPLAY "FILE STATUS" 
STOP RUN. 


FILE-STATUS 


* If this is a new customer, read the customer address and 
* account balance. 


IF TRANS-QUANTITY EQUAL ZEROS AND DATA-REMAINS-SWITCH 


NOT EQUAL "NO" 
MOVE "YES" TO NEW-CUSTOMER 
MOVE TRANS-CUST-NUM TO ACCOUNT-NUM-IN 
MOVE TRANS-INVOICE-NUM TO INVOICE-NUM-IN 
MOVE TRANS-INVOICE-DATE TO INVOICE-DATE-IN 
MOVE TRANS-PAYMENT-DATE TO PAYMENT-DATE-IN 


READ INPUT-DATA AT END MOVE "NO" TO DATA-REMAINS-SWITCH 
END-READ 
MOVE TRANS-DESCRIPTION TO CUST-NAME 


READ INPUT-DATA AT END MOVE "NO" TO DATA-REMAINS-SWITCH 
END-READ 
MOVE TRANS-DESCRIPTION TO CUST-ST-ADDR 


READ INPUT-DATA AT END MOVE "NO" TO DATA-REMAINS-SWITCH 
END-READ 
MOVE TRANS-DESCRIPTION TO CUST-CITY-STATE 


READ INPUT-DATA AT END MOVE "NO" TO DATA-REMAINS-SWITCH 
END-READ 
IF FILE-STATUS NOT = ZEROS 

DISPLAY "READ ERROR" 


DISPLAY "FILE STATUS" FILE-STATUS 


STOP RUN 
ELSE CONTINUE 
END-IF 
ELSE CONTINUE 
END-IF. 
Jrseecsesmer eae aaseenescebeskesunerseessseeaeseseeeseeeaseeeeees * 
Kee ee -  n  e * 
* * 
* PROCESS THE CUSTOMER. * 
* * 
* Begin a page * 
* Write the page header * 
* Begin vertical rules * 
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026800000000 * Process the customer transactions 

026900000000 * End vertical rules and draw horizontal rule 
027000000000 * Include 'thank you' notice if room 

027100000000 * Write the page footer (tear-off strip) 

027200000000 * End the page 

027300000000 ee 
027400000000 

027500000000 PROCESS-A-CUSTOMER. 

027600000000 ee 
027700000000 * Initialize the number of transactions for this customer to 0 
027800000000 ee 
027900000000 MOVE 1 TO NUM-CUSTOMER-PAGES. 

028000000000 MOVE DEFAULT-WS TO AFP-EXTRA-VARSPACE. 

028100000000 MOVE DEFAULT-ICS TO AFP-EXTRA-ICSPACE. 

028200000000 

028300000000 MOVE "Page 1" TO AFP-PAGE-NAME. 

028500000000 PERFORM AFPBPAGE. 

028600000000 

028700000000 PERFORM CREATE-THE-HEADER. 

028800000000 

028900000000 PERFORM PROCESS-TRANSACTIONS. 

029000000000 

029100000000 PERFORM CREATE-THE-FOOTER. 

029200000000 

029300000000 PERFORM AFPEPAGE. 

029400000000 

029500000000 | ee 
029600000000 ee 
029700000000 * 

029800000000 * CREATE THE HEADER. 

029900000000 * 

030000000000 ee 
030100000000 

030200000000 CREATE-THE-HEADER. 

030300000000 ee 
030400000000 * INCLUDE THE OVERLAY 

030500000000 ee 
030600000000 MOVE 0 TO AFP-X-COORDINATE. 

030700000000 MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 

030800000000 MOVE 0 TO AFP-Y-COORDINATE. 

030900000000 MOVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 

031000000000 PERFORM AFPSPOS. 

031100000000 

031200000000 MOVE "INVHEAD1" TO AFP-OVLY-NAME. 

031300000000 PERFORM AFPIOVL. 

031400000000 

031500000000 PERFORM PROCESS-THE-ADDRESS. 

031600000000 

031700000000 ee 
031800000000 * Start vertical rules under the shaded box 

031900000000 ee 
032000000000 MOVE 10 TO AFP-RULE-FAT-THICKNESS. 

032100000000 MOVE BASELINE-DIR TO AFP-DIRECTION. 

032200000000 

032300000000 MOVE 793 TO AFP-X-COORDINATE. 

032400000000 MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 

032500000000 MOVE 5442 TO AFP-Y-COORDINATE. 

032600000000 MOVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 

032700000000 PERFORM AFPSPOS. 

032800000000 PERFORM AFPBRULE. 

032900000000 SET RULEHNDL1 TO AFP-RULE-HANDLE. 

033000000000 MOVE 850 TO AFP-X-COORDINATE. 

033100000000 PERFORM AFPHMOVE. 

033200000000 PERFORM AFPBRULE. 

033300000000 SET RULEHNDL2 TO AFP-RULE-HANDLE. 

033400000000 MOVE 567 TO AFP-X-COORDINATE. 

033500000000 PERFORM AFPHMOVE. 
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+ + F HF 


033600000000 
033700000000 
033800000000 
033900000000 
034000000000 
034100000000 
034200000000 
034300000000 
034400000000 
034500000000 
034600000000 
034700000000 
034800000000 
034900000000 
035000000000 
035100000000 
035200000000 
035300000000 
035400000000 
035500000000 
035600000000 
035700000000 
035800000000 
035900000000 
036000000000 
036100000000 
036200000000 
036300000000 
036400000000 
036500000000 
036600000000 
036700000000 
036800000000 
036900000000 
037000000000 
037100000000 
037200000000 
037300000000 
037400000000 
037500000000 
037600000000 
037700000000 
037800000000 
037900000000 
038000000000 
038100000000 
038200000000 
038300000000 
038400000000 
038500000000 
038600000000 
038700000000 
038800000000 
039000000000 
039100000000 
039200000000 
039300000000 
039400000000 
039500000000 
039600000000 
039700000000 
039800000000 
039900000000 
040100000000 
040200000000 
040300000000 
040400000000 


+ 


* 


+ 


PER 
S 
M 
PER 
PER 
S 
M 
PER 
PER 
S 
M 
PER 
PER 
S 
M 
PER 
PER 
S 


M 
PER 


M 
PER 
PER 


PER 
MOV 


M 
PER 


M 
M 
M 
M 
PER 


M 
M 
M 
M 
M 
PER 


M 
PER 


M 
M 
M 


M 
M 
PER 


FORM AFPBRULE. 

ET RULEHNDL3 TO AFP-RULE-HANDLE. 
OVE 1474 TO AFP-X-COORDINATE. 
FORM AFPHMOVE. 

FORM AFPBRULE. 

ET RULEHNDL4 TO AFP-RULE-HANDLE. 
OVE 4505 TO AFP-X-COORDINATE. 
FORM AFPHMOVE. 

FORM AFPBRULE. 

ET RULEHNDL5 TO AFP-RULE-HANDLE. 
OVE 1304 TO AFP-X-COORDINATE. 
FORM AFPHMOVE. 

FORM AFPBRULE. 

ET RULEHNDL6 TO AFP-RULE-HANDLE. 
OVE 1500 TO AFP-X-COORDINATE. 
FORM AFPHMOVE. 

FORM AFPBRULE. 

ET RULEHNDL7 TO AFP-RULE-HANDLE. 


OVE AFP-FONT-ID TO TIM1OMED. 
FORM AFPSFONT. 


OVE © TO AFP-X-COORDINATE. 
FORM AFPHMOVETO. 
FORM AFPNLINE. 


FORM AFPQUERY. 
E AFP-Y-COORDINATE TO PAGE-HEADER-DEPTH. 


OVE TIMIOMED TO AFP-FONT-ID. 
FORM AFPSFONT. 


OVE 2254 TO AFP-X-COORDINATE. 

OVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 
OVE 4335 TO AFP-Y-COORDINATE. 

OVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 
FORM AFPSPOS. 


OVE ACCOUNT-NUM-IN TO ACCOUNT-NUM-OUT. 

OVE 4 TO AFP-STRING-LENGTH. 

OVE ACCOUNT-NUM-OUT TO AFP-CHARACTER-STRING. 
OVE RIGHT-ALIGN TO AFP-ALIGNMENT-OPTION. 

OVE FALS TO AFP-POSITION-OPTION. 

FORM AFPWRITE. 


OVE 3121 TO AFP-X-COORDINATE. 
FORM AFPHMOVE. 


OVE INVOICE-NUM-IN TO INVOICE-NUM-OUT. 

OVE 8 TO AFP-STRING-LENGTH. 

OVE INVOICE-NUM-OUT TO AFP-CHARACTER-STRING. 
OVE RIGHT-ALIGN TO AFP-ALIGNMENT-OPTION. 

OVE TRU TO AFP-POSITION-OPTION. 

FORM AFPWRITE. 
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040500000000 | one SE et SS oe ee eee RE CE ae ae ee aero 


040600000000 * Write the invoice date and payment date 

040700000000 ko -------------------------------------------------------------- 
040800000000 

040900000000 MOVE 2551 TO AFP-X-COORDINATE. 

041000000000 PERFORM AFPHMOVE. 

041100000000 

041200000000 MOVE INVOICE-DATE-IN TO INVOICE-DATE-OUT. 

041300000000 MOVE INVOICE-DATE-OUT TO AFP-CHARACTER-STRING. 
041400000000 MOVE 8 TO AFP-STRING-LENGTH. 

041600000000 PERFORM AFPWRITE. 

041700000000 

041800000000 MOVE 2100 TO AFP-X-COORDINATE. 

041900000000 PERFORM AFPHMOVE. 

042000000000 

042100000000 MOVE PAYMENT-DATE-IN TO SHIP-DATE-OUT. 

042200000000 MOVE SHIP-DATE-OUT TO AFP-CHARACTER-STRING. 

042300000000 MOVE 8 TO AFP-STRING-LENGTH. 

042500000000 PERFORM AFPWRITE. 

042600000000 

042700000000 ko -------------------------------------------------------------- 
042800000000 * Write the shipping information. 

042900000000 #o-------------------------------------------------------------- 
043000000000 

043100000000 

043200000000 ko -------------------------------------------------------------- 
043300000000 * Write the terms and sale info. 

043400000000 #--------------------------------------------------------------- 
043500000000 

043600000000 PERFORM AFPNLINE. 

043700000000 MOVE 2800 TO AFP-X-COORDINATE. 

043800000000 PERFORM AFPHMOVETO. 

043900000000 

044000000000 MOVE TERMS-IN TO AFP-CHARACTER-STRING. 

044100000000 MOVE 3 TO AFP-STRING-LENGTH. 

044300000000 MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 

044400000000 PERFORM AFPWRITE. 

044500000000 

044600000000 MOVE 2800 TO AFP-X-COORDINATE. 

044700000000 PERFORM AFPHMOVE. 

044800000000 

044900000000 CALL "TRIM" USING SALESMAN-IN, 

045000000000 BY CONTENT LENGTH OF SALESMAN-IN, 
045100000000 BY REFERENCE AFP-CHARACTER-STRING, 
045200000000 AFP-STRING-LENGTH. 

045300000000 ADD 1 TO AFP-STRING-LENGTH. 

045600000000 MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 

045700000000 PERFORM AFPWRITE. 

045800000000 

045900000000 =—ss / --------------------------------------------------------------- 
046000000000 = *--------------------------------------------------------------- 
046100000000 

046200000000 PROCESS THE ADDRESS. 

046300000000 

046400000000 ko -------------------------------------------------------------- 
046500000000 

046600000000 PROCESS-THE-ADDRESS . 

046700000000 &--------------------------------------------------------------- 
046800000000 * Create the postal zip code. 

046900000000 #&--------------------------------------------------------------- 
047000000000 

047100000000 MOVE TIM1@BOLD TO AFP-FONT-ID. 

047200000000 PERFORM AFPSFONT. 

047300000000 

047400000000 MOVE 1450 TO AFP-X-COORDINATE. 

047500000000 MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 

047600000000 MOVE 2584 TO AFP-Y-COORDINATE. 
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047700000000 
047800000000 
047900000000 
048000000000 
048100000000 
048200000000 
048300000000 
048400000000 
048500000000 
048600000000 
048700000000 
048800000000 
048900000000 
049000000000 
049300000000 
049400000000 
049500000000 
049600000000 
049700000000 
049800000000 
049900000000 
050000000000 
050100000000 
050200000000 
050300000000 
050400000000 
050500000000 
050600000000 
050700000000 
051000000000 
051100000000 
051200000000 
051300000000 
051400000000 
051500000000 
051600000000 
051700000000 
051800000000 
051900000000 
052000000000 
052100000000 
052300000000 
052400000000 
052500000000 
052600000000 
052700000000 
052800000000 
052900000000 
053000000000 
053100000000 
053200000000 
053300000000 
053400000000 
053500000000 
053600000000 
053700000000 
053800000000 
053900000000 
054000000000 
054100000000 
054200000000 
054300000000 
054400000000 
054500000000 
054600000000 
054700000000 
054800000000 


MOVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 
PERFORM AFPSPOS. 


PERFORM AFPNLINE. 

CALL "TRIM" USING CUST-NAME, 
BY CONTENT LENGTH OF CUST-NAME, 
BY REFERENCE AFP-CHARACTER-STRING, 
AFP-STRING-LENGTH. 


ADD 1 TO AFP-STRING-LENGTH. 
MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 
MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 


PERFORM AFPNLINE. 


CALL "TRIM" USING CUST-ST-ADDR, 
BY CONTENT LENGTH OF CUST-ST-ADDR, 
BY REFERENCE AFP-CHARACTER-STRING, 
AFP-STRING-LENGTH. 


ADD 1 TO AFP-STRING-LENGTH. 
MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 
MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 


PERFORM AFPNLINE. 


CALL "TRIM" USING CUST-CITY-STATE, 
BY CONTENT LENGTH OF CUST-CITY-STATE, 
BY REFERENCE AFP-CHARACTER-STRING, 
AFP-STRING-LENGTH. 


ADD 1 TO AFP-STRING-LENGTH. 
MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 
MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 


PERFORM AFPNLINE. 


PROCESS-TRANSACTIONS. 
MOVE "NO " TO NEW-CUSTOMER. 
MOVE 5442 TO AFP-Y-COORDINATE. 
PERFORM AFPVMOVETO. 
PERFORM WRITE-TRANSACTIONS UNTIL 
NEW-CUSTOMER = "YES" OR DATA-REMAINS-SWITCH = "NO". 
PERFORM AFPNLINE. 
MOVE 793 TO AFP-X-COORDINATE. 
MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 
PERFORM AFPHMOVETO. 
SET AFP-RULE-HANDLE TO RULEHNDL1. 
PERFORM AFPERULE. 
MOVE 850 TO AFP-X-COORDINATE. 
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054900000000 
055000000000 
055100000000 
055200000000 
055300000000 
055400000000 
055500000000 
055600000000 
055700000000 
055800000000 
055900000000 
056000000000 
056100000000 
056200000000 
056300000000 
056400000000 
056500000000 
056600000000 
056700000000 
056800000000 
056900000000 
057000000000 
057100000000 
057200000000 
057300000000 
057400000000 
057500000000 
057600000000 
057700000000 
057800000000 
057900000000 
058000000000 
058100000000 
058200000000 
058300960322 
058400000000 
058500960322 
058600960322 
058700960322 
058800960322 
058900960322 
059000000000 
059100960322 
059200960322 
059300960322 
059400960322 
059500000000 
059600960322 
059700960322 
060000960322 
060100000000 
060200960322 
060300000000 
060400000000 
060500960322 
060600000000 
060700960322 
061000960322 
061100000000 
061200960322 
061300960322 
061400960322 
061500960322 
061600960322 
061700960322 
061800960322 
062100000000 
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PE 


PE 


PE 


PE 


PE 


PE 


PE 


PE 


PE 


PE 


PE 


PE 


PE 


PE 


PERFOR 
IF 


RFORM AFPHMOVE. 

SET AFP-RULE-HANDLE TO RULEHNDL2. 
RFORM AFPERULE. 

MOVE 570 TO AFP-X-COORDINATE. 
RFORM AFPHMOVE. 

SET AFP-RULE-HANDLE TO RULEHNDL3. 
RFORM AFPERULE. 

MOVE 1427 TO AFP-X-COORDINATE. 
RFORM AFPHMOVE. 

SET AFP-RULE-HANDLE TO RULEHNDL4. 
RFORM AFPERULE. 

MOVE 4422 TO AFP-X-COORDINATE. 
RFORM AFPHMOVE. 

SET AFP-RULE-HANDLE TO RULEHNDL5. 
RFORM AFPERULE. 

MOVE 1247 TO AFP-X-COORDINATE. 
RFORM AFPHMOVE. 

SET AFP-RULE-HANDLE TO RULEHNDL6. 
RFORM AFPERULE. 

MOVE 1984 TO AFP-X-COORDINATE. 
RFORM AFPHMOVE. 

SET AFP-RULE-HANDLE TO RULEHNDL7. 
RFORM AFPERULE. 

MOVE 850 TO AFP-X-COORDINATE. 
MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 
RFORM AFPHMOVETO. 

MOVE 10500 TO AFP-RULE-LENGTH. 
MOVE 10 TO AFP-RULE-THICKNESS. 


RFORM AFPPHRUL. 

ere is room, build a personalized paragraph 
M AFPQUERY. 

AFP-Y-COORDINATE < 8000 


MOVE 4040 TO AFP-PARA-WIDTH 

MOVE JUSTIFY-ALIGN TO AFP-FORMAT-OPTION 
MOVE DEFAULT-LSP TO AFP-LINE-SPACING 
MOVE 10000 TO AFP-PARA-MAXDEPTH 

PERFORM AFPBPARA 


MOVE LOW-VALUES TO AFP-CHARACTER-STRING 
STRING AFP-STRING-1 
DELIMITED BY SIZE INTO AFP-CHARACTER-STRING 


CALL "STRING-LENGTH" USING AFP-CHARACTER-STRING, 
BY CONTENT LENGTH OF AFP-CHARACTER-STRING, 


BY REFERENCE AFP-STRING-LENGTH 
ADD 1 TO AFP-STRING-LENGTH 
PERFORM AFPPTEXT 


CALL "TRIM" USING CUST-NAME, 
BY CONTENT LENGTH OF CUST-NAME, 


BY REFERENCE AFP-CHARACTER-STRING, 


AFP-STRING-LENGTH 


ADD 1 TO AFP-STRING-LENGTH 
PERFORM AFPPTEXT 


MOVE LOW-VALUES TO AFP-CHARACTER-STRING 
STRING AFP-STRING-2 
DELIMITED BY SIZE INTO AFP-CHARACTER-STRING 


CALL "STRING-LENGTH" USING AFP-CHARACTER-STRING, 
BY CONTENT LENGTH OF AFP-CHARACTER-STRING, 


BY REFERENCE AFP-STRING-LENGTH 
ADD 1 TO AFP-STRING-LENGTH 


062200960322 
062300960322 
062400960322 
062500000000 
062600000000 
062700000000 
062800000000 
062900000000 
063000000000 
063100000000 
063200000000 
063300000000 
063400000000 
063500000000 
063600000000 
063700000000 
063800000000 
063900000000 
064000000000 
064100000000 
064200000000 
064300000000 
064400000000 
064500000000 
064700000000 
064800000000 
064900000000 
065000000000 
065100000000 
065200000000 
065300000000 
065400000000 
065600000000 
065700000000 
065800000000 
065900000000 
066000000000 
066100000000 
066200000000 
066300000000 
066400000000 
066600000000 
066700000000 
066800000000 
066900000000 
067000000000 
067100000000 
067200000000 
067300000000 
067500000000 
067600000000 
067700000000 
067800000000 
067900000000 
068000000000 
068100000000 
068200000000 
068300000000 
068500000000 
068600000000 
068700000000 
068800000000 
068900000000 
069000000000 
069100000000 
069200000000 
069300000000 


+ FF 


PERFORM AFPPTEXT 
PERFORM AFPEPARA 
END-IF. 


WRITE-TRANSACTIONS. 


MOVE 1000 TO AFP-X-COORDINATE. 
PERFORM AFPHMOVETO. 

PERFORM AFPNLINE. 

PERFORM AFPQUERY. 


This is where we check to see if we need another 


page. if so, count it, and start a new one. 
don't end page until all done so we can print 
‘page n of m' string . 


IF AFP-RET-CODE = 13 OR AFP-Y-COORDINATE > 11520 
PERFORM END-CUST-PAGE. 


MOVE TRANS-QUANTITY TO AFP-CHARACTER-STRING. 
MOVE 4 TO AFP-STRING-LENGTH. 

MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 
MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 

MOVE 1000 TO AFP-X-COORDINATE. 

PERFORM AFPHMOVE. 


MOVE TRANS-UOM TO AFP-CHARACTER-STRING. 
MOVE 2 TO AFP-STRING-LENGTH. 

MOVE CENTER-ALIGN TO AFP-ALIGNMENT-OPTION. 
MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 


MOVE 417 TO AFP-X-COORDINATE. 
PERFORM AFPHMOVE. 


MOVE TRANS-ITEMNUM TO AFP-CHARACTER-STRING. 
MOVE 8 TO AFP-STRING-LENGTH. 

MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 
MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 


MOVE 1417 TO AFP-X-COORDINATE. 

PERFORM AFPHMOVE. 

MOVE TRANS-DESCRIPTION TO AFP-CHARACTER-STRING. 
MOVE 25 TO AFP-STRING-LENGTH. 

MOVE LEFT-ALIGN TO AFP-ALIGNMENT-OPTION. 

MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 


MOVE 8390 TO AFP-X-COORDINATE. 

PERFORM AFPHMOVETO. 

MOVE TRANS-AMOUNT-IN TO TRANS-AMOUNT-OUT. 

MOVE TRANS-AMOUNT-OUT TO AFP-CHARACTER-STRING. 
MOVE 7 TO AFP-STRING-LENGTH. 

MOVE RIGHT-ALIGN TO AFP-ALIGNMENT-OPTION. 

MOVE TRU TO AFP-POSITION-OPTION. 

PERFORM AFPWRITE. 


MOVE 1500 TO AFP-X-COORDINATE. 

PERFORM AFPHMOVE. 

MULTIPLY TRANS-QUANTITY BY TRANS-AMOUNT-IN GIVING 
EXTENSTON-AMOUNT-COMP ROUNDED. 

MOVE EXTENSION-AMOUNT-COMP TO EXTENSION-AMOUNT-OUT. 
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069400000000 MOVE EXTENSION-AMOUNT-OUT TO AFP-CHARACTER-STRING. 


069500000000 MOVE 9 TO AFP-STRING-LENGTH. 

069700000000 MOVE RIGHT-ALIGN TO AFP-ALIGNMENT-OPTION. 

069800000000 MOVE TRU TO AFP-POSITION-OPTION. 

069900000000 PERFORM AFPWRITE. 

070000000000 

070100000000 PERFORM READ-DATA. 

070200000000 

070300000000 See ee ams * 
070400000000 * This is for more than one page per customer * 
070500000000 See ee arms * 
070600000000 END-CUST-PAGE. 

070700000000 

070800000000 MOVE NUM-CUSTOMER-PAGES TO NUM-CUSTOMER-PAGES-OUT. 
070900000000 MOVE NUM-CUSTOMER-PAGES-OUT TO AFP-PAGE-NAME. 

071100000000 PERFORM AFPBPAGE. 

071200000000 

071300000000 PERFORM CREATE-THE-HEADER. 

071400000000 ADD 1 TO NUM-CUSTOMER-PAGES. 

071500000000 

071600000000 See ee eras * 
071700000000 * * 
071800000000 * PROCESS THE FOOTER. * 
071900000000 * * 
072000000000 Se amg * 
072100000000 

072200000000 CREATE-THE-FOOTER. 

072300000000 See ee amg * 
072400000000 * Position below the tear strip. * 
072500000000 Se ee ee amg * 
072600000000 MOVE 0 TO AFP-X-COORDINATE. 

072700000000 MOVE ABSOLUTE-POS TO AFP-X-REF-COORD-SYS. 

072800000000 MOVE @ TO AFP-Y-COORDINATE. 

072900000000 MOVE ABSOLUTE-POS TO AFP-Y-REF-COORD-SYS. 

073000000000 PERFORM AFPSPOS. 

073100000000 

073200000000 [ nnn nn nnn nn nnn nnn nn nnn nn nnn nnn nn nnn nnn nn nnn nn nnn nnn e * 
073300000000 See ee emg * 
073400000000 * * 
073500000000 * TERMINATE THE AFPAPI AND THE PROGRAM * 
073600000000 * * 
073700000000 See ee ee ams * 
073800000000 

073900000000 END-PROCESSING. 

074000000000 PERFORM AFPEDOC. 

074100000000 PERFORM AFPEND. 

074100000001 KKK KKK EK KKK EKER KEK KERR ERK RK ER KEK ERE ERE RE RK ER ERR ERR ER ERR RR ERRRERERE 
074100000002 * * 
074200000000 * Include the provided copy files that contains * 
074200000001 * the AFP Toolbox subroutines * 
074200000002 * * 
074200000003 KKK KKK KK KKK EK ERK KR ERK ER KER KER RRR ERE RR ER ERK ER KERR ERR ER ERE RR ERRE EKER 
074300000000 COPY AOCLCBLP. 

074400960322 COPY APQTRIM. 

074500960322 COPY APQSTRL. 

074600000000 

074700000000 END PROGRAM SUNSEEDS. 


Description of COBOL Program Listing 


There are several important differences in the way this application can be done with 
the Toolbox. First, typographic fonts can be used, because the Toolbox enables text 
strings to be formatted in several alignments. Second, the boxes around the item 
transactions can be drawn to the exact size needed instead of always being a fixed 
size. Third, a personalized paragraph of text is included for each customer order. 
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Notice that the text in this paragraph is formatted and that the lines are flowed by 
Toolbox, so that the application program does not have to measure the strings of 
characters. Bar codes can be generated directly from your application. Finally, you 
can number pages “n of m” and make decisions from your application about when a 
page of text is full. 


All Toolbox applications begin by initializing the session (as shown in line 
016400000000). If the initialization call is successful, the next thing to do is begin a 
document. Lines 017200000000 through 018000000000 show how to specify the 
output file name and other information about the document for the output AFP data 
stream. 


After the document is started, each page must be built (see lines 028300000000 
and 028500000000). The application reads the customer data from an input file. 
The name and address are formatted at the top of the page, following the overlay 
which contains the Super Sun Seeds logo and other fixed text (see lines 
030300000000 through 035300000000). 


The Toolbox provides the capability to format text as left-, right-, center- or 
character-aligned strings. Left-aligned strings such as the customer name and 
address are shown in lines 048400000000 through 052700000000 of the sample. 
Right-aligned strings for the account and invoice numbers are shown in lines 
038000000000 through 040300000000. Centered strings are shown in the UOM 
column (lines 065300000000 through 065800000000), and character-alignment is 
used for the Total Due field. 


One of the most powerful functions provided by the Toolbox is the ability to produce 
formatted paragraphs of text. The personalized paragraph in the middle of the page 
is produced by the code shown in lines 057900000000 through 062400960322. 


The variable size rules for the box are started in lines 032000000000 through 
035300000000 and ended in lines 054300000000 through 057700000000. 


Sample RPG Program using AFP Toolbox 


The following is a sample of the source code of an RPG program that was created 
with AFP Toolbox. This sample code creates a paragraph of formatted text in 
14-point Times New Roman font. 


HDATFMT (*USA) 

* 

FQSYSPRT 0 F 132 PRINTER OFLIND(*INOV) 

* 

D* These arrays hold constants used in the program 

DWDS S 100A  DIM(3)  PERRCD(1) CTDATA 
DDTA S 45A  DIM(12) PERRCD(1) CTDATA 
* Font ID's 

D TIM14NAME S 51 0 

D TIM14TYPE S 51 0 

* Return code 

D AFPRTNCDE Ss 10I 0 


* 


D/COPY AOCLRPGH 


* 


RK EE ER ER HR RH ER HR HE RE KR Se RR HE RH KH HR RE RH KR K 
* 
* MAINLINE 
* 
* 


The mainline logic is as follows: 
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+ + F FF F F HF HF HF 


C EXSR SETUPAPIR 
* 

C DTA(1) CAT(P) x'00':0 

* The above line places the DTA(1) data in 
C EXSR AFPBPAGER 
* 

C Z-ADD 1440 

C Z-ADD 1440 

C Z-ADD ABSPOS 

C Z-ADD ABSPOS 

C EXSR AFPSPOSR 
* 

C Z-ADD TIMI4TYPE 
C EXSR AFPSFONTR 
* 

C DTA(2) CAT (P) X'00':0 

C MOVE LEFTALGN 
C MOVE FALS 

C Z-ADD -1 

C Z-ADD -1 

C MOVE oe 

C EXSR AFPWRITER 
* 

C Z-ADD 1440 

C EXSR AFPVMOVER 
* 

C Z-ADD 20 

C Z-ADD 4320 

C EXSR AFPBBOXR 
* 

C EXSR AFPNLINER 
* 

C Z-ADD 140 

C EXSR AFPHMOVER 
* 

¢ Z-ADD 4040 

C MOVE JUSTFYALN 
C MOVE DEFLSP 

C Z-ADD 10000 

C EXSR AFPBPARAR 
* 

6 WDS (1) CAT(P) WDS(2) :0 
C CAT(P) WDS (3) :0 
C CAT(P) X'00':0 

C EXSR AFPPTEXTR 
* 

C EXSR AFPEPARAR 
* 

C Z-ADD 80 

6 EXSR AFPVMOVER 
* 

C Z-ADD 1440 

C EXSR AFPHMOVTOR 
* 

C EXSR AFPEBOXR 
* 

C EXSR AFPEPAGER 
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Set-up the API 


Begin a Page 
Set Position 


Write a string of text in 14 point bold TNR 


End the Page 
End the API 


KKK RK RK KK KR KK KK KK KK KK KK KK KK KKK KKK KER 


AFPPAGNAM 


AFPPAGNAM and adds a Hex'00' 


AFPXCRD 
AFPYCRD 
AFPXRFCRDS 
AFPYRFCRDS 


AFPFNTID 


AFPCHRSTR 
AFPALNOPT 
AFPPOSOPT 
AFPXTRVAR 
AFPXTRICS 
AFPALNCHR 


AFPYCRD 


AFPRULTHK 


AFPBOXWID 


AFPXCRD 


AFPPARWTH 
AFPFMTOPT 
AFPLINSPC 
AFPPARMAX 


AFPCHRSTR 


AFPCHRSTR 


AFPCHRSTR 


AFPYCRD 


AFPXCRD 


C EXSR AFPEDOCR 


C EXSR AFPENDR 
* 
C FINIS TAG 
C SETON LR 


* Subroutines for AFP Toolbox 
a a, a ee} 


C/COPY AOCLRPGS 


w* KKK * 


* 

* Set Up the API 

* Initialize the AFP API 

* Set the output characteristics 

* Begin a document 

* Define the fonts 

* 
C SETUPAPIR BEGSR 
C EXSR AFPINITR 

* 

* Set the output characteristics 
C DTA(3) CAT (P) x'Q0':0 AFPDOCNAM 
C DTA(4) CAT(P) x'Q0':0 AFPDOCCMT 
C Z-ADD FILED AFPOUTTYP 
C DTA(5) CAT(P) x'Q0':0 AFPOUTFLE 
C EXSR AFPBDOCR 

* 

* Define the fonts 
C DTA(6) CAT(P) x'Q0':0 AFPDESNAM 
C DTA(7) CAT (P) x'Q0':0 AFPCDEPAG 
C Z-ADD 140 AFPPNTSIZ 
C Z-ADD MEDIUM AFPWGT 

C Z-ADD NORMAL AFPFNTWTH 
C Z-ADD ROMAN AFPSTL 

C EXSR AFPDFNTATR 

* 

C Z-ADD AFPFNTID TIM14TYPE 
Cx DTA(8) CAT(P) x'Q0':0 AFPCHRSET 
Cx EXSR AFPDFNTNMR 

Cx Z-ADD AFPFNTID TIM14NAME 
* 

C ENDSR 

* 
OQSYSPRT E ERROUT 1 5 
0 AFPERRDTA 27 
0 27 'FAILED' 
0 47 ‘Toolbox Return Code' 
0 AFPRTNCDE 52 


* 
**CTDATA WDS 
The Toolbox allows you to produce customized output pages that utilize typograph 
ic fonts, shading, graphics, and image. You can focus your customer's attention 

on important information that might be overlooked. 
**CTDATA DTA 
Page 1 of Many 
HELLO WORLD 
RPG TEST DOC 
And a comment 
/QSYS.LIB/MYLIB.LIB/AFPOUT.FILE/RPGTEST.MBR 
TIMES NEW ROMAN LATIN1 
T1V10500 
CON20000 


OnNaAnBWNMYE 
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Appendix N. Where to Find Additional Information 


The following publications contain additional information about AFP printing with 
PSF/400. The titles and order numbers for publications can change from time to 
time. To verify the current title or order number for a publication, contact your IBM 


representative. 


You can use any of the following methods to send comments about the 


publications: 

¢ Reader’s Comment form in each publication 
* IBM Mail Exchange id: IEA USIB4TDB 

¢ FAX number: 1-800-524-1519 


IBM AFP PrintSuite for AS/400 


AS/400 


OS/400 


Table 40. IBM AFP PrintSuite for AS/400 Publications 
Publication 


Order Number 


Advanced Print Utility User's Guide $544-5351 
IBM Page Printer Formatting Aid: User’s Guide and $544-5284 
Reference 

IBM Advanced Function Presentation Toolbox for $544-5292 
Multiple Operating Systems 

SAP/R3 AFP: Printing on the AS/400 $544-5412 


Table 41. AS/400 Publications 


Publication Order Number 
AS/400 Printer Device Programming $C41-5713 
AS/400 Data Description Specifications Reference SC41-371 
Advanced Function Printing Utilities for AS/400, User’s | S544-5349 
Guide 
AS/400 Command Language Reference SC41-5722 
IBM AS/400 Printing II GG24-3704 
IBM AS/400 Printing III GG24-4028 
IBM AS/400 Printing 1V GG24-4389 
IBM AS/400 Printing V SG24-2160 


Table 42. OS/400 Publications 


Publication Order Number 
System API Reference SC41-3801 
PrintManager API Reference $544-3699 
System API Programming SC41-3800 
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GDDM 


Table 43. GDDM Publications 


Publication 


Order Number 


GDDM Programming Guide SC41-0536 
GDDM Programming Reference SC41-0537 
GDDM Programming SC41-3717 
GDDM Reference $C41-3718 


Business Graphics Utility 


Table 44. Business Graphics Utility Publications 


Publication Order Number 
LPS: AS/400 Business Graphics Utility GC09-1786 
BGU User’s Guide and Reference SC09-1408 


Report Layout Utility 


Table 45. Report Layout Utility Publications 


Publication Order Number 
RLU User’s Guide and Reference SC09-1416 
ADTS/400: Report Layout Utility SC09-1767 

OfficeVision/400 
Table 46. Office Vision/400 Publications 

Publication Order Number 
LPS: OfficeVision/400 GH21-0791 
Learning about Office Vision/400 SC41-9615 
Using Office Vision/400 SH21-0697 
Learning about Office Vision/400 Word Processing SC41-9617 
Using Office Vision/400 Word Processing SH21-0701 
Planning for and Setting Up Office Vision/400 SH21-0695 
Managing Office Vision/400 SH21-0699 
Office Services Concepts and Programmer's Guide SH21-0703 
Office Vision/400 Common Tasks SH21-0698 
Office Vision/400 Word Processing Quick Reference SX20-0243 
Card 
Setting Up and Printing in an Office Vision/400 SH21-0511 
Environment 
Getting Started with Office Vision/400 SH21-0732 
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Client Access/400 


Table 47. Client Access/400 Publications 


Publication 


Order Number 


LPS: Client Access/400 Family GC41-3052 
Client Access/400 for DOS and OS/2 Technical SC41-3563 
Reference 

Client Access/400 for Windows 3.1 - Getting Started |SC41-3530 
Client Access/400 for Windows 3.1 API and Technical |SC41-3531 
Reference 

Client Access/400 for OS/2 Setup $C41-3520 
Client Access/400 for OS/2 User Guide $C41-3521 
Client Access/400 for OS/2 Setup (DBCS) SC41-3522 
Client Access/400 for OS/2 User Guide (DBCS) SC41-3523 


Facsimile Support for AS/400 


Table 48. Facsimile Support for AS/400 Publications 


Publication 


Order Number 


Facsimile Support for AS/400 Programmer's Guide SC41-0656 
Facsimile Support for AS/400 Installation Guide SC41-0654 
Facsimile Support for AS/400 User’s Guide SC41-0655 


Advanced Function Presentation and API 


Table 49. Advanced Function Presentation Publications 


Publication Order Number 
Printing and Publishing Collection Kit SK2T-2921 
Guide to Advanced Function Presentation G544-3876 
Advanced Function Presentation: Printer Summary G544-3135 
Advanced Function Presentation: Printer Information | G544-3290 
AFP Conversion and Indexing Facility: Application G544-3824 
Programming Guide 
Advanced Function Presentation: Programming Guide | S544-3884 
and Line Data Reference 
AFP Migration Aids for 3200 User’s Guide (Japanese | N:SC18-0835 
language version) 

Introduction to Advanced Function Printing (Japanese |N:GG18-9126 
language version) 
AFP Guide for Application Programmers (Japanese N:ZR18-8920 


language version) 
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Data Stream and Object Architectures 


Table 50. Data Stream and Object Architectures Publications 


Publication Order Number 
Mixed Object Document Content Architecture $C31-6802 
Reference 
Intelligent Printer Data Stream Reference $544-3417 
Bar Code Object Content Architecture Reference $544-3766 
Font Object Content Architecture Reference $544-3285 
Presentation Text Object Content Architecture SC31-6803 
Reference 
Graphics Object Content Architecture Reference SC31-6804 
Image Object Content Architecture Reference $C31-6805 


IBM AFP Font Collection 


Table 51. IBM AFP Fonts Publications 


Publication Order Number 
IBM AFP Fonts: Font Summary for IBM AFP Font $544-5633 
Collection 
IBM AFP Fonts: Font Summary G544-3810 
IBM AFP Fonts: Font Samples $544-3792 
IBM AFP Fonts: Type Transformer User’s Guide G544-3796 
IBM AFP Fonts: Introduction to Typography G544-3122 
IBM AFP Fonts: Technical Reference for IBM $544-5228 
Expanded Core Fonts 
IBM AFP Fonts: Technical Reference for Code Pages |S544-3802 


ABOUT TYPE: IBM’s Technical Reference for 240-Pel 
Digitized Type 


A544-3516 


IBM AFP Fonts: Technical Reference for IBM Chinese, 
Japanese, and Korean Fonts 


$544-5330 


Additional Font Catalogs 


Table 52. Additional Font Catalogs 


Publication Order Number 
AFP Japanese Font Catalog N:SC 18-2332 
AFP Simplified Chinese Font Catalog N:SC18—-0133 
AFP Traditional Chinese Font Catalog N:SC 18-0124 
AFP Korean Font Catalog N:SBO9-1421 
AFP Thai Font Catalog N:SC 18-0137 
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Glossary 


Source Identifiers 


This publication includes terms and definitions 
from the /BM Dictionary of Computing, 
SC20-1699. 


Definitions reprinted from the American National 
Dictionary for Information Processing Systems are 
identified by the symbol (A) following the 
definition. 


Definitions reprinted from a published section of 
the International Organization for Standardization’s 
Vocabulary—Information Processing or from a 
published section of the ISO Vocabulary—Office 
Machines are identified by the symbol (I) following 
the definition. Because many ISO definitions are 
also reproduced in the American National 
Dictionary for Information Processing Systems, 
ISO definitions may also be identified by the 
symbol (A). 


Definitions reprinted from working documents, 
draft proposals, or draft international standards of 
ISO Technical Committee 97, Subcommittee 1 
(Vocabulary) are identified by the symbol (T) 
following the definition, indicating that final 
agreement has not yet been reached among its 
participating members. 


Definitions that are specific to IBM products are so 
labeled, for example, “In SNA,” or “In the 3820.” 


References 


The following cross-references are used in this 
glossary: 


Contrast with. This refers to a term that has an 
opposite or substantively different meaning. 


See. This refers the reader to multiple-word terms in 
which this term appears. 


See also. This refers the reader to terms that have 
related, but not synonymous, meanings. 


Synonym for. This appears in the commentary of a 
less desirable or less specific term and identifies the 
preferred term that has the same meaning. 


Synonymous with. This appears in the commentary 
of a preferred term and identifies less desirable or less 
specific terms that have the same meaning. 
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A 


ACIF. AFP Conversion and Indexing Facility 


addressable point. Any point in a presentation 
surface that can be identified by a coordinate from the 
coordinate system of the presentation medium. See also 


pel. 


Advanced Function Presentation (AFP). A set of 
licensed programs that use the all-points-addressable 
concept to print data on a wide variety of printers or 
display data on a variety of display devices. AFP also 
includes creating, formatting, archiving, viewing, 
retrieving, and distributing information. 


Advanced Function Presentation Application 
Programming Interface. An AFP program shipped 
with PSF/MVS 2.1.1 and later and PSF/VM 2.1.1 that 
creates the AFP data stream from the COBOL and PL/1 
high-level programming languages. 


Advanced Function Presentation data stream. A 
presentation data stream that is processed in the AFP 
environment. MO:DCA-P is the strategic AFP 
interchange data stream. IPDS is the strategic AFP 
printer data stream. 


Advanced Function Printing Utilities for AS/400 (AFP 
Utilities). An IBM licensed program that includes a 
group of utilities that work together to provide Advanced 
Function Printing on the AS/400. 


Advanced Print Utility (APU). Part of the AFP 
PrintSuite family of application enablers that allow 
end-users to migrate existing application output to 
advanced electronic documents. 


AFP. Advanced Function Presentation. 


AFP API. Advanced Function Presentation Application 
Programming Interface 


AFP Conversion and Indexing Facility. An AFP 
program you can use to convert a print file into a 
MO:DCA-P document, to retrieve resources used by the 
document, and to index the file for later retrieval and 
viewing. 


AFPDS. A synonym for the composed page, 
MO:DCA-P-based data stream interchanged in AFP 
environments. 


AFP Utilities for AS/400 (AFP Utilities). Advanced 
Function Printing Utilities for AS/400. 


AFP Workbench for OS/2 and Windows. A platform 
for the integration of AFP enabling applications and 
services. The Viewer application is a Workbench tool. 
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The Windows version runs under WIN-OS/2 or Microsoft 
Windows. The OS/2 version runs under OS/2. 


all-points addressable (APA). The capability to 
address, reference, and position text, overlays, and 
images at any defined point (pel) on the printable area 
of the paper. See page mode. 


American National Standard Code for Information 
Interchange. A standard code, using a coded 
character set consisting of 7-bit coded characters 
(8-bits, including the parity check), that is used for 
information interchange among data processing 
systems, data communication systems, and their 
associated equipment. The ASCII set consists of control 
characters and graphic characters. 


APA. All points addressable. 


APA printers. Devices that are all points addressable; 
in other words, devices that print with picture elements 
on the printing medium at any valid location on a sheet 
of paper. 


APPC. Advanced program-to-program communication. 
APPC is the implementation of the SNA LU session 
type 6.2 architecture. 


application program. A program written for or by a 
user that applies to the user’s work, such as a program 
that does inventory control or payroll. 


application programmer. A programmer who is 
responsible for writing programs for specific 
applications. The application programmer takes 
application data and writes programs to print it on line 
and AFP printers. 


Application System/400. The hardware on which the 
OS/400 operating system runs. 


APU. Advanced Print Utility 


APU Monitor. A program that, when processed, 
applies print definitions to selected spooled files so that 
the spooled files are automatically converted to AFP 
print files. 


architecture. The set of rules and conventions that 

govern the creation and control of data types such as 
text, image, graphics, font, fax, color, audio, bar code, 
and multimedia. 


ASCII. American National Standard Code for 
Information Interchange 


AS/400. Application System/400. 


bar code. Acode representing characters by sets of 
parallel bars of varying thickness and separation that 
are read optically by transverse scanning. (I) 
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baseline. In a font, the imaginary line on which 
successive characters are aligned in the inline direction. 


batch. (1) A group of records or data processing jobs 
brought together for processing or transmission. (2) 
Pertaining to activity involving little or no user action. 
Contrast with interactive. 


batch environment. The environment in which 
noninteractive programs are executed. The environment 
schedules their execution independently of their 
submitter. Contrast with interactive environment. 


burst. To separate continuous-form paper into 
separate sheets. 


C 


character. (1) A symbol used in printing. For example, 
a letter of the alphabet, a numeral, a punctuation mark 
or any other symbol that represents information. (2) A 
byte of data. 


character graphic. The visual representation of a 
character, defined by toned or untoned picture elements 
(pels). Note: An untoned pel (a reverse character) is 
visually represented by the toned pels around it. 


character increment. The distance the current print 
position is increased by printing the current character 
graphic. 


character rotation. The alignment of a character 
relative to the baseline, measured in degrees in a 
clockwise direction. Examples are 0°, 90°, 180°, and 
270°. 


code page. A font component that associates code 
points and character identifiers. A code page also 
identifies how undefined code points are handled. 


code point. A 1-byte code representing one of 256 
potential characters. 


command. A request from a terminal or a specification 
in a batch processing job for the performance of an 
operation or the execution of a particular program. 


composition. The act or result of formatting a 
document. 


conditional processing. A page definition function 
that enables input data records to partially control their 
own formatting. 


constant data. (1) Data with a value that does not 
change. (2) Data that has an unchanging, predefined 
value to be used in processing. A constant does not 
change during execution of a program, but the contents 
of a field or variable can. Contrast with variable data. 


continuous-forms paper. A series of connected forms 
that feed continuously through a printer. The connection 


between the sheets is perforated to enable the user to 
tear them apart. Before printing, the sheets are folded in 
a stacked arrangement, with the folds along the 
perforations. (Note that some continuous forms are in 
rolls and are not folded.) Contrast with cut-sheet paper. 


copy. The specification level of an APU print definition 
where most layout work, such as specifying page layout 
options, selecting and placing images, and defining 
constants and boxes, is done. 


cut-sheet paper. Paper that is cut into separate 
sheets before being printed on. Contrast with 
continuous-forms paper. 


D 


data base. A set of data, part or the whole of another 
set of data that consists of at least one file, and that is 
sufficient for a given purpose or for a given 
data-processing system. (I) (A) 


data processing. The systematic performance of 
operations upon data; for example, handling, merging, 
sorting, and computing. (I) (A) 


data set. Synonym for file. 


data stream. (1) All data transmitted through a data 
channel in a single read or write operation. (2) A 
continuous stream of data elements being transmitted, 
or intended for transmission, in character or binary-digit 
form, using a defined format. (3) Records sent to PSF 
from the print files and the resource libraries. 


DBCS. Double-byte character set. 


direction. The print position of data on a logical page, 
line, or field. The ultimate reference point for all 
direction controls on a page is the hardware origin. 
Secondary and tertiary reference points are possible as 
well, enabling more than one print direction on a page. 


ditroff. A file format consisting of device-independent 
data produced by the troff utility. See troff. 


document. (1) A publication or other written material 
pertaining to a specific subject or related subjects. (2) In 
word processing, a collection of one or more lines of 
text that can be named and stored as a separate entity. 


duplex printing. Pertaining to printing on both sides of 
a sheet of paper. Contrast with simplex printing. 


E 


electronic overlay. Synonym for overlay. 


end user. (1) A person, device, program, or computer 
system that uses a computer network for the purpose of 
data processing and information exchange. (T) (2) A 
person who writes and creates documents. The end 


user has little or no programming training but knows 
how to use a terminal for text processing. Examples of 
end users include secretaries, writers, and engineers. 


external formatting. Controls for the placement of 
data on the page that are imbedded outside the actual 
application program. 


F 


field. In a record, a specified area used for a particular 
class of data; for example, a group of character 
positions used to enter or display wage rates on a 
screen. (T) 


file. (1) Anamed set of records stored or processed as 
a unit. (T) (2) The major unit of data storage and 
retrieval, consisting of a collection of data in one of 
several prescribed arrangements and described by 
control information to which the operating system has 
access. 


font. A family or assortment of characters of a given 
size and style; for example, 9-point Sonoran Serif 
roman medium. (A) 


font administrator. A person who is responsible for 
installing and maintaining the fonts stored in computer 
resource libraries. 


font metrics. Measurement information that defines 
individual character values such as height, width, and 
space as well as overall font values such as the 
average and maximum heights and widths of 
characters. Font metrics can be expressed in specified 
fixed units, such as pels, or in relative units that are 
independent of both the resolution and size of the font. 


form. (1) The paper on which output data is printed by 
a line printer or a page printer. (2) A physical sheet of 
paper. See preprinted form. 


form definition. A resource that defines the 
characteristics of the form which include overlays to be 
used (if any), text suppression, the position of page data 
on the form, and the number and modifications of a 
page. Contrast with page definition. 


format. (1) A specified arrangement of such things as 
characters, fields, and lines, usually used for displays, 
printouts, or files. (2) To arrange such things as 
characters, fields, and lines. (3) (v.) To prepare a 
document for printing in a specified format. 


formatter. A computer program that prepares a source 
document for printing. 


forms designer. A person who is responsible for 
designing electronic or preprinted forms that are 
readable, usable, and attractive. The forms designer 
usually has training in graphics design and in the 
presentation of information. 
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ftp. File transfer protocol. 


G 


GDDM. Graphical Data Display Manager. 


graphic. Image, text, or a combination of both that can 
be placed on the printed page. 


Graphical Data Display Manager (GDDM). An IBM 
licensed program containing utilities for creating, saving, 
editing, and displaying visual data such as page 
segments, charts, images, vector graphics, composites 
(of text, graphics, and images), and scanned data. 


graphics designer. A person who is responsible for 
the design and appearance of graphics used in a 
company’s documents. The graphics designer has 
experience in graphics design as well as in using 
computers to create graphics. 


H 


hardware. Physical equipment as opposed to 
programs, procedures, rules, and associated 
documentation. (I) (A) | Contrast with software. 


host-based computer. (1) In a computer network, a 
computer that provides end users with services such as 
computation and data bases and that usually performs 
network control functions. (T) (2) The primary or 
controlling computer in a multiple-computer installation. 


image. A pattern of toned and untoned pels that form 
a picture. 


impact printer. A device in which printing results from 
mechanical impacts. (I) (A) | Contrast with nonimpact 
printer. 


index. (1) A process of segmenting a print file into 
uniquely identifiable groups of pages (a named 
collection of sequential pages) for later retrieval. (2) A 
process of matching reference points within a file and 
creating structured field tags within the MO:DCA-P 
document and the separate index object file. 


index object file. An index-information file created by 
Advanced Function Presentation Conversion and 
Indexing Facility that contains Index Element (IEL) 
structured fields, which identify the location of the 
tagged groups in the AFP file. The indexing tags are 
contained in the Tagged Logical Element (TLE) 
structured fields. 


Intelligent Print Data Stream (IPDS). A host-to-host 
printer data stream for Advanced Function Printing 
subsystems. It provides an interface to 
all-points-addressable printers that makes possible the 
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presentation of pages containing an architecturally 
unlimited mixture of different data types. 


interactive. Pertaining to an application in which 
entries call forth a response from a system or program, 
as in an inquiry system. An interactive system might 
also be conversational, implying a continuous dialog 
between the user and the system. Interactive systems 
are usually communicated with through terminals, and 
respond immediately to commands. 


interactive environment. An environment in which a 
terminal user interacts with the system. Contrast with 
batch environment. 


IPDS. Intelligent Print Data Stream. 


L 


LAN. Local area network 


LAN administrator. A person responsible for installing, 
configuring, and maintaining Local Area Networks on 
which are installed workstations and printers. 


library. A file or a set of related files; for example, a 
page definition library containing one or more page 
definition files. 


licensed program. A utility that performs a function for 
the user and usually interacts with and relies upon 
system control programming or some other 
IBM-provided control program. A licensed program 
contains logic related to the user’s data and is usable or 
adaptable to meet specific requirements. 


line data. Data prepared for printing on a line printer 
such as an IBM 3800 Model 1 Printing Subsystem. Line 
data is usually characterized by carriage-control 
characters and table reference characters. Contrast with 
MO:DCA-P data. 


line-data print file. A file that consists of line data, 
optionally supplemented by a limited set of structured 
fields. 


line printer. A device that prints a line of characters as 
a unit. (I) (A) Contrast with page printer. 


lines per inch (lpi). (1) A unit of measurement for the 
specification of baseline placement. (2) A measure of 
the number of lines per vertical inch of paper. 


local area network. A data network located on the 
user's premises in which serial transmission is used for 
direct data communication among data stations. (T) 


logical page. A presentation space. One or more 
object areas or data blocks can be mapped to a logical 
page. A logical page has specifiable characteristics, 
such as size, shape, orientation, and offset and is 
rectangular in shape. Orientation and offset are 
specified relative to a medium coordinate system. 


lowercase. Pertaining to small letters, as distinguished 
from capitals; for example, a, b, g, rather than A, B, G. 


Ipi. Lines per inch. 


magnetic ink character recognition (MICR). 
Recognition of characters printed with ink that contains 
particles of a magnetic material. 


metafile format. OS/2 graphics data produced by 
Presentation Manager applications such as IBM CAD, 
CorelDRAW, or Aldus Pagemaker. 


MICR. Magnetic ink character recognition. 


Mixed Object Document Content Architecture. A 
strategic, architected, device-independent data stream 
for interchanging documents. 


mixed-pitch font. A font that simulates a 
proportionally spaced font. The characters are in a 
limited set of pitches (for example, 10 pitch, 12 pitch, 
and 15 pitch). 


MO:DCA-P. Mixed Object Document Content 
Architecture 


monospaced font. A font in which the graphic 
characters have a uniform character increment. 
Synonymous with uniformly spaced font. Contrast with 
proportionally spaced font. 


multiple-up printing. The printing of more than one 
page on a single surface of a sheet of paper. 


N 


nonimpact printer. A device in which printing is not 
the result of mechanical impacts; for example, thermal 
printers, electrostatic printers, photographic printers. (I) 
(A) Contrast with impact printer. 


O 


object format. The format of AFP resources required 
for use by PSF. Contrast with source format. 


offset stacking. A function that enables the printed 
output pages to be offset for easy separation of the print 
jobs. 


OGL/370. Overlay Generation Language/370. 


OnDemand for AS/400. An IBM licensed program that 
enables you to archive, retrieve, view, and print AFP 
documents. This application features a graphical user 
interface. 


Operating System/2 (OS/2). An IBM licensed program 
that can be used as the operating system for the PS/2 
processor series. 


Operating System/400 (OS/400). An IBM licensed 
program that can be used as the operating system for 
the AS/400 processor series. 


orientation. (1) The angle between the top or bottom 
edge of the page and the baselines within a column, 
measured in a clockwise direction. (2) The rotation of an 
element relative to a fixed reference. 


OS/2. Operating System/2. 
OS/400. Operating System/400. 


outline font. A font whose graphic character shapes 
are defined mathematically rather than by raster 
patterns. 


output device. A machine used to print, display, or 
store the result of data processing. 


overlay. A resource that can contain text, image, 
graphics, and bar code data. An overlay is electronically 
created in the host processor, stored in a library, and 
can be merged electronically with variable data on a 
sheet during printing. See also preprinted form and 
forms flash. 


Overlay Generation Language/370 (OGL/370). An 
IBM licensed program used to create overlays. 


P 


page. Acollection of data that can be printed on a 
physical sheet of paper. 


page definition. A resource containing a set of 
formatting controls for printing logical pages of data. 
Includes controls for number of lines per printed sheet, 
font selection, print direction, and mapping individual 
fields in the data to positions on the printed sheets. 


page format. (1) A subset of a page definition, 
containing controls governing the arrangement of text 
on a page. (2) In APU, the object that contains all of the 
instructions for formatting a print job. A print definition 
can name one or more page formats. 


page mode. The mode of operation in which the 
printer can accept a page of data at a time from a host 
processor to be printed on an all-points addressable 
output device. Data may consist of pages composed of 
text, images, overlays, or page segments. 


page printer. Any of a class of printers that accepts 


MO:DCA-P pages, constructed of composed text and 
images, among other things. Contrast with line printer. 
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Page Printer Formatting Aid. An IBM licensed 
program that you can use to create and store form 
definitions and page definitions. 


page segment. A resource containing composed text 
and images, prepared before formatting and included 
during printing. 


pel. The smallest area that can be individually toned 
on a printing medium or on a display surface. 


pel density. The number of pels per unit of linear 
measurement. 


personal computer. A desktop, floor-standing, or 
portable microcomputer that usually consists of a 
system unit, a display monitor, a keyboard, one or more 
diskette drives, internal fixed-disk storage, and an 
optional printer. Personal computers are designed 
primarily to give independent computing power to a 
single user or small businesses. Note: Personal 
computers are designed primarily for stand-alone 
operation but can be connected to mainframes or 
networks. 


PFU. Print Format Utility. 


physical page. The side of a sheet of paper that is to 
be printed on. 


pica. A unit of about 1/6 inch used in measuring 
typographical material. 


picture element. An element of a raster pattern about 
which a toned area on the photoconductor might 
appear. See also raster pattern. Synonym for pel. 


pitch. A unit of measurement for the width of a printed 
character, reflecting the number of times a graphic 
character can be set in 1 linear inch; for example, 
10-pitch has 10 graphic characters per inch. Uniformly 
spaced fonts are measured in pitch. Contrast with point. 


plotter. An output unit that presents data in the form of 
a two-dimensional graphic representation. (I) (A) 


point. In printing, a unit of about 1/72 of an inch used 
in measuring typographical material. Each pica contains 
12 points. 


point size. The height of a font in points. 


postprocessing option. A hardware device that 
attaches to the output side of a printer; for example, an 
envelope stuffer, binder, or stapler. 


PostScript. A page description language with 
interactive graphics capabilities that was developed by 
Adobe Systems, Incorporated. 

PPDS. Page Printer Data Stream. 


PPFA. Page Printer Formatting Aid. 


404 AS/400 Guide to AFP and PSF 


preprinted form. A sheet of paper containing a 
preprinted design of constant data. Variable data can be 
merged on such a form. 


preprocessing option. A hardware device that 
attaches to the input side of a printer; for example, a 
paper-roll feed or multiple input bins. 


print data set. Synonym for print file. 


print definition. Contains instructions for transforming 
simple SCS print output to advanced AFP output. A print 
definition includes the specifications for remapping 
existing print data, defining and creating different page 
formats and copies, and adding document elements 
such as overlays, images, fonts, bar codes, and 
constants. 


print file. A file created by an application program that 
contains the actual information to be printed and some 
of the data that controls the format of the printing. Print 
files can contain MO:DCA-P data, line data, or a 
combination of MO:DCA-P and line data. 


Print Format Utility (PFU). Part of the Advanced 
Function Printing Utilities for AS/400. This utility enables 
you to print data from database file members in various 
forms, such as text or bar codes. 


print job. The data to be printed that is submitted to 
Print Services Facility by the user. 


Print Services Facility (PSF). An IBM licensed 
program that produces printer commands from the data 
sent to it. 


printer driver. A program that passes commands and 
resources with a data stream from the system spool to 
tell the printer how to print the page. 


proportionally spaced font. A font in which the 
characters have different character increments. Graphic 
character widths vary with the size of each graphic 
character. This allows for even spacing between printed 
characters and eliminates excess space around narrow 
characters, such as the letter i. Contract with uniformly 
spaced font. 


PSF. Print Services Facility. 


R 


raster font. (1) A font created by a series of pels 
(picture elements) arranged in scan lines to form an 
image. (2) A font in which the characters are defined 
directly by the raster bit map. 


raster graphics. Computer graphics in which a display 
image is composed of an array of picture elements 
(pels) arranged in rows and columns. (I) (A) | Contrast 
with vector graphics. 


raster pattern. A series of picture elements (pels) in 
scan lines to form an image. See also page segment. 


record. A collection of related data or words, treated 
as a unit; for example, in stock control, each invoice 
could constitute one record. 


remote printer. A device that prints in a location away 
from the centralized data processing center. 


resource. A collection of printing instructions and 
sometimes data to be printed consisting entirely of 
structured fields. A resource can be stored as a member 
of a library and can be called for by Print Services 
Facility when needed. Coded fonts, font character sets, 
code pages, page segments, overlays, form definitions, 
and page definitions are all resources. 


resource library. (1) Acollection of related files. (2) A 
place to store resources such as form definitions, page 
definitions, page segments, fonts, and overlays. 


rotation. The number of degrees a character is rotated 
relative to the print direction. One of four directions that 
define the orientation of text relative to a sheet, page, 
overlay, text block, or page segment. 


S 


scanner. A device that examines a spatial pattern one 
part after another and generates analog or digital 
signals corresponding to the pattern. Scanners are often 
used in mark sensing, pattern recognition, or character 
recognition. (I) (A) 


SCS. See SNA character string (SCS) 
segment. See page segment. 


simplex printing. Printing on only one side of the 
paper. Contrast with duplex printing. 


SNA. Systems Network Architecture (SNA) 


SNA character string (SCS). In SNA, a data stream 
composed of EBCDIC controls, optionally intermixed 
with end-user data, that is carried within a 
request/response unit. 


software. Programs, procedures, rules, and any 
associated documentation pertaining to the operation of 
a system. (T) (A) Contrast with hardware. 


source format. The format of an AFP resource, other 
than fonts, used by AFP resource management 
programs. Contrast with object format. 


spooling (simultaneous peripheral operation 
online). (1) The use of auxiliary storage as a buffer 
storage to reduce processing delays when transferring 
data between peripheral equipment and the processors 
of a computer. (I) (A) (2) The reading of input data 
streams and the writing of output data streams on 


auxiliary storage devices, concurrently with job 
execution, in a format convenient for later processing or 
output operations. 


structured field. A self-identifying, variable-length 
record, which can have a content portion that provides 
control information, data, or both. 


syntax. The rules and keywords that govern the use of 
a programming language. 


system printer. The printer used for any printed 
output that is not specifically directed to another printer. 


system programmer. A programmer who is 
responsible for writing programs for the functions of the 
computer operating system and who has a thorough 
knowledge of the operating system. The system 
programmer installs and maintains AFP software in the 
System/390 environment. 


Systems Network Architecture (SNA). In IBM 
networks, the description of the layered logical structure, 
formats, protocols, and operational sequences that are 
used for transmitting information units through networks, 
as well as controlling the configuration and operation of 
networks. 


7 


TCP/IP. Transmission Control Protocol/Internet 
Protocol 


terminal. A device, usually equipped with a keyboard 
and some kind of display, capable of sending and 
receiving information over a communication channel. 


text. A graphic representation of information on an 
output medium. Text consists of alphanumeric 
characters and symbols arranged in paragraphs, tables, 
columns, or other shapes. 


text-formatting program. A program that determines 
the manner in which data will be placed on a page. 


text orientation. A description of the appearance of 
text as a combination of inline and baseline directions 
and character rotation. 


Transmission Control Protocol/Internet Protocol 
(TCP/IP). A set of communications protocols that 
support peer-to-peer connectivity functions for both local 
and wide area networks. 


troff. A phototypesetting utility originally designed to 
support a Graphics Systems phototypesetting machine 
but that is now capable of supporting a variety of 
phototypesetters. The utility produces data in a format 
called ditroff. 


type family. A collection of fonts of a common 
typeface that vary in size and style. 
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type font. Type of a given size and style; for example, 
10-point Sonoran Serif roman medium. (A) 


typeface. A collection of fonts all having the same 
style, weight, and width; each font differs from the 
others by point size or type family. 


typeset. (1) To arrange the type on a page for printing. 
(2) Pertaining to material that has been set in type. 


typographic font. A typeface originally designed for 
typesetting systems. Contrast with mixed-pitch font, 
uniformly spaced font. Synonym for proportionally 
spaced font. 


U 


underscore. A line printed under a character. To 
underline. 


uniformly spaced font. A font in which the characters 
have the same character increment. Synonymous with 
monospaced fonts. Contrast with proportionally spaced 
font and typographic font. 


uppercase. Pertaining to capital letters, as 
distinguished from small letters; for example, A, B, G, 
rather than a, b, g. 


V 


variable data. (1) In programming languages, a 
language object that may take different values, one ata 
time. The values of a variable are usually restricted to a 
certain data type. (I) (2) A quantity that can assume 
any of a given set of values. (A) (3) Used to 
represent a data item whose value can be changed 
while the program is running. Contrast with constant 
data. 


vector. In computer graphics, a directed line segment. 


vector graphics. Computer graphics in which display 
images are generated from display commands and 
coordinate data. (I) (A) Contrast with raster graphics. 


W 


word processing. The entry, modification, formatting, 
display, and printing of text on personal computers, 
microprocessors, and stand-alone word processors. 
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